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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ARQ
Automatic Repeat Request

BCH
Broadcast Channel

BER
Bit Error Rate

BLER
Block Error Rate

BS
Base Station

CCPCH
Common Control Physical Channel

CCTrCH
Coded Composite Transport Channel

CFN
Connection Frame Number

CRC
Cyclic Redundancy Check

DCH
Dedicated Channel

DL
Downlink (Forward link)

DPCCH
Dedicated Physical Control Channel

DPCH
Dedicated Physical Channel

DPDCH
Dedicated Physical Data Channel

DS-CDMA
Direct-Sequence Code Division Multiple Access


DTX
Discontinuous Transmission

FACH
Forward Access Channel

E-AGCH
E-DCH Absolute Grant Channel

E-DCH
Enhanced Dedicated Channel

E-DPCCH
E-DCH Dedicated Physical Control Channel

E-DPDCH
E-DCH Dedicated Physical Data Channel

E-HICH
E-DCH Hybrid ARQ Indicator Channel

E-RGCH
E-DCH Relative Grant Channel
FDD
Frequency Division Duplex

F-DPCH
Fractional Dedicated Physical Channel 
FER
Frame Error Rate

GF
Galois Field

HARQ
Hybrid Automatic Repeat reQuest

HS-DPCCH
Dedicated Physical Control Channel (uplink) for HS-DSCH

HS-DSCH
High Speed Downlink Shared Channel

HS-PDSCH
High Speed Physical Downlink Shared Channel

HS-SCCH
Shared Control Channel for HS-DSCH

MAC
Medium Access Control

Mcps
Mega Chip Per Second

MS
Mobile Station

OVSF
Orthogonal Variable Spreading Factor (codes)

PCCC
Parallel Concatenated Convolutional Code

PCH
Paging Channel

PhCH
Physical Channel

PRACH
Physical Random Access Channel

RACH
Random Access Channel

RSC
Recursive Systematic Convolutional Coder

RV
Redundancy Version

RX
Receive

SCH
Synchronisation Channel

SF
Spreading Factor

SFN
System Frame Number

SIR
Signal-to-Interference Ratio

SNR
Signal to Noise Ratio

TF
Transport Format

TFC
Transport Format Combination

TFCI
Transport Format Combination Indicator

TPC
Transmit Power Control

TrCH
Transport Channel

TTI
Transmission Time Interval

TX
Transmit

UL
Uplink (Reverse link)

******************NEXT MODIFIED SECTIONS******************
4.2
General coding/multiplexing of TrCHs

This section only applies to the transport channels: DCH, RACH, CPCH, BCH, FACH and PCH. Other transport channels which do not use the general method are described separately below.

Data arrives to the coding/multiplexing unit in form of transport block sets once every transmission time interval. The transmission time interval is transport-channel specific from the set {10 ms, 20 ms, 40 ms, 80 ms}.

The following coding/multiplexing steps can be identified:

-
add CRC to each transport block (see subclause 4.2.1);

-
transport block concatenation and code block segmentation (see subclause 4.2.2);

-
channel coding (see subclause 4.2.3);

-
radio frame equalisation (see subclause 4.2.4);

-
rate matching (see subclause 4.2.7);

-
insertion of discontinuous transmission (DTX) indication bits (see subclause 4.2.9);

-
interleaving (two steps, see subclauses 4.2.5 and 4.2.11);

-
radio frame segmentation  (see subclause 4.2.6);

-
multiplexing of transport channels (see subclause 4.2.8);

-
physical channel segmentation (see subclause 4.2.10);

-
mapping to physical channels (see subclause 4.2.12).

The coding/multiplexing steps for uplink and downlink are shown in figure 1 and figure 2 respectively.
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Figure 1: Transport channel multiplexing structure for uplink
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Figure 2: Transport channel multiplexing structure for downlink

The single output data stream from the TrCH multiplexing, including DTX indication bits in downlink, is denoted Coded Composite Transport Channel (CCTrCH). A CCTrCH can be mapped to one or several physical channels.

******************NEXT MODIFIED SECTIONS******************
4.2.3
Channel coding

Code blocks are delivered to the channel coding block. They are denoted by [image: image3.wmf]i
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, where i is the TrCH number, r is the code block number, and Ki is the number of bits in each code block. The number of code blocks on TrCH i is denoted by Ci. After encoding the bits are denoted by [image: image4.wmf]i
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, where Yi is the number of encoded bits. The relation between oirk and yirk and between Ki and Yi is dependent on the channel coding scheme.

The following channel coding schemes can be applied to TrCHs:

-
convolutional coding;

-
turbo coding.

Usage of coding scheme and coding rate for the different types of TrCH is shown in table 1.

The values of Yi in connection with each coding scheme:

-
convolutional coding with rate 1/2: Yi = 2*Ki + 16; rate 1/3: Yi = 3*Ki + 24;

-
turbo coding with rate 1/3: Yi = 3*Ki + 12.

Table 1: Usage of channel coding scheme and coding rate

	Type of TrCH
	Coding scheme
	Coding rate

	BCH
	Convolutional coding
	1/2

	PCH
	
	

	RACH
	
	

	CPCH, DCH, FACH
	
	1/3, 1/2

	
	Turbo coding
	1/3


******************NEXT MODIFIED SECTIONS******************

4.2.7.2
Determination of rate matching parameters in downlink

For downlink channels, Ndata,j does not depend on the transport format combination j. Ndata,* is given by the channelization code(s) assigned by higher layers.

Denote the number of physical channels used for the CCTrCH by P. Ndata,* is the number of bits available to the CCTrCH in one radio frame and defined as Ndata,*=P(15((Ndata1+Ndata2), where Ndata1 and Ndata2 are defined in [2]. Note that contrary to the uplink, the same rate matching patterns are used in TTIs containing no compressed radio frames and in TTIs containing radio frames compressed by spreading factor reduction or higher layer scheduling.


In the following, the total amount of puncturing or repetition for the TTI is calculated.

Additional calculations for TTIs containing radio frames compressed by puncturing in case fixed positions are used, are performed to determine this total amount of rate matching needed.

For compressed mode by puncturing, in TTIs where some compressed radio frames occur, the puncturing is increased or the repetition is decreased compared to what is calculated according to the rate matching parameters provided by higher layers. This allows to cope with reduction of available data bits on the physical channel(s) if the slot format for the compressed frame(s) contains fewer data bits than for the normal frames(s), and to create room for later insertion of marked bits, noted p-bits, which will identify the positions of the gaps in the compressed radio frames.

The amount of additional puncturing corresponds to the number of bits to create the gap in the TTI for TrCH i, plus the difference between the number of data bits available in normal frames and in compressed frames, due to slot format change. In case of fixed positions, it is calculated in addition to the amount of rate matching indicated by higher layers. It is noted [image: image5.wmf]m
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 bits p to be inserted later. If the result is null, i.e. the amount of repetition matches exactly the amount of additional puncturing needed, then no rate matching is necessary.

In case of compressed mode by puncturing and fixed positions, for some calculations, N'data,* is used for radio frames with gap instead of [image: image10.wmf],*
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 are the number of bits in the data fields of the slot format used for the frames compressed by puncturing.

******************NEXT MODIFIED SECTIONS******************

4.2.13.5
Void


******************NEXT MODIFIED SECTIONS******************

4.2.14
Multiplexing of different transport channels into one CCTrCH, and mapping of one CCTrCH onto physical channels

The following rules shall apply to the different transport channels which are part of the same CCTrCH:

1)
Transport channels multiplexed into one CCTrCh shall have co-ordinated timings. When the TFCS of a CCTrCH is changed because one or more transport channels are added to the CCTrCH or reconfigured within the CCTrCH, or removed from the CCTrCH, the change may only be made at the start of a radio frame with CFN fulfilling the relation

CFN mod Fmax = 0,

where Fmax denotes the maximum number of radio frames within the transmission time intervals of all transport channels which are multiplexed into the same CCTrCH, including any transport channels i which are added, reconfigured or have been removed, and CFN denotes the connection frame number of the first radio frame of the changed CCTrCH.

After addition or reconfiguration of a transport channel i within a CCTrCH, the TTI of transport channel i may only start in radio frames with CFN fulfilling the relation:

CFN mod Fi = 0.


2)
Only transport channels with the same active set can be mapped onto the same CCTrCH.

3)
Different CCTrCHs cannot be mapped onto the same PhCH.

4)
One CCTrCH shall be mapped onto one or several PhCHs. These physical channels shall all have the same SF.

5)
Dedicated Transport channels and common transport channels cannot be multiplexed into the same CCTrCH.

6)
For the common transport channels, only the FACH and PCH may belong to the same CCTrCH.

There are hence two types of CCTrCH:

1)
CCTrCH of dedicated type, corresponding to the result of coding and multiplexing of one or several DCHs or one E-DCH.

2)
CCTrCH of common type, corresponding to the result of the coding and multiplexing of a common channel, RACH in the uplink, HS-DSCH, BCH, or FACH/PCH for the downlink.

******************NEXT MODIFIED SECTIONS******************

4.2.14.1.2
Allowed CCTrCH combinations on the downlink

The following CCTrCH combinations for one UE are allowed:

-
x CCTrCH of dedicated type + y CCTrCH of common type. The allowed combination of CCTrCHs of dedicated and common type are given from UE radio access capabilities. There can be a maximum of one CCTrCH of common type for HS-DSCH. The maximum number of CCTrCHs of common type for FACH is determined from UE capabilities. With one CCTrCH of common type for HS-DSCH, there shall be only one CCTrCH of dedicated type.
NOTE 1:
There is only one DPCCH in the uplink, hence one TPC bits flow on the uplink to control possibly the different DPDCHs on the downlink, part of the same or several CCTrCHs.

NOTE 2:
There is only one DPCCH in the downlink, even with multiple CCTrCHs. With multiple CCTrCHs, the DPCCH is transmitted on one of the physical channels of that CCTrCH which has the smallest SF among the multiple CCTrCHs. Thus there is only one TPC command flow and only one TFCI word in downlink even with multiple CCTrCHs.

NOTE 3:
in the current release, only 1 CCTrCH of dedicated type is supported.

******************NEXT MODIFIED SECTIONS******************

4.3
Transport format detection

If the transport format set of a TrCH i contains more than one transport format, the transport format can be detected according to one of the following methods:

-
TFCI based detection: This method is applicable when the transport format combination is signalled using the  TFCI field;

-
explicit blind detection: This method typically consists of detecting the TF of TrCH i by use of channel decoding and CRC check;

-
guided detection: This method is applicable when there is at least one other TrCH i', hereafter called guiding TrCH, such that:

-
the guiding TrCH has the same TTI duration as the TrCH under consideration, i.e. Fi' = Fi;

-
different TFs of the TrCH under consideration correspond to different TFs of the guiding TrCH;

-
explicit blind detection is used on the guiding TrCH.

If the transport format set for a TrCH i does not contain more than one transport format with more than zero transport blocks, no explicit blind transport format detection needs to be performed for this TrCH. The UE can use guided detection for this TrCH or single transport format detection, where the UE always assumes the transport format corresponding to more than zero transport blocks for decoding.

For uplink, blind transport format detection is a network controlled option. For downlink, the UE shall be capable of performing blind transport format detection, if certain restrictions on the configured transport channels are fulfilled.


******************NEXT MODIFIED SECTIONS******************

4.3.4
Void
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