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	Reason for change:
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	1) According to section 8.1.1.1.2  of  25.331, UE in Connected Mode will read only SIB 4 if  SIB4 is broadcasted and will not read Idle mode SIB 3. But in test case 8.3.1.21 though UE is in Connected Mode SS Modifies only Idle Mode SIB 3. A conformant UE will FAIL to behave according to the test case since UE will not be able to read the Modification made to the Idle mode SIB 3  at the expected sequence 1a. 
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2) SS Reconfigures MAC Immediately after sending the Cell Update Confirm message to UE. There is a good chance that UE may not receive this message due SS reconfiguration.
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	1) Test Case is modified to send Connected Mode SIB 4 with Modification. Changes to Idle Mode SIB 3 is removed from step 1a of test case. 
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Change 1:

	Local Tree and test step
	1. lt_SysInfoModifySIB3_11 of tc_8_3_1_21

2. ts_SysInfoModifySIB3_11

	Reason for change
	According to section 8.1.1.1.2  of  25.331, UE in Connected Mode will read only SIB 4 if  SIB4 is broadcasted and will not read Idle mode SIB 3. But in test case 8.3.1.21 though UE is in Connected Mode SS Modifies only Idle Mode SIB 3. A conformant UE will FAIL to behave according to the test case since UE will not be able to read the Modification made to the Idle mode SIB 3  at the expected sequence 1a. 

Please note a Prose CR for the same will be presented in the next RAN5 meeting

	Summary of change
	TTCN is modified to change Connected Mode SIB 4 instead of idle mode SIB3 when System information is changed for test case 8.3.1.21 at Step 1a of the expected sequence.

1. Name of Local tree lt_SysInfoModifySIB3_11 is changed to lt_SysInfoModifySIB4_11  and  TTCN is changed to modify SIB4 instead of SIB3.

2. A new test step ts_SysInfoModifySIB4_11 is introduced to send modified  SIB4 and SIB11.

	Source of change
	New change
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After: 
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New Test Step:
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Change 2:

	Local Tree and test step
	lt_TestBody of  tc_8_3_1_21

	Reason for change
	 SS Reconfigures MAC Immediately after sending the Cell Update Confirm message to UE. There is a good chance that UE may not receive this message due SS reconfiguration.

	Summary of change
	TTCN is modified to add a delay of 30ms after sending cell update confirm message at line 19 of the test case.

	Source of change
	New change


After:
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