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Isolated Impact analysis: This will only impact the BMC function at the UTRAN and the RLC transmitter function at the UTRAN
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9.2
Generation of Schedule message

NOTE:
Principles and examples are described in [6].

This procedure calculates the CBS schedule periods and assigns BMC messages (i.e. CBS Messages, CBS41 Messages and Schedule Messages) to the CBS schedule periods and gives an indication which of the CTCH Block Sets containing a part of or a complete BMC messages has the status "new".

NOTE:
The concatenation function of RLC shall not be applied. RLC Length Indicators shall not be concatenated with RLC SDUs they do not refer to.
Algorithms used for scheduling are implementation dependent and thus do not need to be specified. Some parameters may be set by CBC or O&M system.

CTCH Block Sets are indicated in a New Message Bitmap IE of BMC Schedule Message as new (bit position of a CTCH Block Set is set to value "1") when one of the following conditions is met:


The CTCH Block Set contains part of or a complete BMC message which 
was either not sent during the previous CBS schedule period, 
or sent unscheduled during the preceding CBS schedule period; 
or, the CTCH Block Set is indicated as of free usage, reading advised,
or it contains the Schedule Message partly or complete of the following CBS schedule period,
or it contains a CBS41 Message partly or complete.

Other BMC messages sent in the same CBS schedule messages are indicated as "old" (bit position of CTCH Block Set containing this message partly or complete is set to value 0).

The indication "new" is set both for the first transmission of a BMC message in the CBS schedule period or a repetition of it within the CBS schedule period. For CBS41 Messages, repetition is not specified.

The input parameters of the scheduling procedure are set by CBC or RRC or by the O&M system for the BMC.

The CBC input parameters are:


CB messages (i.e. BMC SDUs), 
Message Identifier per CB message,
Serial Number per CB message,
CB repetition period per CB message, 
Number of Broadcast Requested per CB message.

The RRC input parameters are:


Sizes of CTCH Block Sets, 
Timing of CTCH Block Set sequence.

The O&M (BMC) input parameters are:


DRX Schedule Period (cell related parameter) requested optionally,
Reserved CB Capacity (cell related parameter) requested optionally.
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