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The following CRs are in RP-050320:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2541
	1
	Rel-6
	Removal of unnecessary Start values
	C
	6.5.0
	6.6.0
	R2-051652
	TEI6

	25.331
	2554
	2
	Rel-6
	Introduction of inter-frequency RACH measurement reporting
	B
	6.5.0
	6.6.0
	R2-051653
	TEI6

	25.331
	2557
	1
	Rel-6
	Correction to the Amount of Reporting
	F
	6.5.0
	6.6.0
	R2-051216
	TEI6

	25.331
	2558
	-
	Rel-6
	Measurement report message definition when Inter-RAT cell info indication is used
	F
	6.5.0
	6.6.0
	R2-051182
	TEI6

	25.331
	2559
	-
	Rel-6
	Direct transition to DCH
	C
	6.5.0
	6.6.0
	R2-051183
	TEI6

	25.331
	2562
	-
	Rel-6
	Introduction of IE “RB information to reconfigure” in RB SETUP, RB RELEASE messages
	B
	6.5.0
	6.6.0
	R2-051195
	TEI6

	25.331
	2564
	-
	Rel-6
	Including HS-DSCH serving cell change in ASU
	B
	6.5.0
	6.6.0
	R2-051203
	TEI6

	25.331
	2566
	1
	Rel-6
	Detection of Activation CFN wraparound in the UE during HS-DSCH cell change
	C
	6.5.0
	6.6.0
	R2-051208
	TEI6

	25.331
	2577
	-
	Rel-6
	UE L3 requirements for HS-DSCH mobility
	C
	6.5.0
	6.6.0
	R2-051578
	TEI6

	25.331
	2579
	-
	Rel-6
	Support for out-of-sequence PDUs in RLC-UM
	F
	6.5.0
	6.6.0
	R2-051580
	TEI6

	25.331
	2604
	-
	Rel-6
	Quality measurement corrections
	F
	6.5.0
	6.6.0
	R2-051654
	TEI6

	25.331
	2610
	-
	Rel-6
	Erroneous implementation of CR#2501 in RRC specification v6.5.0.
	F
	6.5.0
	6.6.0
	R2-051687
	TEI6


NOTE: The 25.331 CR 2539rev3 on Faster L1 DCH synchronisation is presented by RAN WG1, in RP-050253 (including also 25.214 CR 355rev4 and 25.133 CR 734rev1).
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