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1
Overview

This document gives details of the changes made to the baseline TTCN implementation used to create the test case 8.2.3.30. Minimum changes are made so that it can be executed with one or more 3G UE.
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3
Verification Test Summary

Test Case:
tc_8_2_3_30

Test Group:
HSDPA/RRC/RRC_RAB_Release

ATS Version:
HSDPA_wk19 + modifications

System Simulator used:
RIWS 6401 AIME

UE used:
Qualcomm 3G UE 6275

Verification Status:
PASS

4
Corrections required for test case 8.2.3.30 

4.1
Introduction

This document gives details of the changes made to the TTCN implementation to make test case 8.2.3.30 working with one or more 3G UE(s). The changes made are given a change label and are explained in the following session.

4.2
Presentation of the modifications

The changes done are described below in tables, and are also supported by screenshots taken from the relevant parts of changed TTCN objects in TTCN.GR format.

The tables used in the following session is described below with an example below 

Table 1: Example Change Table

	TTCN object
	tc_8_2_3_30

	Reference ATS
	HSDPA_r5_wk19.mp

	Change Label
	AEROFLEX#HSDPA 0101

	Reason for change
	<Textual description of change reason>.

	Summary of change
	<Textual description of performed changes>

	Other affected objects
	< other fields affected> (optional)

	ETSI comment
	

	AEROFLEX conclusion
	


TTCN object:
Identifier(s) of one or more TTCN objects having a global context in the TTCN ATS. Typically only one TTCN object occurs. More than one object is listed only, when:

a)
All objects belong to the same TTCN Object Class; and

b)
All objects are either created, or are modified in the same systematic way; and

c)
No other change is proposed for the listed objects.

Reference ATS:
ETSI ATS containing the referred TTCN object(s), relative to which the current change description applies.

Change Label:
Textual identifier starting with the fixed string ‘AEROFLEX#HSDPA’, followed by a 4‑digit number (e.g. AEROFLEX#HSDPA 0101). A Change Label is assigned when a particular problem is recognized during the verification work. More than one TTCN Object may be affected by the proposed solution to this problem.

Reason for change:
Textual description of the reason why the change is proposed.

Summary of change:
Short description of what is proposed for change.

Other affected objects:
List of one or more fields, pointing to other TTCN objects having assigned the same Change Label, i.e. all other objects being affected by the problem-giving rise to the current Change Label.

ETSI comment: 
ETSI colleagues giving a dedicated reply to the current CR document may use this field.

AEROFLEX conclusion:
Filled by AEROFLEX when ETSI answer does not indicate acceptance of the change request.

4.3
Modifications
4.3.1 ts_AT_OrgPS_CallHSDPA
	TTCN object
	ts_AT_OrgPS_CallHSDPA

	Reference ATS
	HSDPA_r5_wk19.mp

	Change Label
	AEROFLEX#HSDPA 0101

	Reason for change
	The order of AT commands is not correct. The AT command +CGACT is defined to activate the specified PDP context; hence it shall be called after +CGDCONT and +CGEQREQ.

	Summary of change
	Moved row # 7 lt_AT_SetQoS to row # 5

	Other affected objects
	

	ETSI comment
	

	AEROFLEX conclusion
	


Before:
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After:
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4.3.2 cr_QoS_InterOrBackgrdMO_HS_lv
	TTCN object
	cr_QoS_InterOrBackgrdMO_HS_lv

	Reference ATS
	HSDPA_r5_wk19.mp

	Change Label
	AEROFLEX#HSDPA 0102

	Reason for change
	In Cr_QoS_InterOrBackgrdMO_HS_lv , the peak throughput field is set to ‘0100’B. But, according to 24.008 clause 10.5.6.5 and 23.107 clause 9.1.2.3, this value is related to 64kbps.

	Summary of change
	Replaced the value of peakThoughput to ? in order to fit with all rates.

	Other affected objects
	

	ETSI comment
	

	AEROFLEX conclusion
	


Before:
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After:
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4.3.3 ts_CheckHSDSCH_ConfiguredInUE
	TTCN object
	ts_CheckHSDSCH_ConfiguredInUE

	Reference ATS
	HSDPA_r5_wk19.mp

	Change Label
	AEROFLEX#HSDPA 0103

	Reason for change
	According to 25.214 Table 7A (clause 6a.2), the cqi value 0 is a non applicable value, then it is proposed to check that the cqi value reported in the CPHY_HS_DPCCH_CQI_IND is different from 0.

	Summary of change
	1. Created a new constraint ca_CQI_ReportingInd0 with cqi value set to 0

2. Added a branch at row# 5 for the receipt of this new constraint with a fail verdict.

	Other affected objects
	

	ETSI comment
	

	AEROFLEX conclusion
	


Before:
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After: 


[image: image6.png]Test Step Id:
Test Step Group Ref: HSDPA_M_SS_Steps!

ts_CheckHSDSCH_ConfiguredinUE (p_Cellld : INTEGER )

onjectve Verty thatthe UE has statec HE-DSCH reception by checking hattsends CO reparts.
Defauts RRC_Den

comments SI0_wpe

e [ cave [ Seavour Desorpton T Constrant et [ Vet
1 +ts_RRC_Delay (500)

2 CPHY | CPHY_HS_DPCCH_CQI_REQ ca_CQl_Reporting (p_Cellld, 1}

3 CPHY ? CPHY_HS_DPCCH_CQI_CNF ca_CQl_ReportingCnf (p_Cellid )

‘ START? DIy (500

5 CPHY ? CPHY_HS_DPCCH_CQI_IND CANCEL t Dly ca_CQI_Reportingind0 (p_Cellld) (F)
6 TSP1 CPHY ? CPHY_HS_DPCCH_CQI_IND CANCELt DIy | ca_CQI_Reportingind (p_Cellld) (P}
7 TeRt | aTMEOUTLDY

(G}




New Object: ca_CQI_ReportingInd0
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4.4 Changes referred to from previous CRs

5
Branches executed in test case 8.2.3.30 

This test case is executed with pc_CS, pc_PS and pc_HSDPA all set to TRUE. Integrity and Ciphering are also enabled.

6
Execution Log Files

The Qualcomm 3G UE 6275 passed this test case in CS+PS mode on the RIWS 6401 AIME/CT. Log of the successful test case execution is enclosed in R5s050180.zip [1]

7
References

	[1]
R5s050180.zip
Attachment containing the Successful log and the TTCN MP file for tc_8_2_3_30.
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