
3GPP TSG RAN WG5 (Testing) 
Tdoc (
R5s050184

01 Jan - 31 Dec 2005
	CR-Form-v7

	CHANGE REQUEST

	

	z

	34.123-3
	CR
	 1349
	z

rev
	-
	z

Current version:
	5.1.0
	z


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the z
 symbols.

	

	Proposed change affects:
z

	UICC appsz

	
	ME
	
	Radio Access Network
	
	Core Network
	

	

	Title:
z

	Addition of  RRC WI-14 test case 8.2.1.30 to RRC ATS v5.0.0

	
	

	 Source:
z

	TSG RAN WG5 Testing

	
	

	Work item code:
z

	TEI
	
	Date: z

	20/05/05

	
	
	
	
	

	Category:
z

	B
	
	Release: z

	Rel-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPPTR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
z

	To add WI-14 HSDPA test case 8.2.1.30 to the approved RRC ATS v5.0.0

	
	

	Summary of change:
z

	This document lists all the changes applied to test case 8.2.1.30 of HSDPA wk-19 ATS 

	
	

	Consequences if 
z

not approved:
	Test case will not be added to the ATS.

	
	

	Clauses affected:
z

	

	
	

	
	Y
	N
	
	

	Other specs
z

	
	X
	 Other core specifications
z

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
z

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.


Tdoc (
R5s050184
Title:
Changes to test case 8.2.1.30 required for approval
Source:
Aeroflex

Document for:
Approval

Contact:
Kundan Sehmbey
kundan.sehmbey@aeroflex.com
Tel. +44 1628 610639

1
Overview

This document gives details of the changes made to the baseline TTCN implementation used to create the test case 8.2.1.30. Minimum changes are made so that it can be executed with one or more 3G UE.
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3
Verification Test Summary

Test Case:
tc_8_2_1_30

Test Group:
HSDPA/RRC/RRC_RAB_Establishment

ATS Version:
HSDPA_wk19 + modifications

System Simulator used:
RIWS 6401 AIME

UE used:
Qualcomm 3G UE 6275

Verification Status:
PASS

4
Corrections required for test case 8.2.1.30 

4.1
Introduction

This document gives details of the changes made to the TTCN implementation to make test case 8.2.1.30 working with one or more 3G UE(s). The changes made are given a change label and are explained in the following session.

4.2
Presentation of the modifications

The changes done are described below in tables, and are also supported by screenshots taken from the relevant parts of changed TTCN objects in TTCN.GR format.

The tables used in the following session is described below with an example below 

Table 1: Example Change Table

	TTCN object
	tc_8_2_1_30

	Reference ATS
	HSDPA_r5_wk19.mp

	Change Label
	AEROFLEX#HSDPA 0101

	Reason for change
	<Textual description of change reason>.

	Summary of change
	<Textual description of performed changes>

	Other affected objects
	< other fields affected> (optional)

	ETSI comment
	

	AEROFLEX conclusion
	


TTCN object:
Identifier(s) of one or more TTCN objects having a global context in the TTCN ATS. Typically only one TTCN object occurs. More than one object is listed only, when:

a)
All objects belong to the same TTCN Object Class; and

b)
All objects are either created, or are modified in the same systematic way; and

c)
No other change is proposed for the listed objects.

Reference ATS:
ETSI ATS containing the referred TTCN object(s), relative to which the current change description applies.

Change Label:
Textual identifier starting with the fixed string ‘AEROFLEX#HSDPA’, followed by a 4‑digit number (e.g. AEROFLEX#HSDPA 0101). A Change Label is assigned when a particular problem is recognized during the verification work. More than one TTCN Object may be affected by the proposed solution to this problem.

Reason for change:
Textual description of the reason why the change is proposed.

Summary of change:
Short description of what is proposed for change.

Other affected objects:
List of one or more fields, pointing to other TTCN objects having assigned the same Change Label, i.e. all other objects being affected by the problem-giving rise to the current Change Label.

ETSI comment: 
ETSI colleagues giving a dedicated reply to the current CR document may use this field.

AEROFLEX conclusion:
Filled by AEROFLEX when ETSI answer does not indicate acceptance of the change request.

4.3
Modifications
4.3.1 c_DL_CommonInformationDCH_DPCH_Offset_r5
	TTCN object
	c_DL_CommonInformationDCH_DPCH_Offset_r5

	Reference ATS
	HSDPA_r5_wk19.mp

	Change Label
	AEROFLEX#HSDPA 0101

	Reason for change
	During the radio bearer establishment procedure, the signalling connection is set to 3.4 kbps; hence, the position shall be set to fixed and the TFCI to FALSE

	Summary of change
	Changed the position to fixed and the TFCI existence to FALSE

	Other affected objects
	

	ETSI comment
	

	AEROFLEX conclusion
	


Before:


[image: image1.png]Constraint Name:  ¢_DL_CommoninformationDCH_DPCH_Offset_r5 (p_Sf. SF512_AndPilot)
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modeSpecificinfo fdd :{ dpc_Mode singleTPC }
L
powerOfsetPilot_pdpdch tsc_DPCH_PowerOfisetPILOT,
dl_rate_maiching_testriction OMIT,
spreadingF actorAndPilot p_Sf,
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sst_informtion OMIT
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mac_hsResetindicator true_value
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After:
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sst_informtion OMIT
L
mac_hsResetindicator true_value
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4.3.2 ts_HO_SS_DL_DPCH_Cfg_HS
	TTCN object
	ts_HO_SS_DL_DPCH_Cfg_HS

	Reference ATS
	HSDPA_r5_wk19.mp

	Change Label
	AEROFLEX#HSDPA 0102

	Reason for change
	The DL-DPCH should be created with Secondary Scrambling Code as per RAB Setup Message in 34.108

	Summary of change
	Row # 1 changed from ca_DL_DPCH_SetupInfo_r5 (p_CellId, tsc_DL_DPCH1, cb_DL_DPCH_PS_Offset_r5 (c_DL_CommonInformationDCH_DPCH_Offset_r5 (tsc_DL_DPCH1_SFP_SRB_3_4k), OMIT, tsc_Sfc256_C0)) to ca_DL_DPCH_SetupInfo_r5 (p_CellId, tsc_DL_DPCH1, cb_DL_DPCH_PS_Offset_r5 (c_DL_CommonInformationDCH_DPCH_Offset_r5 (tsc_DL_DPCH1_SFP_SRB_3_4k), tcv_TmpCellInfo.dl_DPCH_2ndScrCode, tsc_Sfc256_C0))

	Other affected objects
	

	ETSI comment
	

	AEROFLEX conclusion
	


Before:
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After:
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CPHY | CPHY_RL_Setup_REQ ca_DL_DPCH_Setuplnfo_r5 (p_Cellid, tsc_DL_DPCH1, cb_DL_DPCH_PS_Offs
e115 (¢_DL_CommoninformationDCH_DPCH_Offset_t5 (isc_DL_DPCH1_SFP
_SRB_3_4K), tsc_8f256_00))

2 CPHY 7 CPHY_RL_Setup_CNF ca_RL_SetupCnf (p_Cellid, tsc_DL_DPCH1)

3 CPHY | CPHY_TICH_Config_REQ ca_DCH_148_DL_Acthow (p_Cellld, tse_DL_DPCH1)

4 CPHY 7 CPHY_TrCH_Canfig_ONF ca_TrChCfyCnf (p_Cellid, tse_DL_DPCH1)

5 CMAC | CMAC_Config_REQ ca_CMAC_Reconfiginfosctiow (tsc_CellDedicated, tsc_DL_DPCHI, c_UE_Info
(OMIT, OMIT), ¢_TrChinfoDL_34_Standalane, ¢_TrLogMappingDL_4DCCH)
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4.4 Changes referred to from previous CRs

This CR also refer to changes AEROFLEX#HSDPA 0101, AEROFLEX#HSDPA 0102 and AEROFLEX#HSDPA 0103 from CR R5s050179.

5
Branches executed in test case 8.2.1.30 

This test case is executed with pc_CS, pc_PS and pc_HSDPA all set to TRUE. Integrity and Ciphering are also enabled.

6
Execution Log Files

The Qualcomm 3G UE 6275 passed this test case in CS+PS mode on the RIWS 6401 AIME/CT. Log of the successful test case execution is enclosed in R5s050185.zip [1]

7
References

	[1]
R5s050185.zip
Attachment containing the Successful log and the TTCN MP file for tc_8_2_1_30.
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