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1
Introduction

This document contains the list of Change Requests that were agreed (or Technically Endorsed) by TSG-RAN WG2 and which are presented for approval to TSG-RAN #30.

The companion document RP-050653 provides the status report of TSG-RAN WG2.

2
Approval of CRs to R'99, Rel-4, Rel-5 with linked CRs (agenda item 7.3.3)
2.1
CRs on 25.306, 25.322, 25.323 Rel5/Rel-6
The following CRs are in RP-050784:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.306
	0134
	-
	Rel-6
	Feature cleanup and other leftovers
	A
	6.6.0
	6.7.0
	R2-053046
	TEI5

	25.306
	0137
	-
	Rel-5
	Feature cleanup and other leftovers
	F
	5.12.0
	5.13.0
	R2-053045
	TEI5

	25.322
	0289
	-
	Rel-5
	Correction on transmission of AMD PDU
	F
	5.12.0
	5.13.0
	R2-052704
	TEI5

	25.322
	0290
	-
	Rel-6
	Correction on transmission of AMD PDU
	A
	6.5.0
	6.6.0
	R2-052705
	TEI5

	25.323
	0066
	1
	Rel-5
	Correction of the ROHC context relocation procedure
	F
	5.4.0
	5.5.0
	R2-053140
	TEI5

	25.323
	0067
	1
	Rel-6
	Correction of the ROHC context relocation procedure
	A
	6.3.0
	6.4.0
	R2-053141
	TEI5


2.2
Change Requests on 25.331 Rel-5/Rel-6
The following CRs are in RP-050785:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2684
	1
	Rel-5
	PRACH for CCCH in SIB 6
	F
	5.14.0
	5.15.0
	R2-053020
	TEI5

	25.331
	2685
	1
	Rel-6
	PRACH for CCCH in SIB 6
	F
	6.7.0
	6.8.0
	R2-053021
	TEI6

	25.331
	2691
	-
	Rel-5
	Clarification of Delta in Inter/Intra-frequency measurement reporting criteria
	F
	5.14.0
	5.15.0
	R2-053030
	TEI5

	25.331
	2692
	-
	Rel-6
	Clarification of Delta in Inter/Intra-frequency measurement reporting criteria
	A
	6.7.0
	6.8.0
	R2-053031
	TEI5

	25.331
	2693
	-
	Rel-5
	Clarification of the usage of "Ack-Nack Power Offset" in HSDPA for TDD
	F
	5.14.0
	5.15.0
	R2-053032
	HSDPA-L23

	25.331
	2694
	-
	Rel-6
	Clarification of the usage of "Ack-Nack Power Offset" in HSDPA for TDD
	A
	6.7.0
	6.8.0
	R2-053033
	HSDPA-L23

	25.331
	2695
	-
	Rel-5
	Modification of WB-AMR default configuration
	F
	5.14.0
	5.15.0
	R2-053035
	TEI5

	25.331
	2696
	-
	Rel-6
	Modification of WB-AMR default configuration
	A
	6.7.0
	6.8.0
	R2-053036
	TEI5

	25.331
	2697
	-
	Rel-5
	Serving HS-DSCH radio link indicator
	F
	5.14.0
	5.15.0
	R2-053041
	HSDPA-L23

	25.331
	2698
	-
	Rel-6
	Serving E-DCH radio link indication
	F
	6.7.0
	6.8.0
	R2-053042
	EDCH-L23, HSDPA-L23


2.3
(Alternative) Rel-5 Change Requests on 25.331 Correction to UE positioning measurements in CELL_PCH/URA_PCH state
The following CRs are in RP-050786 (Release 5 CRs are alternatives for approval):
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2689
	
	Rel-5
	Correction to UE positioning measurements in CELL_PCH/URA_PCH state
	F
	5.14.0
	5.15.0
	R2-053028
	TEI5

	25.331
	2689
	1
	Rel-5
	Correction to UE positioning measurements in CELL_PCH/URA_PCH state
	F
	5.14.0
	5.15.0
	R2-053175
	TEI5

	25.331
	2690
	-
	Rel-6
	Correction to UE positioning measurements in CELL_PCH/URA_PCH state
	A
	6.7.0
	6.8.0
	R2-053029
	TEI5


3
Release 6 Change Requests (for closed Rel-6 Work Items, agenda item 7.3.4)
3.1
25.331 CR (Rel-6) on Introduction of the HSDPA and E-DCH Capable Cell Indicator
The following CR is in RP-050787:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2683
	4
	Rel-6
	Introduction of the HSDPA and E-DCH Capable Cell Indicator
	B
	6.7.0
	6.8.0
	R2-053027
	HSDPA-L23, EDCH-L23


3.2
CRs on MBMS
The following CRs are in RP-050788:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.304
	0150
	-
	Rel-6
	Structure and use of TMGI for MBMS notification
	F
	6.7.0
	6.8.0
	R2-053144
	MBMS-RAN

	25.322
	0293
	-
	Rel-6
	Initiation of state variable VR(UOH)
	F
	6.5.0
	6.6.0
	R2-053061
	MBMS-RAN

	25.322
	0294
	-
	Rel-6
	Clarification on reception of UMD PDU when OSD function is configured
	F
	6.5.0
	6.6.0
	R2-053063
	MBMS-RAN

	25.331
	2700
	-
	Rel-6
	MCCH configuration information
	F
	6.7.0
	6.8.0
	R2-053057
	MBMS-RAN

	25.331
	2701
	-
	Rel-6
	Correction of default TFCS for MBMS
	F
	6.7.0
	6.8.0
	R2-053060
	MBMS-RAN

	25.331
	2714
	1
	Rel-6
	MBMS corrections on default TFCS, service identity and PL Service Information
	F
	6.7.0
	6.8.0
	R2-053165
	MBMS-RAN

	25.346
	0020
	-
	Rel-6
	Correction to MBMS Cell Group
	F
	6.6.0
	6.7.0
	R2-053145
	MBMS-RAN


3.3
CRs 25.309 on FDD Enhanced Uplink
The following CRs are in RP-050789:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.309
	0016
	1
	Rel-6
	Criteria for the Happy Bit
	F
	6.4.0
	6.5.0
	R2-052727
	EDCH-L23

	25.309
	0017
	2
	Rel-6
	HARQ process restricition/reservation for non-scheduled/scheduled transmissions
	F
	6.4.0
	6.5.0
	R2-053173
	EDCH-L23

	25.309
	0018
	-
	Rel-6
	Simultaneous E-DCH and DCH (DCH UL capability)
	F
	6.4.0
	6.5.0
	R2-053078
	EDCH-L23

	25.309
	0019
	1
	Rel-6
	E-DCH RRM measurements in case of multi-cell RLS
	F
	6.4.0
	6.5.0
	R2-053148
	EDCH-L23

	25.309
	0020
	1
	Rel-6
	Secondary Absolute Grant Scope
	F
	6.4.0
	6.5.0
	R2-053174
	EDCH-L23

	25.309
	0021
	-
	Rel-6
	Alignment to stage 3 and removal of details
	F
	6.4.0
	6.5.0
	R2-053093
	EDCH-L23


3.4
(Alternative) 25.306 CRs on E-DCH L2 Buffer sizes

The following CRs are in RP-050790 (the CRs are alternative for approval):
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem
	Status-2nd-Level

	25.306
	0135
	
	Rel-6
	E-DCH L2 Buffer sizes
	F
	6.6.0
	6.7.0
	R2-053079
	EDCH-L23
	Technically Endorsed

	25.306
	0135
	1
	Rel-6
	E-DCH L2 Buffer sizes
	F
	6.6.0
	6.7.0
	R2-053176
	EDCH-L23
	Technically Endorsed


3.5
CRs on 25.321 FDD Enhanced Uplink (1)
The following CRs are in RP-050791:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.321
	0223
	-
	Rel-6
	Multi-step handling for E-RGCH
	F
	6.6.0
	6.7.0
	R2-052604
	EDCH-L23

	25.321
	0224
	-
	Rel-6
	Clarifications and Corrections of E-TFC Selection
	F
	6.6.0
	6.7.0
	R2-052605
	EDCH-L23

	25.321
	0225
	1
	Rel-6
	Criteria for the Happy Bit
	F
	6.6.0
	6.7.0
	R2-052728
	EDCH-L23

	25.321
	0226
	1
	Rel-6
	Correction to definition of reference_ETPR
	F
	6.6.0
	6.7.0
	R2-052710
	EDCH-L23

	25.321
	0227
	-
	Rel-6
	TEBS and HLBS Coding
	F
	6.6.0
	6.7.0
	R2-053076
	EDCH-L23

	25.321
	0228
	-
	Rel-6
	Correction on MAC-e PDU format
	F
	6.6.0
	6.7.0
	R2-053085
	EDCH-L23

	25.321
	0229
	-
	Rel-6
	SI Triggering Timer
	F
	6.6.0
	6.7.0
	R2-053086
	EDCH-L23

	25.321
	0230
	-
	Rel-6
	Maximum number of transmissions for control-only information
	F
	6.6.0
	6.7.0
	R2-053089
	EDCH-L23

	25.321
	0231
	-
	Rel-6
	Additional error case on the Absolute Grant channel
	F
	6.6.0
	6.7.0
	R2-053091
	EDCH-L23

	25.321
	0232
	-
	Rel-6
	HARQ process restricition/reservation
	F
	6.6.0
	6.7.0
	R2-053092
	EDCH-L23

	25.321
	0233
	-
	Rel-6
	Behavior at E-DCH TTI change
	F
	6.6.0
	6.7.0
	R2-053097
	EDCH-L23


3.6
CRs on 25.321 FDD Enhanced Uplink (2)

The following CRs are in RP-050792:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.321
	0234
	-
	Rel-6
	Buffer status for Scheduling Information
	F
	6.6.0
	6.7.0
	R2-053098
	EDCH-L23

	25.321
	0235
	-
	Rel-6
	Buffer definition for Happy Bit setting
	F
	6.6.0
	6.7.0
	R2-053099
	EDCH-L23

	25.321
	0236
	-
	Rel-6
	Specification of rate control combining rules in baseline procedure for Serving Grant update
	F
	6.6.0
	6.7.0
	R2-053100
	EDCH-L23

	25.321
	0237
	-
	Rel-6
	Definition of sample for E-DCH bit rate measurement
	F
	6.6.0
	6.7.0
	R2-053101
	EDCH-L23

	25.321
	0238
	-
	Rel-6
	Size of Absolute Grant field
	F
	6.6.0
	6.7.0
	R2-053102
	EDCH-L23

	25.321
	0239
	-
	Rel-6
	Transmission of Scheduling Information without higher layer data
	F
	6.6.0
	6.7.0
	R2-053103
	EDCH-L23

	25.321
	0241
	-
	Rel-6
	Size of UPH field and assembly of Scheduling Information message
	F
	6.6.0
	6.7.0
	R2-053110
	EDCH-L23

	25.321
	0242
	-
	Rel-6
	E-DCH SI MAC-e PDU and SI timers
	F
	6.6.0
	6.7.0
	R2-053111
	EDCH-L23

	25.321
	0243
	-
	Rel-6
	MAC es/e reset indicator
	B
	6.6.0
	6.7.0
	R2-053151
	EDCH-L23

	25.321
	0244
	-
	Rel-6
	E-DCH handling at serving cell change
	F
	6.6.0
	6.7.0
	R2-053152
	EDCH-L23

	25.321
	0245
	-
	Rel-6
	RSN sequence in the presence of compressed mode transmission gaps
	C
	6.6.0
	6.7.0
	R2-053154
	EDCH-L23


3.7
CRs on 25.331 FDD Enhanced Uplink

The following CRs are in RP-050793:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2703
	1
	Rel-6
	Misalignments for E-DCH
	F
	6.7.0
	6.8.0
	R2- 053146
	EDCH-L23

	25.331
	2704
	-
	Rel-6
	Update for E-DCH Serving Grant IE value range
	F
	6.7.0
	6.8.0
	R2-053083
	EDCH-L23

	25.331
	2705
	-
	Rel-6
	Clarification on MAC-d flow multiplexing list
	F
	6.7.0
	6.8.0
	R2-053084
	EDCH-L23

	25.331
	2706
	-
	Rel-6
	Addition of E-DCH power offsets to active set update
	F
	6.7.0
	6.8.0
	R2-053094
	EDCH-L23

	25.331
	2707
	-
	Rel-6
	E-RNTI validity
	F
	6.7.0
	6.8.0
	R2-053095
	EDCH-L23

	25.331
	2708
	-
	Rel-6
	Clarification of bit strings for EUL
	F
	6.7.0
	6.8.0
	R2-053104
	EDCH-L23

	25.331
	2709
	1
	Rel-6
	Modification of SI periodicity
	F
	6.7.0
	6.8.0
	R2-053150
	EDCH-L23

	25.331
	2710
	-
	Rel-6
	E-DCH PO signalling
	F
	6.7.0
	6.8.0
	R2-053106
	EDCH-L23

	25.331
	2711
	1
	Rel-6
	MAC es/e reset indicator
	B
	6.7.0
	6.8.0
	R2-053153
	EDCH-L23


3.8
(Alternative) 25.331 CRs on E-DCH mobility corrections and multi-step handling for E-RGCH
The following CRs are in RP-050827 (the CRs are alternative for approval):
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2687
	-
	Rel-6
	E-DCH mobility corrections and multi-step handling for E-RGCH
	F
	6.7.0
	6.8.0
	R2-052709
	EDCH-L23

	25.331
	2687
	1
	Rel-6
	E-DCH mobility corrections and multi-step handling for E-RGCH
	F
	6.7.0
	6.8.0
	R2-053178
	EDCH-L23


3.9
25.331 Technically Endorsed CR on new measurement reporting event (1J)

The following CRs are in RP-050794:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2716
	2
	Rel-6
	E-DCH Measurement Reporting (new event 1J)
	B
	6.7.0
	6.8.0
	R2-053177
	EDCH-L23


3.10
CRs on GAN

The following CRs are in RP-050795:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.306
	0136
	-
	Rel-6
	Introduction of Support of Handover to GAN
	B
	6.6.0
	6.7.0
	R2-053157
	GAAI

	25.331
	2718
	-
	Rel-6
	Introduction of Support of Handover to GAN
	B
	6.7.0
	6.8.0
	R2-053158
	GAAI


3.11
TEI6: CRs on Tx/Rx frequency separation capability (FDD)

The following CRs are in RP-050796:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.306
	0133
	-
	Rel-6
	Tx/Rx frequency separation capability (FDD)
	F
	6.6.0
	6.7.0
	R2-052707
	TEI6

	25.331
	2686
	1
	Rel-6
	Tx/Rx frequency separation capability (FDD)
	F
	6.7.0
	6.8.0
	R2-053065
	TEI6


3.12
TEI6: CRs on 25.322 and 25.331
The following CRs are in RP-050797:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.322
	0296
	-
	Rel-6
	Corrections to RLC re-establishment
	F
	6.5.0
	6.6.0
	R2-053067
	TEI6

	25.331
	2688
	1
	Rel-6
	L1 synchronisation at HHO
	F
	6.7.0
	6.8.0
	R2-053155
	TEI6

	25.331
	2702
	-
	Rel-6
	Unidirectional RLC reconfiguration
	C
	6.7.0
	6.8.0
	R2-053066
	TEI6


3.13
TEI6: 25.331 CR on Corrections of inconsistencies in Rel-6 RRC messages (ASN.1 review)

The following CR is in RP-050798
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2717
	-
	Rel-6
	Corrections of inconsistencies in Rel-6 RRC messages (ASN.1 review)
	F
	6.7.0
	6.8.0
	R2-053156
	TEI6


3.14
CRs to TR 25.993 (Typical examples of RABs and RBs supported by UTRA)

The following CRs are in RP-050799:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.993
	0048
	3
	Rel-6
	Addition of VoIP RAB combinations
	F
	6.11.0
	6.12.0
	R2-05114
	RANimp-RABSE

	25.993
	0049
	3
	Rel-6
	Addition of VoIP RAB combination for multiplexed RTP and RTCP flows
	F
	6.11.0
	6.12.0
	R2-053115
	RANimp-RABSE

	25.993
	0051
	1
	Rel-6
	Addition of multi-rate AMR-NB configuration with SRB#5
	F
	6.11.0
	6.12.0
	R2-053129
	TEI4

	25.993
	0052
	1
	Rel-6
	Introduction of high bit rate SRB
	F
	6.11.0
	6.12.0
	R2-053161
	TEI

	25.993
	0053
	3
	Rel-6
	Addition of multi-rate AMR configuration over HSDPA
	F
	6.11.0
	6.12.0
	R2-053172
	RANimp-RABSE

	25.993
	0054
	1
	Rel-6
	Miscellaneous corrections
	F
	6.11.0
	6.12.0
	R2-053137
	TEI

	25.993
	0055
	-
	Rel-6
	Introduction of conversational mono rate AMR 5.9 kbps RAB with SF 128.
	F
	6.11.0
	6.12.0
	R2-053047
	TEI

	25.993
	0056
	-
	Rel-6
	Reference RAB configurations for MBMS
	B
	6.11.0
	6.12.0
	R2-053058
	MBMS-RAN

	25.993
	0057
	-
	Rel-6
	PL for Conversational / speech (12.65, 8.85, 6.6) kbps + Interactive 0 kbps
	F
	6.11.0
	6.12.0
	R2-053064
	TEI6

	25.993
	0060
	-
	Rel-6
	WB-AMR configurations
	F
	6.11.0
	6.12.0
	R2-053139
	TEI5

	25.993
	0061
	1
	Rel-6
	Addition of VoIP RAB combinations
	F
	6.11.0
	6.12.0
	R2-053169
	RANimp-RABSE

	25.993
	0062
	-
	Rel-6
	Addition of VoIP RAB combination for multiplexed RTP and RTCP flows
	F
	6.11.0
	6.12.0
	R2-053160
	RANimp-RABSE


4
Radio Interface Improvement feature (agenda item 8.1)
4.1
UMTS 900 (agenda item 8.1.2)
The following CRs are in RP-050800:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.307
	0039
	-
	R99
	Introduction of UMTS 900 (Band VIII)
	B
	3.5.0
	3.6.0
	R2-0523049
	RInImp-UMTS900

	25.307
	0040
	-
	Rel-4
	Introduction of UMTS 900 (Band VIII)
	B
	4.5.0
	4.6.0
	R2-053050
	RInImp-UMTS900

	25.307
	0041
	-
	Rel-5
	Introduction of UMTS 900 (Band VIII)
	B
	5.4.0
	5.5.0
	R2-053051
	RInImp-UMTS900

	25.307
	0042
	-
	Rel-6
	Introduction of UMTS 900 (Band VIII)
	B
	6.2.0
	6.3.0
	R2-053052
	RInImp-UMTS900

	25.331
	2699
	-
	Rel-6
	Introduction of UMTS 900 (Band VIII)
	B
	6.7.0
	6.8.0
	R2-053053
	RInImp-UMTS900


4.2
UMTS 1700 MHz in Japan (agenda item 8.1.3)
The following CRs are in RP-050801:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.307
	0031
	-
	R99
	Introduction of UMTS1700
	B
	3.5.0
	3.6.0
	R2-052713
	RInImp-UMTS1700

	25.307
	0032
	-
	Rel-4
	Introduction of UMTS1700
	B
	4.5.0
	4.6.0
	R2-052714
	RInImp-UMTS1700

	25.307
	0033
	-
	Rel-5
	Introduction of UMTS1700
	B
	5.4.0
	5.5.0
	R2-052715
	RInImp-UMTS1700

	25.307
	0034
	-
	Rel-6
	Introduction of UMTS1700
	B
	6.2.0
	6.3.0
	R2-052716
	RInImp-UMTS1700

	25.331
	2617
	2
	Rel-6
	Introduction of UMTS1700
	B
	6.7.0
	6.8.0
	R2-053048
	RInImp-UMTS1700


4.3
Improved support for IMS Real time Services using HSDPA/EDCH (agenda item 8.1.7)

The following CR is in RP-050802:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.322
	0297
	1
	Rel-6
	RLC UMD header optimisation for RT services over HSDPA/HSUPA
	B
	6.5.0
	6.6.0
	R2-053166
	RInImp-IMSRealTime


5
UE Positioning (agenda item 8.3)

5.1
LCS Enhancements Related to Location-Based Services (agenda item 8.3.2)
The following CR is in RP-050803:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2713
	1
	Rel-7
	Enabling the Providing of Velocity
	B
	6.7.0
	7.0.0
	R2-053170
	LCS3-UEPos-Velocity
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