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	Reason for change:
(

	In the current specification the Max target RTWP IE is an optional parameter for HSUPA operation. Thus the Node B scheduler should work also without any limitations to how high it may load the uplink. It is not reasonable to expect a Node B scheduler implementation that could guarantee a good scheduling operation and simultaneously ensure that the uplink is not overloaded without a presense of a maximum limit for the uplink loading.

	
	

	Summary of change:
(

	Rev1:

Addition of abnormal condition that Node B reject the procedure when it is requested to setup E-AGCH/RGCH/HICH resource but Maximum Target Received Total Wide Band Power IE is not configured. 
------------------------------------------------------------------------------------------------------------

Rev0:

Addition of the abnormal conditions that the Node B rejects the procedure when it is requested to setup E-DCH but the Maximum Target Received Total Wide Band Power IE is not configured in the cells that E-DCH is requested to be setup.
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not approved:
	Node B scheduler needs to be prepared to operate without any limitations set to the uplink loading. This could lead to unexpected and uncontrolled uplink noise rise if the parameter is not available for the Node B.
Impact analysis


This CR has isolated impact on the previous release of the specification because the chages effect only E-DCH function.
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Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.
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8.2.18.4
Abnormal Conditions

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains Add to HS-SCCH Resource Pool IE, the Modify HS-SCCH Resource Pool IE, or the Delete from HS-SCCH Resource Pool IE and does not contain the Configuration Generation ID the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the the Configuration Generation ID IE and does not contain at least one of Add to HS-SCCH Resource Pool IE, the Modify HS-SCCH Resource Pool IE, or the Delete from HS-SCCH Resource Pool IE the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[FDD - If neither E-AGCH nor E-HICH/E-RGCH resources are configured in the cell, and if one or more codes are included in the E-AGCH FDD Code Information IE and/or E-RGCH/E-HICH FDD Code Information IE but the Maximum Target Received Total Wide Band Power IE is not included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall send PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
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