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5.2.1.3
E-DPCCH and E-DPDCH

The E-DPDCH is used to carry the E-DCH transport channel. There may be zero, one, or several E-DPDCH on each radio link.
The E-DPCCH is a physical channel used to transmit control information associated with the E-DCH. There is at most one E-DPCCH on each radio link.

E-DPDCH and E-DPCCH are always transmitted simultaneously, except for the case that E-DPDCH but not E-DPCCH is DTXed  due to power scaling as described in [5] section 5.1.2.6. E-DPCCH shall not be transmitted in a slot unless DPCCH is also transmitted in the same slot.
Figure 2B shows the E-DPDCH and E-DPCCH (sub)frame structure. Each radio frame is divided in 5 subframes, each of length 2 ms; the first subframe starts at the start of each radio frame and the 5th subframe ends at the end of each radio frame. The E-DPDCH slot formats, corresponding rates and number of bits are specified in Table 5B. The E-DPCCH slot format is listed in Table 5C.
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Figure 2B: E-DPDCH frame structure

Table 5B: E-DPDCH slot formats

	Slot Format #i
	Channel Bit Rate (kbps)
	SF
	Bits/ Frame
	Bits/ Subframe
	Bits/Slot

Ndata

	0
	60
	64
	600
	120
	40

	1
	120
	32
	1200
	240
	80

	2
	240
	16
	2400
	480
	160

	3
	480
	8
	4800
	960
	320

	4
	960
	4
	9600
	1920
	640

	5
	1920
	2
	19200
	3840
	1280


Table 5C: E-DPCCH slot formats

	Slot Format #i
	Channel Bit Rate (kbps)
	SF
	Bits/ Frame
	Bits/ Subframe
	Bits/Slot

Ndata

	0
	15
	256
	150
	30
	10
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