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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case case 8.2.6.41, which are part of the HS_ENH test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
tc_8_2_6_41 

Test Group:
RRC
ATS Version:
iWD-TVB2004-12_D05wk36

System Simulator used:
Anite 3G CT

UE used:
Qualcomm 6275

Verification Status:
PASS
4 Corrections required for test case 8.2.6.41

4.1 Introduction

This section describes the changes required to make test case 8.2.6.41 run correctly with the 3G UEs. The ATS version used as basis was HS_ENH_r5_wk31.mp, which is part of the iWD-TVB2004-12_D05wk31 release.

Change 1

Local Tree and Test step
Cds_PhyChReconf_NoHS_Info

Reason for change
As per 34.123-1, the specific message content of the physicalchannelreconfiguration message, the IE Secondary scrambling code should be set to OMIT. 

As code number of 0 is used for CPICH and thus in order to prevent overlapping of CPICH and DL DPCH, it is proposed to set the value if IE Secondary scrambling code to 5. 

Note: A Prose CR will be raised in the next RAN5 meeting.

Summary of change
Changed the IE Secondary scrambling code from OMIT to 5.

Source of change
Modification

Before:


[image: image1.png]ASN.1 PDU Canstraint Declaration

Constraint Name:  cds_PhyChReconf_NoHS_Info
p_integribinfo: _IntegrityCheckinfa ;

p_RRC_T RRC_Transactionldentifer;
p_ActTime:  ActivationTime;
p_Fredinfo: Frequencylnfo;

p_PrimScramblingCote : PrimanyeramblingCade;
p_UL_SeramblingCode : UL_ScramblingCode;
p_HEDPA_ConfigType : HSDPA_ConfigType )

Group,
PDU Name: DL_DCCH_Message
Derivation Path; chs_108_PhyChReconfb4k_PS_ToDCH_HSENH

Encoding Rule Narme:
Encotling Variation
Comments: 8IC_NAPP.

Canstraint Value

REPLACE message.physicalChannelRecanfiguration.later_than_r3.criticalExtensions. eriticalExtensions. 8 physicalChannelReconfiguration_ré.new._t

NewHRNTIZ,

REPLACE message.physicalChannelRecanfiguration.later_than_rs.crticalExtensions. eriticalExtensions. 8 physicalChannelReconfiguration_rs.ul_ChannelRequire
ment BY ul_DPCH_nfo : cb_UL_DPCH_nfo_r5 (tsc_UL_DPDCH_SF_SRE , pl1, p_UL_ScramblingCode ),

REPLACE message physicalChannelReconfigurationlater_than_r3 crticalExtensions sriticalExtensions 5 physicalChannelReconfiguration_rs.di_Commoninforma
tion BY ¢_DL_Commoninformation_DCH_DPCH_Offset_rs (tsc_DL_DPCH1_SFP_SRB),

REPLACE message physicalChannelReconfiguration.later_than_r3 criticalExtensions criticalExtensions 1 physicalChannelReconfiguration_t5.dl_informationPerRLl
| ListBY c_DL_InfoPerRL_DPCH_Offse. HSENH ( p_PrimScramblingCode tsc_DL_DPCH1_ChC_SRE , OMIT)

_RNTIBY tsc





After:


[image: image2.png]ASN.1 PDU Canstraint Declaration

Constraint Name:  cds_PhyChReconf_NoHS_Info
p_integribinfo: _IntegrityCheckinfa ;

p_RRC_T RRC_Transactionldentifer;
p_ActTime:  ActivationTime;
p_Fredinfo: Frequencylnfo;

p_PrimScramblingCote : PrimanyeramblingCade;
p_UL_SeramblingCode : UL_ScramblingCode;
p_HEDPA_ConfigType : HSDPA_ConfigType )

Group,
PDU Name: DL_DCCH_Message
Derivation Path; chs_108_PhyChReconfb4k_PS_ToDCH_HSENH

Encoding Rule Narme:

Encotling Variation

Camments: @SIC_NAPP
Anite#HSDPA

Canstraint Value

REPLACE message.physicalChannelRecanfiguration.later_than_r3criticalExtensions. criicalExtensions. 6 physicalChannelReconfiguration_rs.new_H_RNTI BY tse_NewHRNTIZ,
REPLACE message.physicalChannelRecanfiguration.late_than_r3.crticalExtensions. criticalExtensions. 5 physicalChannelReconfiguration_rs.ul_ChannelRequirement BY ul_DPC
H_Info  cb_UL_DPCH_Info_t5 (tsc_UL_DPDCH_SF_SRB ,pi, p_UL_ScramblingCode ),

REPLACE message physicalChannelReconfiguration later_than_r3 criticalExtensionssriticalExtensions 15 physicalChannelReconfiguration_ts.dl_Commoninformation Y ¢_DL_Col
mmoninformation_DCH_DPCH_Offset_t5 (tsc_DL_DPCH1_SFP_SRB),

REPLACE message.physicalChannelReconfigurationlater_than_r3 criticalExtensions.criicalExtensions 15 physicalChannelReconfiguration_t5.l_informationPerRL_List BY c_DL_|

nfoPerRL_DPCH_Offse_HSENH ( p_PrimScramblingCode tsc_DL_DPCH1_ChC_SRE (fsc_DL_DPCH_ScrC_8)





4.2 Change 2

Local Tree and Test step
lt_PhyChReconf, line #  13

Reason for change
Same as change 1.

Summary of change
Added a new row: (tcv_CellInfoF.dl_DPCH_2ndScrCode := 5)

Source of change
New Change

Before:
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After:
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5 Branches executed in test case 8.2.6.41

The test case implementation executed the combined CS/PS branch with integrity activated and ciphering enabled. The execution came to a PASS.

6 Execution Log Files

6.1 Qualcomm 6275

The Qualcomm 6275 passed this test case on the Anite CT system. The documentation below is enclosed as evidence of the successful test case run [1]:

7 References

[1]
This archive comprises text format execution log file and the TTCN MP file.
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