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Introduction

RAN5 has agreed 82 (non TTCN) CRs that belong to TEI_Test WI, i.e. corrections to TCs that are relevant for R99 or R99 and later. The following TSs have been affected:

· 34.108 (10 CRs)
· 34.121 (20 CRs)
· 34.123-1 (44 CRs)
· 34.123-2 (7 CRs)
· 34.123-3 (1 CR).
Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN and one or more TTCN CRs that reflect one and the same issue.

The 80 CRs are split in 4 batches. This is Batch 1 and contains CRs to 34.108, 34.123-2 and 34.123-3.
TS 34.108

	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-052302
	34.108
	464
	-
	F
	Rel-6
	6.0.0
	Correction of UE test states for RF testing.
	TEI_Test

	R5-051933
	34.108
	465
	-
	F
	Rel-6
	6.0.0
	Removal of temporary BLER measurement configuration
	TEI_Test

	R5-051840
	34.108
	474
	-
	D
	Rel-6
	6.0.0
	Editorial corrections to TS 34.108
	TEI_Test

	R5-051848
	34.108
	475
	-
	F
	Rel-6
	6.0.0
	Removal of deprecated values from the default contents for RRC Connection Setup (Cell FACH) and RRC Connection Release (Cell DCH) messages.
	TEI_Test

	R5-052155
	34.108
	476
	-
	F
	Rel-6
	6.0.0
	Correction to the default RRC message contents for the IE “UARFCN uplink (Nu)”
	TEI_Test

	R5-051858
	34.108
	477
	-
	F
	Rel-6
	6.0.0
	Correction of references to IB UL:8 DL:8 kbps transport channel parameters in reference radio bearer configuration 6.10.2.4.1.58a 
	TEI_Test

	R5-051942
	34.108
	478
	-
	F
	Rel-6
	6.0.0
	Correction of UE states tables for Generic setup procedures.
	TEI_Test

	R5-051955
	34.108
	479
	-
	F
	Rel-6
	6.0.0
	Corrections to default message contents of ‘HANDOVER FROM UTRAN COMMAND-GSM’ message.
	TEI_Test

	R5-052055
	34.108
	481
	-
	F
	Rel-6
	6.0.0
	Proposed CR to 34.108 [R6 version, R99 affected] to change slot format for AMR 5.9 mono rate RAB
	TEI_Test

	R5-052096
	34.108
	482
	-
	F
	Rel-6
	6.0.0
	Correction to puncturing limit in radio bearer configuration 6.10.2.4.1.38a
	TEI_Test


TS 34.123-2

	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-051838
	34.123-2
	227
	-
	F
	Rel-6
	6.0.0
	Corrections to TS 34.123-2, Table1: Applicability of Tests and Table A.18c: FDD interoperability radio bearer capabilities for combinations on DPCH for R99 low prio TCs
	TEI_TEST

	R5-052124
	34.123-2
	228
	-
	F
	Rel-6
	6.0.0
	Corrections to TS 34.123-2, Table1: Applicability of Tests and Table A.18c: FDD interoperability radio bearer capabilities for combinations on DPCH for R99 high prio TCs
	TEI_TEST

	R5-052175
	34.123-2
	231
	-
	F
	Rel-6
	6.0.0
	Addition of Mnemonic-column and parameters to ICS proforma tables in Annex A. 
	TEI_Test

	R5-051971
	34.123-2
	232
	-
	F
	Rel-6
	6.0.0
	Corrections to conditional statements and removal of one test. 
	TEI_Test

	R5-051987
	34.123-2
	233
	-
	F
	Rel-6
	6.0.0
	Corrections to the applicability of WI-010 test cases 8.4.1.33, 8.4.1.34, 8.4.1.35, 8.4.1.36, 8.4.1.37, 8.4.1.38, 8.4.1.39 and 8.4.1.40
	TEI_Test

	R5-052060
	34.123-2
	234
	-
	F
	Rel-6
	6.0.0
	Correction to the Applicability table for the test cases 8.3.7.2 and 8.3.7.3
	TEI_Test

	R5-052032
	34.123-2
	235
	-
	F
	Rel-6
	6.0.0
	Correction to A-GPS test case applicability 17.2.4.7 and 17.2.4.8
	TEI_Test


TS 34.123-3

	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-052110
	34.123-3
	1527
	-
	F
	Rel-5
	5.2.0
	Update PIXIT and TSO, clarifications of a TSO and an AT / MMI commands in 34.123-3
	TEI_Test
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