Page 1



3GPP TSG RAN WG5 Meeting #29 
Tdoc (
 R5-052124
Seoul, Korea, 7-11 November, 2005
	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	34.123-2
	CR
	228
	(

rev
	-
	(

Current version:
	6.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Corrections to TS 34.123-2, Table1: Applicability of Tests and Table A.18c: FDD interoperability radio bearer capabilities for combinations on DPCH for R99 high prio TCs

	
	

	Source:
(

	TSG RAN WG5 Testing

	
	

	Work item code:
(

	TEI_TEST
	
	Date: (

	08/11/2005

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)

	
	

	Reason for change:
(

	Applicability requirements for high priority test cases 14.2.4a, 14.2.23b, 14.2.23c, 14.2.23d, 14.2.38a, 14.2.38b, 14.2.38c, 14.2.38e, 14.2.38f, 14.2.51a, 14.2.51b, 14.2.57, 14.2.58 and 14.2.58a appear as "FFS" in TS34.123-2 Table 1: "Applicability of tests". Furthermore the radio bearer capabilities for these test cases need to be defined in Table A.18c: “FDD interoperability radio bearer capabilities for combinations on DPCH”. The test cases are already "GCF validated" and hence their capabilities requirements should be well defined in TS 34.123-2 and as a PICS requirements for the ATS.
For TC 14.2.23a.1 the comment column in Table 1 is still empty and hence this missing remark needs to be added as well.

For item 5a and 7a the referrer for the parameter set incorrectly points to item 4. This needs be corrected to refer to item 4a.

	
	

	Summary of change:
(

	1. to add radio bearer capabilities in Table A.18c
2. to change the “FFS” entries to C499 to C512

3. to add the new conditions (C499 to C512) into the conditions table

4. to add the comment for TC 14.2.23a.1

5. to change item 5a and 7a parameter set from “same as for item 4” to “same as for item 4a” 

	
	

	Consequences if 
(

not approved:
	Applicability Requirements for various TCs are not defined in TS34.123-2

	
	

	Clauses affected:
(

	TS34.123-2 Clause 4 Table 1 and Table A.18c

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	34.123-3

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR has impact on TTCN as new PICS have to be added for these test cases. The new conditions C499 to C512 have been arbitrarily chosen as temporary Applicability Numbers. A valid Applicability Number will be allocated by the Secretary during the spec update later on.


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

… … …

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	…
	…
	…
	…
	…

	RADIO BEARER SERVICES

	
	Combinations on DPCH
	
	
	

	…
	…
	…
	…
	…

	14.2.4a
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C499
	UEs supporting FDD and reference radio bearer configuration “Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”

	...
	…
	…
	…
	…

	14.2.23a.1
	Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC).
	R99
	C398
	UEs supporting FDD and reference radio bearer configuration “Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC)”

	14.2.23b
	Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C500
	UEs supporting FDD and reference radio bearer configuration “Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”

	14.2.23c
	Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C501
	UEs supporting FDD and reference radio bearer configuration “Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”

	14.2.23d
	Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI) + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C502
	UEs supporting FDD and reference radio bearer configuration “Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI) + UL:3.4 DL:3.4 kbps SRBs for DCCH”

	…
	…
	…
	…
	…

	14.2.38a
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C503
	UEs supporting FDD and reference radio bearer configuration “Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”

	14.2.38b
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C504
	UEs supporting FDD and reference radio bearer configuration “Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”

	14.2.38c
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C505
	UEs supporting FDD and reference radio bearer configuration “Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”

	…
	…
	…
	…
	…

	14.2.38e
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C506
	UEs supporting FDD and reference radio bearer configuration “Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”

	14.2.38f
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C507
	UEs supporting FDD and reference radio bearer configuration “Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”

	…
	…
	…
	…
	…

	14.2.51a
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C508
	UEs supporting FDD and reference radio bearer configuration “Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”

	14.2.51b
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:16 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C509
	UEs supporting FDD and reference radio bearer configuration “Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:16 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”

	…
	…
	…
	…
	…

	14.2.57
	Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C510
	UEs supporting FDD and reference radio bearer configuration “Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”

	14.2.58
	Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C511
	UEs supporting FDD and reference radio bearer configuration “Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”

	14.2.58a
	Streaming / unknown / UL:16 DL:128 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	R99
	C512
	UEs supporting FDD and reference radio bearer configuration “Streaming / unknown / UL:16 DL:128 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”

	…
	…
	…
	…
	…

	…

	C398
IF A.1/1 AND A.18c/23a.1 THEN R ELSE N/A

	C499
IF A.1/1 AND A.18c/4a THEN R ELSE N/A

	C500
IF A.1/1 AND A.18c/23b THEN R ELSE N/A

	C501
IF A.1/1 AND A.18c/23c THEN R ELSE N/A

	C502
IF A.1/1 AND A.18c/23d THEN R ELSE N/A

	C503
IF A.1/1 AND A.18c/38a THEN R ELSE N/A

	C504
IF A.1/1 AND A.18c/38b THEN R ELSE N/A

	C505
IF A.1/1 AND A.18c/38c THEN R ELSE N/A

	C506
IF A.1/1 AND A.18c/38e THEN R ELSE N/A

	C507
IF A.1/1 AND A.18c/38f THEN R ELSE N/A

	C508
IF A.1/1 AND A.18c/51a THEN R ELSE N/A

	C509
IF A.1/1 AND A.18c/51b THEN R ELSE N/A

	C510
IF A.1/1 AND A.18c/57 THEN R ELSE N/A

	C511
IF A.1/1 AND A.18c/58 THEN R ELSE N/A

	C512
IF A.1/1 AND A.18c/58a THEN R ELSE N/A

	NOTE:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]


…

Table A.18c: FDD interoperability radio bearer capabilities for combinations on DPCH.

	Item
	FDD interoperability radio bearer configuration for combination on DPCH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Comments

	
	
	
	Parameter
	Value
	

	1
	Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH
	34.108 6.10.2.4.1.1
	DL Max TB bits
	640
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	N/A
	 

	
	 
	 
	UL Max TB bits
	640
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	2
	 

	
	 
	 
	UL Max TFS
	4
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	N/A
	 

	
	 
	 
	Other required UE radio access capability
	SF512 = Yes
	 

	
	 
	 
	 
	 
	 

	2
	Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.2
	DL Max TB bits
	640
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	N/A
	 

	
	 
	 
	UL Max TB bits
	640
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	2
	 

	
	 
	 
	UL Max TFS
	4
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	N/A
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	3
	Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH
	34.108 6.10.2.4.1.3
	DL Max TB bits
	640
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	N/A
	 

	
	 
	 
	UL Max TB bits
	640
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	2
	 

	
	 
	 
	UL Max TFS
	4
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	N/A
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.4
	DL Max TB bits
	640
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	N/A
	 

	
	 
	 
	UL Max TB bits
	640
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	 

	
	 
	 
	UL Max TrCHs
	4
	 

	
	 
	 
	UL Max TTI TB
	4
	 

	
	 
	 
	UL Max TFS
	8
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	N/A
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	4a
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.10.2.4.1.4a 
	DL Max TB bits
	640
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	N/A
	 

	
	 
	 
	UL Max TB bits
	640
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	 

	
	 
	 
	UL Max TrCHs
	4
	 

	
	 
	 
	UL Max TTI TB
	4
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	N/A
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	5
	Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.5
	Same as for item 4.
	 
	 

	5a
	Conversational / speech / UL:(10.2, 6.7, 5.9, 4.75) DL:(10.2, 6.7, 5.9, 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.5a
	Same as for item 4a.
	 
	 

	6
	Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.6
	Same as for item 4.
	 
	 

	7
	Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.7
	Same as for item 4.
	 
	 

	7a
	Conversational / speech / UL:(7.4, 6.7, 5.9, 4.75) DL:(7.4, 6.7, 5.9, 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.10.2.4.1.7a
	Same as for item 4a.
	 
	 

	8
	Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.8
	Same as for item 4.
	 
	 

	9
	Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.9
	Same as for item 4.
	 
	 

	10
	Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.10
	Same as for item 4.
	 
	 

	11
	Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.11
	Same as for item 4.
	 
	 

	12
	Conversational / unknown / UL:28.8 DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.12
	DL Max TB bits
	2560
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	1280
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	1280
	 

	
	 
	 
	UL Max TrCHs
	4
	 

	
	 
	 
	UL Max TTI TB
	4
	 

	
	 
	 
	UL Max TFS
	8
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Y
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	13.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.2.4.1.13
	DL Max TB bits
	2560
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	1280
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	1280
	 

	
	 
	 
	UL Max TrCHs
	4
	 

	
	 
	 
	UL Max TTI TB
	4
	 

	
	 
	 
	UL Max TFS
	8
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Y
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	13.2
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI
	34.108 6.10.2.4.1.13
	DL Max TB bits
	3840
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	2560
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	3840
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	4
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	8
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	14.1
	Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.2.4.1.14
	DL Max TB bits
	1280
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	640
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	1280
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	640
	 

	
	 
	 
	UL Max TrCHs
	4
	 

	
	 
	 
	UL Max TTI TB
	4
	 

	
	 
	 
	UL Max TFS
	8
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	14.2
	Conversational / unknown / UL:32 DL:32 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI
	34.108 6.10.2.4.1.14
	DL Max TB bits
	2560
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	1280
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	1280
	 

	
	 
	 
	UL Max TrCHs
	4
	 

	
	 
	 
	UL Max TTI TB
	4
	 

	
	 
	 
	UL Max TFS
	8
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	15
	Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.15
	DL Max TB bits
	1280
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	640
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	1280
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	640
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	2
	 

	
	 
	 
	UL Max TFS
	4
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	16
	Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.16
	DL Max TB bits
	2560
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	1280
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	1280
	 

	
	 
	 
	UL Max TrCHs
	4
	 

	
	 
	 
	UL Max TTI TB
	4
	 

	
	 
	 
	UL Max TFS
	8
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	17
	Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.17
	DL Max TB bits
	2560
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	2560
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	4
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	18
	Streaming / unknown / UL:0 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.18
	DL Max TB bits
	3840
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	See note
	 
	DL Max TC TB bits
	2560
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	16
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	1280
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	640
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	2
	 

	
	 
	 
	UL Max TFS
	4
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	19
	Streaming / unknown / UL:64 DL:0 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.19
	DL Max TB bits
	1280
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	See note
	 
	DL Max TC TB bits
	640
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	3840
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	16
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	20
	Void
	 
	 
	 
	 

	21
	Void
	 
	 
	 
	 

	22
	Void
	 
	 
	 
	 

	23.1
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 10 ms TTI)
	34.108 6.10.2.4.1.23
	DL Max TB bits
	640
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	640
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	640
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	640
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	2
	 

	
	 
	 
	UL Max TFS
	4
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	23.2
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 20 ms TTI)
	34.108 6.10.2.4.1.23
	DL Max TB bits
	640
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	640
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	1280
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	1280
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	4
	 

	
	 
	 
	UL Max TFS
	8
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	23.3
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 10 ms TTI)
	34.108 6.10.2.4.1.23
	DL Max TB bits
	640
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	N/A
	 

	
	 
	 
	UL Max TB bits
	640
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	2
	 

	
	 
	 
	UL Max TFS
	4
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	N/A
	 

	23.4
	Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 20 ms TTI)
	34.108 6.10.2.4.1.23
	DL Max TB bits
	640
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	N/A
	 

	
	 
	 
	UL Max TB bits
	1280
	 

	
	 
	 
	UL Max CC TB bits
	1280
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	4
	 

	
	 
	 
	UL Max TFS
	8
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	N/A
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	23a.1
	Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC)
	34.108 6.10.2.4.1.23a
	DL Max TB bits
	640
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	N/A
	 

	
	 
	 
	UL Max TB bits
	640
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	4
	 

	
	 
	 
	UL Max TFS
	4
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	N/A
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	23a.2
	Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC)
	34.108 6.10.2.4.1.23a
	DL Max TB bits
	640
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	640
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	640
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	640
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	2
	 

	
	 
	 
	UL Max TFS
	4
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	23b
	Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.2.4.1.23b
	DL Max TB bits
	1280
	

	
	
	
	DL Max CC TB bits
	640
	

	
	
	
	DL Max TC TB bits
	1280
	

	
	
	
	DL Max TrCHs
	4
	

	
	
	
	DL Max CCTrCH
	1
	

	
	
	
	DL Max TTI TB
	4
	

	
	
	
	DL Max TFS
	16
	

	
	
	
	DL Max TF
	32
	

	
	
	
	DL TC
	Yes
	

	
	
	
	UL Max TB bits
	1280
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	1280
	

	
	
	
	UL Max TrCHs
	2
	

	
	
	
	UL Max TTI TB
	4
	

	
	
	
	UL Max TFS
	8
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	Yes
	

	
	
	
	Other required UE radio access capability
	None
	

	23c
	Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.2.4.1.23c
	Same as for item 26
	
	

	23d
	Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI) + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.2.4.1.23d
	Same as for item 23b
	
	

	24.1
	Interactive or background / UL:64 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / TC
	34.108 6.10.2.4.1.24
	DL Max TB bits
	640
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	640
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	24.2
	Interactive or background / UL:64 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / CC
	34.108 6.10.2.4.1.24
	DL Max TB bits
	640
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	N/A
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	25.1
	Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH/ (TC, 10 ms TTI)
	34.108 6.10.2.4.1.25
	DL Max TB bits
	2560
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	2560
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	640
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	640
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	2
	 

	
	 
	 
	UL Max TFS
	4
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	25.2
	Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 20 ms TTI)
	34.108 6.10.2.4.1.25
	DL Max TB bits
	2560
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	2560
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	1280
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	1280
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	4
	 

	
	 
	 
	UL Max TFS
	8
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	25.3
	Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 10 ms TTI)
	34.108 6.10.2.4.1.25
	DL Max TB bits
	2560
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	2560
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	640
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	2
	 

	
	 
	 
	UL Max TFS
	4
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	25.4
	Interactive or background / UL:32 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 20 ms TTI)
	34.108 6.10.2.4.1.25
	DL Max TB bits
	2560
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	2560
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	1280
	 

	
	 
	 
	UL Max CC TB bits
	1280
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	4
	 

	
	 
	 
	UL Max TFS
	8
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	26
	Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.26
	DL Max TB bits
	2560
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	2560
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	27
	Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.27
	DL Max TB bits
	3840
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	3840
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	16
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	28
	Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2. .4.1.28
	DL Max TB bits
	3840
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	3840
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	16
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	3840
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	3840
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	16
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	29
	Interactive or background / UL:64 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.29
	DL Max TB bits
	3840
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	3840
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	16
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	30
	Interactive or background / UL:144 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.30
	DL Max TB bits
	3840
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	3840
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	16
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	3840
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	3840
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	16
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	31.1
	Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH /10 ms TTI
	34.108 6.10.2.4.1.31
	DL Max TB bits
	3840
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	3840
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	16
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	31.2
	Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH /20 ms TTI
	34.108 6.10.2.4.1.31
	DL Max TB bits
	6400
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	6400
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	32
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	32.1
	Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.10.2.4.1.32
	DL Max TB bits
	5120
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	5120
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	16
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	32.2
	Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.2.4.1.32
	DL Max TB bits
	8960
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	8960
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	32
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	33.1
	Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.10.2.4.1.33
	DL Max TB bits
	5120
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	5120
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	16
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	3840
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	3840
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	16
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	33.2
	Interactive or background / UL:128 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.2.4.1.33
	DL Max TB bits
	8960
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	8960
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	32
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	3840
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	3840
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	16
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	34.1
	Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.10.2.4.1.34
	DL Max TB bits
	5120
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	5120
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	16
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	5120
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	5120
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	16
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	34.2
	Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.2.4.1.34
	DL Max TB bits
	8960
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	8960
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	32
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	8960
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	8960
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	32
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	35.1
	Interactive or background / UL:64 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.10.2.4.1.35
	DL Max TB bits
	40960
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	40960
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	64
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	35.2
	Interactive or background / UL:64 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.2.4.1.35
	DL Max TB bits
	81920
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	81920
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	96
	 

	
	 
	 
	DL Max TFS
	64
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	36.1
	Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.10.2.4.1.36
	DL Max TB bits
	40960
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	40960
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	64
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	3840
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	3840
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	16
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	36.2
	Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.2.4.1.36
	DL Max TB bits
	81920
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	81920
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	96
	 

	
	 
	 
	DL Max TFS
	64
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	3840
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	3840
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	16
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	37.1
	Interactive or background / UL:384 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.10.2.4.1.37
	DL Max TB bits
	40960
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	40960
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	64
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	5120
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	5120
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	16
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	37.2
	Interactive or background / UL:384 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.2.4.1.37
	DL Max TB bits
	81920
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	81920
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	96
	 

	
	 
	 
	DL Max TFS
	64
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	8960
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	8960
	 

	
	 
	 
	UL Max TrCHs
	2
	 

	
	 
	 
	UL Max TTI TB
	32
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	38.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 20 ms TTI
	34.108 6.10.2.4.1.38
	DL Max TB bits
	1280
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	640
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	1280
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	1280
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	38.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (TC, 10 ms TTI
	34.108 6.10.2.4.1.38
	DL Max TB bits
	1280
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	640
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	1280
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	640
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	38.3
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 10 ms TTI
	34.108 6.10.2.4.1.38
	DL Max TB bits
	1280
	 

	
	 
	 
	DL Max CC TB bits
	1280
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	N/A
	 

	
	 
	 
	UL Max TB bits
	1280
	 

	
	 
	 
	UL Max CC TB bits
	1280
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	38.4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / (CC, 20 ms TTI
	34.108 6.10.2.4.1.38
	DL Max TB bits
	1280
	 

	
	 
	 
	DL Max CC TB bits
	1280
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	1280
	 

	
	 
	 
	UL Max CC TB bits
	1280
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	38a
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.2.4.1.38a
	DL Max TB bits
	640
	

	
	
	
	DL Max CC TB bits
	640
	

	
	
	
	DL Max TC TB bits
	N/A
	

	
	
	
	DL Max TrCHs
	8
	

	
	
	
	DL Max CCTrCH
	1
	

	
	
	
	DL Max TTI TB
	4
	

	
	
	
	DL Max TFS
	16
	

	
	
	
	DL Max TF
	32
	

	
	
	
	DL TC
	N/A
	

	
	
	
	UL Max TB bits
	640
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	N/A
	

	
	
	
	UL Max TrCHs
	8
	

	
	
	
	UL Max TTI TB
	4
	

	
	
	
	UL Max TFS
	8
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	N/A
	

	
	
	
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	

	38b
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.2.4.1.38b
	DL Max TB bits
	1280
	

	
	
	
	DL Max CC TB bits
	640
	

	
	
	
	DL Max TC TB bits
	640
	

	
	
	
	DL Max TrCHs
	8
	

	
	
	
	DL Max CCTrCH
	1
	

	
	
	
	DL Max TTI TB
	8
	

	
	
	
	DL Max TFS
	16
	

	
	
	
	DL Max TF
	32
	

	
	
	
	DL TC
	Yes
	

	
	
	
	UL Max TB bits
	1280
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	640
	

	
	
	
	UL Max TrCHs
	8
	

	
	
	
	UL Max TTI TB
	8
	

	
	
	
	UL Max TFS
	16
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	Yes
	

	
	
	
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	

	38c
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.2.4.1.38c
	Same as for item 40
	
	

	38e
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.2.4.1.38e
	DL Max TB bits
	640
	

	
	
	
	DL Max CC TB bits
	640
	

	
	
	
	DL Max TC TB bits
	N/A
	

	
	
	
	DL Max TrCHs
	8
	

	
	
	
	DL Max CCTrCH
	1
	

	
	
	
	DL Max TTI TB
	4
	

	
	
	
	DL Max TFS
	16
	

	
	
	
	DL Max TF
	32
	

	
	
	
	DL TC
	N/A
	

	
	
	
	UL Max TB bits
	640
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	N/A
	

	
	
	
	UL Max TrCHs
	8
	

	
	
	
	UL Max TTI TB
	4
	

	
	
	
	UL Max TFS
	16
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	N/A
	

	
	
	
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	

	38f
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.2.4.1.38f
	DL Max TB bits
	1280
	

	
	
	
	DL Max CC TB bits
	640
	

	
	
	
	DL Max TC TB bits
	640
	

	
	
	
	DL Max TrCHs
	8
	

	
	
	
	DL Max CCTrCH
	1
	

	
	
	
	DL Max TTI TB
	8
	

	
	
	
	DL Max TFS
	32
	

	
	
	
	DL Max TF
	32
	

	
	
	
	DL TC
	Yes
	

	
	
	
	UL Max TB bits
	1280
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	640
	

	
	
	
	UL Max TrCHs
	8
	

	
	
	
	UL Max TTI TB
	8
	

	
	
	
	UL Max TFS
	32
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	Yes
	

	
	
	
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	

	39.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH / (TC, 10 ms TTI)
	34.108 6.10.2.4.1.39
	DL Max TB bits
	2560
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	2560
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	1280
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	640
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	39.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH / (TC, 20 ms TTI)
	34.108 6.10.2.4.1.39
	DL Max TB bits
	2560
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	2560
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	1280
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	1280
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	39.3
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH / (CC, 10 ms TTI)
	34.108 6.10.2.4.1.39
	DL Max TB bits
	2560
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	2560
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	1280
	 

	
	 
	 
	UL Max CC TB bits
	1280
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	39.4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH / (CC, 20 ms TTI)
	34.108 6.10.2.4.1.39
	DL Max TB bits
	2560
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	2560
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	1280
	 

	
	 
	 
	UL Max CC TB bits
	1280
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	40
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.40
	DL Max TB bits
	2560
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	2560
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	41
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.41
	DL Max TB bits
	3840
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	3840
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	16
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	42.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.10.2.4.1.42
	DL Max TB bits
	3840
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	3840
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	16
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	42.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:256 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.2.4.1.42
	DL Max TB bits
	6400
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	6400
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	32
	 

	
	 
	 
	DL Max TFS
	64
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	43.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.10.2.4.1.43
	DL Max TB bits
	5120
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	5120
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	16
	 

	
	 
	 
	DL Max TFS
	64
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	43.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.2.4.1.43
	DL Max TB bits
	8960
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	8960
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	32
	 

	
	 
	 
	DL Max TFS
	64
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	44.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	34.108 6.10.2.4.1.44
	DL Max TB bits
	40960
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	40960
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	64
	 

	
	 
	 
	DL Max TFS
	96
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	3840
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	3840
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	16
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	44.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:2048 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.2.4.1.44
	DL Max TB bits
	81920
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	81920
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	96
	 

	
	 
	 
	DL Max TFS
	128
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	3840
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	3840
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	16
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	45
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.45
	DL Max TB bits
	3840
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	2560
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	3840
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	 

	46
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:0 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.46
	DL Max TB bits
	3840
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	See note 1
	 
	DL Max TC TB bits
	2560
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	16
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	1280
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	640
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	 

	47
	Void
	 
	 
	 
	 

	48
	Void
	 
	 
	 
	 

	49.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Conversational / unknown  / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.2.4.1.49
	DL Max TB bits
	2560
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	1280
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	2560
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	1280
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	 

	49.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Conversational / unknown  / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI
	34.108 6.10.2.4.1.49
	DL Max TB bits
	3840
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	2560
	 

	
	 
	 
	DL Max TrCHs
	8
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	3840
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	8
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	16
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	 

	50.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.2.4.1.50
	DL Max TB bits
	3840
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	2560
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	3840
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	2560
	 

	
	 
	 
	UL Max TrCHs
	4
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	8
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	 

	50.2
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 40 ms TTI
	34.108 6.10.2.4.1.50
	DL Max TB bits
	6400
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	2560
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	16
	 

	
	 
	 
	DL Max TFS
	16
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	6400
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	5120
	 

	
	 
	 
	UL Max TrCHs
	4
	 

	
	 
	 
	UL Max TTI TB
	16
	 

	
	 
	 
	UL Max TFS
	8
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Multicall (2xCS)
	 

	51.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB  / 20 ms TTI  + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.51
	DL Max TB bits
	3840
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	3840
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	8
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	3840
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	3840
	 

	
	 
	 
	UL Max TrCHs
	4
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	51.2
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 40 ms TTI + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.51
	DL Max TB bits
	5120
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	5120
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	16
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	5120
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	5120
	 

	
	 
	 
	UL Max TrCHs
	4
	 

	
	 
	 
	UL Max TTI TB
	16
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	51a
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.2.4.1.51a
	DL Max TB bits
	2560
	

	
	
	
	DL Max CC TB bits
	640
	

	
	
	
	DL Max TC TB bits
	2560
	

	
	
	
	DL Max TrCHs
	4
	

	
	
	
	DL Max CCTrCH
	1
	

	
	
	
	DL Max TTI TB
	4
	

	
	
	
	DL Max TFS
	16
	

	
	
	
	DL Max TF
	32
	

	
	
	
	DL TC
	Yes
	

	
	
	
	UL Max TB bits
	2560
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	2560
	

	
	
	
	UL Max TrCHs
	4
	

	
	
	
	UL Max TTI TB
	4
	

	
	
	
	UL Max TFS
	8
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	Yes
	

	
	
	
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	

	51b
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or Background / UL:16 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.10.2.4.1.51b
	DL Max TB bits
	3840
	

	
	
	
	DL Max CC TB bits
	640
	

	
	
	
	DL Max TC TB bits
	3840
	

	
	
	
	DL Max TrCHs
	4
	

	
	
	
	DL Max CCTrCH
	1
	

	
	
	
	DL Max TTI TB
	8
	

	
	
	
	DL Max TFS
	32
	

	
	
	
	DL Max TF
	32
	

	
	
	
	DL TC
	Yes
	

	
	
	
	UL Max TB bits
	2560
	

	
	
	
	UL Max CC TB bits
	64
	

	
	
	
	UL Max TC TB bits
	2560
	

	
	
	
	UL Max TrCHs
	4
	

	
	
	
	UL Max TTI TB
	8
	

	
	
	
	UL Max TFS
	16
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	Yes
	

	
	
	
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	

	52.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 20 ms TTI  + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.52
	DL Max TB bits
	5120
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	5120
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	16
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	3840
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	3840
	 

	
	 
	 
	UL Max TrCHs
	4
	 

	
	 
	 
	UL Max TTI TB
	8
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	52.2
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 40 ms TTI + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.52
	DL Max TB bits
	6400
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	6400
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	16
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	5120
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	5120
	 

	
	 
	 
	UL Max TrCHs
	4
	 

	
	 
	 
	UL Max TTI TB
	16
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	53.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 20 ms TTI + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.53
	DL Max TB bits
	5120
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	5120
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	16
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	5120
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	5120
	 

	
	 
	 
	UL Max TrCHs
	4
	 

	
	 
	 
	UL Max TTI TB
	16
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	53.2
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 40 ms TTI + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	34.108 6.10.2.4.1.53
	DL Max TB bits
	6400
	 

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	6400
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	16
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	Yes
	 

	
	 
	 
	UL Max TB bits
	6400
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	6400
	 

	
	 
	 
	UL Max TrCHs
	4
	 

	
	 
	 
	UL Max TTI TB
	16
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	Yes
	 

	
	 
	 
	Other required UE radio access capability
	Simultaneous CS and PS bearer services
	 

	54
	Void
	
	
	
	 

	55
	Void
	 
	 
	 
	 

	56
	Interactive or background / UL:8 DL:8 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.10.2.4.1.56
	
	
	

	57
	Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.10.2.4.1.57
	DL Max TB bits
	2560
	

	
	
	
	DL Max CC TB bits
	640
	

	
	
	
	DL Max TC TB bits
	2560
	

	
	
	
	DL Max TrCHs
	4
	

	
	
	
	DL Max CCTrCH
	1
	

	
	
	
	DL Max TTI TB
	8
	

	
	
	
	DL Max TFS
	16
	

	
	
	
	DL Max TF
	32
	

	
	
	
	DL TC
	Yes
	

	
	
	
	UL Max TB bits
	2560
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	2560
	

	
	
	
	UL Max TrCHs
	2
	

	
	
	
	UL Max TTI TB
	8
	

	
	
	
	UL Max TFS
	16
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	Yes
	

	
	
	
	Other required UE radio access capability
	None
	

	58
	Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108 6.10.2.4.1.58
	DL Max TB bits
	3840
	

	
	
	
	DL Max CC TB bits
	640
	

	
	
	
	DL Max TC TB bits
	3840
	

	
	
	
	DL Max TrCHs
	4
	

	
	
	
	DL Max CCTrCH
	1
	

	
	
	
	DL Max TTI TB
	8
	

	
	
	
	DL Max TFS
	16
	

	
	
	
	DL Max TF
	32
	

	
	
	
	DL TC
	Yes
	

	
	
	
	UL Max TB bits
	1280
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	1280
	

	
	
	
	UL Max TrCHs
	4
	

	
	
	
	UL Max TTI TB
	4
	

	
	
	
	UL Max TFS
	8
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	Yes
	

	
	
	
	Other required UE radio access capability
	None
	

	58a
	Streaming / unknown / UL:16 DL:128 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	34.108

6.2.10.4.1.58a
	DL Max TB bits
	3840
	

	
	
	
	DL Max CC TB bits
	640
	

	
	
	
	DL Max TC TB bits
	3840
	

	
	
	
	DL Max TrCHs
	4
	

	
	
	
	DL Max CCTrCH
	1
	

	
	
	
	DL Max TTI TB
	8
	

	
	
	
	DL Max TFS
	32
	

	
	
	
	DL Max TF
	32
	

	
	
	
	DL TC
	Yes
	

	
	
	
	UL Max TB bits
	1280
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	1280
	

	
	
	
	UL Max TrCHs
	4
	

	
	
	
	UL Max TTI TB
	4
	

	
	
	
	UL Max TFS
	8
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	Yes
	

	
	
	
	Other required UE radio access capability
	None
	

	59
	Void
	
	
	
	

	60
	Void
	
	
	
	

	61
	Void
	
	
	
	

	62
	 Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH
	34.108 6.10.2.4.1.62
	DL Max TB bits
	640
	

	
	 
	 
	DL Max CC TB bits
	640
	 

	
	 
	 
	DL Max TC TB bits
	N/A
	 

	
	 
	 
	DL Max TrCHs
	4
	 

	
	 
	 
	DL Max CCTrCH
	1
	 

	
	 
	 
	DL Max TTI TB
	4
	 

	
	 
	 
	DL Max TFS
	32
	 

	
	 
	 
	DL Max TF
	32
	 

	
	 
	 
	DL TC
	N/A
	 

	
	 
	 
	UL Max TB bits
	640
	 

	
	 
	 
	UL Max CC TB bits
	640
	 

	
	 
	 
	UL Max TC TB bits
	N/A
	 

	
	 
	 
	UL Max TrCHs
	4
	 

	
	 
	 
	UL Max TTI TB
	4
	 

	
	 
	 
	UL Max TFS
	32
	 

	
	 
	 
	UL Max TF
	32
	 

	
	 
	 
	UL TC
	N/A
	 

	
	 
	 
	Other required UE radio access capability
	None
	 

	63.1
	Interactive or background / UL:64 DL:768 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH/ 10 ms TTI
	34.108 6.10.2.4.1.63
	DL Max TB bits
	8960
	

	
	
	
	DL Max CC TB bits
	640
	

	
	
	
	DL Max TC TB bits
	8960
	

	
	
	
	DL Max TrCHs
	4
	

	
	
	
	DL Max CCTrCH
	1
	

	
	
	
	DL Max TTI TB
	32
	

	
	
	
	DL Max TFS
	32
	

	
	
	
	DL Max TF
	32
	

	
	
	
	DL TC
	Yes
	

	
	
	
	UL Max TB bits
	2560
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	2560
	

	
	
	
	UL Max TrCHs
	4
	

	
	
	
	UL Max TTI TB
	8
	

	
	
	
	UL Max TFS
	16
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	Yes
	

	
	
	
	Other required UE radio access capability
	None
	

	63.2
	Interactive or background / UL:64 DL:768 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 20 ms TTI
	34.108 6.10.2.4.1.63
	DL Max TB bits
	20480
	

	
	
	
	DL Max CC TB bits
	640
	

	
	
	
	DL Max TC TB bits
	20480
	

	
	
	
	DL Max TrCHs
	4
	

	
	
	
	DL Max CCTrCH
	1
	

	
	
	
	DL Max TTI TB
	64
	

	
	
	
	DL Max TFS
	32
	

	
	
	
	DL Max TF
	32
	

	
	
	
	DL TC
	Yes
	

	
	
	
	UL Max TB bits
	2560
	

	
	
	
	UL Max CC TB bits
	640
	

	
	
	
	UL Max TC TB bits
	2560
	

	
	
	
	UL Max TrCHs
	4
	

	
	
	
	UL Max TTI TB
	8
	

	
	
	
	UL Max TFS
	16
	

	
	
	
	UL Max TF
	32
	

	
	
	
	UL TC
	Yes
	

	
	
	
	Other required UE radio access capability
	None
	

	NOTE: 
To enable UE loopback of test data for the FDD interoperability reference radio bearer configurations having zero rate in uplink or downlink (items 18 to 22, items 47 to 49 and items 54 and 55 in table A.18c) the "Streaming / unknown / UL:14,4 kbps / CS RAB" and "Streaming / unknown / DL:14,4 kbps / CS RAB" have been used instead of the zero-rate uplink and downlink configuration. The impact on the UE radio access capability has been taken into account in the applicbility statement for those items.
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