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Before changes:

Test Case

Test Case Id:
tc_8_2_4_1

Test Group Reference:
RRC/RRC_TrCh_Reconf/

Purpose:
To confirm that the UE reconfigures the channel configuration according to a TRANSPORT CHANNEL RECONFIGURATION message, which is used to change the Transmission rate while replacing the RL (s) in the active set with a set of RL (s) disjunct with the previous active set.

Configuration:
 

Defaults:
RRC_Def1

Comments:
@SIC_NAPP

Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments

1
 
START t_Guard
 
 
 

2
 
[image: image1.png]


[px_RAT=fdd]
 
 
FDD specific behaviour

3
 
[image: image2.png]


+lt_InitVariables
 
 
Initial Test [image: image3.png]


Case Variables

4
 
[image: image4.png]


+pr_GotoState6_9_Or6_10_MO [image: image5.png]


( tsc_CellA )
 
 
Goto State 6-9 or 6-10 depending on the CN domain supported by the UE.

5
 
[image: image6.png]


+ts_SS_CreateCellDCH [image: image7.png]


( tsc_CellB )
 
 
Configure lower tester of cellB [image: image8.png]



@sic OG 23/02/05 ER2086 sic@

6
 
[image: image9.png]


+ts_SendDefSysInfo [image: image10.png]


( tsc_CellB )
 
 
Sends the default system information in CellB

7
TBS
[image: image11.png]


(tcv_TestBody:=TRUE)
 
 
 

8
 
[image: image12.png]


+lt_LocalTest
 
 
 

9
 
[image: image13.png]


+ts_C3_CheckCellDCH [image: image14.png]


( tsc_CellB )
 
 
Step 6

10
TBE
[image: image15.png]


(tcv_TestBody:=FALSE)
 
 
 

11
 
[image: image16.png]


+po_ConnectionAndSS_Rels
 
 
Postamble

12
ERR1
[image: image17.png]


[px_RAT=tdd]
 
I
TDD specific behaviour

13
ERR2
[image: image18.png]


[TRUE]
 
I
 

lt_LocalTest

14
 
+ts_CalculateActTime [image: image19.png]


( tsc_CellA )
 
 
 

15
 
+lt_SendTrChReconf
 
 
 

16
 
[image: image20.png]


AM ? RLC_AM_DATA_CNF
car_AM_DataMuiCnf [image: image21.png]


( [image: image22.png]



tsc_CellDedicated, [image: image23.png]



tsc_RB2, [image: image24.png]



tsc_Mui )
 
 

17
 
[image: image25.png]


( tcv_CellInfoB.dl_DPCH_2ndScrCode := tsc_DL_DPCH_ScrC_4 )
 
 
 

18
 
[image: image26.png]


+ts_SS_HO_TrchReconfRateModif [image: image27.png]


( tsc_CellA, tsc_CellB, tcv_ActTime )
 
 
 

19
TBP1
[image: image28.png]


+ts_RRC_ReceiveTrChReconfCmplCheckCiphering
 
 
Step 5 [image: image29.png]



@sic OG 06/06/05 R5s050210 sic@

lt_SendTrChReconf

20
 
( tcv_CellInfoB.uL_ScramblingCode := tcv_CellInfoA.uL_ScramblingCode )
 
 
@sic OG 23/02/05 ER2089 sic@

21
 
[image: image30.png]


[ tcv_CellInfoA.cellConfig = cell_DCH_64kPS_RAB_SRB ]
 
 
 

22
 
[image: image31.png]


AM ! RLC_AM_DATA_REQ
cas_TrChReconfWithCnf [image: image32.png]


( [image: image33.png]



tsc_CellDedicated, [image: image34.png]



tsc_RB2, [image: image35.png]



cds_TrChReconf32k_PS_DPCH_Offset [image: image36.png]


( [image: image37.png]



[image: image38.png]


tcv_CellIndInfo.dl_IntegrityCheckInfo, [image: image39.png]



[image: image40.png]


tcv_RRC_Ti, [image: image41.png]



[image: image42.png]


tcv_ActTime, [image: image43.png]



[image: image44.png]


OMIT, [image: image45.png]



[image: image46.png]


tcv_CellInfoB.priScrmCode, [image: image47.png]



[image: image48.png]


tcv_CellInfoB.uL_ScramblingCode ) [image: image49.png]



)
 
Step 3 [image: image50.png]



From 64k/64k the transmission rate is modified into 32k/32k 
@sic OG 06/06/05 R5s050210 sic@

23
 
[image: image51.png]


[ tcv_CellInfoA.cellConfig = cell_DCH_57_6kCS_RAB_SRB ]
 
 
 

24
 
[image: image52.png]


AM ! RLC_AM_DATA_REQ
cas_TrChReconfWithCnf [image: image53.png]


( [image: image54.png]



tsc_CellDedicated, [image: image55.png]



tsc_RB2, [image: image56.png]



cds_TrChReconf28_8k_CS_DPCH_Offset [image: image57.png]


( [image: image58.png]



[image: image59.png]


tcv_CellIndInfo.dl_IntegrityCheckInfo, [image: image60.png]



[image: image61.png]


tcv_RRC_Ti, [image: image62.png]



[image: image63.png]


tcv_ActTime, [image: image64.png]



[image: image65.png]


OMIT, [image: image66.png]



[image: image67.png]


tcv_CellInfoB.priScrmCode, [image: image68.png]



[image: image69.png]


tcv_CellInfoB.uL_ScramblingCode ) [image: image70.png]



)
 
Step 3 [image: image71.png]



From 57.6k/57.6k the transmission rate is modified into 28.8k/28.8k 
@sic OG 06/06/05 R5s050210 sic@

25
TBI
[image: image72.png]


[TRUE]
 
I
 

lt_InitVariables

26
 
+ts_RRC_InitVariables [image: image73.png]


( cell_DCH )
 
 
Initial Test [image: image74.png]


Case Variables

27
 
[image: image75.png]


[ tcv_CN_Domain = cs_domain ]
 
 
CS domain: the Speech service shall not be selected

28
 
[image: image76.png]


[ pc_Streaming ]
 
 
 

29
 
[image: image77.png]


( tcv_RRC_RAB_Type := cell_DCH_57_6kCS_RAB_SRB, [image: image78.png]



tcv_RRC_PagingCau := terminatingStreamingCall, [image: image79.png]



tcv_RRC_EstCauMO := originatingConversationalCall, [image: image80.png]



tcv_RRC_EstCauMT := terminatingStreamingCall )
 
 
@sic OG 06/06/05 R5s050210 sic@

30
TBE1
[image: image81.png]


[ TRUE ]
 
I
No service other than Speech is supported - this test case shall be stopped. [image: image82.png]



@sic OG 06/06/05 R5s050210 sic@

31
 
[image: image83.png]


[ tcv_CN_Domain = ps_domain ]
 
 
PS domain: no need to change the service

Detailed Comment:
 

Generated by Leonardo Editor Pro Version 1.15.1
Da Vinci Communications Ltd 
After changes:

Test Case

Test Case Id:
tc_8_2_4_1

Test Group Reference:
RRC/RRC_TrCh_Reconf/

Purpose:
To confirm that the UE reconfigures the channel configuration according to a TRANSPORT CHANNEL RECONFIGURATION message, which is used to change the Transmission rate while replacing the RL (s) in the active set with a set of RL (s) disjunct with the previous active set.

Configuration:
 

Defaults:
RRC_Def1

Comments:
@SIC_NAPP

Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments

1
 
START t_Guard
 
 
 

2
 
[image: image84.png]


[px_RAT=fdd]
 
 
FDD specific behaviour

3
 
[image: image85.png]


+lt_InitVariables
 
 
Initial Test [image: image86.png]


Case Variables

4
 
[image: image87.png]


+pr_GotoState6_9_Or6_10_MO [image: image88.png]


( tsc_CellA )
 
 
Goto State 6-9 or 6-10 depending on the CN domain supported by the UE.

5
 
[image: image89.png]


+ts_SS_CreateCellDCH [image: image90.png]


( tsc_CellB )
 
 
Configure lower tester of cellB [image: image91.png]



@sic OG 23/02/05 ER2086 sic@

6
 
[image: image92.png]


+ts_SendDefSysInfo [image: image93.png]


( tsc_CellB )
 
 
Sends the default system information in CellB

7
TBS
[image: image94.png]


(tcv_TestBody:=TRUE)
 
 
 

8
 
[image: image95.png]


+lt_LocalTest
 
 
 

9
 
[image: image96.png]


+ts_C3_CheckCellDCH [image: image97.png]


( tsc_CellB )
 
 
Step 6

10
TBE
[image: image98.png]


(tcv_TestBody:=FALSE)
 
 
 

11
 
[image: image99.png]


+po_ConnectionAndSS_Rels
 
 
Postamble

12
ERR1
[image: image100.png]


[px_RAT=tdd]
 
I
TDD specific behaviour

13
ERR2
[image: image101.png]


[TRUE]
 
I
 

lt_LocalTest

14
 
+ts_CalculateActTime [image: image102.png]


( tsc_CellA )
 
 
 

15
 
+lt_SendTrChReconf
 
 
 

16
 
[image: image103.png]


AM ? RLC_AM_DATA_CNF
car_AM_DataMuiCnf [image: image104.png]


( [image: image105.png]



tsc_CellDedicated, [image: image106.png]



tsc_RB2, [image: image107.png]



tsc_Mui )
 
 

17
 
[image: image108.png]


( tcv_CellInfoB.dl_DPCH_2ndScrCode := tsc_DL_DPCH_ScrC_4 )
 
 
 

18
 
[image: image109.png]


+ts_SS_HO_TrchReconfRateModif [image: image110.png]


( tsc_CellA, tsc_CellB, tcv_ActTime )
 
 
 

19
TBP1
[image: image111.png]


+ts_RRC_ReceiveTrChReconfCmplCheckCiphering
 
 
Step 5 [image: image112.png]



@sic OG 06/06/05 R5s050210 sic@

lt_SendTrChReconf

20
 
( tcv_CellInfoB.uL_ScramblingCode := tcv_CellInfoA.uL_ScramblingCode )
 
 
@sic OG 23/02/05 ER2089 sic@

21
 
[image: image113.png]


[ tcv_CellInfoA.cellConfig = cell_DCH_64kPS_RAB_SRB ]
 
 
 

22
 
[image: image114.png]


AM ! RLC_AM_DATA_REQ
cas_TrChReconfWithCnf [image: image115.png]


( [image: image116.png]



tsc_CellDedicated, [image: image117.png]



tsc_RB2, [image: image118.png]



cds_TrChReconf32k_PS_DPCH_Offset [image: image119.png]


( [image: image120.png]



[image: image121.png]


tcv_CellIndInfo.dl_IntegrityCheckInfo, [image: image122.png]



[image: image123.png]


tcv_RRC_Ti, [image: image124.png]



[image: image125.png]


tcv_ActTime, [image: image126.png]



[image: image127.png]


OMIT, [image: image128.png]



[image: image129.png]


tcv_CellInfoB.priScrmCode, [image: image130.png]



[image: image131.png]


tcv_CellInfoB.uL_ScramblingCode ) [image: image132.png]



)
 
Step 3 [image: image133.png]



From 64k/64k the transmission rate is modified into 32k/32k 
@sic OG 06/06/05 R5s050210 sic@

23
 
[image: image134.png]


[ tcv_CellInfoA.cellConfig = cell_DCH_57_6kCS_RAB_SRB ]
 
 
 

24
 
[image: image135.png]


AM ! RLC_AM_DATA_REQ
cas_TrChReconfWithCnf [image: image136.png]


( [image: image137.png]



tsc_CellDedicated, [image: image138.png]



tsc_RB2, [image: image139.png]



cds_TrChReconf28_8k_CS_DPCH_Offset [image: image140.png]


( [image: image141.png]



[image: image142.png]


tcv_CellIndInfo.dl_IntegrityCheckInfo, [image: image143.png]



[image: image144.png]


tcv_RRC_Ti, [image: image145.png]



[image: image146.png]


tcv_ActTime, [image: image147.png]



[image: image148.png]


OMIT, [image: image149.png]



[image: image150.png]


tcv_CellInfoB.priScrmCode, [image: image151.png]



[image: image152.png]


tcv_CellInfoB.uL_ScramblingCode ) [image: image153.png]



)
 
Step 3 [image: image154.png]



From 57.6k/57.6k the transmission rate is modified into 28.8k/28.8k 
@sic OG 06/06/05 R5s050210 sic@

25
TBI
[image: image155.png]


[TRUE]
 
I
 

lt_InitVariables

26
 
+ts_RRC_InitVariables [image: image156.png]


( cell_DCH )
 
 
Initial Test [image: image157.png]


Case Variables

27
 
[image: image158.png]


[ tcv_CN_Domain = cs_domain ]
 
 
CS domain: the Speech service shall not be selected

28
 
[image: image159.png]


[ pc_Streaming AND (px_CC_Serv = tsc_Srv31kHz) OR (px_CC_Serv =   

 tsc_SrvV110) OR (px_CC_Serv =   

 tsc_SrvV120) OR (px_CC_Serv =   

 tsc_SrvPIAFS) OR (px_CC_Serv =   

 tsc_SrvFTM) OR (px_CC_Serv =   

 tsc_SrvX31) OR (px_CC_Serv =   

 tsc_SrvBTM) OR (px_CC_Serv =   

 tsc_SrvMmediaCall ) ]
 
 
 

29
 
[image: image160.png]


( tcv_RRC_RAB_Type := cell_DCH_57_6kCS_RAB_SRB, [image: image161.png]



tcv_RRC_PagingCau := terminatingStreamingCall, [image: image162.png]



tcv_RRC_EstCauMO := originatingConversationalCall, [image: image163.png]



tcv_RRC_EstCauMT := terminatingStreamingCall )
 
 
@sic OG 06/06/05 R5s050210 sic@

30
TBE1
[image: image164.png]


[ px_CC_Serv = tsc_SrvTelephony ]
 
I
No service other than Speech is supported - this test case shall be stopped. [image: image165.png]



@sic OG 06/06/05 R5s050210 sic@

31
 
[image: image166.png]


[ tcv_CN_Domain = ps_domain ]
 
 
PS domain: no need to change the service

Detailed Comment:
 

Generated by Leonardo Editor Pro Version 1.15.1
Da Vinci Communications Ltd 
Before changes:

Test Step

Test Step Id:
ts_CC_RcvSetupOrEsetup [image: image167.png]


( [image: image168.png]


p_CellId : INTEGER )

Test Step Group Ref:
L3M_CC_Steps/

Objective:
To manage Setup Mobile Originated.

Defaults:
NAS_OtherwiseFail

Comments:
Receipt of a SETUP message or an ESETUP message in case of emergency call. [image: image169.png]



[image: image170.png]



NOTE: The BCAP is a highly structured information element with 69 fields and the intention is to make the [image: image171.png]


constraint re-usable, so the key fields of the BCAP shall be parametrised. This implies that more than 5 parameters are used for the BCAP constraints.

Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments

1
 
[ [image: image172.png]


( tcv_ActiveService [image: image173.png]


= tsc_SrvEmgCall ) [image: image174.png]


OR [image: image175.png]


( tcv_ActiveService = tsc_SrvTelephony ) ]
 
 
 

2
 
+ lt_CC_TelephonyMO
 
 
3G TS 27.001 cl. B.1.10.8

3
 
[image: image176.png]


+ lt_InitCC_tcv
 
 
 

4
 
[ tcv_ActiveService = tsc_SrvAltSpeechFax ]
 
 
 

5
 
+ lt_CC_TS61_MO
 
 
3G TS 27.001 cl.s B.1.8 and B.1.10.3

6
 
[image: image177.png]


+ lt_InitCC_tcv
 
 
 

7
 
[ [image: image178.png]


( tcv_ActiveService [image: image179.png]


= tsc_Srv31kHz) OR [image: image180.png]



( tcv_ActiveService [image: image181.png]


= [image: image182.png]


tsc_SrvV110) OR [image: image183.png]



( tcv_ActiveService [image: image184.png]


= [image: image185.png]


tsc_SrvV120) OR [image: image186.png]



( tcv_ActiveService [image: image187.png]


= [image: image188.png]


tsc_SrvPIAFS) OR [image: image189.png]



( tcv_ActiveService [image: image190.png]


= [image: image191.png]


tsc_SrvFTM) OR [image: image192.png]



( tcv_ActiveService [image: image193.png]


= [image: image194.png]


tsc_SrvX31) OR [image: image195.png]



( tcv_ActiveService [image: image196.png]


= [image: image197.png]


tsc_SrvBTM) OR [image: image198.png]



( tcv_ActiveService [image: image199.png]


= [image: image200.png]


tsc_SrvMmediaCall) ]
 
 
 

8
 
[image: image201.png]


[ px_BcapSyncAsync = tsc_BcapASync ]
 
 
 

9
 
[image: image202.png]


+ lt_CC_BS20_MO
 
 
3G TS 27.001 clauses B.1.2 and B.2.2 [image: image203.png]



3G TS 22.002 clause 3

10
 
[image: image204.png]


+ lt_InitCC_tcv
 
 
 

11
 
[image: image205.png]


[ px_BcapSyncAsync = tsc_BcapSync ]
 
 
 

12
 
[image: image206.png]


+ lt_CC_BS30_MO
 
 
3G TS 27.001 clauses B.1.3 and B.2.3 [image: image207.png]



3G TS 22.002 clause 3

13
 
[image: image208.png]


+ lt_InitCC_tcv
 
 
 

lt_InitCC_tcv

14
 
[ tcv_ActiveService = tsc_SrvEmgCall ]
 
 
 

15
 
[image: image209.png]


( tcv_TI_R := tcv_ESetupr.ti , [image: image210.png]



[image: image211.png]


tcv_TI_S := tcv_TI_R , [image: image212.png]



[image: image213.png]


tcv_TI_S.tiFlag := '1'B, [image: image214.png]



tcv_RAB_Id := [image: image215.png]


tsc_RAB_DefCS [image: image216.png]



)
 
 
 

16
 
[ tcv_ActiveService = tsc_SrvTelephony ]
 
 
 

17
 
[image: image217.png]


( tcv_TI_R := tcv_SetupMOr.ti , [image: image218.png]



[image: image219.png]


tcv_TI_S := tcv_TI_R , [image: image220.png]



[image: image221.png]


tcv_TI_S.tiFlag := '1'B, [image: image222.png]



tcv_RAB_Id := [image: image223.png]


tsc_RAB_DefCS [image: image224.png]



)
 
 
According to TS24.008, clause 5.2.1. For the first call, [image: image225.png]


the SI value shall be 1.

18
 
[ tcv_ActiveService = tsc_Srv31kHz ]
 
 
@sic T1S040363 sic@

19
 
[image: image226.png]


( tcv_TI_R := tcv_SetupMOr.ti , [image: image227.png]



[image: image228.png]


tcv_TI_S := tcv_TI_R , [image: image229.png]



[image: image230.png]


tcv_TI_S.tiFlag := '1'B, 
tcv_RAB_Id := [image: image231.png]


tsc_RAB_DefCS)
 
 
@sic T1S040363 sic@

20
 
[TRUE]
 
 
@sic T1S040363 sic@

lt_CC_TelephonyMO

21
 
[ tcv_ActiveService = tsc_SrvEmgCall ]
 
 
 

22
 
Dc ? RRC_DataInd [image: image232.png]



( tcv_ESetupr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image233.png]


( tsc_CellDedicated, [image: image234.png]


tsc_RB3,cr_ESetup [image: image235.png]


( cr_BcapSpeechMO ) )
 
 

23
 
[ tcv_ActiveService = tsc_SrvTelephony ]
 
 
 

24
 
Dc ? RRC_DataInd [image: image236.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image237.png]


( tsc_CellDedicated, [image: image238.png]


tsc_RB3,cr_SetupMO [image: image239.png]


( [image: image240.png]


cr_BcapSpeechMO, cr_LLC_Any ))
 
 

25
ERR1
[ TRUE ]
 
I
 

lt_CC_TS61_MO

26
 
[ ( px_BcapFNUR = tsc_Bcap9600 ) OR [image: image241.png]


( px_BcapFNUR = tsc_Bcap14400 ) ]
 
 
 

27
 
Dc ? RRC_DataInd [image: image242.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image243.png]


( tsc_CellDedicated, [image: image244.png]


tsc_RB3,cr_SetupMO_2_Bcap [image: image245.png]


( [image: image246.png]


cr_BcapSpeechMO, [image: image247.png]


cdr_BcapMO_AsyncNT [image: image248.png]


( tsc_BcapITC_Fax3, [image: image249.png]


tsc_BcapRA_No , tsc_BcapSACP_I440450, [image: image250.png]


tsc_BcapMT_None , tsc_BcapOtherMT_None), cr_LLC_Any ))
 
see 3G TS 27.001 B.1.8 B.1.10.3

28
ERR1
[ ( px_BcapFNUR <> tsc_Bcap9600 ) AND [image: image251.png]


( px_BcapFNUR <> tsc_Bcap14400 ) ]
 
I
 

lt_CC_BS20_MO

29
 
+ lt_BS20_CheckPixit
 
 
 

30
 
[image: image252.png]


[ tcv_ActiveService = tsc_Srv31kHz ]
 
 
 

31
 
[image: image253.png]


[ tcv_BcapCE = tsc_BcapCE_NT ]
 
 
 

32
 
[image: image254.png]


Dc ? RRC_DataInd [image: image255.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image256.png]


( tsc_CellDedicated, [image: image257.png]


tsc_RB3,cr_SetupMO [image: image258.png]


( cbr_BcapMO_7_AsyncNT [image: image259.png]


( tsc_BcapITC_31kHz, tsc_BcapRA_No , tsc_BcapSACP_I440450 , [image: image260.png]


px_BcapModemType, px_BcapOtherModemType), cdr_LLC_BS20_31kHzA ))
 
see 3G TS 27.001 cl B.1.2.2

33
 
[image: image261.png]


[ tcv_BcapCE = tsc_BcapCE_T ]
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[image: image262.png]


Dc ? RRC_DataInd [image: image263.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image264.png]


( tsc_CellDedicated, [image: image265.png]


tsc_RB3,cr_SetupMO [image: image266.png]


( cbr_BcapMO_AsyncT [image: image267.png]


( tsc_BcapITC_31kHz, tsc_BcapRA_No , tsc_BcapSACP_I440450 , [image: image268.png]


px_BcapModemType, px_BcapOtherModemType ), cdr_LLC_BS20_31kHzA ))
 
see 3G TS 27.001 cl B.1.2.2
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[image: image269.png]


[ TRUE ]
 
I
 

36
 
[image: image270.png]


[ tcv_ActiveService = [image: image271.png]


tsc_SrvPIAFS ]
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[image: image272.png]


Dc ? RRC_DataInd [image: image273.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image274.png]


( tsc_CellDedicated, [image: image275.png]


tsc_RB3,cr_SetupMO [image: image276.png]


( cbr_BcapMO_5a_AsyncNT [image: image277.png]


( tsc_BcapITC_UDI , tsc_BcapRA_Other, tsc_BcapSACP_I440450, tsc_BcapOtherITC_Spare, tsc_BcapOtherRA_PIAFS, [image: image278.png]


tsc_BcapMT_None, tsc_BcapOtherMT_None ), cr_LLC_Any))
 
see 3G TS 27.001 cl B.1.2.4

38
 
[image: image279.png]


[ tcv_ActiveService = [image: image280.png]


tsc_SrvFTM ]
 
 
 

39
 
[image: image281.png]


[ px_BcapITC = tsc_BcapITC_IntUDI ]
 
 
 

40
 
[image: image282.png]


Dc ? RRC_DataInd [image: image283.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image284.png]


( tsc_CellDedicated, [image: image285.png]


tsc_RB3,cr_SetupMO [image: image286.png]


( [image: image287.png]


cdr_BcapMO_AsyncNT [image: image288.png]


( tsc_BcapITC_UDI, tsc_BcapRA_X31, tsc_BcapSACP_I440450, [image: image289.png]


tsc_BcapMT_None, tsc_BcapOtherMT_None), cr_LLC_Any))
 
see 3G TS 27.001 cl B.1.2.3

41
 
[image: image290.png]


[ px_BcapITC = tsc_BcapITC_IntRDI ]
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[image: image291.png]


Dc ? RRC_DataInd [image: image292.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image293.png]


( tsc_CellDedicated, [image: image294.png]


tsc_RB3,cr_SetupMO [image: image295.png]


( [image: image296.png]


cbr_BcapMO_5a_AsyncNT [image: image297.png]


( tsc_BcapITC_Other, [image: image298.png]


tsc_BcapRA_X31, tsc_BcapSACP_I440450, tsc_BcapOtherITC_RDI, tsc_BcapOtherRA_Spare, [image: image299.png]


tsc_BcapMT_None, tsc_BcapOtherMT_None ), cr_LLC_Any))
 
see 3G TS 27.001 cl B.1.2.3
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ERR3
[image: image300.png]


[ [image: image301.png]


( px_BcapITC <> tsc_BcapITC_IntRDI ) AND [image: image302.png]


( px_BcapITC <> tsc_BcapITC_IntUDI [image: image303.png]


) ]
 
I
 

44
 
[image: image304.png]


[ tcv_ActiveService = tsc_SrvV110 [image: image305.png]


]
 
 
 

45
 
[image: image306.png]


[ tcv_BcapCE = tsc_BcapCE_NT ]
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[image: image307.png]


Dc ? RRC_DataInd [image: image308.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image309.png]


( tsc_CellDedicated, [image: image310.png]


tsc_RB3,cr_SetupMO [image: image311.png]


( [image: image312.png]


cbr_BcapMO_7_AsyncNT [image: image313.png]


( tsc_BcapITC_UDI, tsc_BcapRA_V110, tsc_BcapSACP_I440450, tsc_BcapMT_None, [image: image314.png]


tsc_BcapOtherMT_None), cbr_LLC_BS20_UDI_V110))
 
see 3G TS 27.001 cl B.1.2.1
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[image: image315.png]


[ [image: image316.png]


tcv_BcapCE = tsc_BcapCE_T [image: image317.png]


]
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[image: image318.png]


Dc ? RRC_DataInd [image: image319.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image320.png]


( tsc_CellDedicated, [image: image321.png]


tsc_RB3,cr_SetupMO [image: image322.png]


( [image: image323.png]


cbr_BcapMO_AsyncT [image: image324.png]


( tsc_BcapITC_UDI, [image: image325.png]


tsc_BcapRA_V110, tsc_BcapSACP_I440450, [image: image326.png]


tsc_BcapMT_None, tsc_BcapOtherMT_None ) , cbr_LLC_BS20_UDI_V110))
 
see 3G TS 27.001 cl B.1.2.1
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[image: image327.png]


[ TRUE ]
 
I
 

50
 
[image: image328.png]


[ tcv_ActiveService = tsc_SrvV120 [image: image329.png]


]
 
 
 

51
 
[image: image330.png]


[ px_BcapITC = tsc_BcapITC_IntUDI ]
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Dc ? RRC_DataInd [image: image332.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image333.png]


( tsc_CellDedicated, [image: image334.png]


tsc_RB3, cr_SetupMO [image: image335.png]


( cr_BcapMO_5ab7_V120 [image: image336.png]


( tsc_BcapITC_UDI, [image: image337.png]


tsc_BcapSACP_I440450, tsc_BcapOtherITC_Spare, tsc_BcapASync, [image: image338.png]


tsc_BcapMT_None, [image: image339.png]


tsc_BcapOtherMT_None), cdr_LLC_BS20_UDI_V120 ))
 
seeTS 27.001 cl B.1.2.1
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[image: image340.png]


[ px_BcapITC = tsc_BcapITC_IntRDI ]
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Dc ? RRC_DataInd [image: image342.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image343.png]


( tsc_CellDedicated, [image: image344.png]


tsc_RB3,cr_SetupMO [image: image345.png]


( cr_BcapMO_5ab7_V120 [image: image346.png]


( tsc_BcapITC_Other, [image: image347.png]


tsc_BcapSACP_I440450, tsc_BcapOtherITC_RDI, tsc_BcapASync, [image: image348.png]


tsc_BcapMT_None, [image: image349.png]


tsc_BcapOtherMT_None) , cdr_LLC_BS20_RDI_V120 ))
 
seeTS 27.001 cl B.1.2.1
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[image: image350.png]


[ [image: image351.png]


( px_BcapITC <> tsc_BcapITC_IntUDI ) AND [image: image352.png]


( px_BcapITC <> tsc_BcapITC_IntRDI ) ]
 
I
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[image: image353.png]


[ TRUE ]
 
I
 

lt_BS20_CheckPixit
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[ [image: image354.png]


( px_BcapITC <> tsc_BcapITC_IntUDI ) AND [image: image355.png]


( px_BcapITC <> tsc_BcapITC_IntRDI ) AND [image: image356.png]


( px_BcapITC <> tsc_BcapITC_Int31kHzA) ]
 
I
 

58
 
[ TRUE ]
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[image: image357.png]


[ px_BcapSACP <> tsc_BcapSACP_I440450 ]
 
I
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[image: image358.png]


[ TRUE ]
 
 
 

lt_CC_BS30_MO

61
 
+ lt_BS30_CheckPixit
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[image: image359.png]


[ tcv_ActiveService = tsc_Srv31kHz ]
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[image: image360.png]


+ lt_BS30_31kHz
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[ tcv_ActiveService = tsc_SrvV110]
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[image: image362.png]


Dc ? RRC_DataInd [image: image363.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image364.png]


( tsc_CellDedicated, [image: image365.png]


tsc_RB3,cr_SetupMO [image: image366.png]


( [image: image367.png]


cdr_BcapMO_SyncT [image: image368.png]



[image: image369.png]


( tsc_BcapITC_UDI, [image: image370.png]


tsc_BcapRA_V110, [image: image371.png]


tsc_BcapSACP_I440450, [image: image372.png]


tsc_BcapMT_None, tsc_BcapOtherMT_None ) , cbr_LLC_BS30_UDI_V110 ))
 
see TS 27.001 cl. B.1.3.1.1
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[image: image373.png]


[ tcv_ActiveService = tsc_SrvX31 ]
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Dc ? RRC_DataInd [image: image375.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image376.png]


( tsc_CellDedicated, [image: image377.png]


tsc_RB3,cr_SetupMO [image: image378.png]


( [image: image379.png]


cdr_BcapMO_7_SyncNT [image: image380.png]


( tsc_BcapITC_UDI, [image: image381.png]


tsc_BcapRA_X31, tsc_BcapSACP_X32, [image: image382.png]


tsc_BcapMT_None, tsc_BcapOtherMT_None ) , cr_LLC_Any ))
 
see TS 27.001 cl. B.1.3.1.2
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[image: image383.png]


[ tcv_ActiveService = tsc_SrvV120 ]
 
 
 

69
 
[image: image384.png]


[ px_BcapITC = tsc_BcapITC_IntUDI ]
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Dc ? RRC_DataInd [image: image386.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image387.png]


( tsc_CellDedicated, [image: image388.png]


tsc_RB3, cr_SetupMO [image: image389.png]


( [image: image390.png]


cr_BcapMO_5ab7_V120 [image: image391.png]


( tsc_BcapITC_UDI, [image: image392.png]


tsc_BcapSACP_X32, tsc_BcapOtherITC_Spare, tsc_BcapSync , tsc_BcapMT_None, tsc_BcapOtherMT_None) , cdr_LLC_BS30_UDI_V120 ))
 
see TS 27.001 cl. B.1.3.1.2
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[ px_BcapITC = tsc_BcapITC_IntRDI ]
 
 
 

72
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Dc ? RRC_DataInd [image: image395.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image396.png]


( tsc_CellDedicated, [image: image397.png]


tsc_RB3,cr_SetupMO [image: image398.png]


( [image: image399.png]


cr_BcapMO_5ab7_V120 [image: image400.png]


( tsc_BcapITC_Other, tsc_BcapSACP_X32, tsc_BcapOtherITC_RDI, tsc_BcapSync , tsc_BcapMT_None, tsc_BcapOtherMT_None) , cdr_LLC_BS30_RDI_V120 ))
 
see TS 27.001 cl. B.1.3.1.2
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[image: image401.png]


[ TRUE ]
 
I
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[image: image402.png]


[ tcv_ActiveService = tsc_SrvBTM ]
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[ [image: image404.png]


( px_BcapFNUR = tsc_Bcap56000) ]
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Dc ? RRC_DataInd [image: image406.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image407.png]


( tsc_CellDedicated, [image: image408.png]


tsc_RB3,cr_SetupMO [image: image409.png]


( [image: image410.png]


cdr_BcapMO_5a_SyncT [image: image411.png]



( tsc_BcapITC_Other, [image: image412.png]


tsc_BcapRA_Other, tsc_BcapSACP_I440450, tsc_BcapOtherITC_RDI, tsc_BcapOtherRA_Spare, [image: image413.png]


tsc_BcapMT_None, tsc_BcapOtherMT_None ) , cr_LLC_Any ))
 
see TS 27.001 cl. B.1.3.1.7
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[image: image414.png]


[ ( px_BcapFNUR = tsc_Bcap64000) ]
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Dc ? RRC_DataInd [image: image416.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image417.png]


( tsc_CellDedicated, [image: image418.png]


tsc_RB3,cr_SetupMO [image: image419.png]


( cdr_BcapMO_SyncT [image: image420.png]


( tsc_BcapITC_UDI, [image: image421.png]


tsc_BcapRA_No, tsc_BcapSACP_I440450, tsc_BcapMT_None, tsc_BcapOtherMT_None ), cr_LLC_Any ))
 
see TS 27.001 cl. B.1.3.1.7
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[image: image422.png]


[ TRUE ]
 
I
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[image: image423.png]


[ tcv_ActiveService = tsc_SrvMmediaCall [image: image424.png]


]
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[image: image425.png]


+ lt_BS30_Mmedia
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[image: image426.png]


[ TRUE ]
 
I
 

lt_BS30_31kHz

83
 
[ px_BcapSACP = tsc_BcapSACP_I440450 ]
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Dc ? RRC_DataInd [image: image427.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image428.png]


( tsc_CellDedicated, [image: image429.png]


tsc_RB3,cr_SetupMO [image: image430.png]


( cdr_BcapMO_SyncT [image: image431.png]


( tsc_BcapITC_31kHz, tsc_BcapRA_No , tsc_BcapSACP_I440450 , [image: image432.png]


px_BcapModemType, px_BcapOtherModemType ), cdr_LLC_BS30_31kHzA ))
 
see 3G TS B.1.3.2.1
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[ px_BcapSACP = tsc_BcapSACP_X32 ]
 
 
 

86
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[ [image: image434.png]


( tcv_BcapCE = tsc_BcapCE_NT) ]
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Dc ? RRC_DataInd [image: image436.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image437.png]


( tsc_CellDedicated, [image: image438.png]


tsc_RB3,cr_SetupMO [image: image439.png]


( cdr_BcapMO_7_SyncNT [image: image440.png]


( tsc_BcapITC_31kHz, tsc_BcapRA_No , tsc_BcapSACP_X32, px_BcapModemType, px_BcapOtherModemType ), cdr_LLC_BS30_31kHzA ))
 
see 3G TS 27.001 cl B.1.3.2.2
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[ [image: image442.png]


( tcv_BcapCE = tsc_BcapCE_T ) ]
 
 
 

89
 
[image: image443.png]


Dc ? RRC_DataInd [image: image444.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image445.png]


( tsc_CellDedicated, [image: image446.png]


tsc_RB3,cr_SetupMO [image: image447.png]


( cdr_BcapMO_SyncT [image: image448.png]


( tsc_BcapITC_31kHz, [image: image449.png]


tsc_BcapRA_No , tsc_BcapSACP_X32, [image: image450.png]


px_BcapModemType, px_BcapOtherModemType ), cdr_LLC_BS30_31kHzA ))
 
see 3G TS 27.001 cl B.1.3.2.2
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[image: image451.png]


[ TRUE ]
 
I
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ERR3
[ TRUE ]
 
I
 

lt_BS30_Mmedia

92
 
[ [image: image452.png]


( px_BcapFNUR = tsc_Bcap28800) OR [image: image453.png]


( px_BcapFNUR = tsc_Bcap33600) ]
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Dc ? RRC_DataInd [image: image454.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image455.png]


( tsc_CellDedicated, [image: image456.png]


tsc_RB3,cr_SetupMO [image: image457.png]


( [image: image458.png]


cdr_BcapMO_5a_SyncT [image: image459.png]



( tsc_BcapITC_31kHz, [image: image460.png]


tsc_BcapRA_Other, tsc_BcapSACP_I440450, tsc_BcapOtherITC_Spare, tsc_BcapOtherRA_H223, ?, tsc_BcapOtherMT_V34 ), cr_LLC_Any ))
 
see TS 27.001 cl. B.1.3.2.3
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[ [image: image461.png]


( px_BcapFNUR = tsc_Bcap32000) OR [image: image462.png]


( px_BcapFNUR = tsc_Bcap64000) [image: image463.png]


]
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Dc ? RRC_DataInd [image: image464.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image465.png]


( tsc_CellDedicated, [image: image466.png]


tsc_RB3,cr_SetupMO ( [image: image467.png]


cdr_BcapMO_5a_SyncT [image: image468.png]



( tsc_BcapITC_UDI, [image: image469.png]


tsc_BcapRA_Other, tsc_BcapSACP_I440450, tsc_BcapOtherITC_Spare, tsc_BcapOtherRA_H223, tsc_BcapMT_None, tsc_BcapOtherMT_None ), cr_LLC_Any ))
 
see TS 27.001 cl. B.1.3.1.6
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[ [image: image470.png]


( px_BcapFNUR = tsc_Bcap56000) ]
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Dc ? RRC_DataInd [image: image471.png]



( tcv_SetupMOr := RRC_DataInd.msg )
car_UplinkDirectTransfer [image: image472.png]


( tsc_CellDedicated, [image: image473.png]


tsc_RB3, cr_SetupMO [image: image474.png]


( [image: image475.png]


cdr_BcapMO_5a_SyncT [image: image476.png]



( tsc_BcapITC_Other, tsc_BcapRA_Other, tsc_BcapSACP_I440450, tsc_BcapOtherITC_RDI, tsc_BcapOtherRA_H223, tsc_BcapMT_None, tsc_BcapOtherMT_None ), cr_LLC_Any ))
 
see TS 27.001 cl. B.1.3.1.6
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ERR6
[ TRUE ]
 
I
 

lt_BS30_CheckPixit

99
ERR7
[ [image: image477.png]


( px_BcapITC <> tsc_BcapITC_IntUDI ) AND [image: image478.png]


( px_BcapITC <> tsc_BcapITC_IntRDI ) AND [image: image479.png]


( px_BcapITC <> tsc_BcapITC_Int31kHzA) ]
 
I
 

100
 
[ TRUE ]
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[image: image480.png]


[ [image: image481.png]


( px_BcapSACP <> tsc_BcapSACP_I440450) AND [image: image482.png]


( px_BcapSACP <> tsc_BcapSACP_X32 )]
 
I
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[ TRUE ]
 
 
 

Detailed Comment:
 

Generated by Leonardo Editor Pro Version 1.15.1
Da Vinci Communications Ltd 
After Changes:

Test Step

Test Step Id:
ts_CC_RcvSetupOrEsetup [image: image484.png]


( [image: image485.png]


p_CellId : INTEGER )

Test Step Group Ref:
L3M_CC_Steps/

Objective:
To manage Setup Mobile Originated.

Defaults:
NAS_OtherwiseFail

Comments:
Receipt of a SETUP message or an ESETUP message in case of emergency call. [image: image486.png]



[image: image487.png]



NOTE: The BCAP is a highly structured information element with 69 fields and the intention is to make the [image: image488.png]


constraint re-usable, so the key fields of the BCAP shall be parametrised. This implies that more than 5 parameters are used for the BCAP constraints.

Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments

1
 
[ [image: image489.png]


( tcv_ActiveService [image: image490.png]


= tsc_SrvEmgCall ) [image: image491.png]


OR [image: image492.png]


( tcv_ActiveService = tsc_SrvTelephony ) ]
 
 
 

2
 
+ lt_CC_TelephonyMO
 
 
3G TS 27.001 cl. B.1.10.8

3
 
[image: image493.png]


+ lt_InitCC_tcv
 
 
 

4
 
[ tcv_ActiveService = tsc_SrvAltSpeechFax ]
 
 
 

5
 
+ lt_CC_TS61_MO
 
 
3G TS 27.001 cl.s B.1.8 and B.1.10.3

6
 
[image: image494.png]


+ lt_InitCC_tcv
 
 
 

7
 
[ [image: image495.png]


( tcv_ActiveService [image: image496.png]


= tsc_Srv31kHz) OR [image: image497.png]



( tcv_ActiveService [image: image498.png]


= [image: image499.png]


tsc_SrvV110) OR [image: image500.png]



( tcv_ActiveService [image: image501.png]


= [image: image502.png]


tsc_SrvV120) OR [image: image503.png]



( tcv_ActiveService [image: image504.png]


= [image: image505.png]


tsc_SrvPIAFS) OR [image: image506.png]



( tcv_ActiveService [image: image507.png]


= [image: image508.png]


tsc_SrvFTM) OR [image: image509.png]



( tcv_ActiveService [image: image510.png]


= [image: image511.png]


tsc_SrvX31) OR [image: image512.png]



( tcv_ActiveService [image: image513.png]


= [image: image514.png]


tsc_SrvBTM) OR [image: image515.png]



( tcv_ActiveService [image: image516.png]


= [image: image517.png]


tsc_SrvMmediaCall) ]
 
 
 

8
 
[image: image518.png]
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( tsc_CellDedicated, [image: image778.png]


tsc_RB3,cr_SetupMO [image: image779.png]
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cdr_BcapMO_5a_SyncT [image: image781.png]



( tsc_BcapITC_31kHz, [image: image782.png]


tsc_BcapRA_Other, tsc_BcapSACP_I440450, tsc_BcapOtherITC_Spare, tsc_BcapOtherRA_H223, ?, tsc_BcapOtherMT_V34 ), cr_LLC_Any ))
 
see TS 27.001 cl. B.1.3.2.3
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( tcv_SetupMOr := RRC_DataInd.msg )
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tsc_BcapRA_Other, tsc_BcapSACP_I440450, tsc_BcapOtherITC_Spare, tsc_BcapOtherRA_H223, tsc_BcapMT_None, tsc_BcapOtherMT_None ), cr_LLC_Any ))
 
see TS 27.001 cl. B.1.3.1.6
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( px_BcapFNUR = tsc_Bcap56000) ]
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( tcv_SetupMOr := RRC_DataInd.msg )
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( tsc_CellDedicated, [image: image795.png]


tsc_RB3, cr_SetupMO [image: image796.png]


( [image: image797.png]


cdr_BcapMO_5a_SyncT [image: image798.png]



( tsc_BcapITC_Other, tsc_BcapRA_Other, tsc_BcapSACP_I440450, tsc_BcapOtherITC_RDI, tsc_BcapOtherRA_H223, tsc_BcapMT_None, tsc_BcapOtherMT_None ), cr_LLC_Any ))
 
see TS 27.001 cl. B.1.3.1.6
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( px_BcapITC <> tsc_BcapITC_IntUDI ) AND [image: image800.png]
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( px_BcapSACP <> tsc_BcapSACP_I440450) AND [image: image804.png]


( px_BcapSACP <> tsc_BcapSACP_X32 )]
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