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Reason for change:
(

In steps h-k of the test case procedure (34.123-1 6.1.2.14) the UE is switched off, and then switched on again. The test case then waits for random access attempts from the UE. 

In TTCN the test step ts_IdleUpdated is called. This is OK for an automatic attach UE because it requires to perform PS attach once powered back on. 

A manual attach UE at this point is not required to perform location update, because ATT flag in the SIB is FALSE (specified in test case prose – so no IMSI attach required), and also it is I the same location area as before powering off. See 24.008 4.4.1 and 4.4.3. Since no automatic attach is needed either, there is no reason to perform Idle Update. UE will sit idle after camping on the cell. 

Since the test case is method B the UE should be paged after being switched back on and camping back on cell 1, and ts_IdleUpdated should not be called for a manual attach UE, it will respond to paging as it is camped on cell 1 in idle state. 






Summary of change:
(

Check the UE specific parameters pc_PS and pc_AutomaticAttachSwitchON and if  this is a PS manual attach UE (pc_PS=TRUE, pc_AutomaticAttachSwitchON =FALSE) then the test step ts_IdleUpdated is not called – TTCN moves on to perform power on only, and then paging. 






Consequences if 
(

not approved:
A conformant UE will fail the test case.
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Change 1

Test step name
lt_LocalTestLoop2

Reason for change
Need to add some logic so that manual attach UE just powers UE on, and does not perform idle update

Summary of change
Changed call to “ts_IdleUpdated” to call new local test step “lt_IdleUpdated_Step_J”

Source of change
New change

Test Case Affected
WI-010 test case 6.1.2.1

MCC 160 comments


Before the Change:

[image: image1.png]It_LocalTestLoop2
142

143

144

145

146

147
148

149

LooPs

BT

+ I_Detachonswitchoft

(tov_ldIeSIB3_CalA cellAccessRestric
tion.cellBarred:=c_CellNotBarred, tev_|
tleSIB4_Cella.cellaccessRestiction ce
IBarred=c_CellNotBarred )
+15_SendModifedSysinio_f_1_2_1

tsc_Cella)
+15_ldleUpdatedt (tsc_CellA)

+1s_PagingOnallCanfiguredCelisNo
Def

START {_IdlePageTimer

“TWPRLC_TR_DATA_IND {icv_Iriial
UE_ld = RLC_TR_DATA_IND._mes
sage.uL_CCCH_Message.message.r
cConnectionReguest nitialUE_Identty)
CANCEL {_idiePageTimer

UMIRLC_UM_DATA_REQ

Tar_RRC_ConnRed (tsc_Cells ()

tse_RBD,
chr_108_RRC_ConnRed(ter
minatingConversationalCall) )

cas_RRC_ConnRei(
tsc_cella,
tse_RBD,
s RRC_ConnRej (
te_InitialUE _d, tev_RRC_TI,

unspecified,
0

)

Requestto switch offthe mo
bile . (TEST STEP H)

@sic VB RES050189 sic@
unBaring the Cell A and st
Intra frequency cell Reselect
on indicator as Notallowed (T
ESTSTEP )

@sic VB RAS050189 sic@

Requestto switch on the mo
bile . (TEST STEP )

@sic VB RAS050189 sic@
To page on allthe configured
cells

(TEST STEF C)

the UE has responded on ce
1 and it shall not respond
n any other call within 1 minu
te.

@sic VB RES050189 sic@
Rejectthe RRC connection R
equestas

Methad B is applied





After the change:
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Change 2

Test step name
lt_IdleUpdated_Step_J

Reason for change
Need to add some logic so that manual attach UE just powers UE on, and does not perform idle update

Summary of change
New local test step

Source of change
New change

Test Case Affected
WI-010 test case 6.1.2.1

MCC 160 comments


After the change:
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