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4
Frequency bands and channel arrangement

4.2
Frequency bands

a)
UTRA/FDD is designed to operate in either of the following paired bands:

	Operating Band
	UL Frequencies

UE transmit, Node B receive
	DL frequencies

UE receive, Node B transmit

	I
	1920 – 1980 MHz
	2110 –2170 MHz

	II
	1850 –1910 MHz
	1930 –1990 MHz

	III
	1710-1785 MHz
	1805-1880 MHz

	IV
	1710-1770MHz
	2110- 2170MHz

	V
	824 - 849MHz
	869-894MHz

	VI
	830- 840 MHz

	875-885 MHz

	IX
	1749.9-1784.9 MHz
	1844.9-1879.9 MHz


Note:
See TS25.307 [26] for Band IV, V,VI and IX. 
b)
Deployment in other frequency bands is not precluded.

4.3
TX–RX frequency separation

a)
UTRA/FDD is designed to operate with the following TX-RX frequency separation.

	Operating Band
	TX-RX frequency separation

	I
	190 MHz

	II
	80 MHz

	III
	95 MHz

	V
	45 MHz

	VI
	45 MHz

	IX
	95 MHz


b)
UTRA/FDD can support both fixed and variable transmit to receive frequency separation.

c)
The use of other transmit to receive frequency separations in existing or other frequency bands shall not be precluded.

4.4
Channel arrangement
4.4.3
Channel number

The carrier frequency is designated by the UTRA Absolute Radio Frequency Channel Number (UARFCN). The values of the UARFCN are as follows.

Table 4.1: UARFCN definition (general)

	UPLINK (UL)

UE transmit, Node B receive
	DOWNLINK (DL)

UE receive, Node B transmit

	UARFCN
	Carrier frequency [MHz]

(FUL)) (Note 1)
	UARFCN
	Carrier frequency [MHz]

(FDL)) (Note 2)

	Nu = 5 * FUL
	0.0 MHz   FUL   3276.6 MHz
	Nd = 5 *  FDL
	0.0 MHz   FDL   3276.6 MHz

	Note 1:
FUL is the uplink frequency in MHz

Note 2:
FDL is the downlink frequency in MHz


Table 4.1a: UARFCN definition (additional channels)

	Band
	UPLINK (UL)

UE transmit, Node B receive
	DOWNLINK (DL)

UE receive, Node B transmit

	
	UARFCN
	Carrier frequency [MHz]

(FUL))
	UARFCN
	Carrier frequency [MHz]

(FDL))

	I
	-
	-
	-
	-

	II
	Nu = 5 * (FUL – 1850.1 MHz)
	1852.5, 1857.5, 1862.5, 1867.5, 1872.5, 1877.5, 1882.5, 1887.5, 1892.5, 1897.5, 1902.5, 1907.5
	Nd = 5 * (FDL – 1850.1 MHz)
	1932.5, 1937.5, 1942.5, 1947.5, 1952.5, 1957.5, 1962.5, 1967.5, 1972.5, 1977.5, 1982.5, 1987.5

	III
	-
	-
	-
	-

	V
	Nu = 5 * (FUL – 670.1 MHz)
	826.5, 827.5, 831.5, 832.5, 837.5, 842.5
	Nd = 5 * (FDL – 670.1 MHz)
	871.5, 872.5, 876.5,

877.5, 882.5, 887.5

	VI
	Nu = 5 * (FUL – 670.1 MHz)
	832.5, 837.5
	Nd = 5 * (FDL – 670.1 MHz)
	877.5, 882.5

	IX
	-
	-
	-
	-


4.4.4
UARFCN

The following UARFCN range shall be be supported for each paired band.

Table 4.2: UTRA Absolute Radio Frequency Channel Number
	Operating Band
	Uplink 

UE transmit, Node B receive
	Downlink

UE receive, Node B transmit

	I
	9 612 to 9 888
	10 562 to 10 838

	II
	9 262 to 9 538 

and

12, 37, 62, 87, 

112, 137, 162, 187, 

212, 237, 262, 287
	9 662 to 9 938 

and

412, 437, 462, 487,

512, 537, 562, 587,

612, 637, 662, 687

	III
	8562 to 8913
	9037 to 9388

	V
	4132 to 4233 

and 

782, 787, 807, 

812, 837, 862
	4357 to 4458

and

1007, 1012, 1032, 

1037, 1062, 1087

	VI
	4162 to 4188 and 812,  837
	4387 to 4413 and 1037,  1062

	IX
	8762 to 8912
	9237 to 9387


{ next clause to be changed }

5
Transmitter Characteristics

5.2
Maximum Output Power

5.2.2
Minimum Requirements

The UE maximum output power shall be within the nominal value and tolerance specified in table 5.2.1 even for the multi-code transmission mode.

Table 5.2.1: Nominal Maximum Output Power

	Operating Band


	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 4

	
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)

	Band I
	+33
	+1/-3
	+27
	+1/-3
	+24
	+1/-3
	+21
	+2/-2

	Band II
	-
	-
	-
	-
	+24
	+1/-3
	+21
	+2/-2

	Band III
	-
	-
	-
	-
	+24
	+1/-3
	+21
	+2/-2

	Band V
	-
	-
	-
	-
	+24
	+1/-3
	+21
	+2/-2

	Band VI
	
	
	
	
	+24
	+1/-3
	+21
	+2/-2

	Band IX
	-
	-
	-
	-
	+24
	+1/-3
	+21
	+2/-2


The normative reference for this requirement is TS 25.101 [1] clause 6.2.1.
5.2.5
Test requirements

The maximum output power, derived in step 2), shall not exceed the range prescribed by the nominal maximum output power and tolerance in table 5.2.2.

Table 5.2.2: Nominal Maximum Output Power

	Operating Band


	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 4

	
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)

	Band I
	+33
	+1,7/-3,7
	+27
	+1,7/-3,7
	+24
	+1,7/-3,7
	+21
	+2,7/-2,7

	Band II
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+21
	+2,7/-2,7

	Band III
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+21
	+2,7/-2,7

	Band V
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+21
	+2,7/-2,7

	Band VI
	
	
	
	
	+24
	+1,7/-3,7
	+21
	+2,7/-2,7

	Band IX
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+21
	+2,7/-2,7


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

{ next clause to be changed }

5.4
Output Power Dynamics in the Uplink

5.4.1
Open Loop Power Control in the Uplink

5.4.1.4
Method of test

5.4.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
Channel conditions are initially set up with received CPICH_RSCP >-85 dBm. The relative power level of downlink physical channels to Ior are set up according to clause E.2.1. The parameter settings of the cell are set up according to Table 5.4.1.1a.

3)
Switch on the phone.

4)
After the UE has performed registration and entered idle mode, Îor is set up according to table 5.4.1.2. The relative power level of downlink physical channels to Ior are set up according to clause E.2.1

5)
A call is set up according to the Generic call setup procedure in [3] clause 7.3.1  with channel conditions according the test parameters in table 5.4.1.3, The RACH procedure within the call setup is used for the test.

Table 5.4.1.1a: Settings for the serving cell

	Parameter
	Unit
	Cell 1

	Cell type
	
	Serving cell

	UTRA RF Channel Number
	
	Channel 1

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	21

	Preamble Retrans Max
	
	1


Table 5.4.1.2: Test parameters for Open Loop Power Control (UE)

	Parameter
	Level / Status
	Unit

	Îor
	See table 5.4.1.3
	dBm / 3,84 MHz


Table 5.4.1.3: Test parameters for Open Loop Power Control (SS)

	Parameter
	RX Upper dynamic end
	RX-middle
	RX-Sensitivity level

	Îor (note 3)
	25,0 dBm / 3,84 MHz
	65,7 dBm / 3,84 MHz
	<REFÎor> dBm / 3,84 MHz

	CPICH_RSCP (notes 3 and 4)
	28,3 dBm
	69 dBm
	<REFÎor> CPICH_Ec / Ior 

	Primary CPICH DL TX power
	+19 dBm
	+28 dBm
	+19 dBm

	Simulated path loss = Primary CPICH DL TX power – CPICH_RSCP
	+47,3 dB
	+97 dB
	+129 dB

	UL interference
	Band I, VI
	75 dBm
	101 dBm
	110 dBm

	
	Band II, V
	
	
	108 dBm

	
	Band III
	
	
	107 dBm

	
	Band IX
	
	
	-109 dBm

	Constant Value
	10 dB
	10 dB
	10 dB

	Expected nominal UE TX power (note 5)
	-37,7 dBm
	-14 dBm
	+9 dBm (note 2)

	NOTE 1:
While the SS transmit power shall cover the receiver input dynamic range, the logical parameters: Primary CPICH DL TX power, UL interference, Constant Value are chosen to achieve a UE TX power, located within the TX output power dynamic range of a class 4 UE.

NOTE 2:
Nominal TX output power 9 dBm allows to check the open loop power algorithm within the entire tolerance range (9 dBm ± 12 dB; 9 dBm + 12 dB = 21 dBm = max power class 4).

NOTE 3:
<REFÎor> is specified in Table 6.2.1, and CPICH_Ec / Ior is specified in Table E.2.2. The power level of S-CCPCH should be defined because S-CCPCH is transmitted during Preamble RACH transmission period. The power level of S-CCPCH is set to 5.3 dB relative to Ior.

NOTE 4:
The purpose of this parameter is to calculate the Expected nominal UE TX power.

NOTE 5:
The Expected nominal UE TX power is calculated by using the equation in the clause 8.5.7 Open Loop Power Control of TS 25.331 [8].


{ next clause to be changed }

5.5
Transmit ON/OFF Power

5.5.2
Transmit ON/OFF Time mask

5.5.2.4
Method of test

5.5.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
Channel conditions are initially set up with received CPICH_RSCP >-85 dBm. The relative power level of downlink physical channels to Ior are set up according to clause E.2.1. The parameter settings of the cell are set up according to table 5.5.2.1A.

3)
Switch on the phone.

4)
After the UE has performed registration and entered idle mode, Îor is set up according to table 5.5.2.2. The relative power level of downlink physical channels to Ior are set up according to clause E.2.1
5)
A call is set up according to the Generic call setup procedure,  in [3] clause 7.3.1 with channel conditions according the test parameters in table 5.5.2.3.

The RACH procedure within the call setup is used for the test. The number of the available subchannels should be limited to one. This ensures that the preamble sequence is known to the SS. The preamble retransmission shall be at least 3. The power ramping step size shall be 1 dB. Note that the maximum number of preamble retransmissions is limited to 5 due to the fact that the commanded uplink power exceeds the allowed uplink power of more than 6 dB. The SS shall not send either an ACK or a NACK.

Table 5.5.2.1A: Settings for the serving cell

	Parameter
	Unit
	Cell 1

	
	
	Power class 1
	Power class 2
	Power class 3
	Power class 4

	Cell type
	
	Serving cell

	UTRA RF Channel Number
	
	Channel 1

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	33
	27
	24
	21


Table 5.5.2.2: Test parameters for Transmit ON/OFF Time mask (UE)

	Parameter
	Level / Status
	Unit

	Îor
	See table 5.5.2.3
	dBm / 3,84 MHz


Table 5.5.2.3: Test parameters for Transmit ON/OFF Time mask (SS)

	Parameter
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 4
	Unit

	Îor (note 1)
	<REFÎor>
	<REFÎor>
	<REFÎor>
	<REFÎor>
	dBm / 3,84 MHz

	CPICH_RSCP
(notes 1 and 2)
	<REFÎor>  CPICH_Ec / Ior
	<REFÎor>  CPICH_Ec / Ior
	<REFÎor>  CPICH_Ec / Ior
	<REFÎor>  CPICH_Ec / Ior
	dBm

	Primary CPICH DL TX power
	+19
	+19
	+19
	+19
	dBm

	Simulated path loss = Primary CPICH DL TX power – CPICH_RSCP
	+129
	+129
	+129
	+129
	dB

	UL interference
	Band I, VI
	86
	92
	95
	98
	dBm

	
	Band II, V
	84
	90
	93
	96
	

	
	Band III
	83
	89
	92
	95
	

	
	Band IX
	-85
	-91
	-94
	-97
	

	Constant Value
	10
	10
	10
	10
	dB

	Expected nominal UE TX power (note 3)
	+33
	+27
	+24
	+21
	dBm

	NOTE 1:
<REFÎor> is specified in Table 6.2.1, and CPICH_Ec / Ior is specified in Table E.2.2. The power level of S-CCPCH should be defined because S-CCPCH is transmitted during Preamble RACH transmission period. The power level of S-CCPCH is set to 5.3 dB relative to Ior.

NOTE 2:
The purpose of this parameter is to calculate the Expected nominal UE TX power.

NOTE 3:
The Expected nominal UE TX power is calculated by using the equation in the clause 8.5.7 Open Loop Power Control of TS 25.331 [8].


{ next clause to be changed }
5.9
Spectrum emission mask

5.9.2
Minimum Requirements

The power of any UE emission shall not exceed the levels specified in table 5.9.1.
The absolute requirement is based on a –50 dBm/3.84 MHz minimum power threshold for the UE. This limit is expressed for the narrower measurement bandwidths as –55.8 dBm/1 MHz and –71.1 dBm/30 kHz.
	Table 5.9.1: Spectrum Emission Mask Requirement

Δf in MHz
(Note 1)
	Minimum requirement (Note 2) 
	Additional requirements Band II, Band IV and Band V (Note 3)
	Measurement bandwidth (Note 6)

	
	Relative requirement
	Absolute requirement
	
	

	2.5 - 3.5
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	-71.1 dBm
	-15 dBm
	30 kHz 
(Note 4)

	3.5 - 7.5
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	-55.8 dBm
	-13 dBm
	1 MHz 
(Note 5)

	7.5 - 8.5
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	-55.8 dBm
	-13 dBm
	1 MHz
(Note 5)

	8.5 -– 12.5 MHz
	-49 dBc
	-55.8 dBm
	-13 dBm
	1 MHz
(Note 5)

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.

Note 2:
The minimum requirement is calculated from the relative requirement or the absolute requirement, whichever is the higher power.

Note 3:
For operation in Band II, Band IV and Band V only, the minimum requirement is calculated from the minimum requirement calculated in Note 2 or the additional requirement for band II, whichever is the lower power.

Note 4:
The first and last measurement position with a 30 kHz filter is at (f equals to 2.515 MHz and 3.485 MHz.

Note 5:
The first and last measurement position with a 1 MHz filter is at (f equals to 4 MHz and 12 MHz.
Note 6:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.


The normative reference for this requirement is TS 25.101 [1] clause 6.6.2.1.1.

5.9.5
Test requirements

The result of clause 5.9.4.2 step 4) shall fulfil the requirements of table 5.9.2.

Table 5.9.2: Spectrum Emission Mask Requirement

	Δf in MHz
(Note 1)
	Minimum requirement (Note 2) 
	Additional requirements Band II, Band IV and Band V 
(Note 3)
	Measurement bandwidth (Note 6)

	
	Relative requirement
	Absolute requirement

(in measurement  band width)
	
	

	2.5 - 3.5
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	-69.6 dBm
	-15 dBm
	30 kHz 
(Note 4)

	3.5 - 7.5
	
	-54.3 dBm
	-13 dBm
	1 MHz 
(Note 5)

	7.5 - 8.5
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	-54.3 dBm
	-13 dBm
	1 MHz
(Note 5)

	8.5 - 12.5 MHz
	-47.5 dBc
	-54.3 dBm
	-13 dBm
	1 MHz
(Note 5)

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.

Note 2:
The minimum requirement is calculated from the relative requirement or the absolute requirement, whichever is the higher power.

Note 3:
For operation in Band II, Band IV and Band V only, the minimum requirement is calculated from the minimum requirement calculated in Note 2 or the additional requirement for band II, whichever is the lower power.

Note 4:
The first and last measurement position with a 30 kHz filter is at (f equals to 2.515 MHz and 3.485 MHz.

Note 5:
The first and last measurement position with a 1 MHz filter is at (f equals to 4 MHz and 12 MHz.
Note 6:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
{ next clause to be changed }

5.9A
Spectrum Emission Mask with HS-DPCCH

5.9A.2
Minimum Requirements

The power of any UE emission shall not exceed the levels specified in table 5.9A.1. The absolute requirement is based on a –50 dBm/3.84 MHz minimum power threshold for the UE. This limit is expressed for the narrower measurement bandwidths as –55.8 dBm/1 MHz and –71.1 dBm/30 kHz. This is applicable for all values of[image: image4.wmf]c

b
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b

and[image: image6.wmf]hs
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 as specified in [5].

Table 5.9A.1: Spectrum Emission Mask Requirement

	Δf in MHz
(Note 1)
	Minimum requirement (Note 2) 
	Additional requirements Band II, Band IV and Band V (Note 3)
	Measurement bandwidth (Note 6)

	
	Relative requirement
	Absolute requirement
	
	

	2.5 to 3.5
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	-71.1 dBm
	-15 dBm
	30 kHz 
(Note 4)

	3.5 to 7.5
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	-55.8 dBm
	-13 dBm
	1 MHz 
(Note 5)

	7.5 to 8.5
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	-55.8 dBm
	-13 dBm
	1 MHz
(Note 5)

	8.5 to 12.5 MHz
	-49 dBc
	-55.8 dBm
	-13 dBm
	1 MHz
(Note 5)

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.

Note 2:
The minimum requirement is calculated from the relative requirement or the absolute requirement, whichever is the higher power.

Note 3:
For operation in Band II, Band IV and Band V only, the minimum requirement is calculated from the minimum requirement calculated in Note 2 or the additional requirement for band II, whichever is the lower power.

Note 4:
The first and last measurement position with a 30 kHz filter is at (f equals to 2.515 MHz and 3.485 MHz.

Note 5:
The first and last measurement position with a 1 MHz filter is at (f equals to 4 MHz and 12 MHz.
Note 6:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.


The normative reference for this requirement is TS 25.101 [1] clause 6.6.2.1.1.

5.9A.5
Test requirements

The result of clause 5.9A.4.2 step 6) shall fulfil the requirements of table 5.9A.3.

Table 5.9A.3: Spectrum Emission Mask Requirement

	Δf in MHz
(Note 1)
	Minimum requirement (Note 2) 
	Additional requirements Band II, Band IV and Band V (Note 3)
	Measurement bandwidth (Note 6)

	
	Relative requirement
	Absolute requirement
	
	

	2.5 to 3.5
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	-69.6 dBm
	-15 dBm
	30 kHz 
(Note 4)

	3.5 to 7.5
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	-54.3 dBm
	-13 dBm
	1 MHz 
(Note 5)

	7.5 to 8.5
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	-54.3 dBm
	-13 dBm
	1 MHz
(Note 5)

	8.5 to 12.5 MHz
	-47.5 dBc
	-54.3 dBm
	-13 dBm
	1 MHz
(Note 5)

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.

Note 2:
The minimum requirement is calculated from the relative requirement or the absolute requirement, whichever is the higher power.

Note 3:
For operation in Band II, Band IV and Band V only, the minimum requirement is calculated from the minimum requirement calculated in Note 2 or the additional requirement for band II, whichever is the lower power.

Note 4:
The first and last measurement position with a 30 kHz filter is at (f equals to 2.515 MHz and 3.485 MHz.

Note 5:
The first and last measurement position with a 1 MHz filter is at (f equals to 4 MHz and 12 MHz.
Note 6:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

{ next clause to be changed }
5.11
Spurious Emissions
5.11.2
Minimum Requirements

These requirements are only applicable for frequencies, which are greater than 12.5 MHz away from the UE centre carrier frequency.

Table 5.11.1a: General spurious emissions requirements

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	9 kHz  f < 150 kHz
	1 kHz
	36 dBm

	150 kHz  f < 30 MHz
	10 kHz
	36 dBm

	30 MHz  f < 1 000 MHz
	100 kHz
	36 dBm

	1 GHz  f < 12,75 GHz
	1 MHz
	30 dBm


Table 5.11.1b: Additional spurious emissions requirements

	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	I
	925 MHz  935 MHz f 
	100 kHz
	-67 dBm (see note)

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note)

	
	1805 MHz  1880 MHz f 
	100 kHz
	-71 dBm (see note)

	
	1844.9 MHz  1879.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1893.5 MHz <f<1919.6 MHz
	300 kHz
	-41 dBm

	II
	-
	-
	-

	III
	925 MHz 935 MHz f 
	100 kHz
	-67 dBm (see note)

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note)

	
	2110 MHz  2170 MHz f 
	3.84 MHz
	-60 dBm 

	V
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2155 MHz
	3.84 MHz
	-60 dBm

	VI
	875 MHz  f  885 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  1879.9 MHz f
	3.84 MHz
	-60 dBm

	
	1893.5 MHz  1919.6 MHz f
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	IX
	860 MHz  f  895 MHz
	3.84 MHz
	-60dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60dBm

	
	1884.5 MHzf 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	NOTE:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11.1a are permitted for each UARFCN used in the measurement


As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11.1a are permitted in each of the bands, 925 MHz to 960 MHz and 1805 MHz to 1880 MHz for each UARFCN used in the measurement. The reference is 3GPP TS 45.005 [29].
The normative reference for this requirement is TS 25.101 [1] clause 6.6.3.1.

5.11.5
Test requirements

The measured average power of spurious emission, derived in step 2), shall not exceed the described value in tables 5.11.2a and 5.11.2b.

These requirements are only applicable for frequencies, which are greater than 12,5 MHz away from the UE centre carrier frequency.

Table 5.11.2a: General spurious emissions test requirements

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	9 kHz  f < 150 kHz
	1 kHz
	36 dBm

	150 kHz  f < 30 MHz
	10 kHz
	36 dBm

	30 MHz  f < 1 000 MHz
	100 kHz
	36 dBm

	1 GHz  f < 12,75 GHz
	1 MHz
	30 dBm


Table 5.11.2b: Additional spurious emissions test requirements

	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	I
	925 MHz  935 MHz f 
	100 kHz
	-67 dBm (see note)

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note)

	
	1805 MHz  1880 MHz f 
	100 kHz
	-71 dBm (see note)

	
	1844.9 MHz <f<1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1893.5 MHz <f<1919.6 MHz
	300 kHz
	-41 dBm

	II
	-
	-
	-

	III
	925 MHz 935 MHz f 
	100 kHz
	-67 dBm (see note)

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note)

	
	2110 MHz  2170 MHz f 
	3.84 MHz
	-60 dBm 

	V
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2155 MHz
	3.84 MHz
	-60 dBm

	VI
	875 MHz  f  885 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz <f<1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1893.5 MHz  1919.6 MHz f
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	IX
	860 MHz  f  895 MHz
	3.84 MHz
	-60dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60dBm

	
	1884.5 MHzf 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	NOTE:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11.1a are permitted for each UARFCN used in the measurement


As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11.2a are permitted in each of the bands, 925 MHz to 960 MHz and 1805 MHz to 1880 MHz for each UARFCN used in the measurement. The reference is 3GPP TS 45.005 [29].
NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

{ next clause to be changed }
6
Receiver Characteristics

6.2
Reference Sensitivity Level

6.2.2
Minimum Requirements

The BER shall not exceed 0,001 for the parameters specified in table 6.2.1.

Table 6.2.1: Test parameters for Reference Sensitivity Level

	Operating Band
	Unit
	DPCH_Ec

<REFSENS> 
	<REFÎor>

	I, VI
	dBm/3.84 MHz
	-117
	-106.7

	
	
	
	

	II
	dBm/3.84 MHz
	-115
	-104.7

	
	
	
	

	III
	dBm/3.84 MHz
	-114
	-103.7

	
	
	
	

	V
	dBm/3.84 MHz
	-115
	-104.7

	IX
	dBm/3.84 MHz
	-116
	-105.7

	1. For Power class 3 this shall be at the maximum output power

2. For Power class 4 this shall be at the maximum output power
3. For the UE which supports both Band III and Band IX operating frequencies, the reference sensitivity level of -114.5 dBm DPCH_Ec <REFSENS> shall apply for Band IX. The corresponding <REFÎor> is -104.2 dBm


The normative reference for this requirement is TS 25.101 [1] clause 7.3.1.

6.2.5
Test requirements

The measured BER, derived in step 2), shall not exceed 0,001.

Table 6.2.2: Test parameters for Reference Sensitivity Level

	Operating Band
	Unit
	DPCH_Ec

<REFSENS> 
	<REFÎor>

	I, VI
	dBm/3.84 MHz
	-116.3
	-106

	
	
	
	

	II
	dBm/3.84 MHz
	-114.3
	-104

	
	
	
	

	V
	dBm/3.84 MHz
	-114.3
	-104

	III
	dBm/3.84 MHz
	-113.3
	-103

	
	
	
	

	IX
	dBm/3.84 MHz
	-115.3
	      -105

	4. For Power class 3 this shall be at the maximum output power

5. For Power class 4 this shall be at the maximum output power
6. For the UE which supports both Band III and Band IX operating frequencies, the reference sensitivity level of -113.8 dBm DPCH_Ec <REFSENS> shall apply for Band IX. The corresponding <REFÎor> is -103.5 dBm


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

{ next clause to be changed }
6.5
Blocking Characteristics

6.5.2
Minimum Requirements

6.5.2.1
Minimum Requirements (In-band blocking)

The BER shall not exceed 0,001 for the parameters specified in table 6.5.1. In-band blocking is defined for an unwanted interfering signal falling into the UE receive band or into the first 15 MHz below or above the UE receive band.
The normative reference for this requirement is TS 25.101 [1] clause 7.6.1.


Table 6.5.1: Test parameters for In-band blocking characteristics

	
	
	

	
	
	

	
	
	

	
	
	

	


	
	
	



	Parameter
	Unit
	Level

	DPCH_Ec
	dBm/3.84 MHz
	<REFSENS>+3 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 3 dB

	Iblocking mean power (modulated)
	dBm
	-56
	-44

	Fuw offset
	
	=(10 MHz
	(-15 MHz

&

(15 MHz

	Fuw

(Band I operation)
	MHz
	2102.4( f (2177.6 
(Note 2)
	2095( f (2185

	Fuw

(Band II operation)
	MHz
	1922.4( f (1997.6
(Note 2)
	1915( f (2005

	Fuw
(Band III operation)
	MHz
	1797.4( f (1887.6
(Note 2)
	1790( f (1895

	Fuw
(Band IV operation)
	MHz
	2102.4( f (2162.6
(Note 2)
	2095( f (2170

	Fuw
(Band V operation)
	MHz
	861.4( f (901.6
(Note 2)
	854( f (909

	Fuw
(Band VI operation)
	MHz
	867.4( f (892.6
(Note 2 and 3)
	860( f (900
(Note 3)

	Fuw
(Band IX operation)
	MHz
	1837.4 ( f ( 1887.4
(Note 2)
	1829.9 ( f ( 1894.9

	UE transmitted mean power
	dBm
	20  (for Power class 3)

18  (for Power class 4)


Note 1:
Iblocking (modulated) consists of the common channels needed for tests as specified in Table E.4.1 and 16 dedicated data channels as specified in Table E.3.6.

Note 2:
For each carrier frequency the requirement is valid for two frequencies, the carrier frequency +/- 10 MHz.

Note 3:
For Band VI, the unwanted interfering signal does not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band.

6.5.2.2
Minimum requirements (Out of-band blocking)

The BER shall not exceed 0.001 for the parameters specified in table 6.5.2. Out-of-band band blocking is defined for an unwanted interfering signal falling more than 15 MHz below or above the UE receive band. For table 6.5.2 up to 24 exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1 MHz step size. 

The normative reference for this requirement is TS 25.101 [1] clause 7.6.2. 
Table 6.5.2: Test parameters for Out of band blocking characteristics

	Parameter
	Unit
	Frequency range 1
	Frequency range 2
	Frequency range 3

	DPCH_Ec
	dBm/3.84 MHz
	<REFSENS>+3 dB
	<REFSENS>+3 dB
	<REFSENS>+3 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 3 dB
	<REFÎor> + 3 dB
	<REFÎor> + 3 dB

	Iblocking (CW)
	dBm
	-44
	-30
	-15

	Fuw

(Band I operation)
	MHz
	2050<f <2095

2185<f <2230
	2025 <f (2050

2230 (f <2255
	1< f (2025

2255(f<12750

	Fuw

(Band II operation)
	MHz
	1870<f <1915

2005<f <2050
	1845 <f (1870

2050 (f <2075
	1< f (1845

2075(f<12750

	Fuw
(Band III operation)
	MHz
	1745 <f <1790

1895<f <1940
	1720 <f ( 1745

1940(f < 1965
	1< f (1720

1965(f<12750

	Fuw
(Band V operation)
	MHz
	809< f <854

909< f <954
	784< f (809

954( f < 979
	1< f (784

979(f<12750

	Fuw
(Band VI operation)
	MHz
	815 < f < 860
900 < f < 945
	790 < f ( 815

945 ( f < 970
	1 < f ( 790
970 ( f < 12750

	Fuw
(Band IX operation)
	MHz
	1784.9 < f < 1829.9
1894.9 < f < 1939.9
	1759.9 < f ( 1784.9

1939.9 ( f < 1964.9
	1 < f ( 1759.9

1964.9 ( f < 12750

	UE transmitted mean power


	dBm
	20 (for Power class 3)

18 (for Power class 4)

	Band I operation
	For 2095(f (2185 MHz, the appropriate in-band blocking or adjacent channel selectivity in clause 6.5.2 and clause 6.4.2 shall be applied.

	Band II operation
	For 1915(f (2005 MHz, the appropriate in-band blocking or adjacent channel selectivity in clause 6.5.2 and clause 6.4.2 shall be applied

	Band III operation
	For 1790(f (1895 MHz, the appropriate in-band blocking or adjacent channel selectivity in clause 6.5.2 and clause 6.4.2 shall be applied.

	Band V operation
	For 854(<f (909 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 6.5.2 and subclause 6.4.2 shall be applied.

	Band VI operation
	For 860(f (900 MHz, the appropriate in-band blocking or adjacent channel selectivity in clause 6.5.2 and clause 6.4.2 shall be applied.

	Band IX operation
	For 1829.9(f( 1894.9 MHz, the appropriate in-band blocking or adjacent channel selectivity in clause 6.5.2 and clause 6.4.2 shall be applied.


6.5.2.3
Minimum requirements (Narrow band blocking) 
{ no changes }

6.5.5
Test requirements

For table 6.5.4, the measured BER, derived in step 2), shall not exceed 0.001. For table 6.5.5, the measured BER, derived in step 2) shall not exceed 0,001 except for the spurious response frequencies, recorded in step 3). The number of spurious response frequencies, recorded in step 3) shall not exceed 24. For table 6.5.6, the measured BER, derived in step 2), shall not exceed 0.001.

Table 6.5.4: Test parameters for In-band blocking characteristics

	
	
	

	
	
	

	
	
	

	
	
	

	


	
	
	



	Parameter
	Unit
	Level

	DPCH_Ec
	dBm/3.84 MHz
	<REFSENS>+3 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 3 dB

	Iblocking mean power (modulated)
	dBm
	-56
	-44

	Fuw offset
	
	=(10 MHz
	(-15 MHz

&

(15 MHz

	Fuw

(Band I operation)
	MHz
	2102.4( f (2177.6 
(Note 2)
	2095( f (2185

	Fuw

(Band II operation)
	MHz
	1922.4( f (1997.6
(Note 2)
	1915( f (2005

	Fuw
(Band III operation)
	MHz
	1797.4( f (1887.6
(Note 2)
	1790( f (1895

	Fuw
(Band IV operation)
	MHz
	2102.4( f (2162.6
(Note 2)
	2095( f (2170

	Fuw
(Band V operation)
	MHz
	861.4( f (901.6
(Note 2)
	854( f (909

	Fuw
(Band VI operation)
	MHz
	867.4( f (892.6
(Note 2 and 3)
	860( f (900
(Note 3)

	Fuw
(Band IX operation)
	MHz
	1837.4 ( f ( 1887.4
(Note 2)
	1829.9 ( f ( 1894.9

	UE transmitted mean power
	dBm
	20  (for Power class 3)

18  (for Power class 4)


Note 1:
Iblocking (modulated) consists of the common channels needed for tests as specified in Table E.4.1 and 16 dedicated data channels as specified in Table E.3.6.

Note 2:
For each carrier frequency the requirement is valid for two frequencies, the carrier frequency +/- 10 MHz.

Note 3:
For Band VI, the unwanted interfering signal does not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band.

Table 6.5.5: Test parameters for Out of band blocking characteristics

	Parameter
	Unit
	Frequency range 1
	Frequency range 2
	Frequency range 3

	DPCH_Ec
	dBm/3.84 MHz
	<REFSENS>+3 dB
	<REFSENS>+3 dB
	<REFSENS>+3 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 3 dB
	<REFÎor> + 3 dB
	<REFÎor> + 3 dB

	Iblocking (CW)
	dBm
	-44
	-30
	-15

	Fuw

(Band I operation)
	MHz
	2050<f <2095

2185<f <2230
	2025 <f (2050

2230 (f <2255
	1< f (2025

2255(f<12750

	Fuw

(Band II operation)
	MHz
	1870<f <1915

2005<f <2050
	1845 <f (1870

2050 (f <2075
	1< f (1845

2075(f<12750

	Fuw

(Band III operation)
	MHz
	1745 <f <1790

1895<f <1940
	1720 <f ( 1745

1940(f < 1965
	1< f (1720

1965(f<12750

	Fuw
(Band V operation)
	MHz
	809< f <854

909< f <954
	784< f (809

954( f < 979
	1< f (784

979(f<12750

	Fuw
(Band VI operation)
	MHz
	815 < f < 860
900 < f < 945
	790 < f ( 815

945 ( f < 970
	1 < f ( 790
970 ( f < 12750

	Fuw
(Band IX operation)
	MHz
	1785 < f < 1830
1895 < f < 1940
	1760 < f ( 1785

1940 ( f < 1965
	1 < f ( 1760

1965 ( f < 12750

	UE transmitted mean power
	dBm
	20 (for Power class 3)

18 (for Power class 4)

	Band I operation
	For 2095(f (2185 MHz, the appropriate in-band blocking or adjacent channel selectivity in clause 6.5.2 and clause 6.4.2 shall be applied.

	Band II operation
	For 1915(f (2005 MHz, the appropriate in-band blocking or adjacent channel selectivity in clause 6.5.2 and clause 6.4.2 shall be applied

	Band III operation
	For 1790(f (1895 MHz, the appropriate in-band blocking or adjacent channel selectivity in clause 6.5.2 and clause 6.4.2 shall be applied.

	Band V operation
	For 854(f (909 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 6.5.2 and subclause 6.4.2 shall be applied.

	Band VI operation
	For 860<f<875 MHz and 885<f<900 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 6.5.2 and subclause 6.4.2 shall be applied

	Band IX operation
	For 1830(f (1895 MHz, the appropriate in-band blocking or adjacent channel selectivity in clause 6.5.2 and clause 6.4.2 shall be applied.


Table 6.5.6: Test parameters for narrow band blocking

	Parameter
	Unit
	Band II and Band V
	Band III

	DPCH_Ec
	dBm/3.84 MHz
	<REFSENS> + 10 dB
	<REFSENS> + 10 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 10 dB
	<REFÎor> + 10 dB

	Iblocking (GMSK) 
	dBm
	-57
	-56

	Fuw (offset) 
	MHz
	2.7
	2.8

	UE transmitted mean power
	dBm
	20 (for Power class 3)

18 (for Power class 4) 


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
{ next clause to be changed }
6.8
Spurious Emissions

6.8.2
Minimum Requirements

The power of any narrow band CW spurious emission shall not exceed the maximum level specified in table 6.8.1 and table 6.8.2.
Table 6.8.1: General receiver spurious emission requirements

	Frequency Band
	Measurement

Bandwidth
	Maximum level
	Note

	30 MHz ( f < 1 GHz
	100 kHz
	-57 dBm
	

	1 GHz ( f ( 12,75 GHz
	1 MHz
	-47 dBm
	


Table 6.8.2: Additional receiver spurious emission requirements

	Operating band
	Frequency Band
	Measurement

Bandwidth
	Maximum level
	Note

	I
	1844.9 MHz ( f ( 1879.9 MHz
	3.84 MHz
	-60 dBm
	

	
	1 920 MHz ( f ( 1 980 MHz
	3,84 MHz
	-60 dBm
	UE transmit band in

URA_PCH, Cell_PCH and idle state

	
	2 110 MHz ( f ( 2 170 MHz
	3,84 MHz
	-60 dBm
	UE receive band

	II
	1850 MHz ( f ( 1910 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	III
	1710 MHz ( f ( 1785 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in

URA_PCH, Cell_PCH and idle state

	
	1805 MHz ( f ( 1880 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	V
	824 MHz  f ( 849 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	869 MHz  f < 894 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	VI
	830 MHz ( f ( 840 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	875 MHz ( f ( 885 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	1844.9 MHz ( f ( 1879.9 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	IX
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm
	

	
	1749.9 MHz ( f ( 1784.9 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1844.9 MHz ( f  1879.9 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	


The reference for this requirement is TS 25.101 [1] clause 7.9.1.

6.8.5
Test requirements

It shall be verified that the RRC connection release at the end of the procedure described in  34.108 [3] clause 7.3.5.3 shall be completed successfully indicating that the UE has stayed in CELL_FACH state during the measurement of the spurious emissions.

The measured spurious emissions, derived in step 1), shall not exceed the maximum level specified in table 6.8.3 and table 6.8.4.

Table 6.8.3: General receiver spurious emission requirements

	Frequency Band
	Measurement

Bandwidth
	Maximum level
	Note

	30 MHz ( f < 1 GHz
	100 kHz
	-57 dBm
	

	1 GHz ( f ( 12,75 GHz
	1 MHz
	-47 dBm
	


Table 6.8.4: Additional receiver spurious emission requirements

	Operating Band
	Frequency Band
	Measurement

Bandwidth
	Maximum level
	Note

	I
	1844.9 MHz ( f ( 1879.9 MHz
	3.84 MHz
	-60 dBm
	

	
	1 920 MHz ( f ( 1 980 MHz
	3,84 MHz
	-60 dBm
	UE transmit band

	
	2 110 MHz ( f ( 2 170 MHz
	3,84 MHz
	-60 dBm
	UE receive band

	II
	1850 MHz ( f ( 1910 MHz
	3.84 MHz
	-60 dBm
	UE transmit band

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	III
	1710 MHz ( f ( 1785 MHz
	3.84 MHz
	-60 dBm
	UE transmit band

	
	1805 MHz ( f ( 1880 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	V
	824 MHz  f ( 849 MHz
	3.84 MHz
	-60 dBm
	UE transmit band

	
	869 MHz  f < 894 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	VI
	830 MHz ( f ( 840 MHz
	3.84 MHz
	-60 dBm
	UE transmit band 

	
	875 MHz ( f ( 885 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	1844.9 MHz ( f ( 1879.9 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	IX
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm
	

	
	1749.9 MHz ( f ( 1784.9 MHz
	3.84 MHz
	-60 dBm
	UE transmit band 

	
	1844.9 MHz ( f ( 1879.9 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	


NOTE 1:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

NOTE 2:
The Test Requirements are measured in the CELL_FACH state instead of in the UE states defined in the Minimum Requirement because the CELL_FACH state ensures that the UE receiver is continuously on and the UE transmitter is off whilst the spectrum analyser searches for spurious emissions. The UE states defined in the Minimum Requirement allow the UE receiver to be in discontinuous reception, and using those UE states during the measurement would have resulted in a complicated and significantly lengthened test procedure since the UE receiver would be allowed to be switched off part of the time.

{ next clause to be changed }
8
Requirements for support of RRM

8.7
Measurements Performance Requirements

8.7.1
CPICH RSCP

8.7.1.1
Intra frequency measurements accuracy

8.7.1.1.1
Absolute accuracy requirement
8.7.1.1.1.2
Minimum Requirements

The accuracy requirements in table 8.7.1.1.1.1 are valid under the following conditions:


CPICH_RSCP1|dBm ( -114 dBm for Bands I and VI,
CPICH_RSCP1|dBm ( -113 dBm for Band IX,

CPICH_RSCP1|dBm ( -112 dBm for Bands II and V,


CPICH_RSCP1|dBm ( -111 dBm for Band III.
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Table 8.7.1.1.1.1: CPICH_RSCP Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I and VI
	Band IX
	Band II and V
	Band III

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	CPICH_RSCP
	dBm
	( 6 
	( 9
	-94...-70
	-93...-70
	-92…-70
	-91…-70

	
	dBm
	( 8 
	( 11
	-70...-50
	-70...-50
	-70…-50
	-70…-70


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.1.1.1 and A.9.1.1.2.

8.7.1.1.1.3
Test purpose
{ no changes }

8.7.1.1.1.4
Method of test

8.7.1.1.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case all cells are on the same frequency. CPICH RSCP intra frequency absolute accuracy requirements are tested by using test parameters in table 8.7.1.1.1.2.

Table 8.7.1.1.1.2: CPICH RSCP Intra frequency parameters 
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	Band I, VI
	dBm/ 3.84 MHz
	-75.54
	-59.98
	-97.47

	
	Band IX
	
	
	
	-96.47

	
	Band II, V
	
	
	
	-95.47

	
	Band III
	
	
	
	-94.47

	Îor/Ioc
	dB
	4
	0
	9
	0
	0
	-6.53

	CPICH RSCP, Note 1
	Band I, VI
	dBm
	-81.5
	-85.5
	-60.98
	-69.88
	-107.47
	-114.0

	
	Band IX
	
	
	
	
	
	-106.47
	-113.0

	
	Band II, V
	
	
	
	
	
	-105.47
	-112.0

	
	Band III
	
	
	
	
	
	-104.47
	-111.0

	Io, Note 1
	Band I, VI
	dBm/3.84 MHz
	-69
	-50
	-94

	
	Band IX
	
	
	
	-93

	
	Band II, V
	
	
	
	-92

	
	Band III
	
	
	
	-91

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


8.7.1.1.1.4.2
Procedure

{ no changes }

8.7.1.1.1.5
Test requirements

Table 8.7.1.1.1.3: CPICH_RSCP Intra frequency absolute accuracy, test requirement

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	
	
	
	
	Band I and VI
	Band IX
	Band II and V
	Band III

	CPICH_RSCP
	dBm
	(7.4 
	(10.4
	-94...-70
	-93...-70
	-92...-70
	-91...-70

	
	dBm
	(9.4 
	(12.4
	-70...-50
	-70...-50
	-70...-50
	-70...-50


Table 8.7.1.1.1.4: CPICH RSCP Intra frequency test parameters 
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	Band I, VI
	dBm/ 3.84 MHz
	-74.54
	-61,6
	-96.47

	
	Band IX
	
	
	
	-95.47

	
	Band II, V
	
	
	
	-94.47

	
	Band III
	
	
	
	-93.47

	Îor/Ioc
	dB
	4.3
	0.3
	9.3
	0.3
	0.3
	-6.23

	CPICH RSCP, Note 1
	Band I, VI
	dBm
	-80.2
	-84.2
	-62.3
	-71.3
	-106.17
	-112.7

	
	Band IX
	
	
	
	
	
	-105.17
	-111.7

	
	Band II, V
	
	
	
	
	
	-104.17
	-110.7

	
	Band III
	
	
	
	
	
	-103.17
	-109.7

	Io, Note 1
	Band I, VI
	dBm / 3.84 MHz
	-67.8
	-51,4
	-92,8

	
	Band IX
	
	
	
	-91.8

	
	Band II, V
	
	
	
	-90.8

	
	Band III
	
	
	
	-89.8

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


The reported values for the absolut intra frequency CPICH RSCP measurement shall meet the requirements in table 8.7.1.1.1.5.

Table 8.7.1.1.1.5: CPICH_RSCP Intra frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3 (Band I and VI)
	Test 3 (Band IX)
	Test 3 (Band II and V)
	Test 3 (Band III)

	Normal Conditions

	Lowest reported value (Cell 1)
	CPICH_RSCP_26
	CPICH_RSCP_44
	CPICH_RSCP_2
	CPICH_RSCP_3
	CPICH_RSCP_4
	CPICH_RSCP_5

	Highest reported value (Cell 1)
	CPICH_RSCP_45
	CPICH_RSCP_63
	CPICH_RSCP_17
	CPICH_RSCP_18
	CPICH_RSCP_19
	CPICH_RSCP_20

	Lowest reported value (Cell 2)
	CPICH_RSCP_22
	CPICH_RSCP_35
	CPICH_RSCP_

-5 (NOTE 2)
	CPICH_RSCP_

-4 (NOTE 2)
	CPICH_RSCP_

-3 (NOTE 2)
	CPICH_RSCP_-2 (NOTE 2)

	Highest reported value (Cell 2)
	CPICH_RSCP_41
	CPICH_RSCP_54
	CPICH_RSCP_10
	CPICH_RSCP_11
	CPICH_RSCP_12
	CPICH_RSCP_13

	Extreme Conditions

	Lowest reported value (Cell 1)
	CPICH_RSCP_23
	CPICH_RSCP_41
	CPICH_RSCP_

-1 (NOTE 2)
	CPICH_RSCP

_0
	CPICH_RSCP_1
	CPICH_RSCP_2

	Highest reported value (Cell 1)
	CPICH_RSCP_48
	CPICH_RSCP_66
	CPICH_RSCP_20
	CPICH_RSCP_21
	CPICH_RSCP_22
	CPICH_RSCP_23

	Lowest reported value (Cell 2)
	CPICH_RSCP_19
	CPICH_RSCP_32
	CPICH_RSCP_

-5 (NOTE 2)
	CPICH_RSCP_

-5 (NOTE 2)
	CPICH_RSCP_

-5 (NOTE 2)
	CPICH_RSCP_

-5 (NOTE 2)

	Highest reported value (Cell 2)
	CPICH_RSCP_44
	CPICH_RSCP_57
	CPICH_RSCP_13
	CPICH_RSCP_14
	CPICH_RSCP_15
	CPICH_RSCP_16


NOTE 1:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4. 

NOTE 2:
This value applies for a UE complying to release 5 or later. The corresponding value for a pre-release 5 UE is CPICH_RSCP_0.
8.7.1.1.2
Relative accuracy requirement

8.7.1.1.2.1
Definition and applicability

{ no changes }

8.7.1.1.2.2
Minimum Requirements

The accuracy requirements in table 8.7.1.1.2.1 are valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I and VI,
   CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,

CPICH_RSCP1,2|dBm ( -112 dBm for Bands II and V,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III.
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Table 8.7.1.1.2.1: CPICH_RSCP Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I and VI
	Band IX
	Band II and V
	Band III

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	CPICH_RSCP
	dBm
	( 3 
	( 3
	-94...-50
	-93...-50
	-92…-50
	-91…-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.1.1.2 and A.9.1.1.2.

8.7.1.1.2.3
Test purpose

{ no changes }

8.7.1.1.2.4
Method of test

8.7.1.1.2.4.1
Initial conditions

{ no changes }

8.7.1.1.2.4.2
Procedure

{ no changes }

8.7.1.1.2.5
Test requirements

Table 8.7.1.1.2.2: CPICH_RSCP Intra frequency relative accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	
	
	
	
	Band I and VI
	Band IX
	Band II and V
	Band III

	CPICH_RSCP
	dBm
	(3.8
	(3.8
	-94...-50
	-93...-50
	-92...-50
	-91...-50


Table 8.7.1.1.2.3: CPICH RSCP Intra frequency test parameters 
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	Band I, VI
	dBm/ 3.84 MHz
	-74.54
	-61,6
	-96.47

	
	Band IX
	
	
	
	-95.47

	
	Band II, V
	
	
	
	-94.47

	
	Band III
	
	
	
	-93.47

	Îor/Ioc
	dB
	4.3
	0.3
	9.3
	0.3
	0.3
	-6.23

	CPICH RSCP, Note 1
	Band I, VI
	dBm
	-80.2
	-84.2
	-62.3
	-71.3
	-106.17
	-112.7

	
	Band IX
	
	
	
	
	
	-105.17
	-111.7

	
	Band II, V
	
	
	
	
	
	-104.17
	-110.7

	
	Band III
	
	
	
	
	
	-103.17
	-109.7

	Io, Note 1
	Band I, VI
	dBm/ 3.84 MHz
	-67.8
	-51,4
	-92,8

	
	Band IX
	
	
	
	-91.8

	
	Band II, V
	
	
	
	-90.8

	
	Band III
	
	
	
	-89.8

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


The reported values for the relative intra frequency CPICH RSCP measurement shall meet the requirements in table 8.7.1.1.2.4.

Table 8.7.1.1.2.4: CPICH_RSCP Intra frequency relative accuracy requirements for the reported values
	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value cell 2
	CPICH_RSCP_(x  - 8) 
	CPICH_RSCP_(x  - 13) 
	CPICH_RSCP_(x  - 11) 

	Highest reported value cell 2
	CPICH_RSCP_x 
	CPICH_RSCP_(x - 5)
	CPICH_RSCP_(x - 3)

	Extreme Conditions

	Lowest reported value cell2
	CPICH_RSCP_(x  - 8) 
	CPICH_RSCP_(x  - 13) 
	CPICH_RSCP_(x  - 11) 

	Highest reported value cell2
	CPICH_RSCP_x 
	CPICH_RSCP_(x - 5)
	CPICH_RSCP_(x - 3)

	CPICH_RSCP_x is the reported value of cell 1


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.7.1.2
Inter frequency measurement accuracy


8.7.1.2.1
Relative accuracy requirement

8.7.1.2.1.1
Definition and applicability

{ no changes }

8.7.1.2.1.2
Minimum Requirements

The accuracy requirements in table 8.7.1.2.1.1 are valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I and VI,

CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,

CPICH_RSCP1,2|dBm ( -112 dBm for Bands II and V,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III.
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Table 8.7.1.2.1.1: CPICH_RSCP Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I and VI
	Band IX
	Band II and V
	Band III

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	CPICH_RSCP
	dBm
	( 6 
	( 6
	-94...-50
	-93...-50
	-92…-50
	-91…-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.1.2.1 and A.9.1.1.2.

8.7.1.2.1.3
Test purpose

{ no changes }

.

8.7.1.2.1.4
Method of test

8.7.1.2.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case both cells are on different frequencies and compressed mode is applied. The gap length is 7, detailed definition is in clause C.5, set 1 of table C.5.2 except for TGRRC and TGCFN. TGPRC and TGCFN shall set to "Infinity" and "(Current CFN + (256 – TTI/10msec))mod 256". CPICH RSCP inter frequency relative accuracy requirements are tested by using test parameters in table 8.7.1.2.1.2.

Table 8.7.1.2.1.2: CPICH RSCP Inter frequency parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	Band I, VI
	dBm/ 3.84 MHz
	-60.00
	-60.00
	-84.00
	-94.46

	
	Band IX
	
	
	
	-83.00
	-93.46

	
	Band II, V
	
	
	
	-82.00
	-92.46

	
	Band III
	
	
	
	-81.00
	-91.46

	Îor/Ioc
	dB
	9.54
	9.54
	0
	-9.54

	CPICH RSCP, Note 1
	Band I, VI
	dBm
	-60.46
	-60.46
	-94.0
	-114.0

	
	Band IX
	
	
	
	-93.0
	-113.0

	
	Band II, V
	
	
	
	-92.0
	-112.0

	
	Band III
	
	
	
	-91.0
	-111.0

	Io, Note 1
	Band I, VI
	dBm/3.84 MHz
	-50.00
	-50.00
	-81.0
	-94.0

	
	Band IX
	
	
	
	-80.0
	-93.0

	
	Band II, V
	
	
	
	-79.0
	-92.0

	
	Band III
	
	
	
	-78.0
	-91.0

	Propagation condition
	-
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for test 2 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


8.7.1.2.1.4.2
Procedure

{ no changes }

8.7.1.2.1.5
Test requirements

Table 8.7.1.2.1.3: CPICH_RSCP Inter frequency relative accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	
	
	
	
	Band I and VI
	Band IX
	Band II and V
	Band III

	CPICH_RSCP
	dBm
	(7.1
	(7.1
	-94...-50
	-93...-50
	-92...-50
	-91...-50


Table 8.7.1.2.1.4: CPICH RSCP Inter frequency tests parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	Band I, VI
	dBm/ 3.84 MHz
	-61.6
	-61.6
	-83.00
	-93.46

	
	Band IX
	
	
	
	-82.00
	-92.46

	
	Band II, V
	
	
	
	-81.00
	-91.46

	
	Band III
	
	
	
	-80.00
	-90.46

	Îor/Ioc
	dB
	9.84
	9.84
	0.3
	-9.24

	CPICH RSCP, Note 1
	Band I, VI
	dBm
	-61.8
	-61.8
	-92.7
	-112.7

	
	Band IX
	
	
	
	-91.7
	-111.7

	
	Band II, V
	
	
	
	-90.7
	-110.7

	
	Band III
	
	
	
	-89.7
	-109.7

	Io, Note 1
	Band I, VI
	dBm/3.84 MHz
	-51.3
	-51.3
	-79.8
	-93.0

	
	Band IX
	
	
	
	-78.8
	-92.0

	
	Band II, V
	
	
	
	-77.8
	-91.0

	
	Band III
	
	
	
	-76.8
	-90.0

	Propagation condition
	-
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for test 2 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


The reported values for the relative inter frequency CPICH RSCP measurement shall meet the requirements in table 8.7.1.2.1.5.

Table 8.7.1.2.1.5: CPICH_RSCP Inter frequency relative accuracy requirements for the reported values
	
	Test 1
	Test 2

	Normal Conditions

	Lowest reported value cell 2
	CPICH_RSCP_(x - 8) 
	CPICH_RSCP_(x  - 28) 

	Highest reported value cell 2
	CPICH_Ec/No_(x + 8)
	CPICH_Ec/No_(x  - 12)

	Extreme Conditions

	Lowest reported value cell2
	CPICH_RSCP_(x - 8) 
	CPICH_RSCP_(x - 28) 

	Highest reported value cell2
	CPICH_Ec/No_(x + 8)
	CPICH_Ec/No_(x  - 12)

	CPICH_RSCP_x is the reported value of cell 1


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.2
CPICH Ec/Io

8.7.2.1
Intra frequency measurements accuracy

8.7.2.1.1
Absolute accuracy requirement

8.7.2.1.1.1
Definition and applicability

{ no changes }

8.7.2.1.1.2
Minimum Requirements

The accuracy requirements in table 8.7.2.1.1.1 are valid under the following conditions:


CPICH_RSCP1|dBm ( -114 dBm for Bands I and VI,

CPICH_RSCP1|dBm ( -113 dBm for Band IX,

CPICH_RSCP1|dBm ( -112 dBm for Bands II and V,


CPICH_RSCP1|dBm ( -111 dBm for Band III.
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Table 8.7.2.1.1.1: CPICH_Ec/Io Intra frequency absolute accuracy, minimum requirements

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I and VI
	Band IX
	Band II and V
	Band III

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	CPICH_Ec/Io
	dB
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-94...-50
	-93...-50
	-92…-50
	-91…-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.2.1.1.

8.7.2.1.1.3
Test purpose

{ no changes }

8.7.2.1.1.4
Method of test

8.7.2.1.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case all cells are on the same frequency. CPICH Ec/Io intra frequency absolute accuracy requirements are tested by using the test parameters in table 8.7.2.1.1.2.

Table 8.7.2.1.1.2: CPICH_Ec/Io Intra frequency parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94
	-2.56
	-0.94

	Ioc
	Band I, VI
	dBm/ 3.84 MHz
	-56.98
	-89.07
	-94.98

	
	Band IX
	
	
	-88.07
	-93.98

	
	Band II, V
	
	
	-87.07
	-92.98

	
	Band III
	
	
	-86.07
	-91.98

	Îor/Ioc
	dB
	3.0
	3.0
	-2.9
	-2.9
	-9.0
	-9.0

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-16.0
	-16.0
	-20.0
	-20.0

	Io, Note 1
	Band I, VI
	dBm/3.84 MHz
	-50
	-86
	-94

	
	Band IX
	
	
	-85
	-93

	
	Band II, V
	
	
	-84
	-92

	
	Band III
	
	
	-83
	-91

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


8.7.2.1.1.4.2
Procedure

{ no changes }

8.7.2.1.1.5
Test requirements

The CPICH Ec/Io measurement accuracy shall meet the requirements in clause 8.7.2.1.1.2. The effect of assumed thermal noise and noise generated in the receiver (-99 dBm for Band I and VI, -98dBm for Band IX, -97 dBm for Band II and V, -96 dBm for Band III) shall be added into the required accuracy defined in subclause 8.7.2.1.1.2 as shown in table 8.7.2.1.1.4.

Table 8.7.2.1.1.4: CPICH_Ec/Io Intra frequency absolute accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	
	
	
	
	Band I and VI
	Band IX
	Band II and V
	Band III

	CPICH_Ec/Io
	dB
	-3.1…1.9  for ‑14 ( CPICH Ec/Io
–3.6…2.4 for ‑16 ( CPICH Ec/Io < -14
–4.6…3.4 for ‑20 ( CPICH Ec/Io < -16
	-4.6…3.4
	-94...-87
	-93...-86
	-92...-85
	-91...-84

	
	
	( 1.95 for ‑14 ( CPICH Ec/Io
( 2.4 for ‑16 ( CPICH Ec/Io < -14
( 3.4 for ‑20 ( CPICH Ec/Io < -16
	( 3.4
	-87...-50
	-86...-50
	-85...-50
	-84...-50


The normative reference for this requirement is TS 25.133 [2] clause A.9.1.2.2.

Table 8.7.2.1.1.5: CPICH_Ec/Io Intra frequency tests parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-9.7
	-9.8
	-9.9

	PCCPCH_Ec/Ior
	dB
	-11.7
	-11.8
	-11.9

	SCH_Ec/Ior
	dB
	-11.7
	-11.8
	-11.9

	PICH_Ec/Ior
	dB
	-14.7
	-14.8
	-14.9

	DPCH_Ec/Ior
	dB
	-14.7
	-
	-14.8
	-
	-5.9
	-

	OCNS_Ec/Ior
	dB
	-1.2
	-1.02
	-1.17
	-0.99
	-2.64
	-0.97

	Ioc
	Band I, VI
	dBm/ 3.84 MHz
	-58.5
	-89.07
	-93.98

	
	Band IX
	
	
	-88.07
	-92.98

	
	Band II, V
	
	
	-87.07
	-91.98

	
	Band III
	
	
	-86.07
	-90.98

	Îor/Ioc
	dB
	3.3
	3.3
	-2.6
	-2.6
	-8.7
	-8.7

	CPICH Ec/Io, Note 1
	dBm
	-13.6
	-13.6
	-15.6
	-15.6
	-19.6
	-19.6

	Io, Note 1
	Band I, VI
	dBm / 3.84 MHz
	-51.3
	-85.85
	-92.9

	
	Band IX
	
	
	-84.85
	-91.9

	
	Band II, V
	
	
	-83.85
	-90.9

	
	Band III
	
	
	-82.85
	-89.9

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


The reported values for the absolute intra frequency CPICH Ec/Io measurement shall meet the requirements in table 8.7.2.1.1.6.

Table 8.7.2.1.1.6: CPICH_Ec/Io Intra frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value
	CPICH_Ec/No_17
	CPICH_Ec/No_12
	CPICH_Ec/No_0

	Highest reported value
	CPICH_Ec/No_25
	CPICH_Ec/No_22
	CPICH_Ec/No_16

	Extreme Conditions

	Lowest reported value
	CPICH_Ec/No_14
	CPICH_Ec/No_10
	CPICH_Ec/No_0

	Highest reported value
	CPICH_Ec/No_28
	CPICH_Ec/No_24
	CPICH_Ec/No_16


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.2.1.2
Relative accuracy requirement

8.7.2.1.2.1
Definition and applicability

{ no changes }

8.7.2.1.2.2
Minimum Requirements

The accuracy requirements in table 8.7.2.1.2.1 are valid under the following conditions:

CPICH_RSCP1,2|dBm ( -114 dBm for Bands I and VI
CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,

CPICH_RSCP1,2|dBm ( -112 dBm for Bands II and V,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III.
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Table 8.7.2.1.2.1: CPICH_Ec/Io Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I and VI
	Band IX
	Band II and V
	Band III

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	The lower of the CPICH_Ec/Io from cell1 and cell2
	dB
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-94...-50
	-93...-50
	-92…-50
	-91…-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.2.1.2 and A.9.1.2.2.

8.7.2.1.2.3
Test purpose

{ no changes }

8.7.2.1.2.4
Method of test

{ no changes }

8.7.2.1.2.5
Test requirements

Table 8.7.2.1.2.2: CPICH_Ec/Io Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm / 3.84 MHz]

	
	
	
	
	Band I and VI
	Band IX
	Band II and V
	Band III

	CPICH_Ec/Io
	dB
	(2.3 for ‑14 ( CPICH Ec/Io
(2.8 for ‑16 ( CPICH Ec/Io < -14
(3.8 for ‑20 ( CPICH Ec/Io < -16
	(3.8
	-94...-50
	-93...-50
	-92...-50
	-91...-50


Table 8.7.2.1.2.3: CPICH_Ec/Io Intra frequency tests parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-9.7
	-9.8
	-9.9

	PCCPCH_Ec/Ior
	dB
	-11.7
	-11.8
	-11.9

	SCH_Ec/Ior
	dB
	-11.7
	-11.8
	-11.9

	PICH_Ec/Ior
	dB
	-14.7
	-14.8
	-14.9

	DPCH_Ec/Ior
	dB
	-14.7
	-
	-14.8
	-
	-5.9
	-

	OCNS_Ec/Ior
	dB
	-1.2
	- 1.02
	-1.17
	-0.99
	-2.64
	-0.97

	Ioc
	Band I, VI
	dBm/ 3.84 MHz
	-58.5
	-89.07
	-93.98

	
	Band IX
	
	
	-88.07
	-92.98

	
	Band II, V
	
	
	-87.07
	-91.98

	
	Band III
	
	
	-86.07
	-90.98

	Îor/Ioc
	dB
	3.3
	3.3
	-2.6
	-2.6
	-8.7
	-8.7

	CPICH Ec/Io, Note 1
	dBm
	-13.6
	-13.6
	-15.6
	-15.6
	-19.6
	-19.6

	Io, Note 1
	Band I, VI
	dBm / 3.84 MHz
	-51,3
	-85.85
	-92.9

	
	Band IX
	
	
	-84.85
	-91.9

	
	Band II, V
	
	
	-83.85
	-90.9

	
	Band III
	
	
	-82.85
	-89.9

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


The reported values for the relative intra frequency CPICH Ec/Io measurement shall meet the requirements in table 8.7.2.1.2.4.

Table 8.7.2.1.2.4: CPICH_Ec/Io Intra frequency relative accuracy requirements for the reported values
	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value cell 2
	CPICH_Ec/No_(x - 5) 
	CPICH_Ec/No_(x - 6)
	CPICH_Ec/No_(x - 8) 

	Highest reported value cell 2
	CPICH_Ec/No_(x+ 5)
	CPICH_Ec/No_(x + 6)
	CPICH_Ec/No_(x+ 8)

	Extreme Conditions

	Lowest reported value cell2
	CPICH_Ec/No_(x - 8)
	CPICH_Ec/No_(x - 8) 
	CPICH_Ec/No_(x - 8) 

	Highest reported value cell2
	CPICH_Ec/No_(x + 8)
	CPICH_Ec/No_(x+ 8)
	CPICH_Ec/No_(x+ 8)

	CPICH_Ec/No_x is the reported value of cell 1


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.7.2.2
Inter frequency measurement accuracy

8.7.2.2.1
Absolute accuracy requirement

{ no changes }

8.7.2.2.2
Relative accuracy requirement

8.7.2.2.2.1
Definition and applicability

{ no changes }

8.7.2.2.2.2
Minimum Requirements

The accuracy requirements in table 8.7.2.2.2.1 are valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I and VI

CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,

CPICH_RSCP1,2|dBm ( -112 dBm for Bands II and V,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III.
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Table 8.7.2.2.2.1: CPICH_Ec/Io Inter frequency relative accuracy, minimum requirements

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I and VI
	Band IX
	Band II and V
	Band III

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	The lower of the CPICH_Ec/Io from cell1 and cell2
	dB
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-94...-50
	-93...-50
	-92…-50
	-91…-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.2.2.2 and A.9.1.2.2.

8.7.2.2.2.3
Test purpose

{ no changes }

8.7.2.2.2.4
Method of test

8.7.2.2.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case both cells are in different frequency and compressed mode is applied. The gap length is 7, detailed definition is in clause C.5, set 1 of table C.5.2 except for TGRRC and TGCFN. TGPRC and TGCFN shall set to "Infinity" and "(Current CFN + (256 – TTI/10msec))mod 256". CPICH Ec/Io inter frequency relative accuracy requirements are tested by using test parameters in table 8.7.2.2.2.2.

Table 8.7.2.2.2.2: CPICH Ec/Io Inter frequency parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-6
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-2.56
	-0.94
	-2.56
	-0.94

	Ioc
	Band I, VI
	dBm/ 3.84 MHz
	-52.22
	-52.22
	-87.27
	-87.27
	-94.46
	-94.46

	
	Band IX
	
	
	
	-86.27
	-86.27
	-93.46
	-93.46

	
	Band II, V
	
	
	
	-85.27
	-85.27
	-92.46
	-92.46

	
	Band III
	
	
	
	-84.27
	-84.27
	-91.46
	-91.46

	Îor/Ioc
	dB
	-1.75
	-1.75
	-4.7
	-4.7
	-9.54
	-9.54

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-16.0
	-16.0
	-20.0
	-20.0

	Io, Note 1
	Band I, VI
	dBm/3.84 MHz
	-50
	-50
	-86
	-86
	-94
	-94

	
	Band IX
	
	
	
	-85
	-85
	-93
	-93

	
	Band II, V
	
	
	
	-84
	-84
	-92
	-92

	
	Band III
	
	
	
	-83
	-83
	-91
	-91

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


8.7.2.2.2.4.2
Procedure

{ no changes }

8.7.2.2.2.5
Test requirements

The effect of assumed thermal noise and noise generated in the receiver -99 dBm for Band I and VI, -98dBm for Band IX, -97 dBm for Band II and V, -96 dBm for Band III) shall be added into the required accuracy defined in clause 8.7.2.2.2.2 as shown in table 8.7.2.2.2.3.

Table 8.7.2.2.2.3: CPICH_Ec/Io Inter frequency relative accuracy, test requirements
	Parameter
	Unit
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	
	
	
	
	Band I and VI
	Band IX
	Band II, V
	Band III

	CPICH_Ec/Io
	dB
	(3.5 for ‑14 ( CPICH Ec/Io
(4 for ‑16 ( CPICH Ec/Io < -14
(5 for ‑20 ( CPICH Ec/Io < -16
	( 5
	-94...-87
	-93...-86
	-92...-85
	-91...-84

	
	
	(2.3 for ‑14 ( CPICH Ec/Io
( 2.8 for ‑16 ( CPICH Ec/Io < -14
( 3.8 for ‑20 ( CPICH Ec/Io < -16
	( 3.8
	-87...-50
	-86...-50
	-85...-50
	-84...-50


The normative reference for this requirement is TS 25.133 [2] clause A.9.1.2.2.

Table 8.7.2.2.2.4: CPICH Ec/Io Inter frequency tests parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-6
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-2.56
	-0.94
	-2.56
	-0.94

	Ioc
	Band I, VI
	dBm/ 3.84 MHz
	-53.5
	-53.5
	-86.27
	-86.27
	-93.46
	-93.46

	
	Band IX
	
	
	
	-85.27
	-85.27
	-92.46
	-92.46

	
	Band II, V
	
	
	
	-84.27
	-84.27
	-91.46
	-91.46

	
	Band III
	
	
	
	-83.27
	-83.27
	-90.46
	-90.46

	Îor/Ioc
	dB
	-1.45
	-1.45
	-4.4
	-4.4
	-9.24
	-9.24

	CPICH Ec/Io, Note 1
	dBm
	-13.8
	-13.8
	-15.7
	-15.7
	-19.7
	-19.7

	Io, Note 1
	Band I, VI
	dBm /3.84 MHz
	-51.15
	-51.15
	-84.9
	-84.9
	-93
	-93

	
	Band IX
	
	
	
	-83.9
	-83.9
	-92
	-92

	
	Band II, V
	
	
	
	-82.9
	-82.9
	-91
	-91

	
	Band III
	
	
	
	-81.9
	-81.9
	-90
	-90

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

The reported values for the relative inter frequency CPICH Ec/Io measurement shall meet the requirements in table 8.7.2.2.2.5.

Table 8.7.2.2.2.5: CPICH_Ec/Io Inter frequency relative accuracy requirements for the reported values
	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value cell 2
	CPICH_Ec/No_(x -5) 
	CPICH_Ec/No_(x  - 6) 
	CPICH_Ec/No_(x  - 10) 

	Highest reported value cell 2
	CPICH_Ec/No_(x+5)
	CPICH_Ec/No_(x + 6)
	CPICH_Ec/No_(x +10) 

	Extreme Conditions

	Lowest reported value cell2
	CPICH_Ec/No_(x  - 8) 
	CPICH_Ec/No_(x  - 8) 
	CPICH_Ec/No_(x  - 10) 

	Highest reported value cell2
	CPICH_Ec/No_(x + 8)
	CPICH_Ec/No_(x + 8)
	CPICH_Ec/No_(x + 10)



	CPICH_Ec/No_x is the reported value of cell 1


8.7.3
UTRA Carrier RSSI

8.7.3.1
Absolute measurement accuracy requirement

8.7.3.1.1
Definition and applicability

{ no changes }

8.7.3.1.2
Minimum Requirements

Table 8.7.3.1.1: UTRA Carrier RSSI Inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I and VI
	Band IX
	Band II and V
	Band III

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	UTRA Carrier RSSI
	dBm
	( 4
	( 7
	-94...-70
	-93...-70
	-92…-70
	-91…-70

	
	dBm
	( 6 
	( 9
	-70...-50
	-70...-50
	-70…-50
	-70…-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.3.1.

8.7.3.1.3
Test purpose

{ no changes }

8.7.3.1.4
Method of test

8.7.3.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case both cells are on different frequencies and compressed mode is applied. The gap length is 7, detailed definition is in clause C.5, Set 1 of table C.5.2 except for TGRRC and TGCFN. TGPRC and TGCFN shall set to "Infinity" and "(Current CFN + (256 – TTI/10msec))mod 256". UTRA Carrier RSSI absolute accuracy requirements are tested by using test parameters in table 8.7.3.1.2.
Table 8.7.3.1.2: UTRA Carrier RSSI Inter frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-6
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-2.56
	-0.94
	-2.56
	-0.94

	Ioc
	Band I, VI
	dBm/ 3.84 MHz
	-52.22
	-52.22
	-70.27
	-70.27
	-94.46
	-94.46

	
	Band IX
	
	
	
	
	
	-93.46
	-93.46

	
	Band II, V
	
	
	
	
	
	-92.46
	-92.46

	
	Band III
	
	
	
	
	
	-91.46
	-91.46

	Îor/Ioc
	dB
	-1.75
	-1.75
	-4.7
	-4.7
	-9.54
	-9.54

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-16.0
	-16.0
	-20.0
	-20.0

	Io, Note 1
	Band I, VI
	dBm/3.84 MHz
	-50
	-50
	-69
	-69
	-94
	-94

	
	Band IX
	
	
	
	
	
	-93
	-93

	
	Band II, V
	
	
	
	
	
	-92
	-92

	
	Band III
	
	
	
	
	
	-91
	-91

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


8.7.3.1.4.2
Procedure

{ no changes }

8.7.3.1.5
Test requirements

The UTRA Carrier RSSI absolute measurement accuracy shall meet the requirements in clause 8.7.3.1.2. The effect of assumed thermal noise and noise generated in the receiver (-99 dBm for Band I and VI, -98dBm for Band IX, -97 dBm for Band II and V, -96 dBm for Band III) shall be added into the required accuracy defined in subclause 8.7.3.1.2 as shown in table 8.7.3.1.3.

Table 8.7.3.1.3: UTRA Carrier RSSI absolute accuracy

	Parameter
	Unit
	Accuracy [dB]

	
	
	Normal condition
	Extreme condition

	
	
	Test 1
	Test 2
	Test 3
	Test 1
	Test 2
	Test 3

	UTRA Carrier RSSI
	dBm
	( 7.15
	( 5.1
	-5…5.8
	( 10.15
	( 8.1
	-8…8.8


The normative reference for this requirement is TS 25.133 [2] clause A.9.1.3.2.

Table 8.7.3.1.4: UTRA Carrier RSSI Inter frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-6
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-2.56
	-0.94
	-2.56
	-0.94

	Ioc
	Band I, VI
	dBm/ 3.84 MHz
	-53.5
	-53.5
	-69.27
	-69.27
	-93.46
	-93.46

	
	Band IX
	
	
	
	
	
	-92.46
	-92.46

	
	Band II, V
	
	
	
	
	
	-91.46
	-91.46

	
	Band III
	
	
	
	
	
	-90.46
	-90.46

	Îor/Ioc
	dB
	-1.45
	-1.45
	-4.4
	-4.4
	-9.24
	-9.24

	CPICH Ec/Io, Note 1
	dBm
	-13.8
	-13.8
	-15.7
	-15.7
	-19.7
	-19.7

	Io, Note 1
	Band I, VI
	dBm/3.84 MHz
	-51.15
	-51.15
	-67.9
	-67.9
	-93
	-93

	
	Band IX
	
	
	
	
	
	-92
	-92

	
	Band II, V
	
	
	
	
	
	-91
	-91

	
	Band III
	
	
	
	
	
	-90
	-90

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


The reported values for the UTRA Carrier RSSI absolute measurement shall meet the requirements in table 8.7.3.1.5.

Table 8.7.3.1.5: UTRA Carrier RSSI absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	UTRA_carrier_RSSI_LEV_42
	UTRA_carrier_RSSI_LEV_27
	UTRA_carrier_RSSI_LEV_02

	Highest reported value (Cell 2)
	UTRA_carrier_RSSI_LEV_57
	UTRA_carrier_RSSI_LEV_38
	UTRA_carrier_RSSI_LEV_13

	Extreme Conditions

	Lowest reported value (Cell 2)
	UTRA_carrier_RSSI_LEV_39
	UTRA_carrier_RSSI_LEV_24
	UTRA_carrier_RSSI_LEV_00

	Highest reported value (Cell 2)
	UTRA_carrier_RSSI_LEV_60
	UTRA_carrier_RSSI_LEV_41
	UTRA_carrier_RSSI_LEV_16


 NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.7.3.2
Relative measurement accuracy requirement

8.7.3.2.1
Definition and applicability

{ no changes }

8.7.3.2.2
Minimum Requirements

The accuracy requirements in table 8.7.3.2.1 are valid under the following condition:


|Channel 1_Io|dBm/3.84 MHz ‑ |Channel 2_Io|dBm/3.84 MHz < 20 dB.

Table 8.7.3.2.1: UTRA Carrier RSSI Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I and VI
	Band IX
	Band II and V
	Band III

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	UTRA Carrier RSSI
	dBm
	( 7
	( 11
	-94...-70
	-93...-70
	-92…-70
	-91…-70


The normative reference for this requirement is TS 25.133 [2] clause 9.1.3.2.

8.7.3.2.3
Test purpose

{ no changes }

8.7.3.2.4
Method of test

{ no changes }

8.7.3.2.5
Test requirements

The UTRA Carrier RSSI relative measurement accuracy shall meet the requirements in clause 8.7.3.2.2. The effect of assumed thermal noise and noise generated in the receiver (-99 dBm for Band I and VI, -98dBm for Band IX, -97 dBm for Band II and V, -96 dBm for Band III) shall be added into the required accuracy defined in clause 8.7.3.2.2 as shown in table 8.7.3.2.2.

Table 8.7.3.2.2: UTRA Carrier RSSI relative accuracy
	Parameter
	Unit
	Accuracy [dB]

	
	
	Normal condition
	Extreme condition

	
	
	Test 3
	Test 3

	UTRA Carrier RSSI
	dBm
	( 7.4
	( 11.4


The normative reference for this requirement is TS 25.133 [2] clause A.9.1.3.2.

Table 8.7.3.2.3: UTRA Carrier RSSI Inter frequency test parameters

	Parameter
	Unit
	Test 3

	
	
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	PICH_Ec/Ior
	dB
	-15

	DPCH_Ec/Ior
	dB
	-6
	-

	OCNS_Ec/Ior
	dB
	-2.56
	-0.94

	Ioc
	Band I, VI
	dBm/ 3.84 MHz
	-93.46
	-93.46

	
	Band IX
	
	-92.46
	-92.46

	
	Band II, V
	
	-91.46
	-91.46

	
	Band III
	
	-90.46
	-90.46

	Îor/Ioc
	dB
	-9.24
	-9.24

	CPICH Ec/Io, Note 1
	dBm
	-19.7
	-19.7

	Io, Note 1
	Band I, VI
	dBm/3.84 MHz
	-93
	-93

	
	Band IX
	
	-92
	-92

	
	Band II, V
	
	-91
	-91

	
	Band III
	
	-90
	-90

	Propagation condition
	-
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.


The reported values for the UTRA Carrier RSSI relative measurement shall meet the requirements in table 8.7.3.2.4.

Table 8.7.3.2.4: UTRA Carrier RSSI relative accuracy requirements for the reported values

	
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	UTRA_carrier_RSSI_LEV_(x – 8)

	Highest reported value (Cell 2)
	UTRA_carrier_RSSI_LEV_(x + 8)

	Extreme Conditions

	Lowest reported value (Cell 2)
	UTRA_carrier_RSSI_LEV__(x – 12)

	Highest reported value (Cell 2)
	UTRA_carrier_RSSI_LEV__(x + 12)

	UTRA_carrier_RSSI_LEV_x is the reported value of cell 1


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4. 

{ next clause to be changed }
8.7.4
SFN-CFN observed time difference

8.7.4.1
Intra frequency measurement requirement

8.7.4.1.1
Definition and applicability

{ no changes }

8.7.4.1.2
Minimum requirements

The accuracy requirement in table 8.7.4.1.1 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I,and VI,

CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,
CPICH_RSCP1,2|dBm ( -112 dBm for Bands II and V,

CPICH_RSCP1,2|dBm ( -111 dBm for Band III.
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 is low enough to ensure successful SFN decoding.

Table 8.7.4.1.1 SFN-CFN observed time difference intra frequency accuracy

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84 MHz]

	
	
	
	Band I and VI
	Band IX
	Band II and V
	Band III

	SFN-CFN observed time difference
	chip
	( 1 
	-94...-50
	-93...-50
	-92...-50
	-91...-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.7.1 and A.9.1.4.2.

8.7.4.1.3
Test Purpose

{ no changes }

8.7.4.1.4
Method of test

8.7.4.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

During the test the timing difference between Cell 1 and 2 can be set to value from 0…9830399 chips.

In this case all cells are in the same frequency. Table 8.7.4.1.2 defines the limits of signal strengths and code powers, where the requirements are applicable.

Table 8.7.4.1.2: SFN-CFN observed time difference Intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15
	-15

	OCNS_Ec/Ior
	dB
	-1.11
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.5
	10.5
	10.5

	Ioc
	dBm/ 3.84 MHz
	Io –13.7 dB = Ioc, Note 1
	Io –13.7 dB = Ioc, Note 1
	Io –13.7 dB = Ioc, Note 1

	Io
	Band I, VI
	dBm/3.84 MHz
	-50
	-72
	-94

	
	Band IX
	
	
	
	-93

	
	Band II, V
	
	
	
	-92

	
	Band III
	
	
	
	-91

	SFN-CFN observed time difference as specified in TS 25.215 [22]
	chip
	x 

Note 2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power Io at receiver input and the geometry factor Îor/Ioc.

	NOTE2:
For example, x= 491520 or 9830399. This is a calculated value using parameters “OFF” and “Tm” as specified in TS 25.215 [22].

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


8.7.4.1.4.2
Procedure

{ no changes }

8.7.4.1.5
Test requirements

Table 8.7.4.1.3 SFN-CFN observed time difference intra frequency accuracy

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84 MHz]

	
	
	
	Band I and VI
	Band IX
	Band II and V
	Band III

	SFN-CFN observed time difference
	chip
	( 1.5
	-94...-50
	-93...-50
	-92...-50
	-91...-50


Table 8.7.4.1.4: SFN-CFN observed time difference Intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15
	-15

	OCNS_Ec/Ior
	dB
	-1.11
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.8
	10.8
	10.8

	Ioc
	Band I, VI
	dBm/ 3.84 MHz
	-65.3
	-85.7
	-106.7

	
	Band IX
	
	
	
	-105.7

	
	Band II, V
	
	
	
	-104.7

	
	Band III
	
	
	
	-103.7

	Io, Note 1
	Band I, VI
	dBm/3.84 MHz
	-51.3
	-71.7
	-92.7

	
	Band IX
	
	
	
	-91.7

	
	Band II, V
	
	
	
	-90.7

	
	Band III
	
	
	
	-89.7

	SFN-CFN observed time difference as specified in TS 25.215 [22]
	chip
	x 

Note 2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Io level has been calculated from other parameters for information purposes. It is not a settable parameter itself.

	NOTE2:
For example, x= 491520 or 9830399. This is a calculated value using parameters “OFF” and “Tm” as specified in TS 25.215 [22].

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


The accuracy of the SFN-CFN observed time difference measurement value calculated from the reported “OFF” and “Tm” values shall meet the requirements in table 8.7.4.1.5.

Table 8.7.4.1.5: SFN-CFN observed time difference measurement accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Lowest reported value
	SFN_CFN_TIME (X - 2)
	SFN_CFN_TIME (X - 2)
	SFN_CFN_TIME (X - 2)

	Highest reported value
	SFN_CFN_TIME (X + 2)
	SFN_CFN_TIME (X + 2)
	SFN_CFN_TIME (X + 2)

	SFN-CFN_TIME (X) is the reported value for the actual SFN-CFN observed time difference value as defined in table 8.7.4.1.4


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.4.2
Inter frequency measurement requirement

8.7.4.2.1
Definition and applicability

{ no changes }

8.7.4.2.2
Minimum requirements

The accuracy requirement in table 8.7.4.2.1 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I and VI,

CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,
CPICH_RSCP1,2|dBm ( -112 dBm for Bands II and V,,

CPICH_RSCP1,2|dBm ( -111 dBm for Band III.
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Table 8.7.4.2.1 SFN-CFN observed time difference inter frequency accuracy

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84 MHz]

	
	
	
	Band I and VI
	Band IX
	Band II and V
	Band III

	SFN-CFN observed time difference
	chip
	( 1
	-94...-50
	-93...-50
	-92...-50
	-91...-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.7.2 and A.9.1.4.2.

8.7.4.2.3
Test purpose

{ no changes }

8.7.4.2.4
Method of test

8.7.4.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

During the test the timing difference between Cell 1 and 2 can be set to value from 0…9830399 chips.
In this test case both cells are in different frequency and compressed mode is applied. The gap length is 7, detailed definition is in clause C.5, set 1 of table C.5.2 except for TGRRC and TGCFN. TGPRC and TGCFN shall set to "Infinity" and "(Current CFN + (256 – TTI/10msec))mod 256". Table 8.7.4.2.2 defines the limits of signal strengths and code powers, where the requirement is applicable.

Table 8.7.4.2.2: SFN-CFN observed time difference Inter frequency tests parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15
	-15

	OCNS_Ec/Ior
	dB
	-1.11
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.1
	10.1
	10.1

	Ioc
	dBm/ 3.84 MHz
	Io –10.6 dB = Ioc, Note 1
	Io –10.6 dB = Ioc, Note 1
	Io –10.6 dB = Ioc, Note 1

	Io
	Band I, VI
	dBm/3.84 MHz
	-50
	-72
	-94

	
	Band IX
	
	
	
	-93

	
	Band II, V
	
	
	
	-92

	
	Band III
	
	
	
	-91

	S FN-CFN observed time difference as specified in TS 25.215 [22]
	chip
	x 

Note 2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Ioc level shall be adjusted in each carrier frequency according the total signal power Io at receiver input and the geometry factor Îor/Ioc.

	NOTE2:
For example, x= 491520 or 9830399. This is a calculated value using parameters “OFF” and “Tm” as specified in TS 25.215 [22].

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


8.7.4.2.4.2
Procedure

{ no changes }

8.7.4.2.5
Test requirements

Table 8.7.4.2.3 SFN-CFN observed time difference inter frequency accuracy

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84 MHz]

	
	
	
	Band I and VI
	Band IX
	Band II and V
	Band III

	SFN-CFN observed time difference
	chip
	( 1.5
	-94...-50
	-93...-50
	-92...-50
	-91...-50


Table 8.7.4.2.4: SFN-CFN observed time difference Inter frequency tests parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15
	-15

	OCNS_Ec/Ior
	dB
	-1.11
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.4
	10.4
	10.4

	Ioc
	Band I, VI
	dBm/ 3.84 MHz
	-62.1
	-82.6
	103.5

	
	Band IX
	
	
	
	102.5

	
	Band II, V
	
	
	
	101.5

	
	Band III
	
	
	
	100.5

	Io, Note 1
	Band I, VI
	dBm/3.84 MHz
	-51.3
	-71.8
	-92.7

	
	Band IX
	
	
	
	-91.7

	
	Band II, V
	
	
	
	-90.7

	
	Band III
	
	
	
	-89.7

	SFN-CFN observed time difference as specified in TS 25.215 [22]
	chip
	x 

Note 2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Io level has been calculated from other parameters for information purposes. It is not a settable parameter itself.

	NOTE2:
For example, x= 491520 or 9830399. This is a calculated value using parameters “OFF” and “Tm” as specified in TS 25.215 [22].

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


The accuracy of the SFN-CFN observed time difference measurement value calculated from the reported “OFF” and “Tm” values shall meet the requirements in table 8.7.4.2.5.

Table 8.7.4.2.5: SFN-CFN observed time difference measurement accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Lowest reported value
	SFN_CFN_TIME (X - 2)
	SFN_CFN_TIME (X - 2)
	SFN_CFN_TIME (X - 2)

	Highest reported value
	SFN_CFN_TIME (X + 2)
	SFN_CFN_TIME (X + 2)
	SFN_CFN_TIME (X + 2)

	SFN-CFN_TIME (X) is the reported value for the actual SFN-CFN observed time difference value as defined in table 8.7.4.2.4 taking into account that “OFF” parameter is set to zero.


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.5
SFN-SFN observed time difference

8.7.5.1
SFN-SFN observed time difference type 1

8.7.5.1.1
Definition and applicability

{ no changes }

8.7.5.1.2

Minimum requirements

The accuracy requirement in table 8.7.5.1.1 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I and VI,

CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,

CPICH_RSCP1,2|dBm ( -112 dBm for Bands II and V,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III.
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 is low enough to ensure successful SFN decoding.

Table 8.7.5.1.1 SFN-SFN observed time difference type 1 measurement accuracy

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84 MHz]

	
	
	
	Band I and VI
	Band IX
	Band II and V
	Band III

	SFN-SFN observed time difference type1
	chip
	( 1
	-94...-50
	-93...-50
	-92...-50
	-91...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.8.1.1 and A.9.1.5.1.2.
8.7.5.1.3
Test purpose

{ no changes }

8.7.5.1.4
Method of test

8.7.5.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

During the test the timing difference between Cell 1 and 2 can be set to value from 0…9830399 chips.

1)
Connect SS to the UE antenna connector as shown in figure A.11
In this case all cells are in the same frequency. Table 8.7.5.1.2 defines the limits of signal strengths and code powers, where the requirements are applicable.

Table 8.7.5.1.2: SFN-SFN observed time difference type 1 Intra frequency test parameters 

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	S-CCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	OCNS_Ec/Ior
	dB
	-1.29
	-1.29
	-1.29

	Îor/Ioc
	dB
	10.5
	10.5
	10.5

	Ioc
	dBm/ 3.84 MHz
	Io –13.7 dB = Ioc, Note 1
	Io –13.7 dB = Ioc, Note 1
	Io –13.7 dB = Ioc, Note 1

	Io
	Band I, VI
	dBm/3.84 MHz
	-50
	-72
	-94

	
	Band IX
	
	
	
	-93

	
	Band II, V
	
	
	
	-92

	
	Band III
	
	
	
	-91

	 SFN-SFN observed time difference type 1 as specified in TS 25.215 [22]
	chip
	x 

Note 2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power Io at receiver input and the geometry factor Îor/Ioc.

	NOTE2:
For example, x= 491520 or 9830399. This is a calculated value using the parameters “OFF” and “Tm” as specified in TS 25.215 [22].

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


8.7.5.1.4.2
Procedure

{ no changes }

8.7.5.1.5
Test requirements

Table 8.7.5.1.3 SFN-SFN observed time difference type 1 measurement accuracy

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84 MHz]

	
	
	
	Band I and VI
	Band IX
	Band II and V
	Band III

	SFN-SFN observed time difference type1
	chip
	( 1.5
	-94...-50
	-93...-50
	-92...-50
	-91...-50


Table 8.7.5.1.4: SFN-SFN observed time difference type 1 Intra frequency test parameters 

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	S-CCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	OCNS_Ec/Ior
	dB
	-1.29
	-1.29
	-1.29

	Îor/Ioc
	dB
	10.8
	10.8
	10.8

	Ioc
	Band I, VI
	dBm/ 3.84 MHz
	-65.3 dB
	-85.7
	-106.7

	
	Band IX
	
	
	
	-105.7

	
	Band II, V
	
	
	
	-104.7

	
	Band III
	
	
	
	-103.7

	Io, Note 1
	Band I, VI
	dBm/3.84 MHz
	-51.3
	-71.7
	-92.7

	
	Band IX
	
	
	
	-91.7

	
	Band II, V
	
	
	
	-90.7

	
	Band III
	
	
	
	-89.7

	SFN-SFN observed time difference type 1 as specified in TS 25.215 [22]
	chip
	x 

Note 2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Io level has been calculated from other parameters for information purposes. It is not a settable parameter itself.

	NOTE2:
For example, x= 491520 or 9830399. This is a calculated value using the parameters “OFF” and “Tm” as specified in TS 25.215 [22].

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


The reported values for  SFN-SFN observed time difference type 1  accuracy shall meet the requirements in  table 8.7.5.1.5.

Table 8.7.5.1.5: SFN-SFN observed time difference type 1 measurement accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Lowest reported value
	T1_SFN-SFN_TIME_(X – 2)
	T1_SFN-SFN_TIME_(X – 2)
	T1_SFN-SFN_TIME_(X – 2)

	Highest reported value
	T1_SFN-SFN_TIME_(X + 2)
	T1_SFN-SFN_TIME_(X + 2)
	T1_SFN-SFN_TIME_(X + 2)

	T1_SFN-SFN_TIME_(X) is the reporting value corresponding to SFN-SFN observed time difference type 1 measured by system simulator


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4. 

8.7.5.2
SFN-SFN observed time difference type 2 without IPDL period active
Note:
This test case is not complete and there are currently no plans to complete it.8.7.5.2.1
Definition and applicability

This measurement is specified in clause 5.1.9 of TS 25.215 [22]. The reference point for the SFN-SFN observed time difference type 2 shall be the antenna connector of the UE. 
The requirements and this test apply to all types of UTRA for the FDD UE supporting this measurement.
8.7.5.2.2
Minimum requirements

The accuracy requirement in table 8.7.5.2.1 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I, IV and VI,

CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,

CPICH_RSCP1,2|dBm ( -112 dBm for Bands II and V,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III.
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Table 8.7.5.2.1 SFN-SFN observed time difference type 2 measurement accuracy

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84 MHz]

	
	
	
	Band I, IV and VI
	Band IX
	Band II and V
	Band III

	SFN-SFN observed time difference type1
	chip
	( 0.5
	-94...-50
	-93...-50
	-92...-50
	-91...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.8.2.1.
8.7.5.2.3
Test purpose and Environment
The purpose of this test is to verify that the SFN-SFN observed time difference type 2 measurement accuracy without IPDL period active is within the limits specified in clause 8.7.5.2.2. 

During the test the time difference between Cell 1 and 2 can be set to value from ‑1279.75 to 1280 chips.

In this case all cells are in the same frequency. Table 8.7.5.2.2 defines the limits of signal strengths and code powers, where the requirements are applicable.

Table 8.7.5.2.2: SFN-SFN observed time difference type 2 Intra frequency test parameters 
	Parameter
	Unit
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15

	OCNS
	dB
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.5
	10.5

	Ioc
	dBm/ 3.84 MHz
	Io ‑13.7 dB = Ioc, Note 1
	Io ‑13.7 dB = Ioc, Note 1

	CPICH_Ec/Io, Note 2
	dB
	-13.2
	-13.2

	Range 1
	Io
	dBm/3.84 MHz
	-94…-70 (Band I, IV, VI)
-93...-70 (Band IX)
-92…-70 (Band II, V)

-91…-70 (Band III)
	94…-70 (Band I, IV, VI)
-93...-70 (Band IX)
-92…-70 (Band II, V)

-91…-70 (Band III)

	Range 2
	
	
	-94…-50 (Band I, IV, VI)
-93...-50 (Band IX)
-92…-50 (Band II, V)

-91…-50 (Band III)
	-94…-50 (Band I, IV, VI)
-93...-50 (Band IX)
-92…-50 (Band II, V)

-91…-50 (Band III)

	Propagation condition
	-
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.

NOTE 2:
Io and CPICH Ec/Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.


8.7.5.3
SFN-SFN observed time difference type 2 with IPDL period active

Note:
This test case is not complete and there are currently no plans to complete it.
8.7.5.3.1
Definition and applicability

This measurement is specified in clause 5.1.9 of TS 25.215 [22]. The reference point for the SFN-SFN observed time difference type 2 shall be the antenna connector of the UE. 
The requirements and this test apply to all types of UTRA for the FDD UE supporting IPDL measurements.
8.7.5.2.2
Minimum requirements

The accuracy requirement in table 8.7.5.3.1 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I, IV and VI,

CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,

CPICH_RSCP1,2|dBm ( -112 dBm for Bands II and V,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III.
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Additionally the accuracy requirement in table 8.7.5.3.1 is also valid for neighbour cells for which the following conditions apply to during idle periods provided idle periods have a length of 1 slot:

CPICH_RSCPx,y|dBm ( -114 dBm.
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where x and y represent cells measured using idle periods and Io_idle-period is the total received power during the idle period.

NOTE:
Additional general conditions are needed for the requirements in table 8.7.5.3.1 to be valid.
Table 8.7.5.3.1 SFN-SFN observed time difference type 2 measurement accuracy

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84 MHz]

	
	
	
	Band I, IV and VI
	Band IX
	Band II and V
	Band III

	SFN-SFN observed time difference type1
	chip
	( 0.5
	-94...-50
	-93...-50
	-92...-50
	-91...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.8.2.2.
{ next clause to be changed }

8.7.6
UE Rx-Tx time difference

8.7.6.1
UE Rx-Tx time difference type 1

8.7.6.1.1
Definition and applicability

{ no changes }

8.7.6.1.2
Minimum requirements

Table 8.7.6.1.1 UE Rx-Tx time difference type 1 measurement accuracy

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84MHz]

	
	
	
	Band I and VI
	Band IX
	Band II, V
	Band III

	UE RX-TX time difference
	chip
	( 1.5  
	-94...-50
	-93...-50
	-92...-50
	-91...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.9.1.1 and A.9.1.6.1.2.
8.7.6.1.3
Test purpose

{ no changes }

8.7.6.1.4
Method of test

8.7.6.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.
1)
Connect SS to the UE antenna connector as shown in figure A.1
Table 8.7.6.1.2: UE Rx-Tx time difference type 1 intra frequency test parameters
	Parameter 
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 1
	Cell 1

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15
	-15

	OCNS_Ec/Ior
	dB
	-1.11
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.5
	10.5
	10.5

	Ioc
	dBm/ 3.84 MHz
	Io –10.9 dB = Ioc, Note 1
	Io –10.9 dB = Ioc, Note 1
	Io –10.9 dB = Ioc, Note 1

	Io
	Band I, VI
	dBm/3.84 MHz
	-94 
	-72
	 -50

	
	Band IX
	
	-93
	
	

	
	Band II, V
	
	-92
	
	

	
	Band III
	
	-91
	
	

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.


8.7.6.1.4.2
Procedure
{ no changes }

8.7.6.1.5
Test requirements 

Table 8.7.6.1.3 UE Rx-Tx time difference type 1 measurement accuracy

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84MHz]

	
	
	
	Band I and VI
	Band IX
	Band II and V
	Band III

	UE RX-TX time difference
	chip
	( 2.0
	-94...-50
	-93...-50
	-92...-50
	-91...-50


Table 8.7.6.1.4: UE Rx-Tx time difference type 1 intra frequency test parameters
	Parameter 
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 1
	Cell 1

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15
	-15

	OCNS_Ec/Ior
	dB
	-1.11
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.5
	10.5
	10.5

	Ioc
	Band I, VI
	dBm/ 3.84 MHz
	-103.6
	-82.9
	-62.2

	
	Band IX
	
	-102.6
	
	

	
	Band II, V
	
	-101.6
	
	

	
	Band III
	
	-100.6
	
	

	Io
	Band I, VI
	dBm/3.84 MHz
	-92.7 
	-72
	-51.3

	
	Band IX
	
	-91.7
	
	

	
	Band II, V
	
	-90.7
	
	

	
	Band III
	
	-89.7
	
	

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.


The reported values for UE Rx-Tx time difference accuracy shall meet the requirements in table 8.7.6.1.5.

Table 8.7.6.1.5: UE Tx-Rx time difference type 1 measurement accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Lowest reported value
	RX-TX_TIME_(X – 2)
	RX-TX_TIME_(X – 2)
	RX-TX_TIME_(X – 2)

	Highest reported value
	RX-TX_TIME_(X + 2)
	RX-TX_TIME_(X + 2)
	RX-TX_TIME_(X + 2)

	RX-TX_TIME_(X) is the reporting value corresponding to UE Rx-Tx time difference measured by system simulator


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.6.2
UE Rx-Tx time difference type 2

Note:
This test case is not complete and there are currently no plans to complete it.

8.7.6.2.1
Definition and applicability

The UE Rx-Tx time difference is defined as the time difference between the UE uplink DPCCH/DPDCH frame transmission and the first detected path (in time) of the downlink DPCH frame from the measured radio link. The reference point of the UE Rx-Tx time difference shall be the antenna connector of the UE. This measurement is specified in clause 5.1.10 of TS 25.215.

The requirements and this test apply to all types of UTRA for the FDD UE supporting this measurement.

8.7.6.2.2
Minimum requirements

Table 8.7.6.2.1 UE Rx-Tx time difference type 2 measurement accuracy

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84MHz]

	
	
	
	Band I, IV and VI
	Band IX
	Band II, V
	Band III

	UE RX-TX time difference
	chip
	( 1.0  
	-94...-50
	-93...-50
	-92...-50
	-91...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.9.2.1.
8.7.6.2.3
Test purpose

The purpose of this test is to verify that the measurement accuracy of Rx-Tx time difference type 2 is within the limit specified in clause 8.7.6.2.2. 

The connection is started using cell 1, then cell 2 is added to the active set so that cell 1 is the timing reference.During the test the downlink DPCH  time difference between Cell 1 and 2 can be set to any value from ‑148 to 148 chips.
Table 8.7.6.2.2 defines the limits of signal strengths and code powers, where the requirements are applicable.

Table 8.7.6.2.2 UE Rx-Tx time difference type 2 measurement parameters

	Parameter
	Unit
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1

	Downlink DPCH timing
	Chips
	Timing reference
	From reference timing –148 to reference timing+148 

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15

	OCNS
	dB
	-1.11
	-1.11

	Îor/Ioc
[image: image34.wmf]
	dB
	10.5
	10.5

	Ioc
	dBm/ 3.84 MHz
	Io  –10.9 dB = Ioc, Note 1
	Io-13.7 dB = Ioc, Note 1

	Io
	dBm/ 3.84 MHz
	-94…-50 (Band I, IV, VI)
-93...-50 (Band IX)
-92…-50 (Band II, V)

-91…-50 (Band III)
	-94…-50 (Band I, IV, VI)
-93...-50 (Band IX)
-92…-50 (Band II, V)

-91…-50 (Band III)

	Propagation condition
	-
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.


{ next clause to be changed }
Annex D (normative):
Propagation Conditions

D.2.2
Multi-path fading propagation conditions

Table D.2.2.1 shows propagation conditions that are used for the performance measurements in multi-path fading environment. All taps have classical Doppler spectrum.

Table D.2.2.1: Propagation conditions for multi-path fading environments

	Case 1
	Case 2
	Case 3
	Case 4
	Case 5 (Note 1)
	Case 6

	Speed for Band I, II, III and IX:
3 km/h
	Speed for Band I, II, III and IX:
3 km/h
	Speed for Band I, II, III and IX:
120 km/h
	Speed for Band I, II, III and IX:
3 km/h
	Speed for Band I, II, III and IX:
50 km/h
	Speed for Band I, II, III and IX:
250 km/h

	Speed for Band V and VI:
7 km/h
	Speed for Band V and VI:
7 km/h
	Speed for Band V and VI:
282 km/h (Note 2)
	Speed for Band V and VI:
7 km/h
	Speed for Band V and VI:
118 km/h
	Speed for Band V and VI:
583 km/h (Note 2)

	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]

	0
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0

	976
	-10
	976
	0
	260
	-3
	976
	0
	976
	-10
	260
	-3

	
	
	20000
	0
	521
	-6
	
	
	
	
	521
	-6

	
	
	
	
	781
	-9
	
	
	
	
	781
	-9


NOTE 1:
Case 5 is only used in Requirements for support of RRM.

NOTE 2:
Speed above 250km/h is applicable to demodulation performance requirements only.

Table D.2.2.1A shows propagation conditions that are used for HSDPA performance measurements in multi-path fading environment.

Table D.2.2.1A: Propagation Conditions for multi-path fading environments for HSDPA
	ITU Pedestrian A

Speed 3km/h

(PA3)
	ITU Pedestrian B

Speed 3km/h

(PB3)
	ITU vehicular A

Speed 30km/h

(VA30)
	ITU vehicular A

Speed 120km/h

(VA120)

	Speed for Band I, II, III and IX 
3 km/h
	Speed for Band I, II, III and IX: 
3 km/h
	Speed for Band I, II, III and IX: 
30 km/h
	Speed for Band I, II, III and IX: 
120 km/h

	Speed for Band V, VI
7 km/h
	Speed for Band V, VI
7 km/h
	Speed for Band V, VI
71 km/h
	Speed for Band V, VI
282 km/h (Note 1)

	Relative Delay 

[ns]
	Relative Mean Power [dB]
	Relative Delay

 [ns]
	Relative Mean Power 

[dB]
	Relative Delay 

[ns]
	Relative

 Mean Power 

[dB]
	Relative Delay 

[ns]
	Relative 

Mean Power

 [dB]

	0
	0
	0
	0
	0
	0
	0
	0

	110
	-9.7
	200
	-0.9
	310
	-1.0
	310
	-1.0

	190
	-19.2
	800
	-4.9
	710
	-9.0
	710
	-9.0

	410
	-22.8
	1200
	-8.0
	1090
	-10.0
	1090
	-10.0

	
	
	2300
	-7.8
	1730
	-15.0
	1730
	-15.0

	
	3700
	-23.9
	2510
	-20.0
	2510
	-20.0


NOTE 1: Speed above 120km/h is applicable to demodulation performance requirements only.
Table D.2.2.1B shows propagation conditions that are used for CQI test in multi-path fading

Table D.2.2.1B: Propagation Conditions for CQI test in multi-path fading

	Case 8, 

Speed for Band I, II, III, IV and IX: 30km/h
Speed for Band V and VI: 71km/h



	Relative Delay [ns]
	Relative mean Power [dB]

	0
	0

	976
	-10
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