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<Start of Modification>
	PACKET SWITCHED MOBILITY MANAGEMENT

	12.2.1.1
	PS attach / accepted
	R99
	C12
	UE supporting PS domain services.

	12.2.1.2
	PS attach / rejected / IMSI invalid / illegal UE
	R99
	C12
	UE supporting PS domain services.

	12.2.1.3
	PS attach / rejected / IMSI invalid / PS services not allowed
	R99
	C12
	UE supporting PS domain services.

	12.2.1.4
	PS attach / rejected / PLMN not allowed
	R99
	C12
	UE supporting PS domain services.

	12.2.1.5a
	PS attach / rejected / roaming not allowed in this location area
	R99
	C12
	UE supporting PS domain services.

	12.2.1.5b
	PS attach / rejected / No Suitable Cells In Location Area
	R99
	 C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.2.1.5c
	PS attach / rejected / Location area not allowed
	R99
	C12
	UE supporting PS domain services.

	12.2.1.5d
	PS attach / rejected / PS services not allowed in this PLMN
	R99
	 C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.2.1.6
	PS attach / abnormal cases / access barred due to access class control
	R99
	C12
	UE supporting PS domain services.

	12.2.1.7
	PS attach / abnormal cases / change of routing area
	R99
	C12
	UE supporting PS domain services.

	12.2.1.8
	PS attach / abnormal cases / power off
	R99
	C12
	UE supporting PS domain services.

	12.2.1.9
	PS attach / abnormal cases / PS detach procedure collision
	R99
	C12
	UE supporting PS domain services.

	12.2.1.10
	PS attach / abnormal cases / Failure due to non integrity protection
	R99
	C12
	UE supporting PS domain services.

	12.2.1.11
	PS attach / accepted / follow-on request pending indicator set
	R99
	C395
	UE supporting PS domain services and supports follow-on request procedure (PS)

	12.2.1.12
	PS attach / abnormal cases / access barred due to domain specific access restriction for PS domain
	Rel-5
	C12
	UE supporting PS domain services
Note:

For Rel-6 and later UEs

	
	
	
	Caaa
	UE supporting PS domain services and DSAC
Note:

For Rel-5 UEs only

	12.2.2.1
	Combined PS attach / PS and non-PS attach accepted
	R99
	C88
	UE supporting PS domain services and CS domain services.

	12.2.2.2
	Combined PS attach / PS only attach accepted
	R99
	C88
	UE supporting PS domain services and CS domain services.

	12.2.2.3
	Combined PS attach / PS attach while IMSI attach
	R99
	C103
	UE supports UE operation mode A and does not support automatic PS attach procedure at switch on.

	12.2.2.4
	Combined PS attach / rejected / IMSI invalid / illegal ME
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.2.2.5
	Combined PS attach / rejected / PS services and non-PS services not allowed
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.2.2.6
	Combined PS attach / rejected / PS services not allowed
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.2.2.7a
	Combined PS attach / rejected / location area not allowed
	R99
	C78
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A) and PS attach attempted automatically by outstanding request.

	12.2.2.7b
	Combined PS attach / rejected / No Suitable Cells In Location Area
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.2.2.7c
	Combined PS attach / rejected / Roaming not allowed in this location area
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.2.2.7d
	Combined PS attach / rejected / PS services not allowed in this PLMN
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.2.2.8
	Combined PS attach / abnormal cases / attempt counter check / miscellaneous reject causes
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.2.2.9
	Combined PS attach / abnormal cases / PS detach procedure collision
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.3.1.1
	PS detach / power off / accepted
	R99
	C79
	UE supporting PS domain services and supports power on/off.

	12.3.1.2
	PS detach / accepted
	R99
	 C379
	UE supporting PS domain services and user requested PS detach without powering off.

	12.3.1.3
	PS detach / abnormal cases / attempt counter check / procedure timeout
	R99
	C12
	UE supporting PS domain services.

	12.3.1.4
	PS detach / abnormal cases / GMM common procedure collision
	R99
	C12
	UE supporting PS domain services.

	12.3.1.5
	PS detach / power off / accepted / PS/IMSI detach
	R99
	C88
	UE supporting PS domain services and CS domain services ( UE supports UE operation mode A).

	12.3.1.6
	PS detach / accepted / PS/IMSI detach
	R99
	C211
	UE supporting user requested combined circuit switch and packet switch detach without power off.

	12.3.1.7
	PS detach / accepted / IMSI detach
	R99
	C212
	UE supporting user requested non-PS detach.

	12.3.1.8
	PS detach / abnormal cases / change of cell into new routing area
	R99
	C211
	UE supporting user requested combined circuit switch and packet switch detach without power off.

	12.3.1.9
	PS detach / abnormal cases / PS detach procedure collision
	R99
	C211
	UE supporting user requested combined circuit switch and packet switch detach without power off.

	12.3.2.1
	PS detach / re-attach not required / accepted
	R99
	C12
	UE supporting PS domain services.

	12.3.2.2
	PS detach / rejected / IMSI invalid / PS services not allowed
	R99
	C12
	UE supporting PS domain services.

	12.3.2.3
	PS detach / IMSI detach / accepted
	R99
	C88
	UE supporting PS domain services and CS domain services ( UE supports UE operation mode A).

	12.3.2.4
	PS detach / re-attach requested / accepted
	R99
	C88
	UE supporting PS domain services and CS domain services ( UE supports UE operation mode A).

	12.3.2.5
	PS detach / rejected / location area not allowed
	R99
	C77
	UE supporting PS domain services and PS attach attempted automatically by outstanding request.

	12.3.2.6
	PS detach / rejected / No Suitable Cells In Location Area
	R99
	 C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.3.2.7
	PS detach / rejected / Roaming not allowed in this location area
	R99
	 C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.3.2.8
	PS detach / rejected / PS services not allowed in this PLMN
	R99
	 C12
	UE supporting PS domain services.

	12.4.1.1a
	Routing area updating / accepted
	R99
	C12
	UE supporting PS domain services.

	12.4.1.1b
	Routing area updating / accepted / Signalling connection re-establishment
	R99
	 C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.4.1.1c
	Void
	
	
	

	12.4.1.2
	Routing area updating / rejected / IMSI invalid / illegal ME
	R99
	C12
	UE supporting PS domain services.

	12.4.1.3a
	Routing area updating / rejected / UE identity cannot be derived by the network
	R99
	C12
	UE supporting PS domain services.

	12.4.1.4a
	Routing area updating / rejected / location area not allowed
	R99
	C12
	UE supporting PS domain services.

	12.4.1.4b
	Routing area updating / rejected / No Suitable Cells In Location Area
	R99
	C12
	UE supporting PS domain services.

	12.4.1.4c
	Routing area updating / rejected / PS services not allowed in this PLMN
	R99
	C12
	UE supporting PS domain services.

	12.4.1.4d
	Routing area updating / rejected / Roaming not allowed in this location area
	R99
	C12
	UE supporting PS domain services.

	12.4.1.5
	Routing area updating / abnormal cases / attempt counter check / miscellaneous reject causes
	R99
	C12
	UE supporting PS domain services.

	12.4.1.6
	Routing area updating / abnormal cases / change of cell into new routing area
	R99
	C12
	UE supporting PS domain services.

	12.4.1.7
	Void
	
	
	

	12.4.1.8
	Routing area updating / abnormal cases / P-TMSI reallocation procedure collision
	R99
	C12
	UE supporting PS domain services.

	12.4.2.1
	Combined routing area updating / combined RA/LA accepted
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.4.2.2
	Combined routing area updating / UE in CS operation at change of RA
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.4.2.3
	Combined routing area updating / RA only accepted
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.4.2.3a
	Void
	
	
	

	12.4.2.4
	Combined routing area updating / rejected / PLMN not allowed
	R99
	C78
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A) and PS attach attempted automatically by outstanding request.

	12.4.2.5a
	Combined routing area updating / rejected / roaming not allowed in this location area
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.4.2.5b
	Combined routing area updating / rejected / No Suitable Cells In Location Area
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.4.2.5c
	Combined routing area updating / rejected / Location area not allowed
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.4.2.5d
	Combined routing area updating / rejected / PS services not allowed in this PLMN
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.4.2.6
	Combined routing area updating / abnormal cases / access barred due to access class control
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.4.2.7
	Combined routing area updating / abnormal cases / attempt counter check / procedure timeout
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.4.2.8
	Combined routing area updating / abnormal cases / change of cell into new routing area
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.4.2.9
	Void
	
	
	

	12.4.2.10
	Combined routing area updating / abnormal cases / PS detach procedure collision
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.4.2.11
	Combined routing area updating / abnormal cases / access barred due to domain specific access restriction for CS domain
	Rel-5
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A)
Note:
For Rel-6 and later UEs

	
	
	
	Cbbb
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A) and DSAC
Note:

For Rel-5 UEs only

	12.4.2.12
	Combined routing area updating / abnormal cases / access barred due to domain specific access restriction for PS domain
	Rel-5
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A)
Note:

For Rel-6 and later UEs

	
	
	
	Cbbb
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A) and DSAC
Note:

For Rel-5 UEs only

	12.4.3.1
	Periodic routing area updating / accepted
	R99
	C12
	UE supporting PS domain services.

	12.4.3.2
	Periodic routing area updating / accepted / T3312 default value
	R99
	 C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.4.3.3
	Periodic routing area updating / no cell available / network mode I
	R99
	 C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).

	12.4.3.4
	Periodic routing area updating / no cell available
	R99
	 C12
	UE supporting PS domain services.

	12.5
	P-TMSI reallocation
	R99
	C12
	UE supporting PS domain services.

	12.6.1.1
	Authentication accepted
	R99
	C12
	UE supporting PS domain services.

	12.6.1.2
	Authentication rejected - by the network
	R99
	C12
	UE supporting PS domain services.

	12.6.1.3.1
	GMM cause ‘MAC failure’
	R99
	C12
	UE supporting PS domain services

	12.6.1.3.2
	GMM cause ‘Synch failure’
	R99
	C12
	UE supporting PS domain services

	12.6.1.3.3
	Authentication rejected by the UE / fraudulent network
	R99
	C12
	UE supporting PS domain services

	12.7.1
	General Identification
	R99
	C12
	UE supporting PS domain services.

	12.8
	GMM READY timer handling
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	12.9.1
	Service Request Initiated by UE Procedure
	R99
	C12
	UE supporting PS domain services.

	12.9.2
	Service Request Initiated by Network Procedure
	R99
	C12
	UE supporting PS domain services.

	12.9.3
	Service Request / rejected / Illegal MS
	R99
	C12
	UE supporting PS domain services.

	12.9.4
	Service Request / rejected / PS services not allowed
	R99
	C12
	UE supporting PS domain services.

	12.9.5
	Service Request / rejected / MS identity cannot be derived by the network
	R99
	C12
	UE supporting PS domain services.

	12.9.6
	Service Request / rejected / PLMN not allowed
	R99
	C12
	UE supporting PS domain services.

	12.9.7a
	Service Request / rejected / No PDP context activated
	R99
	C12
	UE supporting PS domain services.

	12.9.7b
	Service Request / rejected / No Suitable Cells In Location Area
	R99
	C12
	UE supporting PS domain services.

	12.9.7c
	Service Request / rejected / Roaming not allowed in this location area
	R99
	C12
	UE supporting PS domain services.

	12.9.8
	Service Request / Abnormal cases / Access barred due to access class control
	R99
	C12
	UE supporting PS domain services.

	12.9.9
	Service Request / Abnormal cases / Routing area update procedure is triggered
	R99
	C12
	UE supporting PS domain services.

	12.9.10
	Service Request / Abnormal cases / Power off
	R99
	C12
	UE supporting PS domain services.

	12.9.11
	Service Request / Abnormal cases / Service request procedure collision
	R99
	C12
	UE supporting PS domain services.

	12.9.12
	Service Request / RAB re-establishment / UE initiated / Single PDP context
	R99
	C12
	UE supporting PS domain services.

	12.9.13
	Service Request / RAB re-establishment / UE initiated / multiple PDP contexts
	R99
	C311
	UE supporting PS domain services and secondary PDP context activation

	12.9.14
	Service Request / RAB re-establishment / Network initiated / single PDP context
	R99
	C12
	UE supporting PS domain services.

	12.9.15
	Service Request / abnormal cases / access barred due to domain specific access control for PS domain
	Rel-5
	C12
	UE supporting PS domain services
Note:

For Rel-6 and later UEs

	
	
	
	Caaa
	UE supporting PS domain services and DSAC 
Note:

For Rel-5 UEs only


<End of Modification>
<Start of Modification>
	C372 
IF A.1/1 AND A.18a/14 AND (A.18a.1/7 OR A.18a.1/10) THEN R ELSE N/A

	C373 
IF C374 THEN O ELSE (IF A.1/1 AND A.18a/14 AND A.18f.1/1 THEN R ELSE N/A)

	C374 
IF A.1/1 AND A.18a/14 AND A.18f.1/2 THEN R ELSE N/A

	C375
IF (A.1/1 AND A.1/4) AND A.3/1 AND (A.4/1 OR A.4/2 OR A.4/5 OR A.4/6 OR A.4/7 OR A.4/11 OR A.4/12) THEN R ELSE N/A

	C376
IF (A.1/1 AND A.1/4) AND A.3/1 AND (A.4/2 OR A.4/3 OR A.4/4 OR A.4/5 OR A.4/7 OR A.4/8 OR A.4/9 OR A.4/10 OR A.4/12 OR A.4/13 OR A.4/14 OR A.4/15 OR A.4/16 OR A.4/17 OR A.4/18 OR A.4/19 OR A.4/20 OR A.4/21) THEN R ELSE N/A

	C377
IF A.1/3 AND A.18c/63.1 THEN R ELSE N/A

	C378
IF A.1/3 AND A.18c/63.2 THEN R ELSE N/A

	C379
IF A.3/2 AND A.20/63 THEN R ELSE N/A

	C380 
IF A.1/1 AND A.1/4 AND (A.2/1 OR A.2/2) AND A.3/1 AND A.18a/14 THEN R ELSE N/A

	C381
IF A.1/1 AND A.18c/26 AND A.1/4 AND [52] A.2/41 AND A.18a/14 THEN R ELSE N/A

	C382
IF A.3/2 AND A.19a/5 THEN R ELSE N/A

	C383
IF A.1/1 AND A.2/2 AND A.18a/13 THEN R ELSE N/A

	C384 
IF A.1/1 AND A.18a/13 THEN R ELSE N/A

	C385
IF A.1/1 AND A.18a/14 AND (A.18a/9 OR A.18a/10) THEN R ELSE N/A

	C386
IF A.1/1 AND A.18f.2/1 THEN R ELSE N/A

	C387
IF A.1/1 AND A.18c/62 THEN R ELSE N/A

	C388 
IF A.1/1 AND (A.18a/12 OR A.18a/13) AND A.7/31 THEN R ELSE N/A

	C389
IF A.3/2 AND A.19a/2 THEN R ELSE N/A

	C390
IF (A.1/1 AND A.18c/40) AND (A.1/4 AND [52] A.2/41 AND (NOT A.1/7)) AND A.3/3 THEN R ELSE N/A

	C391 
IF A.1/1 AND (A.18a/12 OR A.18a/13) THEN R ELSE N/A

	C392 
IF A.1/1 AND (A.18a/12 OR A.18a/13) AND (NOT A.8a/3) THEN R ELSE N/A

	C393
IF A.1/1 AND A.3/3 AND A.18a/14 THEN R ELSE N/A

	C394
IF (A.1/1 AND A.18c/40) AND (A.1/4 AND A.1/5 AND (A.1/7)) AND A.3/3 THEN R ELSE N/A

	C395
IF A.3/2 AND A.20/66 THEN R ELSE N/A

	C396
IF (A.1/1 AND A.18c/26) AND (A.1/4 AND [52] A.2/41) AND A.20/67 THEN R ELSE N/A

	C397
IF A.18a/4 THEN R ELSE N/A

	C398
IF A.1/1 AND A.18c/23a.1 THEN R ELSE N/A

	Caaa
IF A.3.2 AND A.20/XX THEN R ELSE N/A

	Cbbb
IF A.3.3 AND A.20/XX THEN R ELSE N/A

	NOTE:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]


<End of Modification>
<Start of Modification>
A.4.4
Additional information

Table A.20: Additional information

	Item
	Additional information
	Ref.
	Release
	Comments

	1
	At least one bearer service
	22.002, 3
	R99
	

	2
	At least one supplementary service
	22.004, 4
	R99
	

	3
	Inter-system measurement for GSM
	25.331, 8.4
	R99
	

	4
	At least one MO circuit switched basic service
	24.008, 5.3.4.2.1
	R99
	

	5
	At least one MT circuit switched basic service
	24.008, 5.3.4.2.2
	R99
	

	6
	Immediate connect supported for all circuit switched basic services.
	24.008, 5.2.1.6
	R99
	

	7
	Activation of one or more PDP contexts simultaneously
	[TBD]
	R99
	

	8
	Sending of correct acknowledgement of memory full condition
	[TBD]
	R99
	

	9
	Status report capability
	[TBD]
	R99
	

	10
	Void
	
	
	

	11
	Storing of received Class 1 short messages
	[TBD]
	R99
	

	12
	Storing of received Class 2 short messages in the SIM
	[TBD]
	R99
	

	13
	Replacing of short messages
	[TBD]
	R99
	

	14
	Reply procedures
	23.040, Annex 4
	R99
	

	15
	Sending of multiple short messages on the same RR connection when there is no call in progress
	[TBD]
	R99
	

	16
	Sending of concatenated multiple short messages when there is a call in progress
	[TBD]
	R99
	

	17
	Only circuit switched basic service supported by the mobile is emergency call
	22.003, 6, A.1.2
	R99
	

	18
	Multi-code transmission
	[TBD]
	R99
	

	19
	Poll_PU based polling mode of AM RLC
	[TBD]
	R99
	

	20
	Timer based polling mode of AM RLC
	[TBD]
	R99
	

	21
	Discard mode of AM RLC
	[TBD]
	R99
	

	22
	At least one MO circuit switched basic service
	[TBD]
	R99
	

	23
	At least one MO circuit switched basic service for which immediate connect is not used
	[TBD]
	R99
	

	24
	Network initiated MO call (CCBS)
	24.008, 5.2.3

24.093, 4.1
	R99
	

	25
	DTMF protocol control procedure
	24.008, 5.5.7
	R99
	

	26
	Secondary PDP context activation procedure
	24.008, 6.1.3.2
	R99
	

	27
	Support of UMTS encryption algorithm UEA1
	33.102, 6.6
	R99
	

	28
	Support of UMTS integrity algorithm UIA1
	33.102, 6.5
	R99
	

	29
	Support Automatic calling repeat call attempt
	22.001, Annex E
	R99
	

	30
	Support auto-calling more B-party numbers than the number of B-party numbers that can be stored in the list of blacklisted numbers
	22.001, Annex E
	R99
	

	31
	UE capable of displaying short messages in PS mode
	TBD
	R99
	

	32
	Support of Follow On Proceed


	24.008, 4.4.4.6

	R99
	

	33
	Void
	
	
	

	34
	Support detach on USIM removal
	

	R99
	

	35
	Support switch on/off
	
	R99
	

	36
	Support USIM removal without power down
	
	R99
	

	37
	Indication and user selection of PLMN
	23.122, 4.4.3
	R99
	

	38
	Support of automatic PS attach procedure at switch on.
	
	R99
	

	39
	User requested combined PS and non-PS detached without powering off
	24.008, 4.7.4
	R99
	

	40
	User requested non-PS detached
	24.008, 4.7.4
	R99
	

	41
	Support for user setting of minimum QoS
	[TBD]
	R99
	

	42
	PS attach attempted automatically by outstanding request
	24.008, 4.7
	R99
	

	43
	Support for making an outgoing PS call by AT commands
	27.007, 10.1.10, 10.1.6, 10.1.1, 10.1.7
	R99
	

	44
	Void
	
	
	

	45
	Controlled Early Classmark Sending" option  implementation
	24.008, 10.5.1.6
	R99
	

	46
	Void
	
	
	

	47
	Algorithm A5/3 supported
	24.008, 10.5.1.6
	R99
	

	48
	Algorithm A5/4 supported
	24.008, 10.5.1.7
	R99
	

	49
	Algorithm A5/5 supported
	24.008, 10.5.1.7
	R99
	

	50
	Algorithm A5/6 supported
	24.008, 10.5.1.7
	R99
	

	51
	Algorithm A5/7 supported
	24.008, 10.5.1.7
	R99
	

	52
	Support any options that are indicated in CM3
	24.008, 10.5.1.6
	R99
	

	53
	Support the E-GSM or R-GSM  band  
	24.008, 10.5.1.6
	R99
	

	54
	LCS value added location request notification capability
	24.008, 10.5.1.6
	R99
	

	55
	CM Service Prompt
	24.008, 10.5.1.6
	R99
	

	56
	Void
	
	
	

	57
	Void
	
	
	

	58
	Void
	
	
	

	59
	Void
	
	
	

	60
	Void
	
	
	

	61
	Void
	
	
	

	62
	Access technology priority supported in HPLMNwACT field
	23.122, 4.4.3.1.1 f)
	R99
	It is allowed for R99 UE to implement either R99 or Rel-6 behavior.  

	63
	User requested PS detach without powering off
	24.008, 4.7.4
	R99
	

	64
	Supplementary Service phase 2
	24.080, 3.7.1
	R99
	

	65
	AT command +CHUP supported
	27.007, 6.5
	R99
	

	66
	UE which supports follow-on request procedure (PS)
	24.008. 4.7.3.1, 10.5.5.2 
	R99
	

	67
	UE which supports Inter-RAT network assisted cell change from UTRAN
	25.331 8.3.11.3
	Rel-5
	

	68
	RLP supported
	24.022
	R99
	

	69
	GERAN Feature Package1 supported
	24.008, 10.5.1.7
	Rel5
	

	70
	GERAN Feature Package2 supported
	24.008, 10.5.1.7
	Rel5
	

	71
	GERAN Iu Mode supported
	24.008, 10.5.1.7
	Rel5
	

	XX
	Support of DSAC
	24.008,  4.1.1.2
	Rel5
	DSAC is mandatory feature in Rel-6 and later releases, but it is optional for Rel-5 UEs. (See [39] Annex D)
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