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Reason for change:
(

As per 34.123 specific message content for Radio Bearer Setup message, PDCP info should be set to “Not Present”. 
In the current TTCN implementation, this IE is set as per A10 condition of Radio bearer Setup.




Summary of change:
(

Content of radio bearer setup message modified to set the PDCP information to “Not Present”.
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not approved:
Inconsistency will remain between TTCN and test specification.
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Change 1

TTCN object
cds_RB_SetUpHS_FromDCH_1RBMO_MacPDUsize, cds_RB_SetUpHS_FromDCH_UL_64k_1RBMO_MacPDUsize

Reason for change
As per 34.123 specific message content for Radio Bearer Setup message, PDCP info should be set to “Not Present”. 
In the current TTCN implementation, this IE is set as per A10 condition of Radio bearer Setup.

Summary of change
Content of radio bearer setup message modified to set the PDCP information to “Not Present”.

Before:


[image: image1.png]ASN.1 PDU Canstraint Declaration

Constraint Name:  cds_RB_Se{UpHS_FromDCH_1REMO_MacPDUsize(
o_Integriinto : IntegrityCheckinfa;
p_RRC_Ti: RRC_Transactionldentifer,
p_Activetime - ActivationTime;
p_Freginfo : Frequencylnfa;
P_H_RNTI: H_RNTI;
P_RAB_Id: BITSTRING;
p_UL_SeramblingCode : UL_ScramblingCode;
p_PrimScramblingCote : PrimanyeramblingCade;
p_HSDPA_ConfigType : HSDPA_ConfigType

Group,
PDU Name: DL_DCCH_Message
Derivation Path; chs_108_RB_SetUpHS_FromDCH.

Encoding Rule Narme:
Encotling Variation
Comments:

Canstraint Value

REPLACE message.radioBearerSetup. later_than_r3.criticalExtensions. criicalExtensions.rs.radioBearerSetup_rs.rah_InformationSetupList
BY

( c_RAB_InfoSetupDCH_PS_HS_A10 (useT315,p_RAB_Id, cd_RLC_InfoAM_Den}, |

REPLACE message.radioBearerSelup. later_than_r3.crilcalExtensions. crilcalExtensions. s radioBearerSetup_ré.ul_CommonTransChinfo BY ¢_UL_ComrmTChinoDCH_PS_384k_Pwiofiset,
REPLACE message.radioBearerSetup. later_than_3.crticalExtensions. crificalExtensions. 5 radioBearerSetup_rs.dl_AddReconfTransChinfoList

BY c_DL_AddReconfTransChinfoList_2DCH_HS_PS_MAC_size_HSENH (p_HSDPA_ConfigType numberOfProcesses , 656),

REPLACE message radioBearerSstup later_than_r3 ciiticalExtensions criicalExtensions.r5 radioBearerSetup_r5 maxtliowedUL_TX_Power BY 24,

REPLACE message radioBearerSstup later_than_r3 ciiticalExtensions criicalExtensions.r5 radioBearerSetup_r5.ul_ChannelReguirement BY ul_DPCH_Info : cd_UL_DPCH_InfoACK_6_HSENH (isc_
514, pl0_72, p_UL_ScramblingCotle,_HSDPA_ConfigType),

REPLACE message radioBearerSstup later_than_r3 criticalExtsnsions criicalExtensions.r5 radioBearerSetup_r5.dl_HSPDSCH_information BY c_DL_HSPDSCH_Information (¢_HS_SCCH_lnfo, c_Me|
asurement_Feedhack_Info_fc10(p_HSDPA_ConfigType) )





After:


[image: image2.png]ASN.1 PDU Canstraint Declaration

Constraint Name:  cds_RB_Se{UpHS_FromDCH_1REMO_MacPDUsize(
o_Integriinto : IntegrityCheckinfa;
p_RRC_Ti: RRC_Transactionldentifer,
p_Activetime - ActivationTime;
p_Freginfo : Frequencylnfa;
P_H_RNTI: H_RNTI;
P_RAB_Id: BITSTRING;
p_UL_SeramblingCode : UL_ScramblingCode;
p_PrimScramblingCote : PrimanyeramblingCade;
p_HSDPA_ConfigType : HSDPA_ConfigType

Group,
PDU Name: DL_DCCH_Message
Derivation Path; chs_108_RB_SetUpHS_FromDCH.

Encoding Rule Narme:
Encotling Variation
Comments:

Canstraint Value

REPLACE message radioBearerSelup.ater_than_r3 crilicalExtensions.crilcalExtensions.r5 radioBearerSelup_t5.rab_infarmationSetupList
By

cd_RAB_InfoSetupDCH_PS_HS_AT0_NoPDCF (useT315,p_RAB_ld,cd RLC InfoAM_Den},_|
REPLACE message radioBearerSetup laer_than_3crticalExtensions crifcalExtensions 13 radioBearerSetup_ts u_CommonTransChinfo BY ¢_UL_CommTrChinaDCH_PS_3a4k_Pwrofiset,
REPLACE message radioBearerSelup.ater_than 3 crlicalExtensions.crilcalExtensions. 5 radioBearerSelup_ts.d_AddReconfTransChiniaList
BY ¢_DL_AddReconfTransChinfoList_2DCH_HS_PS_MAC_size_HSENH (p_HSDPA_ConfigTyne numberofProcesses , 656),
REPLACE message radioBearerSetup ater_than_a srticalExtensions ciicalExtensions 15 radioBearerSetup_ts masdllowedUL_T_Power BY 24,
REPLACE message radioBearerSetup later_than_ra crticalExtensions cricalExtensions 15 radioBearerSetup_ts ul_ChannelRequirement BY ul_DPCH_IN : cd_UL_DPCH_IN0ACK_6_HSENH (sc_
14, pl0_72, p_UL_SeramblingCole,p_HSDPA_ConfaType),
REPLACE message radioBearerSetup ater_than_ra crtcalExtensions cricalExtensions s radioBearerSetup_ts.l_HSPDSCH_Information Y c_DL_HSPDSCH_Information (¢_HS_SCCH_InM, ¢_Me
asurement_Feednack_info_{c10(p_HSDPA_ConfaType) )





Before:


[image: image3.png]ASN.1 PDU Canstraint Declaration

Constraint Name:  cds_RB_Se{UpHS_FromDCH_UL_64k_1RBMO_MacFDUsize(
o_Integribinto : IntegrityCheckinfa;
p_RRC_Ti: RRC_Transactionldentifer,
p_Activetime - ActivationTime;
p_Freginfo : Frequencylnfa;
P_H_RNTI: H_RNTI;
P_RAB_Id: BITSTRING;
p_UL_SeramblingCode : UL_ScramblingCode;
p_PrimScramblingCoe : PrimanyeramblingCade;
p_HSDPA_ConfigType : HSDPA_ConfigType

Group,
PDU Name: DL_DCCH_Message
Derivation Path; chs_108_RB_SetUpHS_FromDCH.

Encoding Rule Narme:
Encotling Variation
Comments:

Canstraint Value
REPLACE message.radioBearerSetup. later_than_r3.criticalExtensions. criicalExtensions.rs.radioBearerSetup_rs.rah_InformationSetupList

BY

{ c_RAB_InfoSetupDCH_PS_HE_A1D (useT315, p_RAB_Id, cd_RLC_InfoAM_Den},

REFLACE Message fadioBearerSetup Tater_than_r3 ciiicalEdensions crilicalExensions.r5 . radioBearerSetup_rs. ul_CommonTransChinfo BY c_UL_CommTiChinfoDCH_PS_64k_Pwroftset,
REPLACE message radioBearerSstup later_than_r3 ciiticalExtensions criicalExtensions.r5 . radioBsarerSetup_ts ul_AddReconfTransChinfoList BY c_UL_AddReconfTransChinfoListDCH_PS_64k,
REPLACE message.radioBearerSetup. later_than_3.crticalExtensions. crificalExtensions. 5 radioBearerSetup_rs.dl_AddReconfTransChinfoList

BY c_DL_AddReconfTransChinfoList_2DCH_HS_PS_MAC_size_HSENH (p_HSDPA_ConfigType.number0fProcesses, 656),

REPLACE message radioBearerSstup later_than_r3 ciiticalExtensions criicalExtensions.r5 radioBearerSetup_r5 maxallowedUL_T_Power BY 24,

REPLACE message radioBearerSstup later_than_r3 ciiticalExtensions criicalExtensions.r5 . radioBsarerSetup_ts ul_ChannelRequirernent BY ul_DPCH_info : cd_UL_DPCH_InfoACK_6_HSENH (tsc
_UL_DPDCH_SF_64k_PS, pl0_96, p_UL_ScramblingCode, p_HSDPA_ConfigType),

REPLACE message radioBearerSstup later_than_r3 criticalExtensions criicalExtensions.r5 radioBearerSetup_r5.dl_HSPDSCH_Information BY c_DL_HSPDSCH_Information (¢_HS_SCCH_lnfo, c_Me|
asurement_Feedhack_Info_fc10(p_HSDPA_ConfigType))





After:


[image: image4.png]ASN.1 PDU Constraint Declaration

Constraint Name:  cds_RB_Se{UpHS_FromDCH_UL_64k_1RBMO_MacFDUsize(
o_Integribinto : IntegrityCheckinfa;
p_RRC_Ti: RRC_Transactionldentifer,
p_Activetime - ActivationTime;
p_Freginfo : Frequencylnfa;
P_H_RNTI: H_RNTI;
P_RAB_Id: BITSTRING;
p_UL_SeramblingCode : UL_ScramblingCode;
p_PrimScramblingCoe : PrimanyeramblingCade;
p_HSDPA_ConfigType : HSDPA_ConfigType

Group,
PDU Name: DL_DCCH_Message
Derivation Path; chs_108_RB_SetUpHS_FromDCH.

Encoding Rule Narme:
Encotling Variation
Comments:

Canstraint Value

REPLACE message.radioBearerSetup. later_than_r3.criticalExtensions. criicalExtensions.rs.radioBearerSetup_rs.rah_InformationSetupList
BY

©d_RAB_InfoSetupDCH_PS_HS_AT0_NoPDCP (useT315, p_RAB_1d, cd_RLC_InfoAM_Deq) ]

REPLACE message.radioBearerSetup later_than_r3.criticalEdensians. criicalExtensions.rs . radioBearerSetup_rs. ul_CommonTransChinfo BY ¢_UL_CommTiChinfaDCH_PS_B4k_PwrOfiset,
REPLACE message radioBearerSstup later_than_r3 ciiticalExtensions criicalExtensions.r5 . radioBsarerSetup_ts ul_AddReconfTransChinfoList BY c_UL_AddReconfTransChinfoListDCH_PS_64k,
REPLACE message.radioBearerSetup. later_than_3.crticalExtensions. crificalExtensions. 5 radioBearerSetup_rs.dl_AddReconfTransChinfoList

BY c_DL_AddReconfTransChinfoList_2DCH_HS_PS_MAC_size_HSENH (p_HSDPA_ConfigType.number0fProcesses, 656),

REPLACE message radioBearerSstup later_than_r3 ciiticalExtensions criicalExtensions.r5 radioBearerSetup_r5 maxallowedUL_T_Power BY 24,

REPLACE message radioBearerSstup later_than_r3 ciiticalExtensions criicalExtensions.r5 . radioBsarerSetup_ts ul_ChannelRequirernent BY ul_DPCH_info : cd_UL_DPCH_InfoACK_6_HSENH (tsc
_UL_DPDCH_SF_64k_PS, pl0_96, p_UL_ScramblingCode, p_HSDPA_ConfigType),

REPLACE message radioBearerSstup later_than_r3 criticalExtensions criicalExtensions.r5 radioBearerSetup_r5.dl_HSPDSCH_Information BY c_DL_HSPDSCH_Information (¢_HS_SCCH_lnfo, c_Me|
asurement_Feedhack_Info_fc10(p_HSDPA_ConfigType))
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