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Reason for change:
(

In this test case at the end, when the RRC Connection is released, the UE will find cell D as the best cell (UE is not registered to this cell during the testcase execution) and hence will try to register to this cell. Thus the UE will send the connection request for registration. 

Note: In the TTCN implementation there is a timer 1000ms between release of RRC Connection and local end release. 

This results in test case failure.

TTCN is modified to Handle RAU procedure from the UE in the postamble. 




Summary of change:
(

Created a new local test step lt_Postamble and is used at row 6 of the TTCN.




Consequences if 
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not approved:
A conformant UE may Fail the test case.
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Testcase
tc_8_3_1_21

Reason for change
In this test case at the end, when the RRC Connection is released, the UE will find cell D as the best cell (UE is not registered to this cell during the testcase execution) and hence will try to register to this cell. Thus the UE will send the connection request for registration. 

Note: In the TTCN implementation there is a timer 1000ms between release of RRC Connection and local end release. 

This results in test case failure.

TTCN is modified to Handle RAU procedure from the UE in the postamble.

Summary of change
Created a new local test step lt_Postamble and is used at row 6 of the TTCN.

Source of change
New change

Before:
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Test Group Reference: RRCIRRC_CellUndate!

Purpose

Configuration:

1.To confirm that the UE executes a cell update procedure after a successiul reselection ta another UTRA cell with a PLMN identity different rom the original cell but with a
FLMN ideniity that s part of the equivalent PLMN list n the UE

2.To confirm that the UE sends the correct uplink response message when executing cell updats procedure due to cell reselestion

NOTE: Verifies conformance requirement 1, 2 and 3.

3.To confirm that the UE refrains from executing a cell update procedure to a better UTRA cell with anather PLMN identity when that PLMN identty is not part of the equivale
ntPLMN listin the UE:

NOTE: Verifies conformance requirement 1, 2 and 3.

NOTE: Test case in 8.3.1.1 is atestwhere the UE reselects 1o a cell with the same PLMN idenity a5 the registered PLMN,

Defaults RRC_Deft
Commens
e | | Setaiou Dasorpton T Constatrer ] Coroments
0 START1_Guard
1 (px_RAT=fu] FDD specifc befavour
2 +IL_nitvariables Inial Test Case Variables
3 +r_GoloStates_11_MO (1sc_CellA) Configure lower tester
4 Tes (iev_TestBody=TRUE) ®
5 I TestBady
3 +t5_C2_CheckCellFACH (tsc_CellD )| @sic 0G 10/03/04 T1-040094 sic@
7 TeE (tov_TestBouy=FALSE)
8 +po_Conneclionandss_Rels @sit 06 10/03104 T1-040084 sic@
@sit 06 14/12004 1040783 sic@)
1 ERRI I TOD specifc benaour

1 ERR2





After:
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[Test Case I te_8_3_1_21
Test Group Reference: RRCIRRC_CellUndate!
Furpose 1.To confirm that the UE executes a cell update procedure after a successiul reselection to another UTRA cell with a PLMN identity different from the origina

I cell butwith a PLMN identity that is part ofthe equivalent PLMN listin the UE
2.To confirm that the UE sends the correct uplink response message when executing cell updats procedure due to cell reselestion
NOTE: Verifies conformance requirement 1, 2 and 3.
3.To confirm that the UE refains from executing a cell update procedure to a hetter UTRA cell with another PLMN identity when that PLMN identity is not part
ofthe equivalent PLMN listin the UE:
NOTE: Veriies conformance requirement 1, 2 and 3.
NOTE: Test case in 8.3.1.1 is atestwhere the UE reselects 1o a cell with the same PLMN idenity a5 the registered PLMN,
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New Local Test Step:
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