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Reason for change:
z

In the T1-25 meeting (T1-041965) deprecated alternative value was added for RRC Connection Setup in Cell FACH state.

In the default message content for the RRC Connection Setup message RB Identity IE should be “Not Present”, however in the TTCN RB Identity a deprecated alternative value is sent for Signalling RB information to setup for SRB 1 to 4.

It is purposed to remove the use of these deprecated alternative value in the TTCN.

Similar chnages are required in the following constraint:

1) cs_RRC_ConnSetupFACH_Freq

2) cbs_AA_RRC_ConnSetupFACH_SRB_3_4k

3) cbs_AA_RRC_ConnSetupFACH_SRB_1_7k  
Note: A prose CR will be raised to remove the deprecated alternative value.




Summary of change:
z

In the constraint cbs_108_RRC_ConnSetupFACH removed set the RB Identity IE to “Not Present” for SRB 1 to 4.




Consequences if 
z

not approved:
TTCN implementation will not be as per the real network implementation.
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1.1 Change 1

Test step name
cbs_108_RRC_ConnSetupFACH

Reason for change
In the T1-25 meeting (T1-041965) deprecated alternative value was added for RRC Connection Setup in Cell FACH state.

In the default message content for the RRC Connection Setup message RB Identity IE should be “Not Present”, however in the TTCN RB Identity a deprecated alternative value is sent for Signalling RB information to setup for SRB 1 to 4.

It is purposed to remove the use of these deprecated alternative value in the TTCN.

Similar chnages are required in the following constraint:

1) cs_RRC_ConnSetupFACH_Freq

2) cbs_AA_RRC_ConnSetupFACH_SRB_3_4k

3) cbs_AA_RRC_ConnSetupFACH_SRB_1_7k  
Note: A prose CR will be raised to remove the deprecated alternative value.

Summary of change
In the constraint cbs_108_RRC_ConnSetupFACH removed set the RB Identity IE to “Not Present” for SRB 1 to 4.

Source of change
New change




Before change:
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After change: 
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