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Title:
CRs to TR 25.993 (Typical examples of RABs and RBs supported by UTRA)
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.993
	0048
	3
	Rel-6
	Addition of VoIP RAB combinations
	F
	6.11.0
	6.12.0
	R2-05114
	RANimp-RABSE

	25.993
	0049
	3
	Rel-6
	Addition of VoIP RAB combination for multiplexed RTP and RTCP flows
	F
	6.11.0
	6.12.0
	R2-053115
	RANimp-RABSE

	25.993
	0051
	1
	Rel-6
	Addition of multi-rate AMR-NB configuration with SRB#5
	F
	6.11.0
	6.12.0
	R2-053129
	TEI4

	25.993
	0052
	1
	Rel-6
	Introduction of high bit rate SRB
	F
	6.11.0
	6.12.0
	R2-053161
	TEI

	25.993
	0053
	3
	Rel-6
	Addition of multi-rate AMR configuration over HSDPA
	F
	6.11.0
	6.12.0
	R2-053172
	RANimp-RABSE

	25.993
	0054
	1
	Rel-6
	Miscellaneous corrections
	F
	6.11.0
	6.12.0
	R2-053137
	TEI

	25.993
	0055
	-
	Rel-6
	Introduction of conversational mono rate AMR 5.9 kbps RAB with SF 128.
	F
	6.11.0
	6.12.0
	R2-053047
	TEI

	25.993
	0056
	-
	Rel-6
	Reference RAB configurations for MBMS
	B
	6.11.0
	6.12.0
	R2-053058
	MBMS-RAN

	25.993
	0057
	-
	Rel-6
	PL for Conversational / speech (12.65, 8.85, 6.6) kbps + Interactive 0 kbps
	F
	6.11.0
	6.12.0
	R2-053064
	TEI6

	25.993
	0060
	-
	Rel-6
	WB-AMR configurations
	F
	6.11.0
	6.12.0
	R2-053139
	TEI5

	25.993
	0061
	1
	Rel-6
	Addition of VoIP RAB combinations
	F
	6.11.0
	6.12.0
	R2-053169
	RANimp-RABSE

	25.993
	0062
	-
	Rel-6
	Addition of VoIP RAB combination for multiplexed RTP and RTCP flows
	F
	6.11.0
	6.12.0
	R2-053160
	RANimp-RABSE
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