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	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-060099
	25.423
	1124
	1
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	E-DCH HARQ Combining Capability

	R3-060317
	25.433
	1178
	2
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	E-DCH HARQ Combining Capability

	R3-060200
	25.433
	1193
	
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Clarification on serving EDCH cell change

	R3-060201
	25.423
	1136
	
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Clarification on serving EDCH cell change

	R3-060228
	25.423
	1142
	
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Alignment of E-DCH RL Set ID

	R3-060229
	25.433
	1199
	
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Alignment of E-DCH RL Set ID

	R3-060246
	25.423
	1146
	
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Correction of criticality for Unirectional DCH Indictor

	R3-060247
	25.433
	1205
	
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Correction of criticality for Unirectional DCH Indictor

	R3-060301
	25.423
	1133
	1
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	E-DCH Mac-D PDU Size List Alignment

	R3-060302
	25.433
	1191
	1
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	E-DCH Mac-D PDU Size List Alignment

	R3-060387
	25.423
	1134
	2
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Non serving HSDPA indicator for E-DCH

	R3-060388
	25.433
	1192
	2
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Non serving HSDPA indicator for E-DCH


