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	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2716
	5
	Rel-6
	E-DCH Measurement Event 1J
	B
	6.8.0
	6.9.0
	R2-060807
	EDCH-L23

	25.331
	2724
	-
	Rel-6
	E-DCH radio link addition using ASU of RL already in DCH active set
	F
	6.8.0
	6.9.0
	R2-060673
	EDCH-L23

	25.331
	2725
	-
	Rel-6
	Addition of SF128 and SF256 in E-DCH maximum channelisation codes
	F
	6.8.0
	6.9.0
	R2-060674
	EDCH-L23

	25.331
	2726
	2
	Rel-6
	RRC signaling efficiency changes for E-DCH
	F
	6.8.0
	6.9.0
	R2-060802
	EDCH-L23

	25.331
	2727
	-
	Rel-6
	E-DCH HARQ Info signalling
	F
	6.8.0
	6.9.0
	R2-060677
	EDCH-L23

	25.331
	2728
	-
	Rel-6
	Secondary Scrambling Code in F-DPCH RL information
	F
	6.8.0
	6.9.0
	R2-060678
	EDCH-L23

	25.331
	2729
	-
	Rel-6
	Correction to E-DCH IEs
	F
	6.8.0
	6.9.0
	R2-060679
	E-DCH-L23

	25.331
	2730
	-
	Rel-6
	Non-scheduled grant
	F
	6.8.0
	6.9.0
	R2-060680
	EDCH-L23

	25.331
	2731
	-
	Rel-6
	IE handling for E-DCH
	F
	6.8.0
	6.9.0
	R2-060681
	EDCH-L23

	25.331
	2732
	-
	Rel-6
	E-RNTI handling in Active Set Update procedure
	F
	6.8.0
	6.9.0
	R2-060682
	EDCH-L23

	25.331
	2733
	-
	Rel-6
	Editorial correction on “E-DCH information”
	F
	6.8.0
	6.9.0
	R2-060683
	EDCH-L23

	25.993
	0066
	-
	Rel-6
	Introduction of EUL RB configurations
	F
	6.12.0
	6.13.0
	R2-060666
	EDCH-L23

	25.993
	0068
	1
	Rel-6
	VoIP reference configuration for E-DCH
	B
	6.12.0
	6.13.0
	R2-060790
	E-DCH-L23
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