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Table Name
lt_TestBody

ATS Suite
RRC_r3_wk42

Test Case affected
tc_8_1_6_3

Reason for change
 At step7, "DOWNLINK DIRECT TRANSFER( AUTHENTICATION AND CIPHERING REQUEST)" CS key sequence are incorrectly used instead of PS key Sequence.Since UE is a Class A and NMO1 the Idle update will only use PS key Sequence and CS key sequence won’t be initialised.

Summary of change
Under lt_TestBody TTCN line number 22 step7, In “ts_GMM_InitAuthReq” Line2 modified the Constraint Ref to use tcv_PS_KeySeq instead of tcv_CS_KeySeq.

Modified : ts_GMM_InitAuthReq
Test Step

 

Test Step Id:
ts_GMM_InitAuthReq ( p_CellId: INTEGER )
Test Step Group Ref:
 
Objective:
Generate authentication paramters and initiate the GMM Authentication procedure by sending the Authentication and ciphering request message
Defaults:
NAS_OtherwiseFail
Comments:
 


 

Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
+ts_GMM_AuthenticationInit
 
 
Compute all relevant authentication parameters.
2
 
 Dc ! RRC_DataReq
ca_PS_DataReq(tsc_CellDedicated , tsc_RB3, 
cs_AuthAndCiphReq ( 
c_GMM_AuthRAND(tcv_AuthRAND), 
c_GMM_KeySeq_tv(tcv_CS_KeySeq), 
c_GMM_KeySeq_tv(tcv_PS_KeySeq), 
c_GMM_AuthAUTN(tcv_AuthAUTN) 
))
 
AUTHENTICATION AND CIPHERING REQUEST 
using relevant PS keys computed before.
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