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tc_8_3_1_18

Table Name
tc_8_3_1_18

ATS Suite
Iwd_2005_w47

Test Case affected
TC_8_3_1_18

Reason for change
Test case requirement is to send two CellUpdateConfim Messages to the UE in Step 8 and Step 11 with different Physical channel information and to check the UE behavior. The TTCN script sends two Cell Update confirm Messages at step 8 and 11 with the same RRC transaction identifier values. If UE receives same message with the same transaction identifier and with the different content will ignore the second message as mentioned in the TS 25.331 Sec 8.6.3.11. So the second Cell Update Confirm should have different RRC transaction identifier.

Summary of change
The RRC transaction identifier included in the second Cell Update Confirm message at step 11 is changed.  

Consequence if not approved
The UE may fail the test.

lt_TestBody

17
 
+ts_SS_SwitchCellOff ( tsc_CellA )
 
 
Step 4 
T1 power settings 
@sic OG 25/05/04 T1-040940 sic@

18
 
 +ts_SetAttenuationLevel ( tsc_CellB, tsc_AttLevToPower60_dBm )
 
 
Step 4

19
TBP2
  +ts_RRC_ReceiveCellUpdateNonPeriodic ( 
tsc_CellB, 
cdr_CellUpdateT315Expiry ( tcv_CellInfoA.uRNTI, radiolinkFailure ), 15000 )
 
 
Step 7 
IE "Cell update cause" set to "radioLink Failure"

20
 
   +ts_SS_ReconfDCH_ToFACH_CS_PS ( tsc_CellA )
 
 
SS deconfigures DPCH on CellA 
@sic OG 18/10/04 ER2050 sic@

21
 
    +ts_SetCellCfg ( tsc_CellA, cell_FACH_PS )
 
 
@sic OG 18/10/04 ER2050 sic@

22
 
     +ts_HO_ReconfFACH_ToFACH ( tsc_CellA, tsc_CellB )
 
 
 

23
 
      +ts_CMAC_New_RNTI_Reconf ( TRUE, tsc_CellB, tcv_CellInfoA.uRNTI, OMIT )
 
 
 

24
 
       +lt_SendCellUpdateConfirm ( tsc_CellB )
 
 
Step 8

25
 
        (tcv_RRC_Ti := tcv_RRC_Ti + 1)
 
 
Use Different Ti in the next Cell Update Confirm sent at Step 11

26
 
         +ts_RRC_Delay ( 200 )
 
 
@sic OG 19/08/04 ER1965 sic@ 
@sic OG 02/12/04 T1s040448 sic@

27
 
          +ts_SS_SwitchBackCellOn ( tsc_CellA )
 
 
Step 9 
T1 power settings 
@sic OG 25/05/04 T1-040940 sic@

28
 
           +ts_SetAttenuationLevel ( tsc_CellB, tsc_AttLevToPower85_dBm )
 
 
Step 9 
@sic OG 07/10/05 R5s050448 sic@

29
TBP3
            +ts_RRC_ReceiveCellUpdateNonPeriodic ( 
tsc_CellA, 
cdr_CellUpdateAnyT315Expiry ( tcv_CellInfoA.uRNTI, radiolinkFailure ), 15000 )
 
 
Step 10 
IE "Cell update cause" set to "radioLink Failure" 
@sic OG 12/11/04 T1-041972 sic@ 
@sic OG 24/11/04 T1s040448 sic@

30
 
             +ts_HO_ReconfFACH_ToFACH ( tsc_CellB, tsc_CellA )
 
 
 

31
 
              +ts_CMAC_New_RNTI_Reconf ( TRUE, tsc_CellA, tcv_CellInfoA.uRNTI, OMIT )
 
 
 

32
 
               +lt_SendCellUpdateConfirm ( tsc_CellA )
 
 
Step 11

33
 
                +ts_RRC_Delay ( tsc_WaitBeforeFACH_Conf )
 
 
 

34
 
                 +ts_SetCellCfg ( tsc_CellA, tcv_RRC_RAB_Type )
 
 
Update cellConfig with desired CS RAB.

35
 
                  +ts_CRLC_ReconfRLC_Size ( FALSE )
 
 
@sic OG 24/11/04 T1s040448 sic@

36
 
                   +ts_SS_ReconfFACH_ToDCH_CS_PS ( tsc_CellA )
 
 
 

37
 
                    +lt_ReceiveTrChReconfCmpl
 
 
Step 12 
@sic OG 05/05/05 R5-5050930 sic@
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