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	Reason for change:
(

	1) There is an inconsistency for the applicable definition between TS34.123-2 and TS34.123-3 in DSAC test cases. 
NOTE:

This change is for AP#29.17(R5-052189)

2) The current PICS for DSAC test cases does not contain dependant information on releases although the detailed information is included in the comments columns. It is needed to introduce the new mnemonic.
3) It is not needed to define two different conditions for Rel-6 or later UEs and Rel-5 UEs supporting DSAC in each applicability table, because the above intorduced new PICS is independent of releases.


	
	

	Summary of change:
(

	1) Replace “Rel-6 and later” to “Rel-6 or later”.

2) Introducing a new PICS "pc_DSAC" for DSAC test cases in the table A.20. This mnemonic means that it is always TRUE for Rel-6 or later, but it is optional for Rel-5. 
3) Removing one of the conditions in the applicability table.
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not approved:
	The applicability for DSAC test case remains unclear.
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<<START OF MODIFICATION>>
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	RADIO RESOURCE CONTROL

	8.1.2.16
	RRC Connection Establishment / Domain Specific Access Control: Success
	Rel-5
	C409
	UEs supporting FDD and PS domain services and CS domain services and DSAC.

Note:

For Rel-5 UEs DSAC support is optional.

For Rel-6 or later UEs DSAC support is mandatory.



	
	
	
	C410
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and PS domain services and CS domain services and DSAC.

Note:

For Rel-5 UEs DSAC support is optional.

For Rel-6 or later UEs DSAC support is mandatory.



	
	
	
	
	



	
	
	
	
	




<<END OF MODIFICATION>>
<<START OF MODIFICATION>>
	MOBILITY MANAGEMENT

	9.4.3.6
	Location updating / abnormal cases/ CS domain barred because of domain specific access control
	Rel5
	C411
	UEs supporting CS domain services and DSAC
Note:

For Rel-5 UEs DSAC support is optional.

For Rel-6 or later UEs DSAC support is mandatory.



	
	
	
	
	



	
	
	
	
	

	9.5.9
	MM connection / establishment rejected / CS domain barred because of domain specific access control
	Rel5
	C411
	UEs supporting CS domain services and DSAC
Note:

For Rel-5 UEs DSAC support is optional.

For Rel-6 or later UEs DSAC support is mandatory. 



	
	
	
	
	




<<END OF MODIFICATION>>
<<START OF MODIFICATION>>
	PACKET SWITCHED MOBILITY MANAGEMENT

	12.2.1.12
	PS attach / abnormal cases / access barred due to domain specific access restriction for PS domain
	Rel-5
	C412
	UE supporting PS domain services and DSAC

Note:

For Rel-5 UEs DSAC support is optional.

For Rel-6 or later UEs DSAC support is mandatory.



	
	
	
	
	



	
	
	
	
	

	12.4.2.11
	Combined routing area updating / abnormal cases / access barred due to domain specific access restriction for CS domain
	Rel-5
	C413
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A) and DSAC

Note:

For Rel-5 UEs DSAC support is optional.

For Rel-6 or later UEs DSAC support is mandatory.



	12.4.2.12
	Combined routing area updating / abnormal cases / access barred due to domain specific access restriction for PS domain
	Rel-5
	C413
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A) and DSAC

Note:

For Rel-5 UEs DSAC support is optional.

For Rel-6 or later UEs DSAC support is mandatory.



	
	
	
	
	



	
	
	
	
	

	12.9.15
	Service Request / abnormal cases / access barred due to domain specific access control for PS domain
	Rel-5
	C412
	UE supporting PS domain services and DSAC 

Note:

For Rel-5 UEs DSAC support is optional.

For Rel-6 or later UEs DSAC support is mandatory.



	
	
	
	
	




<<END OF MODIFICATION>>
<<START OF MODIFICATION>>
A.4.4
Additional information

Table A.20: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	
	
	
	
	
	

	72
	Support of DSAC
	24.008, 4.1.1.2
	Rel5
	pc_DSAC
	DSAC is a mandatory feature in Rel-6 and later releases, but it is optional for Rel-5 UEs. (See [39] Annex D)


<<END OF MODIFICATION>>
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