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9.3.1
Single Link Performance - AWGN Propagation Conditions
9.3.1.1
Definition and applicability

The reporting accuracy of channel quality indicator (CQI) under AWGN environments is determined by the reporting variance and the BLER performance using the transport format indicated by the reported CQI median. 
The requirements and this test apply to all types of UTRA for the FDD UE that support HSDPA.
9.3.1.2
Minimum requirements

For the parameters specified in Table 9.3.1.1, and using the downlink physical channels specified in table E.5.1 the reported CQI value shall be in the range of +/-2 of the reported median more than 90% of the time.  If the HS-PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI +2) shall be greater than 0.1. If the HS-PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, the BLER using transport format indicated by (median CQI -1) shall be less than or equal to 0.1.
Table 9.3.1.1: Test Parameters for CQI test in AWGN – single link
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	HS-PDSCH
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	dB
	-10

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Note1:
Measurement power offset “(” is configured by RRC accordingly and as defined in [8].

Note2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI, median CQI -1, median CQI+2 are used.  Other physical channel parameters are configured according to the CQI mapping table described in TS25.214 
Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214.

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


The reference for this requirement is TS 25.101 [1] clause 9.3.1.1.

9.3.1.3
Test purpose

To verify that the variance of the CQI reports when using TF based on CQI 16 is within the limits defined and that a BLER of 10% falls between the TF based on Median CQI-1 and the TF based on Median CQI TF or between the TF based on Median CQI and the TF based on Median CQI+2.

9.3.1.4
Method of test

9.3.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS and an AWGN noise source to the UE antenna connector as shown in figure A.16.

2.
Set Ack/Nack handling at the SS such that regardless of the response from the UE (Ack, Nack or DTX) new data is sent each time, this is because HARQ transmissions are set to one, i.e. no re-transmission of failed blocks. The sending of new data means that for each HARQ process the new data indicator bit in the HS-SCCH toggles for consecutive transmissions.

9.3.1.4.2
Procedure

1)
Set up an HSDPA call according to TS 34.108 [3] clause 7.3.6.3 with levels according to table E.5.0.

2)
Set test conditions according to test 1 according table 9.3.1.1. The configuration of the downlink channels is defined in table E.5.1.

 Note:
The following part of the procedure will test if the UE reports a limited range of CQI values under the predefined channel conditions.

3)
The SS shall send the TF according to CQI value 16 and keep it regardless of the CQI value sent by the UE. Continue transmission of the HS-PDSCH until 2000 CQI reports have been gathered.4)
Set up a relative frequency distribution for the CQI-values, reported. Calculate the median value (Median CQI is the CQI that is at or crosses 50% distribution from the lower CQI side). This CQI-value is declared as Median CQI value,

5)
If 1800 or more  of the CQI values are in the range (Median CQI - 2) ≤  Median CQI ≤ ( Median CQI + 2) then continue with step 6), otherwise fail the UE.

Note:
The following  part of the procedure will test if BLER versus CQI has the correct sense.

6)
The SS shall transmit the TF according to the  median-CQI value and shall not react to the UE’s CQI reports. For any HSDPA block transmitted by the SS, record the associated ACK, NACK and statDTX responses. The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. If the number of consecutive discarded statDTX for any one process is an odd number including one, also discard the next response for that HARQ process regardless whether it is an ACK or NACK. Continue to gather data until the number of filtered ACK+NACK responses reaches 1000.

For the filtered ACK and NACK responses if the ratio ( NACK / ACK + NACK) < 0.1 then goto step 7), otherwise goto step 8)

7)
The SS shall transmit the TF according to the  median-CQI+2 value and shall not react to the UE’s CQIreports. For any HSDPA block, transmitted by the SS, record and filter the ACK, NACK and statDTX responses as in step 6 until 1000 filtered ACK+NACK responses are gathered.


If the ratio (NACK /ACK + NACK  ) ( 0.1 


then pass the UE, otherwise fail the UE

8)
The SS shall transmit the TF according to the  median-CQI-1 value and shall not react to the UE’s CQI value. For any HSDPA block, transmitted by the SS, record and filter the ACK, NACK and statDTX responses as in step 6 until 1000 filtered ACK+NACK responses are gathered.

If the ratio ( NACK / ACK + NACK) < 0.1 

then pass the UE, otherwise fail the UE.

Note:
The statistical selectivity based on [1000] samples is not sufficient to distinguish between BLER < 0.1 and > 0.1. However, it is assumed that the difference between 

          [true BLER on Median CQI - true BLER on (Median CQI + 2)]  and   

          [true BLER on Median CQI - true BLER on (Median CQI - 1)] 


is large enough to exceed the statistical uncertainty and hence the measurement can indicate the correct sense of  BLER. 

9)
Repeat the same procedure (steps 3 to 8 ) with test conditions according to the table 9.3.1.1 for Test 2 and Test 3.

9.3.1.5
Test Requirements

The pass fail decision is as specified in the test procedure in clause 9.3.1.4.2.

There are no parameters in the test setup or measurement process whose variation impacts the results so there are no applicable test tolerances for this test.

9.3.2
Single Link Performance - Fading Propagation Conditions

9.3.2.1
Definition and applicability
The reporting accuracy of the channel quality indicator (CQI) under fading environments is determined by the BLER performance using the transport format indicated by the reported CQI median.

The requirements and this test apply  to all types of UTRA for the FDD UE that support HSDPA.
9.3.2.2
Minimum requirements

For the parameters specified in Table 9.3.2.1, and using the downlink physical channels specified in table E.5.1, the requirements are specified in terms of maximum BLERs at particular reported CQIs when transmitting a fixed transport format given by the CQI median as shown in Table 9.3.2.2.. The BLER at a particular reported CQI is obtained by associating a particular CQI reference measurement period with the HS-PDSCH subframe overlapping with the end of this CQI reference measurement period and calculating the fraction of erroneous HS-PDSCH subframes.
Table 9.3.2.1: Test Parameters for CQI test in fading – single link
	Paramete
	Unit
	Test 1
	Test 2

	HS-PDSCH
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	HS-SCCH_1 
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	dB
	-6

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Propagation Channel
	
	Case 8

	Note1:
Measurement power offset “(” is configured by RRC accordingly and as defined in [8]
Note2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI is used.  Other physical channel parameters are configured according to the CQI maping table described in TS25.214 

Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214.

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


Table 9.3.2.2: Minimum requirement for CQI test in fading – single link
	Reported CQI
	Maximum BLER

	
	Test 1
	Test2

	CQI median
	60%
	60%

	CQI median + 3
	15%
	15%


The reference for this requirement is TS 25.101 [1] clause 9.3.1.2.

9.3.2.3
Test purpose

To verify that when using the TF based on the Median CQI that the BLER for blocks associated with CQI reports of Median CQI is ( 60% and that the BLER for blocks associated with CQI reports of Median CQI+3 is ( 15%.

9.3.2.4
Method of test

9.3.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.16.

2)
Set Ack/Nack handling at the SS such that regardless of the response from the UE (Ack, Nack or DTX) new data is sent each time, this is because HARQ transmissions are set to one, i.e. no re-transmission of failed blocks. The sending of new data means that for each HARQ process the new data indicator bit in the HS-SCCH toggles for consecutive transmissions.

9.3.2.4.2
Procedure

1)
Set up an HSDPA call according to TS 34.108 [3] clause 7.3.6.3 with levels according to table E.5.0. Set test conditions according to test 1 according table 9.3.2.1. The configuration of the downlink channels is defined in table E.5.1.

2) The SS shall send TF according to CQI value 16 and keep it regardless of the CQI value sent by the UE. Continue transmission of the HS-PDSCH until 2000 CQI reports have been gathered.

3)
Repeat step 2 2000 times.

4)
Set up a relative frequency distribution for the reported CQI values. Calculate the median value (Median CQI is the CQI that is at or crosses 50% distribution from the lower CQI side). This CQI-value is declared as Median CQI value,

5)
The SS shall transmit the TF according to the median-CQI value and shall not react to the UE’s reported CQI value. For any HSDPA block transmitted by the SS, record the ACK, NACK and statDTX responses, and associate with each response the CQI report that corresponds to the CQI evaluation period in which the end of the HS-PDSCH is received. (See figure 9.3.2.1 below.)

The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. If the number of consecutive discarded statDTX for any one process is an odd number including one, also discard the next response for that HARQ process regardless whether it is an ACK or NACK. Continue to gather and filter responses until 1000 filtered responses with CQI = Median CQI and 1000 filtered responses with CQI = Median CQI + 3 have been collected.6)
Measure BLER as described below.

In the test there are two BLER requirements to be tested:

R1: HSDPA block with corresponding reported CQI = Median CQI

BLER ( 60%

R2: HSDPA block with corresponding reported CQI = Median CQI + 3
BLER ( 15%
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Figure 9.3.2.1 Combination of ACK/NACK message and the CQI report for BLER calculation

For each set of events R1 and R2 the BLER = (NACK) / (ACK + NACK)

Repeat the same procedure with test conditions according to the test 2 of table 9.3.2.1.

9.3.2.5
Test Requirements

The measured BLER shall not exceed values specified in table 9.3.2.2.

There are no parameters in the test setup or measurement process whose variation impacts the results so there are no applicable test tolerances for this test.

9.3.3
Open Loop Diversity Performance - AWGN Propagation Conditions
9.3.3.1
Definition and applicability

The reporting accuracy of channel quality indicator (CQI) under AWGN environments is determined by the reporting variance and the BLER performance using the transport format indicated by the reported CQI median. 
The requirements and this test apply for Release 6 to all types of UTRA for the FDD UE that support HSDPA.

9.3.3.2
Minimum requirements

For the parameters specified in Table 9.3.3.1, and using the downlink physical channels specified in table E.5.2 the reported CQI value shall be in the range of +/-2 of the reported median more than 90% of the time.  If the HS-PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI +2) shall be greater than 0.1. If the HS-PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, the BLER using transport format indicated by (median CQI -1) shall be less than or equal to 0.1.
Table 9.3.3.1: Test Parameters for CQI test in AWGN – single link
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH
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	dB
	-10

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Note1:
Measurement power offset “(” is configured by RRC accordingly and as defined in [8].

Note2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI, median CQI -1, median CQI+2 are used.  Other physical channel parameters are configured according to the CQI mapping table described in TS25.214 
Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214.

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


The reference for this requirement is TS 25.101 [1] clause 9.3.2.1.

9.3.3.3
Test purpose

To verify that the variance of the CQI reports when using TF based on CQI 16 is within the limits defined and that a BLER of 10% falls between the TF based on Median CQI-1 and the TF based on Median CQI TF or between the TF based on Median CQI and the TF based on Median CQI+2.

9.3.3.4
Method of test

9.3.3.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS and an AWGN noise source to the UE antenna connector as shown in figure A.19.

2.
Set Ack/Nack handling at the SS such that regardless of the response from the UE (Ack, Nack or DTX) new data is sent each time, this is because HARQ transmissions are set to one, i.e. no re-transmission of failed blocks. The sending of new data means that for each HARQ process the new data indicator bit in the HS-SCCH toggles for consecutive transmissions.

9.3.3.4.2
Procedure

1)
Set up an HSDPA call according to TS 34.108 [3] clause 7.3.6.3 with levels according to table E.5.0.

2)
Set test conditions according to test 1 according table 9.3.3.1. The configuration of the downlink channels is defined in table E.5.2.

Note:
The following part of the procedure will test if the UE reports a limited range of CQI values under the predefined channel conditions.

3)
The SS shall send the TF according to CQI value 16 and keep it regardless of the CQI value sent by the UE. Continue transmission of the HS-PDSCH until 2000 CQI reports have been gathered.4)
Set up a relative frequency distribution for the CQI-values, reported. Calculate the median value (Median CQI is the CQI that is at or crosses 50% distribution from the lower CQI side). This CQI-value is declared as Median CQI value,

5)
If 1800 or more  of the CQI values are in the range (Median CQI - 2) ≤  Median CQI ≤ ( Median CQI + 2) then continue with step 6), otherwise fail the UE.

Note:
The following  part of the procedure will test if BLER versus CQI has the correct sense.

6)
The SS shall transmit the TF according to the  median-CQI value and shall not react to the UE’s CQI reports. For any HSDPA block transmitted by the SS, record the associated ACK, NACK and statDTX responses. The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. If the number of consecutive discarded statDTX for any one process is an odd number including one, also discard the next response for that HARQ process regardless whether it is an ACK or NACK. Continue to gather data until the number of filtered ACK+NACK responses reaches 1000.

For the filtered ACK and NACK responses if the ratio ( NACK / ACK + NACK) < 0.1 then goto step 7), otherwise goto step 8)

7)
The SS shall transmit the TF according to the  median-CQI+2 value and shall not react to the UE’s CQIreports. For any HSDPA block, transmitted by the SS, record and filter the ACK, NACK and statDTX responses as in step 6 until 1000 filtered ACK+NACK responses are gathered.


If the ratio (NACK /ACK + NACK  ) ( 0.1 


then pass the UE, otherwise fail the UE

8)
The SS shall transmit the TF according to the  median-CQI-1 value and shall not react to the UE’s CQI value. For any HSDPA block, transmitted by the SS, record and filter the ACK, NACK and statDTX responses as in step 6 until 1000 filtered ACK+NACK responses are gathered.

If the ratio ( NACK / ACK + NACK) < 0.1 

then pass the UE, otherwise fail the UE.

Note:
The statistical selectivity based on 1000 samples is not sufficient to distinguish between BLER < 0.1 and > 0.1. However, it is assumed that the difference between 

          [true BLER on Median CQI - true BLER on (Median CQI + 2)]  and   

          [true BLER on Median CQI - true BLER on (Median CQI - 1)] 


is large enough to exceed the statistical uncertainty and hence the measurement can indicate the correct sense of  BLER.

9)
Repeat the same procedure (steps 3 to 8 ) with test conditions according to the table 9.3.3.1 for Test 2 and Test 3.

9.3.3.5
Test Requirements

The pass fail decision is as specified in the test procedure in clause 9.3.3.4.2.

There are no parameters in the test setup or measurement process whose variation impacts the results so there are no applicable test tolerances for this test.

9.3.4
Open Loop Diversity Performance - Fading Propagation Conditions

9.3.4.1
Definition and applicability
The reporting accuracy of the channel quality indicator (CQI) under fading environments is determined by the BLER performance using the transport format indicated by the reported CQI median.

The requirements and this test apply for Release 6  to all types of UTRA for the FDD UE that support HSDPA.
9.3.4.2
Minimum requirements

For the parameters specified in Table 9.3.4.1, and using the downlink physical channels specified in table E.5.2, the requirements are specified in terms of maximum BLERs at particular reported CQIs when transmitting a fixed transport format given by the CQI median as shown in Table 9.3.4.2.. The BLER at a particular reported CQI is obtained by associating a particular CQI reference measurement period with the HS-PDSCH subframe overlapping with the end of this CQI reference measurement period and calculating the fraction of erroneous HS-PDSCH subframes.
Table 9.3.4.1: Test Parameters for CQI test in fading – single link
	Paramete
	Unit
	Test 1
	Test 2

	HS-PDSCH
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	HS-SCCH_1 
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	dB
	-6

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Propagation Channel
	
	Case 8

	Note1:
Measurement power offset “(” is configured by RRC accordingly and as defined in [8]
Note2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI is used.  Other physical channel parameters are configured according to the CQI maping table described in TS25.214 

Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214.

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


Table 9.3.4.2: Minimum requirement for CQI test in fading – single link
	Reported CQI
	Maximum BLER

	
	Test 1
	Test2

	CQI median
	60%
	60%

	CQI median + 3
	15%
	15%


The reference for this requirement is TS 25.101 [1] clause 9.3.2.2.

9.3.4.3
Test purpose

To verify that when using the TF based on the Median CQI that the BLER for blocks associated with CQI reports of Median CQI is ( 60% and that the BLER for blocks associated with CQI reports of Median CQI+3 is ( 15%.

9.3.4.4
Method of test

9.3.4.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.19.

2)
Set Ack/Nack handling at the SS such that regardless of the response from the UE (Ack, Nack or DTX) new data is sent each time, this is because HARQ transmissions are set to one, i.e. no re-transmission of failed blocks. The sending of new data means that for each HARQ process the new data indicator bit in the HS-SCCH toggles for consecutive transmissions.

9.3.4.4.2
Procedure

1)
Set up an HSDPA call according to TS 34.108 [3] clause 7.3.6.3 with levels according to table E.5.0. Set test conditions according to test 1 according table 9.3.4.1. The configuration of the downlink channels is defined in table E.5.2.

2) The SS shall send TF according to CQI value 16 and keep it regardless of the CQI value sent by the UE. Continue transmission of the HS-PDSCH until 2000 CQI reports have been gathered.

3)
Repeat step 2 2000 times.

4)
Set up a relative frequency distribution for the reported CQI values. Calculate the median value (Median CQI is the CQI that is at or crosses 50% distribution from the lower CQI side). This CQI-value is declared as Median CQI value,

5)
The SS shall transmit the TF according to the median-CQI value and shall not react to the UE’s reported CQI value. For any HSDPA block transmitted by the SS, record the ACK, NACK and statDTX responses, and associate with each response the CQI report that corresponds to the CQI evaluation period in which the end of the HS-PDSCH is received. (See figure 9.3.4.1 below.)

The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. If the number of consecutive discarded statDTX for any one process is an odd number including one, also discard the next response for that HARQ process regardless whether it is an ACK or NACK. Continue to gather and filter responses until 1000 filtered responses with CQI = Median CQI and 1000 filtered responses with CQI = Median CQI + 3 have been collected.

6)
Measure BLER as described below.

In the test there are two BLER requirements to be tested:

R1: HSDPA block with corresponding reported CQI = Median CQI

BLER ( 60%

R2: HSDPA block with corresponding reported CQI = Median CQI + 3
BLER ( 15%
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Figure 9.3.4.1 Combination of ACK/NACK message and the CQI report for BLER calculation

For each set of events R1 and R2 the BLER = (NACK) / (ACK + NACK)

Repeat the same procedure with test conditions according to the test 2 of table 9.3.4.1.

9.3.2.5
Test Requirements

The measured BLER shall not exceed values specified in table 9.3.4.2.

There are no parameters in the test setup or measurement process whose variation impacts the results so there are no applicable test tolerances for this test.

9.3.5
Closed Loop Diversity Performance - AWGN Propagation Conditions
9.3.5.1
Definition and applicability

The reporting accuracy of channel quality indicator (CQI) under AWGN environments is determined by the reporting variance and the BLER performance using the transport format indicated by the reported CQI median. 
The requirements and this test apply for Release 6 to all types of UTRA for the FDD UE that support HSDPA.

9.3.5.2
Minimum requirements

For the parameters specified in Table 9.3.5.1, and using the downlink physical channels specified in table E.5.3 the reported CQI value shall be in the range of +/-2 of the reported median more than 90% of the time.  If the HS-PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI +2) shall be greater than 0.1. If the HS-PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, the BLER using transport format indicated by (median CQI -1) shall be less than or equal to 0.1.
Table 9.3.5.1: Test Parameters for CQI test in AWGN – single link
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dB
	0
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	HS-PDSCH
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	dB
	-3

	HS-SCCH_1 
[image: image26.wmf]/

cor

EI


	dB
	-10
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	dB
	-10

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	Feedback Error Rate
	%
	0

	Closed loop timing adjustment mode
	
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Note1:
Measurement power offset “(” is configured by RRC accordingly and as defined in [8].

Note2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI, median CQI -1, median CQI+2 are used.  Other physical channel parameters are configured according to the CQI mapping table described in TS25.214 
Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214.

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


The reference for this requirement is TS 25.101 [1] clause 9.3.3.1.

9.3.5.3
Test purpose

To verify that the variance of the CQI reports when using TF based on CQI 16 is within the limits defined and that a BLER of 10% falls between the TF based on Median CQI-1 and the TF based on Median CQI TF or between the TF based on Median CQI and the TF based on Median CQI+2.

9.3.5.4
Method of test

9.3.5.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS and an AWGN noise source to the UE antenna connector as shown in figure A.19.

2.
Set Ack/Nack handling at the SS such that regardless of the response from the UE (Ack, Nack or DTX) new data is sent each time, this is because HARQ transmissions are set to one, i.e. no re-transmission of failed blocks. The sending of new data means that for each HARQ process the new data indicator bit in the HS-SCCH toggles for consecutive transmissions.

9.3.5.4.2
Procedure

1)
Set up an HSDPA call according to TS 34.108 [3] clause 7.3.6.3 with levels according to table E.5.0.

2)
Set test conditions according to test 1 according table 9.3.5.1. The configuration of the downlink channels is defined in table E.5.3.

Note:
The following part of the procedure will test if the UE reports a limited range of CQI values under the predefined channel conditions.

3)
The SS shall send the TF according to CQI value 16 and keep it regardless of the CQI value sent by the UE. Continue transmission of the HS-PDSCH until 2000 CQI reports have been gathered.4)
Set up a relative frequency distribution for the CQI-values, reported. Calculate the median value (Median CQI is the CQI that is at or crosses 50% distribution from the lower CQI side). This CQI-value is declared as Median CQI value,

5)
If 1800 or more  of the CQI values are in the range (Median CQI - 2) ≤  Median CQI ≤ ( Median CQI + 2) then continue with step 6), otherwise fail the UE.

Note:
The following  part of the procedure will test if BLER versus CQI has the correct sense.

6)
The SS shall transmit the TF according to the  median-CQI value and shall not react to the UE’s CQI reports. For any HSDPA block transmitted by the SS, record the associated ACK, NACK and statDTX responses. The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. If the number of consecutive discarded statDTX for any one process is an odd number including one, also discard the next response for that HARQ process regardless whether it is an ACK or NACK. Continue to gather data until the number of filtered ACK+NACK responses reaches 1000.

For the filtered ACK and NACK responses if the ratio ( NACK / ACK + NACK) < 0.1 then goto step 7), otherwise goto step 8)

7)
The SS shall transmit the TF according to the  median-CQI+2 value and shall not react to the UE’s CQIreports. For any HSDPA block, transmitted by the SS, record and filter the ACK, NACK and statDTX responses as in step 6 until 1000 filtered ACK+NACK responses are gathered.


If the ratio (NACK /ACK + NACK  ) ( 0.1 


then pass the UE, otherwise fail the UE

8)
The SS shall transmit the TF according to the  median-CQI-1 value and shall not react to the UE’s CQI value. For any HSDPA block, transmitted by the SS, record and filter the ACK, NACK and statDTX responses as in step 6 until 1000 filtered ACK+NACK responses are gathered.

If the ratio ( NACK / ACK + NACK) < 0.1 

then pass the UE, otherwise fail the UE.

Note:
The statistical selectivity based on 1000 samples is not sufficient to distinguish between BLER < 0.1 and > 0.1. However, it is assumed that the difference between 

          [true BLER on Median CQI - true BLER on (Median CQI + 2)]  and   

          [true BLER on Median CQI - true BLER on (Median CQI - 1)] 


is large enough to exceed the statistical uncertainty and hence the measurement can indicate the correct sense of  BLER.

9)
Repeat the same procedure (steps 3 to 8 ) with test conditions according to the table 9.3.5.1 for Test 2 and Test 3.

9.3.5.5
Test Requirements

The pass fail decision is as specified in the test procedure in clause 9.3.5.4.2.

There are no parameters in the test setup or measurement process whose variation impacts the results so there are no applicable test tolerances for this test.

9.3.6
Closed Loop Diversity Performance - Fading Propagation Conditions

9.3.6.1
Definition and applicability
The reporting accuracy of the channel quality indicator (CQI) under fading environments is determined by the BLER performance using the transport format indicated by the reported CQI median.

The requirements and this test apply for Release 6  to all types of UTRA for the FDD UE that support HSDPA.
9.3.6.2
Minimum requirements

For the parameters specified in Table 9.3.6.1, and using the downlink physical channels specified in table E.5.3, the requirements are specified in terms of maximum BLERs at particular reported CQIs when transmitting a fixed transport format given by the CQI median as shown in Table 9.3.6.2.. The BLER at a particular reported CQI is obtained by associating a particular CQI reference measurement period with the HS-PDSCH subframe overlapping with the end of this CQI reference measurement period and calculating the fraction of erroneous HS-PDSCH subframes.
Table 9.3.6.1: Test Parameters for CQI test in fading – single link
	Paramete
	Unit
	Test 1
	Test 2

	HS-PDSCH
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	dB
	-8
	-4
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	HS-SCCH_1 
[image: image31.wmf]/

cor

EI


	dB
	-8.5

	DPCH 
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	dB
	-6

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	Feedback Error Rate
	%
	0

	Closed loop timing adjustment mode
	
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Propagation Channel
	
	Case 8

	Note1:
Measurement power offset “(” is configured by RRC accordingly and as defined in [8]
Note2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI is used.  Other physical channel parameters are configured according to the CQI maping table described in TS25.214 

Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214.

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


Table 9.3.6.2: Minimum requirement for CQI test in fading – single link
	Reported CQI
	Maximum BLER

	
	Test 1
	Test2

	CQI median
	60%
	60%

	CQI median + 3
	15%
	15%


The reference for this requirement is TS 25.101 [1] clause 9.3.3.2.

9.3.6.3
Test purpose

To verify that when using the TF based on the Median CQI that the BLER for blocks associated with CQI reports of Median CQI is ( 60% and that the BLER for blocks associated with CQI reports of Median CQI+3 is ( 15%.

9.3.6.4
Method of test

9.3.6.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.19.

2)
Set Ack/Nack handling at the SS such that regardless of the response from the UE (Ack, Nack or DTX) new data is sent each time, this is because HARQ transmissions are set to one, i.e. no re-transmission of failed blocks.

9.3.6.4.2
Procedure

1)
Set up an HSDPA call according to TS 34.108 [3] clause 7.3.6.3 with levels according to table E.5.0. Set test conditions according to test 1 according table 9.3.6.1. The configuration of the downlink channels is defined in table E.5.3.

2) The SS shall send TF according to CQI value 16 and keep it regardless of the CQI value sent by the UE. Continue transmission of the HS-PDSCH until 2000 CQI reports have been gathered.

3)
Repeat step 2 2000 times.

4)
Set up a relative frequency distribution for the reported CQI values. Calculate the median value (Median CQI is the CQI that is at or crosses 50% distribution from the lower CQI side). This CQI-value is declared as Median CQI value,

5)
The SS shall transmit the TF according to the median-CQI value and shall not react to the UE’s reported CQI value. For any HSDPA block transmitted by the SS, record the ACK, NACK and statDTX responses, and associate with each response the CQI report that corresponds to the CQI evaluation period in which the end of the HS-PDSCH is received. (See figure 9.3.6.1 below.)

The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. If the number of consecutive discarded statDTX for any one process is an odd number including one, also discard the next response for that HARQ process regardless whether it is an ACK or NACK. Continue to gather and filter responses until 1000 filtered responses with CQI = Median CQI and 1000 filtered responses with CQI = Median CQI + 3 have been collected.

6)
Measure BLER as described below.

In the test there are two BLER requirements to be tested:

R1: HSDPA block with corresponding reported CQI = Median CQI

BLER ( 60%

R2: HSDPA block with corresponding reported CQI = Median CQI + 3
BLER ( 15%
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Figure 9.3.6.1 Combination of ACK/NACK message and the CQI report for BLER calculation

For each set of events R1 and R2 the BLER = (NACK) / (ACK + NACK)

Repeat the same procedure with test conditions according to the test 2 of table 9.3.6.1.

9.3.6.5
Test Requirements

The measured BLER shall not exceed values specified in table 9.3.6.2.

There are no parameters in the test setup or measurement process whose variation impacts the results so there are no applicable test tolerances for this test.

9.4
HS-SCCH Detection Performance

9.4.1
Single Link Performance

9.4.1.1
Definition and applicability

The detection performance of the HS-SCCH is determined by the probability of event Em, which is declared when the UE is signalled on HS-SCCH-1, but DTX is observed in the corresponding HS-DPCCH ACK/NACK field. The probability of event Em is denoted P(Em).

The requirements and this test apply to all types of UTRA for FDD UE that support HSDPA.

9.4.1.2
Minimum requirements

For the parameters specified in Table 9.4.1.1, for each value of HS-SCCH-1 Ec/Ior specified in Table 9.4.1.2 the measured P(Em) shall be less than or equal to the corresponding specified value of P(Em).

Table 9.4.1.1: Test parameters for HS-SCCH detection – single link
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	-10

	HS-SCCH UE Identity
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	HS-SCCH-1: 1010101010101010 
(every third TTI only, UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.


Table 9.4.1.2: Minimum requirement for HS-SCCH detection – single link
	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1
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	1
	PA3
	-9
	0
	0.05

	2
	PA3
	-9.9
	5
	0.01

	3
	VA30
	-10
	0
	0.01


The reference for this requirement is TS 25.101 [1] clause 9.4.1. 

9.4.1.3
Test purpose

To verify that P(Em) does not exceed the limit in table 9.4.1.2.

9.4.1.4
Method of test

9.4.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.16.

2.  Set the test parameters for test 1-3 as specified in table 9.4.1.3 and 9.4.1.4. Setup fading simulators as fading condition, which are described in table D.2.2.1A. 
9.4.1.4.2
Procedure

1.
The UE is switched on.

2.
Set up a HSDPA connection according to the generic HSDPA set-up procedure specified in TS 34.108 [3] with levels according to table E.5.0.
3.  Once the HSDPA connection is setup, change levels according to Table E.5.4 and start transmitting HSDPA Data. 
4.
Count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.1 and table F.6.1.8. NACK and ACK are counted as a pass and statDTX is counted as a failure.

9.4.1.5
Test Requirements

Tables 9.4.1.3. and 9.4.1.4 define the primary level settings including test tolerance and test parameters for relevant tests. The probability of event Em denoted as P(Em) (test procedure step 3) shall not exceed the specified value in table 9.4.1.4. The pass/fail decision is done according to Annex F.6.1. 

Table 9.4.1.3: Test parameters for HS-SCCH detection – single link
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	HS-SCCH-1: 1010101010101010 
(every third TTI only, UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.


Table 9.4.1.4: Test requirement for HS-SCCH detection – single link
	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1
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	1
	PA3
	-8.9
	0.6
	0.05

	2
	PA3
	-9.8
	5.6
	0.01

	3
	VA30
	-9.9
	0.6
	0.01


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4

9.4.1A
Single Link Performance – Enhanced Performance Requirements Type 1

9.4.1A.1
Definition and applicability

The detection performance of the HS-SCCH is determined by the probability of event Em, which is declared when the UE is signalled on HS-SCCH-1, but DTX is observed in the corresponding HS-DPCCH ACK/NACK field. The probability of event Em is denoted P(Em).

The requirements and this test apply for Release 6 and later to all types of UTRA for FDD UE that support HSDPA and the optional enhanced performance requirements type 1.

9.4.1A.2
Minimum requirements

For the parameters specified in Table 9.4.1A.1, for each value of HS-SCCH-1 Ec/Ior specified in Table 9.4.1A.2 the measured P(Em) shall be less than or equal to the corresponding specified value of P(Em).

Table 9.4.1A.1: Test parameters for HS-SCCH detection – single link
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	HS-SCCH-1: 1010101010101010 
(every third TTI only, UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.


Table 9.4.1A.2: Minimum requirement for Enhanced performance requirements type 1 for HS-SCCH detection – single link
	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1
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	1
	PA3
	-12.0
	0
	0.01

	2
	VA30
	-15.6
	0
	0.01


The reference for this requirement is TS 25.101 [1] clause 9.4.1. 

9.4.1A.3
Test purpose

To verify that P(Em) does not exceed the limit in table 9.4.1A.2.

9.4.1A.4
Method of test

9.4.1A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS, multipath fading simulators and AWGN noise sources to the UE antenna connector(s) as shown in figure A.21 for UEs that support receive diversity or figure A.16 for UEs that do not support receive diversity.

2.
Set the test parameters for test 1-2 as specified in table 9.4.1A.3 and 9.4.1A.4. Setup fading simulators as fading condition, which are described in table D.2.2.1A and for UEs that support receive diversity as also described in clause D.2.5. 
9.4.1A.4.2
Procedure

1.
The UE is switched on.

2.
Set up a HSDPA connection according to the generic HSDPA set-up procedure specified in TS 34.108 [3] with levels according to table E.5.0.
3.  Once the HSDPA connection is setup, change levels according to Table E.5.4 and start transmitting HSDPA Data.
4.
Count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.1 and table F.6.1.8. NACK and ACK are counted as a pass and statDTX is counted as a failure.

9.4.1A.5
Test Requirements

Tables 9.4.1A.3. and 9.4.1A.4 define the primary level settings including test tolerance and test parameters for relevant tests. The probability of event Em denoted as P(Em) (test procedure step 3) shall not exceed the specified value in table 9.4.1A.4. The pass/fail decision is done according to Annex F.6.1.

Table 9.4.1A.3: Test parameters for HS-SCCH detection – single link
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	HS-SCCH-1: 1010101010101010 
(every third TTI only, UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.


Table 9.4.1A.4: Test requirement for Enhanced performance requirements type 1 for HS-SCCH detection – single link
	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1
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	1
	PA3
	-11.9
	0.6
	0.01

	2
	VA30
	-15.5
	0.6
	0.01


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

9.4.2
Open Loop Diversity Performance
9.4.2.1
Definition and applicability

The detection performance of the HS-SCCH is determined by the probability of event Em, which is declared when the UE is signalled on HS-SCCH-1, but DTX is observed in the corresponding HS-DPCCH ACK/NACK field. The probability of event Em is denoted P(Em).

The requirements and this test apply for Release 6 and later to all types of UTRA for FDD UE that support HSDPA.

9.4.2.2
Minimum requirements

For the test parameters specified in Table 9.4.2.1, for each value of HS-SCCH-1 Ec/Ior specified in Table 9.4.2.2 the measured P(Em) shall be less than or equal to the corresponding specified value of P(Em).
Table 9.4.2.1: Test parameters for HS-SCCH detection – open loop diversity

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	HS-SCCH-1: 1010101010101010 
(every third TTI only,UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.


Table 9.4.2.2: Minimum requirement for HS-SCCH detection – open loop diversity

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1
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	1
	PA3
	-11.6
	0
	0.05

	2
	PA3
	-13.4
	5
	0.01

	3
	VA30
	-11.5
	0
	0.01


The reference for this requirement is TS 25.101 [1] clause 9.4.2. 

9.4.2.3
Test purpose

To verify that P(Em) does not exceed the limit in table 9.4.2.2.

9.4.2.4
Method of test

9.4.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS, multipath fading simulators and AWGN noise sources to the UE antenna connector as shown in figure A.19.

2.
Set the test parameters for test 1-3 as specified in table 9.4.2.3 and 9.4.2.4. Setup fading simulators as fading condition, which are described in table D.2.2.1A and clause D.2.5. 
9.4.2.4.2
Procedure

1.
The UE is switched on.

2.
Set up a HSDPA connection according to the generic HSDPA set-up procedure specified in TS 34.108 [3] with levels according to table E.5.0.
3.  Once the HSDPA connection is setup, change levels according to Table E.5.4 and start transmitting HSDPA Data.
4.
Count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.1 and table F.6.1.8. NACK and ACK are counted as a pass and statDTX is counted as a failure.

9.4.2.5
Test Requirements

Tables 9.4.2.3. and 9.4.2.4 define the primary level settings including test tolerance and test parameters for relevant tests. The probability of event Em denoted as P(Em) (test procedure step 3) shall not exceed the specified value in table 9.4.2.4. The pass/fail decision is done according to Annex F.6.1.

Table 9.4.2.3: Test parameters for HS-SCCH detection – open loop diversity

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	HS-SCCH-1: 1010101010101010 
(every third TTI only,UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.


Table 9.4.2.4: Test requirement for HS-SCCH detection – open loop diversity

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1

[image: image79.wmf]/

cor

EI

 (dB)
	
[image: image80.wmf]ˆ

/

oroc

II

 (dB)
	
[image: image81.wmf]()

m

PE



	1
	PA3
	-11.5
	0.8
	0.05

	2
	PA3
	-13.3
	5.8
	0.01

	3
	VA30
	-11.4
	0.8
	0.01


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

9.4.2A
Open Loop Diversity Performance - Enhanced Performance Requirements Type 1

9.4.2A.1
Definition and applicability

The detection performance of the HS-SCCH is determined by the probability of event Em, which is declared when the UE is signalled on HS-SCCH-1, but DTX is observed in the corresponding HS-DPCCH ACK/NACK field. The probability of event Em is denoted P(Em).

The requirements and this test apply for Release 6 and later to all types of UTRA for FDD UE that support HSDPA and the optional enhanced performance requirements type 1.

9.4.2A.2
Minimum requirements

For the test parameters specified in Table 9.4.2A.1, for each value of HS-SCCH-1 Ec/Ior specified in Table 9.4.2A.2 the measured P(Em) shall be less than or equal to the corresponding specified value of P(Em). 
Table 9.4.2A.1: Test parameters for HS-SCCH detection – open loop diversity

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	[image: image82.wmf]oc

I


	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	HS-SCCH-1: 1010101010101010 
(every third TTI only,UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.


Table 9.4.2A.2: Minimum requirement for Enhanced performance requirements type 1 for HS-SCCH detection – open loop diversity

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1
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	1
	PA3
	-15.2
	0
	0.01

	2
	VA30
	-16.4
	0
	0.01


The reference for this requirement is TS 25.101 [1] clause 9.4.2. 

9.4.2A.3
Test purpose

To verify that P(Em) does not exceed the limit in table 9.4.2A.2.

9.4.2A.4
Method of test

9.4.2A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.22 for UEs that support receive diversity or figure A.19 for UEs that do not support receive diversity.

2.
Set the test parameters for test 1-2 as specified in table 9.4.2A.3 and 9.4.2A.4. Setup fading simulators as fading condition, which are described in table D.2.2.1A and clause D.2.5. The configuration of the downlink channels is defined in table E.5.4.

9.4.2A.4.2
Procedure

1.
The UE is switched on.

2.
Set up a HSDPA connection according to the generic HSDPA set-up procedure specified in TS 34.108 [3] with levels according to table E.5.0.
3.  Once the HSDPA connection is setup, change levels according to Table E.5.4 and start transmitting HSDPA Data.
4.
Count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.1 and table F.6.1.8. NACK and ACK are counted as a pass and statDTX is counted as a failure.

9.4.2A.5
Test Requirements

Tables 9.4.2A.3. and 9.4.2A.4 define the primary level settings including test tolerance and test parameters for relevant tests. The probability of event Em denoted as P(Em) (test procedure step 3) shall not exceed the specified value in table 9.4.2A.4. The pass/fail decision is done according to Annex F.6.1.

Table 9.4.2A.3: Test parameters for HS-SCCH detection – open loop diversity

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	P-CPICH 
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	HS-SCCH-1: 1010101010101010 
(every third TTI only,UE under test addressed solely via HS-SCCH-1)
HS-SCCH-2: 0001001010101010
HS-SCCH-3: 0001101010101010
HS-SCCH-4: 0001111110101010

	HS-DSCH TF of UE1
	
	TF corresponding to CQI1

	HS-SCCH-1 transmission pattern
	
	The HS-SCCH-1 shall be transmitted continuously with constant power.

	HS-PDSCH transmission pattern
	
	The HS-PDSCH shall be transmitted continuously with constant power.

	HS-SCCH-1 TTI Signalling Pattern
	-
	The six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.


Table 9.4.2A.4: Test requirement for Enhanced performance requirements type 1 for HS-SCCH detection – open loop diversity

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-SCCH-1
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	1
	PA3
	-15.1
	0.8
	0.01

	2
	VA30
	-16.3
	0.8
	0.01


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
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