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Table Name
Tc_8_1_1_9

ATS Suite
iWD_2005_wk47

Test Case affected
8.1.1.9

Reason for change
According 34.123-1, the modified SIB 1and 5 are sent in step 1 and 2, which is before the pagingType1 SIB modification in step 3. The TTCN is implemented in the wrong order. This could cause some UE to fail to read the modified SIBs.

Summary of change
The order has been modified according to the prose in line 13.

Consequence if not approved
The TTCN will not match the prose and could fail a conformant UE.

Test Case

Test Case Id:
tc_8_1_1_9

Test Group Reference:
RRC/RRC_Paging/

Purpose:
1)For the CS domain [image: image1.png]



To confirm that the UE establishes an RRC connection after it receives a PAGING TYPE 1 message which contains multiple paging records and includes IE "UE identity" (in IE "Paging Record") set to the IMSI of the UE, and responds with a correct INITIAL DIRECT TRANSFER message. [image: image2.png]



2)For the PS domain [image: image3.png]



To confirm that the UE establishes an RRC connection after it receives a PAGING TYPE 1 message which contains multiple paging records and includes IE "UE identity" (in IE "Paging Record") set to the P-TMSI allocated by SS at initial attach and responds with a correct INITIAL DIRECT TRANSFER message.

Configuration:
 

Defaults:
RRC_Def1

Comments:
 

Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments

1
 
START t_Guard
 
 
 

2
 
[image: image4.png]


[px_RAT=fdd]
 
 
FDD specific behaviour

3
 
[image: image5.png]


+ts_RRC_InitVariables [image: image6.png]


( cell_DCH )
 
 
 

4
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+ts_SS_CreateCellDCH (tsc_CellA)
 
 
Configure lower tester

5
 
[image: image8.png]


+ts_SendDefSysInfo (tsc_CellA)
 
 
Sends the default system information in CellA

6
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+ lt_IdleUpdated
 
 
Idle Update

7
TBS
[image: image10.png]


( tcv_TestBody:=TRUE )
 
 
 

8
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+ lt_TestBody
 
 
 

9
TBE
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(tcv_TestBody:=FALSE)
 
 
 

10
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+po_ConnectionAndSS_Rel (tsc_CellA)
 
 
Release the RRC Connection

11
ERR1
[image: image14.png]


[px_RAT=tdd]
 
I
TDD specific behaviour

12
ERR2
[image: image15.png]


[TRUE]
 
I
 

lt_TestBody

13
 
[image: image16.png]


+lt_SysInfoModifySIB1_SIB5 [image: image17.png]


( tsc_CellA, cd_SIB1_diffDxrCycle [image: image18.png]


(tcv_CellInfoA), cd_SIB5_PichInfo_36 (tcv_CellInfoA), tsc_Now [image: image19.png]


)
 
 
@sic VB R5s050125 sic@

14
 
+ts_SendPage1_ModifySI [image: image20.png]


(tsc_CellA, tcv_MIB.mib_ValueTag+1)
 
 
@sic VB R5s050125 sic@

15
 
+ ts_RRC_Delay [image: image21.png]


(5000 )
 
 
@sic VB R5s050141 sic@

16
 
[image: image22.png]


(tcv_CellInfoA.dRX_CycleLength := c_DRX_CycleLengthStruc_Diff )
 
 
SS settings to modify DRX value

17
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+ ts_SS_PICH_InfoModify_Cfg [image: image24.png]


( tsc_CellA, c_PichInfo_NoPerFrame_36 )
 
 
different SS settings: Number of PI per frame set to 36








18
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+ ts_RRC_Delay [image: image30.png]


(tsc_WaitBeforePaging )
 
 
@sic VB R5s050125 sic@

19
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+ ts_SS_SetConfigRRC_RB3 [image: image32.png]


( tsc_CellA )
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