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Reason for change:
z

In the MultiRAB test cases test step ts_Exit_Testcase is used to exit from the test case in case UE fails to transmit at least one loop back PDU for each of the sub test step.

For example in the test step ts_RB_SubTest_RAB_SRB_RB10, test step ts_ReceiveData_RB10 is called to receive data on RB 10. 

In case the first loop back PDU is not received within the timer t_Dly expiry, the test step ts_Exit_Testcase is called. This step releases the RRC connection and also releases the local SS configuration. However this does not result in exit from the test case as a Final verdict is not assigned. 




Summary of change:
z

A Final INCONCLUSIVE verdict is added at the end of the test step.
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not approved:
Test Case implementation will not be correct.
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1.1 Change 1

Teststep naeme
ts_Exit_Testcase

Reason for change
In the MultiRAB test cases test step ts_Exit_Testcase is used to exit from the test case in case UE fails to transmit at least one loop back PDU for each of the sub test step.

For example in the test step ts_RB_SubTest_RAB_SRB_RB10, test step ts_ReceiveData_RB10 is called to receive data on RB 10. 

In case the first loop back PDU is not received within the timer t_Dly expiry, the test step ts_Exit_Testcase is called. This step releases the RRC connection and also releases the local SS configuration. However this does not result in exit from the test case as a Final verdict is not assigned.

Summary of change
A Final INCONCLUSIVE verdict is added at the end of the test step.
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