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Table Name
tc_8_1_2_15

ATS Suite
iWD_2005_wk42

Test Case affected
tc_8_1_2_15

Reason for change
In the TTCN when releasing the RRC connection the release 5 step is not used instead the old rel99 step is used

Summary of change
Used po_ConnectionAndSS_Rel_r5 at step 11

6
 
     + ts_IdleUpdated_r5 ( tsc_CellA )
 
 
Idle Update 
@sic VB R5s050471 sic@

7
TBS
      ( tcv_TestBody := TRUE )
 
 
 

8
 
       + lt_TestBody
 
 
 

9
TBE
        ( tcv_TestBody := FALSE )
 
 
 

19
 
         + po_ConnectionAndSS_Rel ( tsc_CellA )
 
 
Release the existing RRC connection and release the channels that are configured in the SS

12
 
         + po_ConnectionAndSS_Rel_r5 ( tsc_CellA )
 
 
Release the existing RRC connection and release the channels that are configured in the SS

Table Name
tc_8_1_2_15: lt_TestBody

ATS Suite
iWD_2005_wk42

Test Case affected
tc_8_1_2_15

Reason for change
In the TTCN at step 18 RRC Connection Setup Complete When a MO Voice Call is initiated does not use Rel5 parameters

Summary of change
Called the RRC Connection Setup Complete with Rel 5 at Step 18



lt_TestBody

13
 
+ ts_SS_RB1_ToRB4_ReCfg_Def1
 
 
WA#RRC_R50123

14
 
+ts_AT_InitConnection ( tsc_CellA )
 
 
step 1

15
TBP1
  TM?RLC_TR_DATA_IND (tcv_InitialUE_Id := RLC_TR_DATA_IND.tM_message.uL_CCCH_Message.message.rrcConnectionRequest.initialUE_Identity)
car_RRC_ConnReq ( tsc_CellA, 
tsc_RB0, cdr_RRC_ConnReqUE_Id ( tcv_RRC_EstCauMO ))
(P)
step 2

16
 
   UM!RLC_UM_DATA_REQ
cas_RRC_ConnSetup ( 
tsc_CellA, 
tsc_RB0, 
cds_108_RRC_ConnSetupDCH_DefConfig1 ( 
tcv_InitialUE_Id, 
tcv_RRC_Ti, 
tcv_CellInfoA.priScrmCode , 
tcv_CellInfoA.uRNTI , 
tcv_CellInfoA.uL_ScramblingCode 
) 
)
 
step 3

17
 
    ( tcv_CellInfoA.cellConfig := cell_DCH_StandAloneSRB )
 
 
 

18
 
    + ts_RRC_ReceiveConnSetupCmpl ( tsc_CellA )
 
 
step 4

19
 
     + ts_RRC_ReceiveConnSetupCmpl_r5 ( tsc_CellA )
 
 
step 4
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