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2 Corrections required for IR_U_r3_wk42 test suite

Change 2.1:

Testcase
tc_8_3_7_1: lt_FreqBand

Reason for change
This local test step does not support GSM850 band.

Summary of change
At row # 86, added one more check “OR (px_GSM_BandUnderTest =tsc_GSM_850Band_Test )” to support GSM 850 band.

Source of change
New change

Test cases affected
tc_8_3_7_1

MCC 160 comments


Change 2.2:

Testcase
tc_8_3_7_2: lt_FreqBand

Reason for change
This local test step does not support GSM850 band.

Summary of change
At row # 65, added one more check “OR (px_GSM_BandUnderTest =tsc_GSM_850Band_Test )” to support GSM 850 band.

Source of change
New change

Test cases affected
tc_8_3_7_2

MCC 160 comments


Change 2.3:

Testcase
tc_8_3_7_3: lt_FreqBand

Reason for change
This local test step does not support GSM850 band.

Summary of change
At row # 87, added one more check “OR (px_GSM_BandUnderTest =tsc_GSM_850Band_Test )” to support GSM 850 band.

Source of change
New change

Test cases affected
tc_8_3_7_3

MCC 160 comments


Change 2.4:

Testcase
tc_8_3_7_4: lt_FreqBand

Reason for change
This local test step does not support GSM850 band.

Summary of change
At row # 41, added one more check “OR (px_GSM_BandUnderTest =tsc_GSM_850Band_Test )” to support GSM 850 band.

Source of change
New change

Test cases affected
tc_8_3_7_4

MCC 160 comments


Change 2.5:

Testcase
tc_8_3_7_5: lt_FreqBand

Reason for change
This local test step does not support GSM850 band.

Summary of change
At row # 43, added one more check “OR (px_GSM_BandUnderTest =tsc_GSM_850Band_Test )” to support GSM 850 band.

Source of change
New change

Test cases affected
tc_8_3_7_5

MCC 160 comments


Change 2.6:

Testcase
tc_8_3_7_7: lt_FreqBand

Reason for change
This local test step does not support GSM850 band.

Summary of change
At row # 40, added one more check “OR (px_GSM_BandUnderTest =tsc_GSM_850Band_Test )” to support GSM 850 band.

Source of change
New change

Test cases affected
tc_8_3_7_7

MCC 160 comments


Change 2.7:

Testcase
tc_8_3_7_9: lt_G_HandoverCommandInitialise26_6_5_1_2

Reason for change
This local test step does not support GSM850 band.

Summary of change
Added one more check for GSM850 band and assigned Handover command accordingly.

Source of change
New change

Test cases affected
tc_8_3_7_9

MCC 160 comments


Change 2.8:

Testcase
tc_8_3_7_12: lt_FreqBand

Reason for change
This local test step does not support GSM850 band.

Summary of change
At row # 58, added one more check “OR (px_GSM_BandUnderTest =tsc_GSM_850Band_Test )” to support GSM 850 band.

Source of change
New change

Test cases affected
tc_8_3_7_12

MCC 160 comments


Change 2.9:

Testcase
tc_8_3_7_13: lt_FreqBand

Reason for change
This local test step does not support GSM850 band.

Summary of change
At row # 59, added one more check “OR (px_GSM_BandUnderTest =tsc_GSM_850Band_Test )” to support GSM 850 band.

Source of change
New change

Test cases affected
tc_8_3_7_13

MCC 160 comments


Change 2.9:

Testcase
tc_8_3_7_16: lt_FreqBand

Reason for change
This local test step does not support GSM850 band.

Summary of change
At row # 55, added one more check “OR (px_GSM_BandUnderTest =tsc_GSM_850Band_Test )” to support GSM 850 band.

Source of change
New change

Test cases affected
tc_8_3_7_16

MCC 160 comments


Change 2.10:

Testcase
ts_GSM_InitVariables_TwoCells

Reason for change
This test step does not support GSM850 band.

Summary of change
This test step should be modified to support 850 band.

Source of change
New change

Test cases affected
tc_6_2_1_1, tc_6_2_1_6, tc_6_2_1_7, tc_6_2_1_8, tc_6_2_2_1, tc_8_4_1_31, tc_8_4_1_35, tc_8_4_1_36, tc_8_4_1_40, tc_8_3_7_5

MCC 160 comments


Change 2.11:

Testcase
ts_GSM_InitVariables_OneCell

Reason for change
This test step does not support GSM850 band.

Summary of change
This test step should be modified to support 850 band.

Source of change
New change

Test cases affected
tc_6_2_1_9, tc_6_2_2_2, tc_6_2_2_3

MCC 160 comments


Change 2.12:

Testcase
ts_GSM_InitVariables_ThreeCells

Reason for change
This test step does not support GSM850 band.

Summary of change
This test step should be modified to support 850 band.

Source of change
New change

Test cases affected
tc_8_4_1_33, tc_8_4_1_34

MCC 160 comments


Change 2.13:

Testcase
ts_GSM_InitVariables_8_4_1_48

Reason for change
This test step does not support GSM850 band.

Summary of change
This test step should be modified to support 850 band.

Source of change
New change

Test cases affected
tc_8_4_1_48

MCC 160 comments


Change 2.14:

Testcase
ts_GSM_InitVariablesAllBands

Reason for change
“ts_GSM_InitVariablesDef” is being called in “ts_GSM_InitVariablesAllBands” and Authentiaction Keys(using +ts_MM_AuthenticationInit ) and tcv_SI2quaterRO are assigned inside that test step. If the test cases are executed in 850 band, Authentiaction Keys and SI2quaterRO will not be assigned as TTCN will not execute test step “ts_GSM_InitVariablesDef”. Also “ts_GSM_InitVariablesDef” does not support 850 band.

Summary of change
The test step “ts_GSM_InitVariablesDef” should support GSM 850 and GSM 700 bands. If this test step supports GSM 850 and GSM 700 bands then there is no need of test step “ts_GSM_InitVariablesAllBands”. “ts_GSM_InitVariablesDef” can be called instead of “ts_GSM_InitVariablesAllBands”

Source of change
New change

Test cases affected
Almost All IR_U test cases.

MCC 160 comments
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