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9.2.2.31
Cell-ID Measured Results Info List

This IE contains the Cell-ID measurements of signals associated with one or more cells.

Table 69

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Cell-ID Measured Results Info
	
	1..<maxNoOfMeasNCell>
	
	
	–
	

	>UC-ID
	M
	
	9.2.2.37
	The identifier of the measured cell.
	–
	

	>UTRAN Access Point Position with Altitude
	M
	
	9.2.2.36
	Exact geographical position of the base station antenna. 

If the SAS operates in SAS-centric mode, the values of this IE shall be set to 0 by the transmitter and shall be ignored by the receiver.
	–
	

	>Geographical Area
	O
	
	9.2.2.6
	May only be present if the SAS operates in RNC-centric mode.
	–
	

	>Round Trip Time Info
	
	0..1
	
	FDD only
	–
	

	>>UE Rx-Tx Time Difference Type 2
	M
	
	INTEGER

(0..8191)


	According to mapping in [13].
	–
	

	>>UE Positioning Measurement Quality
	M
	
	9.2.2.35
	Quality of the UE Rx-Tx time difference measurement.
	–
	

	>>Round Trip Time
	M
	
	INTEGER

(0..32766)
	According to mapping in [13].
	–
	

	>Rx Timing Deviation Info
	
	0..1
	
	3.84Mcps TDD only
	–
	

	>>Rx Timing Deviation
	M
	
	INTEGER (0..8191)
	According to mapping in [14].
	–
	

	>>Timing Advance
	M
	
	INTEGER (0..63)
	According to [4].
	–
	

	>Rx Timing Deviation LCR Info
	
	0..1
	
	1.28Mcps TDD only
	–
	

	>>Rx Timing Deviation LCR
	M
	
	INTEGER (0..511)
	According to mapping in [14].
	–
	

	>>Timing Advance LCR
	M
	
	INTEGER (0..2047)
	According to mapping in [14].
	–
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	>Pathloss
	O
	
	INTEGER

(46..158)
	Unit: dB
downlink pathloss as defined in [4] subclause 10.3.7.3
	–
	

	>Rx Timing Deviation 768Info
	
	0..1
	
	7.68Mcps TDD only
	–
	

	>>Rx Timing Deviation 7.68Mcps
	M
	
	INTEGER (0.. 65535)
	According to mapping in [14].
	YES
	reject

	>>Timing Advance 7.68Mcps
	M
	
	INTEGER (0.. 511)
	According to [4].
	YES
	reject

	>Rx Timing Deviation 384ext Info
	
	0..1
	
	3.84Mcps TDD only
	–
	

	>>Rx Timing Deviation
	M
	
	INTEGER (0.. 32767)
	According to mapping in [14].
	YES
	reject

	>>Timing Advance
	M
	
	INTEGER (0.. 255)
	According to [4].
	YES
	reject


Table 70

	Range bound
	Explanation

	maxNoOfMeasNCell
	Maximum number of neighbour cells on which information can be reported. The value of maxNoOfMeasNCell is 32.


/////// NEXT CHANGE /////////////
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************
PCAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) pcap(4) version1 (1) pcap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxNrOfErrors,


maxSat,


maxSatAlmanac,

maxNrOfLevels,


maxNrOfMeasNCell,


maxNrOfMeasurements,


maxNrOfPoints,

maxNrOfExpInfo,

maxNrOfSets,


maxRateMatching,


maxNrOfTFs,


maxTTI-count,


maxTS-1,


maxCCTrCH,


maxTF,


maxTFC,


maxPRACH,


maxTrCH,


maxTGPS,


maxNoOfMeasurements,


maxCellMeas,


maxNrOfEDPCCH-PO-QUANTSTEPs,


maxNrOfRefETFCI-PO-QUANTSTEPs,


maxNrOfRefETFCIs,


maxSet,


id-UTRAN-GPSReferenceTime,


id-UTRAN-GPSReferenceTimeResult,


id-GPS-UTRAN-TRU,


id-UTRAN-GPS-DriftRate,


id-OTDOA-AddMeasuredResultsInfo,


id-GPS-ReferenceLocation,


id-rxTimingDeviation768Info,

id-rxTimingDeviation384extInfo

/////// NEXT CHANGE /////////////
-- **************************************************************

--

-- Cell Id Measured Results Sets

--

-- **************************************************************

CellId-MeasuredResultsSets ::=


SEQUENCE (SIZE (1..maxNrOfMeasurements)) OF


CellId-MeasuredResultsInfoList

CellId-MeasuredResultsInfoList ::=

SEQUENCE (SIZE (1..maxNrOfMeasNCell)) OF


CellId-MeasuredResultsInfo

CellId-MeasuredResultsInfo ::=


SEQUENCE {


uC-ID







UC-ID,


uTRANAccessPointPositionAltitude
UTRANAccessPointPositionAltitude,


ue-PositionEstimate




UE-PositionEstimate


OPTIONAL,


roundTripTimeInfo




RoundTripTimeInfo


OPTIONAL, -- FDD only


rxTimingDeviationInfo



RxTimingDeviationInfo

OPTIONAL, -- 3.84Mcps TDD only


rxTimingDeviationLCRInfo


RxTimingDeviationLCRInfo
OPTIONAL, -- 1.28Mcps TDD only


pathloss






Pathloss




OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { CellId-MeasuredResultsInfo-ExtIEs } }

OPTIONAL,


...

}

CellId-MeasuredResultsInfo-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


{ ID id-rxTimingDeviation768Info
CRITICALITY reject
EXTENSION RxTimingDeviation768Info





PRESENCE optional }| -- 7.68Mcps TDD only

{ ID id-rxTimingDeviation384extInfo
CRITICALITY reject
EXTENSION RxTimingDeviation384extInfo





PRESENCE optional }, -- 3.84Mcps TDD only

...

}

RoundTripTimeInfo ::=




SEQUENCE {


ue-RxTxTimeDifferenceType2


UE-RxTxTimeDifferenceType2,


ue-PositioningMeasQuality


UE-PositioningMeasQuality,


roundTripTime





RoundTripTime,


iE-Extensions





ProtocolExtensionContainer { { RoundTripTimeInfo-ExtIEs } }

OPTIONAL,


...

}

RoundTripTimeInfo-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

UE-RxTxTimeDifferenceType2 ::=


INTEGER (0..8191)

UE-PositioningMeasQuality ::=


SEQUENCE {


stdResolution





BIT STRING (SIZE (2)),


numberOfMeasurements



BIT STRING (SIZE (3)),


stdOfMeasurements




BIT STRING (SIZE (5)),


iE-Extensions





ProtocolExtensionContainer { { UE-PositioningMeasQuality-ExtIEs } }

OPTIONAL,


...

}

UE-PositioningMeasQuality-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

RoundTripTime ::=





INTEGER (0..32766)

-- Actual value RoundTripTime = IE value * 0.0625 + 876

UTRANAccessPointPositionAltitude ::=
SEQUENCE {


geographicalCoordinates



GeographicalCoordinates,


ga-AltitudeAndDirection



GA-AltitudeAndDirection
















OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { UTRANAccessPointPositionAltitude-ExtIEs } }

OPTIONAL,


...

}

UTRANAccessPointPositionAltitude-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

RxTimingDeviationInfo ::=



SEQUENCE {


rxTimingDeviation




RxTimingDeviation,


timingAdvance





TimingAdvance,

iE-Extensions





ProtocolExtensionContainer { { RxTimingDeviationInfo-ExtIEs } }

OPTIONAL,


...

}

RxTimingDeviationInfo-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

RxTimingDeviationLCRInfo ::=


SEQUENCE {


rxTimingDeviationLCR



RxTimingDeviationLCR,


timingAdvanceLCR




TimingAdvanceLCR,

iE-Extensions





ProtocolExtensionContainer { { RxTimingDeviationLCRInfo-ExtIEs } }

OPTIONAL,


...

}

RxTimingDeviationLCRInfo-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

RxTimingDeviation768Info ::=


SEQUENCE {


rxTimingDeviation768



RxTimingDeviation768,


timingAdvance768




TimingAdvance768,

iE-Extensions





ProtocolExtensionContainer { { RxTimingDeviation768Info-ExtIEs } }

OPTIONAL,


...

}

RxTimingDeviation768Info-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

RxTimingDeviation384extInfo ::=


SEQUENCE {


rxTimingDeviation384ext



RxTimingDeviation384ext,


timingAdvance384ext




TimingAdvance384ext,

iE-Extensions





ProtocolExtensionContainer { { RxTimingDeviation384extInfo-ExtIEs } }

OPTIONAL,


...

}

RxTimingDeviation384extInfo-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

RxTimingDeviation ::=




INTEGER (0..8191)

RxTimingDeviationLCR ::=



INTEGER (0..511)

RxTimingDeviation768 ::=



INTEGER (0..65535)
RxTimingDeviation384ext ::=



INTEGER (0..32767)

TimingAdvance ::=





INTEGER (0..63)

TimingAdvanceLCR ::=




INTEGER (0..2047)
TimingAdvance768 ::=




INTEGER (0..511)
TimingAdvance384ext ::=




INTEGER (0..255)

/////// NEXT CHANGE /////////////
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause









ProtocolIE-ID ::= 1
id-CriticalityDiagnostics





ProtocolIE-ID ::= 2
id-GPS-UTRAN-TRU







ProtocolIE-ID ::= 3
id-InformationExchangeID





ProtocolIE-ID ::= 4
id-InformationExchangeObjectType-InfEx-Rprt

ProtocolIE-ID ::= 5
id-InformationExchangeObjectType-InfEx-Rqst

ProtocolIE-ID ::= 6
id-InformationExchangeObjectType-InfEx-Rsp

ProtocolIE-ID ::= 7
id-InformationReportCharacteristics



ProtocolIE-ID ::= 8
id-InformationType







ProtocolIE-ID ::= 9
id-GPS-MeasuredResultsList





ProtocolIE-ID ::= 10
id-MethodType








ProtocolIE-ID ::= 11
id-RefPosition-InfEx-Rqst





ProtocolIE-ID ::= 12
id-RefPosition-InfEx-Rsp





ProtocolIE-ID ::= 13

id-RefPosition-Inf-Rprt






ProtocolIE-ID ::= 14
id-RequestedDataValue






ProtocolIE-ID ::= 15
id-RequestedDataValueInformation



ProtocolIE-ID ::= 16
id-TransactionID







ProtocolIE-ID ::= 17
id-UE-PositionEstimate






ProtocolIE-ID ::= 18
id-CellId-MeasuredResultsSets




ProtocolIE-ID ::= 20

id-OTDOA-MeasurementGroup





ProtocolIE-ID ::= 22

id-AccuracyFulfilmentIndicator




ProtocolIE-ID ::= 23

id-HorizontalAccuracyCode





ProtocolIE-ID ::= 24

id-VerticalAccuracyCode






ProtocolIE-ID ::= 25

id-UTDOA-Group








ProtocolIE-ID ::= 26

id-RequestType








ProtocolIE-ID ::= 28

id-UE-PositioningCapability





ProtocolIE-ID ::= 29

id-UC-id









ProtocolIE-ID ::= 30

id-ResponseTime








ProtocolIE-ID ::= 31

id-PositioningPriority






ProtocolIE-ID ::= 32

id-ClientType








ProtocolIE-ID ::= 33

id-PositioningMethod






ProtocolIE-ID ::= 34

id-UTDOAPositioning







ProtocolIE-ID ::= 35

id-GPSPositioning







ProtocolIE-ID ::= 36

id-OTDOAAssistanceData






ProtocolIE-ID ::= 37

id-Positioning-ResponseTime





ProtocolIE-ID ::= 38

id-EnvironmentCharacterisation




ProtocolIE-ID ::= 39

id-PositionData








ProtocolIE-ID ::= 40

id-IncludeVelocity







ProtocolIE-ID ::= 41
id-VelocityEstimate







ProtocolIE-ID ::= 42
id-rxTimingDeviation768Info





ProtocolIE-ID ::= 43
id-UC-ID-InfEx-Rqst







ProtocolIE-ID ::= 44

id-UE-PositionEstimateInfo





ProtocolIE-ID ::= 45

id-UTRAN-GPSReferenceTime





ProtocolIE-ID ::= 46
id-UTRAN-GPSReferenceTimeResult




ProtocolIE-ID ::= 47
id-UTRAN-GPS-DriftRate






ProtocolIE-ID ::= 48

id-OTDOA-AddMeasuredResultsInfo




ProtocolIE-ID ::= 49
id-GPS-ReferenceLocation





ProtocolIE-ID ::= 50

id-OTDOA-MeasuredResultsSets




ProtocolIE-ID ::= 51

id-rxTimingDeviation384extInfo




ProtocolIE-ID ::= 55
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