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	Table Name
	ts_MM_IMSI_Detach

	ATS Suite
	RAB

	Test Case affected
	All Idle mode test cases

	Reason for change
	Test step is coded for UE state Cell_DCH. All Idle mode test cases take UE to Cell_FACH, hence will fail a class C CS only UE.

	Summary of change
	Introduce local tree lt_Init_RRC_RelStatus  to initialise test case variable 

tcv_RRC_RelStatus, and pass this variable as parameter to ts_RRC_ConnRel

	Other affected objects
	none

	Consequence if not approved
	Test implementation will fail a conformant class C CS only UE

	MCC 160
	


	Test Step Name
	ts_MM_IMSI_Detach (p_CellId: INTEGER; p_USIM_Rmvd : BOOLEAN) 

	Group
	L3M_MM_GMM_Steps/ 

	Objective
	Force the UE to execute the IMSI Detach procedure 

	Default
	NAS_OtherwiseFail 

	Comments
	To achieve this,  deactivate the UE depending upon its properties (USIM removal, switching off or powering off). 

	Description
	Force the UE to execute the IMSI Detach procedure 


	Nr
	Label
	Behaviour Description
	Constraints Ref
	Verdict
	Comments

	1 
	 
	[(p_USIM_Rmvd ) AND 

(pc_USIM_Rmv ) AND 

(pc_DetachOnUSIM_Rmv)] 
	 
	 
	USIM needs to be removed. 

	2 
	 
	  +ts_MMI_USIM_Remove 
	 
	 
	remove USIM card 

	3 
	 
	    +lt_IMSI_Detach 
	 
	 
	 

	4 
	 
	[pc_SwitchOnOff ] 
	 
	 
	 

	5 
	 
	  +ts_MMI_UE_SwitchOff 
	 
	 
	switch off the UE 

	6 
	 
	    +lt_IMSI_Detach 
	 
	 
	 

	7 
	 
	[pc_DetachOnPwrDn] 
	 
	 
	 

	8 
	 
	  +ts_MMI_UE_PwrOff 
	 
	 
	power off the UE 

	9 
	 
	    +lt_IMSI_Detach 
	 
	 
	 

	10 
	 
	[(((NOT p_USIM_Rmvd ) OR 

(NOT pc_USIM_Rmv ) OR 

(NOT pc_DetachOnUSIM_Rmv )) AND 

(NOT pc_SwitchOnOff ) AND 

(NOT pc_DetachOnPwrDn ))] 
	 
	 
	 

	11 
	 
	  +ts_MMI_UE_PwrOff 
	 
	 
	power off the UE 

	 
	 
	lt_IMSI_Detach 
	 
	 
	 

	12 
	 
	+ts_RRC_ConnEst ( p_CellId, est_MO, detach) 
	 
	 
	Connection Establishment MO 

	13 
	TSP1 
	  Dc?RRC_DataInd 

( tcv_Start := RRC_DataInd.start ) 
	car_InitDirectTransfer ( 

tsc_CellDedicated,  tsc_RB3, 

c_IMSI_DetachInd) 
	(P) 
	 

	14 
	 
	    + ts_SS_SecurityDownloadStart ( cs_domain, tcv_Start ) 
	 
	 
	 

	15 
	 
	      +ts_RRC_ConnRel(p_CellId, cell_Dch) 
	 
	 
	Connection Release 

	16 
	 
	        + ts_RRC_ConnRejectGMM_Detach  ( p_CellId ) 
	 
	 
	 


 After Change:

	Test Step Name
	ts_MM_IMSI_Detach (p_CellId: INTEGER; p_USIM_Rmvd : BOOLEAN) 

	Group
	L3M_MM_GMM_Steps/ 

	Objective
	Force the UE to execute the IMSI Detach procedure 

	Default
	NAS_OtherwiseFail 

	Comments
	To achieve this,  deactivate the UE depending upon its properties (USIM removal, switching off or powering off). 

	Description
	Force the UE to execute the IMSI Detach procedure 


	Nr
	Label
	Behaviour Description
	Constraints Ref
	Verdict
	Comments

	1 
	 
	[(p_USIM_Rmvd ) AND 

(pc_USIM_Rmv ) AND 

(pc_DetachOnUSIM_Rmv)] 
	 
	 
	USIM needs to be removed. 

	2 
	 
	  +ts_MMI_USIM_Remove 
	 
	 
	remove USIM card 

	3 
	 
	    +lt_IMSI_Detach 
	 
	 
	 

	4 
	 
	[pc_SwitchOnOff ] 
	 
	 
	 

	5 
	 
	  +ts_MMI_UE_SwitchOff 
	 
	 
	switch off the UE 

	6 
	 
	    +lt_IMSI_Detach 
	 
	 
	 

	7 
	 
	[pc_DetachOnPwrDn] 
	 
	 
	 

	8 
	 
	  +ts_MMI_UE_PwrOff 
	 
	 
	power off the UE 

	9 
	 
	    +lt_IMSI_Detach 
	 
	 
	 

	10 
	 
	[(((NOT p_USIM_Rmvd ) OR 

(NOT pc_USIM_Rmv ) OR 

(NOT pc_DetachOnUSIM_Rmv )) AND 

(NOT pc_SwitchOnOff ) AND 

(NOT pc_DetachOnPwrDn ))] 
	 
	 
	 

	11 
	 
	  +ts_MMI_UE_PwrOff 
	 
	 
	power off the UE 

	 
	 
	lt_IMSI_Detach 
	 
	 
	 

	12 
	 
	+ts_RRC_ConnEst ( p_CellId, est_MO, detach) 
	 
	 
	Connection Establishment MO 

	13 
	TSP1 
	  Dc?RRC_DataInd 

( tcv_Start := RRC_DataInd.start ) 
	car_InitDirectTransfer ( 

tsc_CellDedicated,  tsc_RB3, 

c_IMSI_DetachInd) 
	(P) 
	 

	14 
	 
	    + ts_SS_SecurityDownloadStart ( cs_domain, tcv_Start ) 
	 
	 
	 

	15 
	
	      + lt_Init_RRC_RelStatus 
	
	
	

	16 
	 
	      +ts_RRC_ConnRel(p_CellId, tcv_RRC_RelStatus) 
	 
	 
	Connection Release 

	17
	 
	        + ts_RRC_ConnRejectGMM_Detach  ( p_CellId ) 
	 
	 
	 

	 
	 
	lt_Init_RRC_RelStatus 
	 
	 
	 

	18 
	 
	[ ( tcv_TmpCellInfo.cellConfig = cell_FACH ) OR

 ( tcv_TmpCellInfo.cellConfig = cell_FACH_PS ) OR

( tcv_TmpCellInfo.cellConfig =  cell_FACH_BMC ) OR

( tcv_TmpCellInfo.cellConfig =cell_FACH_2_PRACH ) OR

( tcv_TmpCellInfo.cellConfig = cell_FACH_2_SCCPCH ) OR

( tcv_TmpCellInfo.cellConfig = cell_FACH_2SCCPCH_StandAlonePCH ) OR

( tcv_TmpCellInfo.cellConfig = cell_FACH_2SCCPCH_StandAlonePCH_PS ) OR

( tcv_TmpCellInfo.cellConfig = cell_FACH_3_SCCPCH_4_FACH_Cnfg1 ) OR

( tcv_TmpCellInfo.cellConfig = cell_FACH_3_SCCPCH_4_FACH_Cnfg1_PS ) OR

( tcv_TmpCellInfo.cellConfig = cell_FACH_3_SCCPCH_3_FACH_CTCH ) OR

( tcv_TmpCellInfo.cellConfig = cell_FACH_3_SCCPCH_3_FACH_CTCH_PS ) OR

( tcv_TmpCellInfo.cellConfig = cell_FACH_3_SCCPCH_4_FACH_Cnfg2 ) OR

( tcv_TmpCellInfo.cellConfig = cell_FACH_2SCCPCH_StandAlonePCH_PS_2a ) OR

( tcv_TmpCellInfo.cellConfig = cell_FACH_3_SCCPCH_4_FACH_2a_Cnfg1) OR

( tcv_TmpCellInfo.cellConfig = cell_FACH_3_SCCPCH_4_FACH_2a_Cnfg1_PS) OR

( tcv_TmpCellInfo.cellConfig = cell_FACH_3_SCCPCH_4_FACH_2a_Cnfg2) OR

( tcv_TmpCellInfo.cellConfig = cell_FACH_3_SCCPCH_3_FACH_2a_CTCH) OR

( tcv_TmpCellInfo.cellConfig = cell_FACH_3_SCCPCH_3_FACH_2a_CTCH_PS) OR

( tcv_TmpCellInfo.cellConfig = cell_FACH_NoConn ) OR

 ( tcv_TmpCellInfo.cellConfig = cell_FACH_BMC_NoConn ) OR

( tcv_TmpCellInfo.cellConfig =  cell_FACH_2_PRACH_NoConn  ) OR

( tcv_TmpCellInfo.cellConfig =cell_FACH_2_SCCPCH_NoConn ) OR

( tcv_TmpCellInfo.cellConfig = cell_FACH_MAC_SRB_NoConn ) OR

( tcv_TmpCellInfo.cellConfig = cell_FACH_MAC_SRB0_NoConn ) OR

( tcv_TmpCellInfo.cellConfig = cell_FACH_2SCCPCH_StandAlonePCH_NoConn ) OR

( tcv_TmpCellInfo.cellConfig =   cell_FACH_3_SCCPCH_4_FACH_Cnfg1_NoConn ) OR

( tcv_TmpCellInfo.cellConfig =  cell_FACH_3_SCCPCH_3_FACH_CTCH_NoConn ) OR

 ( tcv_TmpCellInfo.cellConfig = cell_FACH_3_SCCPCH_4_FACH_Cnfg2_NoConn ) OR

( tcv_TmpCellInfo.cellConfig =  cell_FACH_3_SCCPCH_4_FACH_2a_Cnfg1_NoConn  ) OR

( tcv_TmpCellInfo.cellConfig = cell_FACH_3_SCCPCH_4_FACH_2a_Cnfg2_NoConn ) OR

 ( tcv_TmpCellInfo.cellConfig = cell_FACH_3_SCCPCH_3_FACH_2a_CTCH_NoConn )OR

(tcv_TmpCellInfo.cellConfig =  cell_FACH_2SCCPCH_StandAlonePCH_2a_NoConn) OR

(tcv_TmpCellInfo.cellConfig =  cell_FACH_NoDedicated ) ] 
	 
	 
	

	19 
	 
	  (tcv_RRC_RelStatus := cell_Fach_Dcch) 
	 
	 
	Get CellInfo to be used later 

	20 
	 
	[ TRUE ] 
	 
	 
	 

	21
	 
	  (tcv_RRC_RelStatus := cell_Dch ) 
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