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Introduction

Number of CRs agreed: 37. TSs being affected:

· 34.108 - 
06 CR(s)

· 34.121-1 - 
07 CR(s)

· 34.121-2 - 
01 CR(s)

· 34.123-1 - 
14 CR(s)

· 34.123-2 - 
08 CR(s)

· 34.123-3 - 
01 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN and one or more TTCN CRs that reflect one and the same issue.

The set of CRs has been split in 2 Batches. This is Batch 1.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-061443
	34.108
	508
	
	F
	Rel-6
	6.2.0
	Correction to RB setup message for E-DCH
	EDCH_Test

	R5-061314
	34.108
	515
	
	F
	Rel-6
	6.2.0
	Corrections to the default RADIO BEARER SETUP message for Enhanced uplink
	EDCH_Test

	R5-061315
	34.108
	516
	
	F
	Rel-6
	6.2.0
	Generalize E-DCH radio bearer names and correction to section numbering for 6.10.2.4.6.3.2.1.1.2.
	EDCH_Test

	R5-061266
	34.108
	517
	
	F
	Rel-6
	6.2.0
	Addition of conversational radio bearer combinations for E-DCH/HS-DSCH testing
	EDCH_Test

	R5-061386
	34.108
	518
	
	F
	Rel-6
	6.2.0
	E-HICH/E-RGCH and E-AGCH codes used in Radio Bearer Setup for signaling
	EDCH_Test

	R5-061339
	34.108
	519
	
	F
	Rel-6
	6.2.0
	Introduction of additional WB-AMR RAB combination for E-DCH/HS-DSCH testing
	EDCH_Test

	R5-061447
	34.121-1
	701
	
	F
	Rel-7
	7.0.0
	E-HICH test
	EDCH_Test

	R5-061462
	34.121-1
	702
	
	F
	Rel-7
	7.0.0
	E-RGCH test
	EDCH_Test

	R5-061090
	34.121-1
	703
	
	F
	Rel-7
	7.0.0
	Test tolerances for E-HICH and E_RGCH
	EDCH_Test

	R5-061463
	34.121-1
	704
	
	F
	Rel-7
	7.0.0
	Definition of serving cell for E-DCH RF transmitter test cases
	EDCH_Test

	R5-061459
	34.121-1
	705
	
	F
	Rel-7
	7.0.0
	Correction to 34.121-1: HSDPA and E-DCH beta configurations
	EDCH_Test

	R5-061461
	34.121-1
	706
	
	F
	Rel-7
	7.0.0
	Addition to 34.121-1 for HSUPA: UE max output power with HS-DPCCH and E-DCH and HS-DPCCH only release 6 and later
	EDCH_Test

	R5-061445
	34.121-1
	707
	
	F
	Rel-7
	7.0.0
	Introduction of the demodulation of E-AGCH test case    
	EDCH_Test

	R5-061446
	34.121-2
	2
	
	F
	Rel-7
	7.0.0
	Addition of new Rel-6 test cases introduced in RAN5#31
	EDCH_Test

	R5-061351
	34.123-1
	1564
	
	F
	Rel-6
	6.2.1
	New Enhanced Uplink RRC test case for Active Set Update With Serving Cell Change
	EDCH_Test

	R5-061304
	34.123-1
	1565
	
	F
	Rel-6
	6.2.1
	Correction to Enhanced uplink RRC test case 8.2.6.51 on MAC-d flow multiplexing
	EDCH_Test

	R5-061382
	34.123-1
	1566
	
	F
	Rel-6
	6.2.1
	New Radio Bearer Reconfiguration test cases for Enhanced uplink
	EDCH_Test

	R5-061159
	34.123-1
	1567
	
	F
	Rel-6
	6.2.1
	Generalize E-DCH radio bearer names
	EDCH_Test

	R5-061316
	34.123-1
	1568
	
	F
	Rel-6
	6.2.1
	Addition of details to E-DCH radio bearer test case 14.7.5
	EDCH_Test

	R5-061317
	34.123-1
	1569
	
	F
	Rel-6
	6.2.1
	Introduction of test cases for conversational radio bearer combinations for E-DCH/HS-DSCH testing
	EDCH_Test
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