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8.7.3A
GSM Carrier RSSI

8.7.3A.1
Definition and applicability

The GSM carrier RSSI measurement is used for handover between UTRAN and GSM. 

The requirements and this test apply to the combined FDD and GSM UE.

8.7.3A.2
Minimum Requirements

The UE shall meet the measurement accuracy requirements stated for RXLEV below, when the given measurement time allows the UE to take at least 3 GSM carrier RSSI samples per GSM carrier in the monitored set during the measurement period.

The absolute accuracy shall be as follows:
The R.M.S received signal level at the receiver input shall be measured by the UE and the BSS over the full range of ‑110 dBm to ‑48 dBm with an absolute accuracy of ±4 dB from ‑110 dBm to ‑70 dBm under normal conditions and ±6 dB over the full range under both normal and extreme conditions. The R.M.S received signal level at the receiver input shall be measured by the UE above -48 dBm up to -38 dBm with an absolute accuracy of ± 9 dB under both normal and extreme conditions.

If the received signal level falls below the reference sensitivity level for the type of UE or BSS, then the measured level shall be within the range allowing for the absolute accuracy specified above. In case the upper limit of this range is below the reference sensitivity level for the type of UE or BSS, then the upper limit shall be considered as equal to the reference sensitivity level.

The relative accuracy shall be as follows:

If signals of level x1 and x2 dBm are received (where x1 ( x2) and levels y1 and y2 dBm respectively are measured, if x2 ‑ x1 < 20 dB and x1 is not below the reference sensitivity level, then y1 and y2 shall be such that:


(x2 ‑ x1) ‑ a ( y2 ‑ y1 ( (x2 ‑ x1 + b) if the measurements are on the same or on different RF channel within the same frequency band;

and

(x2 ‑ x1 ) ‑ c ( y2 ‑ y1 (( x2 ‑ x1 + d) if the measurements are on different frequency bands:

a, b, c and d are in dB and depend on the value of x1 as follows:

	
	a
	b
	c
	d

	x1 ( s+14, x2< -48 dBm
	2
	2
	4
	4

	s+14 > x1 ( s+1
	3
	2
	5
	4

	s+1 > x1
	4
	2
	6
	4

	
	
	
	
	


For single band MS or BTS and measurements between ARFCN in the same band for a multiband

MS or BTS;

s = reference sensitivity level as specified in 3GPP TS 05.05 [28] for R99 and in 3GPP TS 45.005 [29] for Rel-4 and later releases.

For measurements between ARFCN in different bands;


s = the reference sensitivity level as specified in [28] and [29] for the band including x1.

At extreme temperature conditions an extra 2 dB shall be added to c and d in above table.

The selectivity of the received signal level measurement shall be as follows:

‑
for adjacent (200 kHz) channel ( 16 dB;

‑
for adjacent (400 kHz) channel ( 48 dB;

‑
for adjacent (600 kHz) channel ( 56 dB.

The selectivity shall be met using random, continuous, GSM‑modulated signals with the wanted signal at the level 20 dB above the reference sensitivity level.

The reporting range and mapping specified for RXLEV in TS 05.08[20] for R99 and in TS 45.008 [30] for Rel-4 and later releases shall apply.

The rate of correct measurements observed during repeated tests shall be at least 90%.

The normative reference for this requirement is:

For R99: TS 25.133 [2] clause 8.1.2.5 and 9.1.4 and TS 05.08 [20] clause 8.1.2.

For Rel-4 and later releases: TS 25.133 [2] clause 8.1.2.5 and 9.1.4 and TS 45.008 [30] clause 8.1.2.

8.7.3A.3
Test purpose

The purpose of this test is to verify that the GSM Carrier RSSI measurement accuracy in CELL_DCH state, for UE that needs compressed mode to perform GSM measurements, is within the specified limits. This measurement is for UTRAN to GSM handover evaluation.

8.7.3A.4
Method of test

8.7.3A.4.1
Initial conditions

Test environment: normal, TL/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In the test in Cell_DCH state compressed mode with purpose “GSM Carrier RSSI Measurement” is applied to measure on GSM. The gap length is 7, detailed definition is in clause C.5, Set 2 of table C.5.2 except for TGPRC and TGCFN. TGPRC and TGCFN shall set to '"Infinity" and "(Current CFN + (256 – TTI/10msec))mod 256". Table 8.7.3A.1 defines the limits of signal strengths and code powers on the UMTS FDD cell, where the requirement is applicable. In the measurement control information it is indicated to the UE that periodic reporting of the GSM RSSI measurement.

The requirements are also applicable for a UE not requiring compressed mode, in which case no compressed mode pattern should be sent for the parameters specified in table 8.7.3A.1.

Table 8.7.3A.1: General GSM Carrier RSSI test parameters

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in section C.3.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Compressed mode patterns
- GSM carrier RSSI measurement
	
	Compressed mode reference pattern 2 Set 2 
	As specified in table C.5.2 section C.5

	Inter-RAT measurement quantity
	
	GSM Carrier RSSI
	

	BSIC verification required
	
	Not required
	

	Monitored cell list size
	
	6 GSM neighbours
	Measurement control information is sent before the compressed mode patterns starts.


Table 8.7.3A.2: Cell specific GSM Carrier RSSI test parameters

	Parameter
	Unit
	Cell 1

	UTRA RF Channel number
	-
	Channel 1

	Îor/Ioc
	dB
	-1

	Ioc
	dBm/ 3.84 MHz
	-70

	Propagation condition
	-
	AWGN


Table 8.7.3A.3: Signal levels at receiver input in dBm
	Step
	BCCH1
	BCCH2
	BCCH3
	BCCH4
	BCCH5
	BCCH6

	1
	-38.5
	-38.5
	NA
	NA
	NA
	NA

	2
	-48.5
	-48.5
	NA
	NA
	NA
	NA

	3
	-70.5
	-70.5
	NA
	NA
	NA
	NA

	4
	-109.5
	-109.5
	NA
	NA
	NA
	NA

	5
	-57.5
	NA
	-54.5
	NA
	NA
	NA

	6
	-64.5
	NA
	-59.5
	NA
	NA
	NA

	7
	-71.5
	NA
	NA
	-64.5
	NA
	NA

	8
	-78.5
	NA
	NA
	-69.5
	NA
	NA

	9
	-85.5
	NA
	NA
	NA
	-74.5
	NA

	10
	-92.5
	NA
	NA
	NA
	-79.5
	NA

	11
	-99.5
	NA
	NA
	NA
	NA
	-84.5

	12
	-106.5
	NA
	NA
	NA
	NA
	-89.5


Table 8.7.3A.4: ARFCN numbers for GSM cells
	GSM band
	BCCH1
	BCCH2
	BCCH3
	BCCH4
	BCCH5
	BCCH6

	GSM 450
	276
	293
	264
	269
	281
	288

	GSM 480
	323
	340
	311
	316
	328
	335

	GSM 900
	62
	124
	20
	40
	80
	100

	DCS 1800
	700
	885
	585
	660
	790
	835

	PCS 1900
	700
	805
	585
	660
	790
	550

	450/900
	124
	276
	293
	269
	288
	1

	480/900
	124
	323
	340
	316
	335
	1

	450/1800
	885
	276
	293
	269
	288
	512

	480/1800
	885
	323
	340
	316
	335
	512

	900/1800
	885
	62
	124
	40
	100
	512

	450/900/1800
	124
	276
	885
	293
	1
	512

	480/900/1800
	124
	323
	885
	340
	1
	512

	GSM 850
	189
	251
	150
	170
	210
	230

	GSM 750
	475
	511
	440
	455
	485
	500

	750/850
	251
	475
	511
	455
	485
	128


8.7.3A.4.2
Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] clause 7.3.2.3. The RF parameters for cell 1 are set up according to table to table 8.7.3A.1 and 8.7.3A.2. 

2)
The RF parameters for two GSM cells are set up according to the step 1 in table 8.7.3A.5. The fading profile for the BCCHs will be set to static, see 51.010-1 [25]. The ARFCN numbers for GSM cells are set up according to table 8.7.3.A.4.

3)
SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message.

4)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

5)
SS shall transmit MEASUREMENT CONTROL message.

6)
UE shall transmit periodically MEASUREMENT REPORT messages.

7)
SS shall check GSM carrier RSSI value of the two GSM cells in MEASUREMENT REPORT messages. The GSM CARRIER RSSI values reported in the first measurement report are discarded. The SS records repeatedly GSM CARRIER RSSI values reported for the two BCCHs in each step. One report produces more than one mapped level or level difference.   If the UE reports a value compliant with the applicable  Table 8.7.3A.6  or    8.7.3A.7   or   8.7.3A.8  or   8.7.3A.9  then a success is recorded. Otherwise a failure is recorded.  The successes and failures are assigned to the individual mapped levels or level differences.   Repeat steps 7 according to Annex F.6.2 table 6.2.8. The repetition shall be continued, until the last mapped level or level difference experiences an early decision according to Annex F.6.2.

8)
The RF parameters for two GSM cells are set up according to the next test step in table 8.7.3A.5.

9)
Repeat procedure steps 7 and 8 until MEASUREMENT REPORT messages from the test step 12 of Table 8.7.3A.5 have been recorded.

Specific Message Contents

All messages indicated above shall use the same content as described in the system information in clause 6.1.0b of 34.108 [3] and in default message content in clause 9 of 34.108 [3], with the following exceptions:

Contents of System Information Block type 11 (FDD)
	Information Element
	Value/Remark

	- Inter-frequency measurement system information
	Not present

	- Inter-RAT measurement system information
	

	  - Inter-RAT cell info list
	

	    - Inter-RAT cell id
	9+n ( n=0 to 5)

	    - CHOICE Radio Access Technology
	GSM

	      - GSM
	

	       - Cell individual offset
	0

	       - Cell selection and re-selection info
	Not Present

	       - BSIC
	

	        - Base transceiver Station Identity Code (BSIC)
	BSIC(1+n) for n=0, 1 according to 34.108 [3] Table 6.1.10; for n=2 to 5 chosen arbitrarily by the test house such that it does not collide with BSICs of other Inter-RAT cell ids

	       - Band indicator
	According to PICS/PIXIT

	       - BCCH ARFCN
	BCCH(1+n) according to Table Table 8.7.3A.4


PHYSICAL CHANNEL RECONFIGURATION message for Inter-RAT measurement (step 3):

	Information Element
	Value/Remark
	Version

	Message Type (10.2.22)
	
	

	UE Information Elements
	
	

	-RRC transaction identifier
	0
	

	-Integrity check info
	
	

	-message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	-RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	-Integrity protection mode info
	Not Present
	

	-Ciphering mode info
	Not Present
	

	-Activation time
	Not Present
	

	-New U-RNTI
	Not Present
	

	-New C-RNTI
	Not Present
	

	-RRC State Indicator
	CELL_DCH
	

	-UTRAN DRX cycle length coefficient
	Not Present
	

	CN Information Elements
	
	

	-CN Information info
	Not Present
	

	UTRAN mobility information elements
	
	

	-URA identity
	Not Present
	

	RB information elements
	
	

	-Downlink counter synchronisation info
	Not Present
	

	PhyCH information elements
	
	

	-Frequency info (10.3.6.36)
	Not Present
	

	Uplink radio resources
	
	

	-Maximum allowed UL TX power
	33 dBm
	

	-CHOICE channel requirement
	Not Present
	

	Downlink radio resources
	
	

	-CHOICE mode
	FDD
	

	 -Downlink PDSCH information
	Not Present
	R99 and Rel-4 only

	-Downlink information common for all radio links (10.3.6.24)
	
	

	 -Downlink DPCH info common for all RL (10.3.6.18)
	Not Present
	

	 -CHOICE mode
	FDD
	

	  -DPCH compressed mode info (10.3.6.33)
	
	

	    - Transmission gap pattern sequence
	1
	

	      - TGPSI
	1
	

	      - TGPS Status Flag
	activate
	

	      - TGCFN
	(Current CFN + (256 – TTI/10msec))mod 256
	

	      - Transmission gap pattern sequence configuration parameters
	
	

	        -TGMP
	GSM carrier RSSI measurement
	

	        -TGPRC
	Infinity
	

	        -TGSN
	4
	

	        -TGL1
	7
	

	        -TGL2
	Not Present
	

	        -TGD
	UNDEFINED
	

	        -TGPL1
	12
	

	        -TGPL2
	Not Present
	R99 and Rel-4 only

	        -RPP
	mode 0
	

	        -ITP
	mode 0
	

	        -CHOICE UL/DL mode
	UL and DL
	

	          -Downlink compressed mode method
	SF/2
	

	          -Uplink compressed mode method
	SF/2
	

	        -Downlink frame type
	B
	

	        -DeltaSIR1
	3.0
	

	        -DeltaSIRafter1
	3.0
	

	        -DeltaSIR2
	Not Present
	

	        -DeltaSIRafter2
	Not Present
	

	        -N Identify abort
	Not Present
	

	        -T Reconfirm abort
	Not Present
	

	  -TX Diversity mode (10.3.6.86)
	None
	

	  -SSDT information (10.3.6.77)
	Not Present
	R99 and Rel-4 only

	 -Default DPCH Offset Value (10.3.6.16)
	Not Present
	

	-Downlink information per radio link list
	1
	

	 -Downlink information for each radio link (10.3.6.27)
	
	

	  -CHOICE mode
	FDD
	

	   -Primary CPICH info (10.3.6.60)
	
	

	    -Primary scrambling code
	100
	

	   -PDSCH with SHO DCH info (10.3.6.47)
	Not Present
	R99 and Rel-4 only

	   -PDSCH code mapping (10.3.6.43)
	Not Present
	R99 and Rel-4 only

	   -Downlink DPCH info for each RL (10.3.6.21)
	
	

	    -CHOICE mode
	FDD
	

	     -Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	     -DPCH frame offset
	Set to value Default DPCH Offset Value ( as currently stored in SS) mod 38400
	

	     -Secondary CPICH info
	Not Present
	

	     -DL channelisation code
	
	

	      -Secondary scrambling code
	Not Present
	

	      -Spreading factor
	128
	

	      -Code number
	96
	

	      -Scrambling code change
	No change
	

	     -TPC combination index
	0
	

	     - SSDT Cell Identity
	Not Present
	R99 and Rel-4 only

	     - Closed loop timing adjustment mode
	Not Present
	

	   - SCCPCH information for FACH (10.3.6.70)
	Not Present
	


�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

