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1
Introduction

This document contains the list of Change Requests that were agreed (or technically endorsed) by TSG-RAN WG2 and which are presented for approval to TSG-RAN #33.

The companion document RP-060438 provides the status report of TSG-RAN WG2.

2
Discussions on decisions from WG2 (agenda item 7.3.2)
2.1
Alternative 1: 34.109 Rel-6 introduction of UE test loop mode 3 (SDU counters) to support MTCH performance testing
The following CR is in RP-060571:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	34.109
	0037
	-
	Rel-6
	Introduction of UE test loop mode 3 (SDU counters) to support MTCH performance testing.
	B
	6.1.0
	6.2.0
	R2-062632
	MBMS-RAN-RF_Test


2.2
Alternative 2: 34.109 Rel-7 introduction of UE test loop mode 3 (SDU counters) to support MTCH performance testing

The following CR is in RP-060599:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	34.109
	0038
	-
	Rel-7
	Introduction of UE test loop mode 3 (SDU counters) to support MTCH performance testing.
	B
	6.1.0
	7.0.0
	R2-062739
	MBMS-RAN-RF_Test


3
Approval of CRs to R'99, Rel-4, Rel-5 and Rel-6 with linked CRs (agenda item 7.3.3)

3.1
CRs on TR 25.993
The following CRs are in RP-060572:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	(Release impacted)
	Doc-2nd-Level
	Workitem

	25.993
	0078
	-
	Rel-6
	Correction to chapter numbering in E-DPDCH and HS-DPSCH RB combinations
	D
	6.14.0
	Rel-6
	R2-062607
	TEI6

	25.993
	0080
	-
	R99
	Creation of TR 25.993 Rel-7: modification of the R'99 pointer
	D
	3.1.0
	-
	R2-062658
	TEI

	25.993
	0081
	-
	Rel-4
	Creation of TR 25.993 Rel-7: modification of the Rel-4 pointer
	D
	4.1.0
	-
	R2-062659
	TEI4

	25.993
	0082
	-
	Rel-5
	Creation of TR 25.993 Rel-7: modification of the Rel-5 pointer.
	D
	5.1.0
	-
	R2-062660
	TEI5

	25.993
	0083
	-
	Rel-6
	Creation of TR 25.993 Rel-7: turning the Rel-6 into a pointer
	D
	6.14.0
	-
	R2-062661
	TEI6

	25.993
	0084
	-
	Rel-6
	Correction on combinaisons with Streaming / unknown / UL:0 DL:64 kbps / CS RAB
	F
	6.14.0
	R'99
	R2-062711
	TEI


3.2
CRs on 25.323 and 25.331 CRs Rel-5 (Rel-6/Rel-7)
The following CRs are in RP-060573:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.323
	0079
	-
	Rel-5
	Removal of CID indication in PDCP PID
	F
	5.7.0
	R2-062504
	RANimp-RABSE5

	25.323
	0080
	-
	Rel-6
	Removal of CID indication in PDCP PID
	A
	6.6.0
	R2-062505
	RANimp-RABSE5

	25.323
	0081
	-
	Rel-7
	Removal of CID indication in PDCP PID
	A
	7.1.0
	R2-062506
	RANimp-RABSE5

	25.331
	2846
	-
	Rel-5
	Removal of CID indication in PDCP PID
	F
	5.17.0
	R2-062507
	RANimp-RABSE5

	25.331
	2847
	-
	Rel-6
	Removal of CID indication in PDCP PID
	A
	6.10.0
	R2-062508
	RANimp-RABSE5

	25.331
	2848
	-
	Rel-7
	Removal of CID indication in PDCP PID
	A
	7.1.0
	R2-062509
	RANimp-RABSE5

	25.331
	2849
	-
	Rel-5
	Final removal of SIB types 8, 9 and 10 from Specifications
	C
	5.17.0
	R2-062510
	TEI5

	25.331
	2850
	-
	Rel-5
	Removal of TGPL2 and reinstating of TGL2 in the DPCH compressed mode info
	F
	5.17.0
	R2-062511
	TEI5

	25.331
	2895
	1
	Rel-5
	Use of CM_PATTERN_ACTIVATION_ABORTED flag
	F
	5.17.0
	R2-062688
	TEI5

	25.331
	2896
	1
	Rel-6
	Use of CM_PATTERN_ACTIVATION_ABORTED flag
	A
	6.10.0
	R2-062689
	TEI5

	25.331
	2897
	1
	Rel-7
	Use of CM_PATTERN_ACTIVATION_ABORTED
	A
	7.1.0
	R2-062690
	TEI5

	25.331
	2898
	1
	Rel-5
	Corrections of procedures dealing with Hard Handover
	F
	5.17.0
	R2-062691
	TEI5

	25.331
	2899
	1
	Rel-6
	Corrections of procedures dealing with Hard Handover
	A
	6.10.0
	R2-062692
	TEI5

	25.331
	2900
	1
	Rel-7
	Corrections of procedures dealing with Hard Handover
	A
	7.1.0
	R2-062693
	TEI5


3.3
CRs on 25.302, 25.321, 25.331 on FDD Enhanced Uplink (Rel-6/Rel-7)
The following CRs are in RP-060574
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.302
	0174
	-
	Rel-6
	RGCH requirement in physical channel conbinations
	F
	6.7.0
	R2-062512
	EDCH-L23

	25.302
	0175
	-
	Rel-7
	RGCH requirement in physical channel conbinations
	A
	7.1.0
	R2-062513
	EDCH-L23

	25.321
	0285
	1
	Rel-6
	Maximum number of transmissions
	D
	6.9.0
	R2-062734
	EDCH-L23

	25.321
	0286
	1
	Rel-7
	Maximum number of transmissions
	D
	7.1.0
	R2-062735
	EDCH-L23

	25.321
	0288
	-
	Rel-6
	HLBS values in Scheduling Information message
	F
	6.9.0
	R2-062530
	EDCH-L23

	25.321
	0289
	-
	Rel-7
	HLBS values in Scheduling Information message
	A
	7.1.0
	R2-062531
	EDCH-L23

	25.331
	2851
	-
	Rel-6
	Correction to the tabulars for Serving Grant value
	F
	6.10.0
	R2-062522
	EDCH-L23

	25.331
	2852
	-
	Rel-7
	Correction to the tabulars for Serving Grant value
	A
	7.1.0
	R2-062523
	EDCH-L23

	25.331
	2855
	-
	Rel-6
	3-index step 2-index step clarifications
	F
	6.10.0
	R2-062528
	EDCH-L23

	25.331
	2856
	-
	Rel-7
	3-index step 2-index step clarifications
	A
	7.1.0
	R2-062529
	EDCH-L23

	25.331
	2912
	-
	Rel-6
	E-DCH gain factor computation
	F
	6.10.0
	R2-062701
	EDCH-L23

	25.331
	2913
	-
	Rel-7
	E-DCH gain factor computation
	A
	7.1.0
	R2-062702
	EDCH-L23


3.4
25.322 and 25.331 Rel-6/Rel-7 CRs
The following CRs are in RP-060575:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.322
	0304
	-
	Rel-6
	AMD PDU discard
	F
	6.8.0
	R2-062706
	TEI6

	25.322
	0305
	-
	Rel-7
	AMD PDU discard
	A
	7.1.0
	R2-062707
	TEI6

	25.331
	2853
	-
	Rel-6
	Range of the encoding of E-DCH physical layer category and HS-DSCH physical layer category
	F
	6.10.0
	R2-062526
	TEI6

	25.331
	2854
	-
	Rel-7
	Range of the encoding of E-DCH physical layer category and HS-DSCH physical layer category
	A
	7.1.0
	R2-062527
	TEI6

	25.331
	2870
	-
	Rel-6
	Modification to the HS-SCCH set configuration method in RRC spec for 1.28Mcps TDD
	F
	6.10.0
	R2- 062604
	HSDPA-L23

	25.331
	2871
	-
	Rel-7
	Modification to the HS-SCCH set configuration method in RRC spec for 1.28Mcps TDD
	A
	7.1.0
	R2- 062605
	HSDPA-L23

	25.331
	2872
	-
	Rel-6
	Correction to tabular for IE “Delay restriction Flag”.
	F
	6.10.0
	R2-062608
	TEI6

	25.331
	2873
	-
	Rel-7
	Correction to tabular for IE “Delay restriction Flag”
	A
	7.1.0
	R2-062609
	TEI6

	25.331
	2876
	-
	Rel-6
	Corretion on 3G-2G Handover
	F
	6.10.0
	R2-062614
	TEI6

	25.331
	2877
	-
	Rel-7
	Corretion on 3G-2G Handover
	A
	7.1.0
	R2-062615
	TEI6

	25.331
	2878
	-
	Rel-6
	Pending security configuration for SRB2
	F
	6.10.0
	R2-062616
	TEI6

	25.331
	2879
	-
	Rel-7
	Pending security configuration for SRB2
	A
	7.1.0
	R2-062617
	TEI6


3.5
25.331 CRs on MBMS (Rel-6/Rel-7)
The following CRs are in RP-060576:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.331
	2860
	-
	Rel-6
	Corrections to MBMS Downlink Timeslots and Codes for TDD
	F
	6.10.0
	R2-062590
	MBMS-RAN

	25.331
	2861
	-
	Rel-7
	Corrections to MBMS Downlink Timeslots and Codes for TDD
	A
	7.1.0
	R2-062591
	MBMS-RAN

	25.331
	2864
	-
	Rel-6
	Clarification on MBMS notification for UEs in CELL_DCH state
	F
	6.10.0
	R2-062596
	MBMS-RAN

	25.331
	2865
	-
	Rel-7
	Clarification on MBMS notification for UEs in CELL_DCH state
	A
	7.1.0
	R2-062597
	MBMS-RAN

	25.331
	2866
	1
	Rel-6
	Clarification on MBMS p-t-m activation time IE
	F
	6.10.0
	R2-062737
	MBMS-RAN

	25.331
	2867
	-
	Rel-7
	Clarification on MBMS p-t-m activation time IE
	A
	7.1.0
	R2-062599
	MBMS-RAN

	25.331
	2868
	-
	Rel-6
	Access probability factor
	F
	6.10.0
	R2-062600
	MBMS-RAN

	25.331
	2869
	-
	Rel-7
	Access probability factor
	A
	7.1.0
	R2-062601
	MBMS-RAN


3.6
25.321, 25.331 CRs on MAC-hs reset (Rel-6/Rel-7)

The following CRs are in RP-060578:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.321
	0292
	1
	Rel-6
	MAC-hs reset
	F
	6.9.0
	R2-062729
	TEI6

	25.321
	0293
	-
	Rel-7
	MAC-hs reset
	A
	7.1.0
	R2-062710
	TEI6

	25.331
	2918
	-
	Rel-6
	MAC-hs reset
	F
	6.10.0
	R2-062732
	TEI6

	25.331
	2919
	
	Rel-7
	MAC-hs reset
	A
	7.1.0
	R2-062733
	TEI6


3.7
25.331 Rel-6/Rel-7 CRs
The following CRs are in RP-060593:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.331
	2880
	-
	Rel-6
	UE radio access capability for Single-band UE
	F
	6.10.0
	R2-062618
	TEI6

	25.331
	2881
	-
	Rel-7
	UE radio access capability for Single-band UE
	A
	7.1.0
	R2-062619
	TEI6

	25.331
	2882
	-
	Rel-6
	Inter-RAT handover to UTRAN (HSPA)
	F
	6.10.0
	R2-062621
	TEI6

	25.331
	2883
	-
	Rel-7
	Inter-RAT handover to UTRAN (HSPA)
	A
	7.1.0
	R2-062622
	TEI6

	25.331
	2884
	-
	Rel-6
	Tabular & reference corrections
	F
	6.10.0
	R2-0622624
	TEI6

	25.331
	2885
	-
	Rel-7
	Tabular & reference corrections
	A
	7.1.0
	R2-0622625
	TEI6

	25.331
	2886
	-
	Rel-6
	F-DPCH Tx Diversity
	F
	6.10.0
	R2-062626
	TEI6

	25.331
	2887
	-
	Rel-7
	F-DPCH Tx Diversity
	A
	7.1.0
	R2-062627
	TEI6

	25.331
	2888
	1
	Rel-6
	Expiration of RRC timer T314/T315 associated to CS/PS RABs
	F
	6.10.0
	R2-062663
	TEI6

	25.331
	2889
	1
	Rel-7
	Expiration of RRC timer T314/T315 associated to CS/PS RABs
	A
	7.1.0
	R2-062664
	TEI6

	25.331
	2906
	-
	Rel-6
	ASN1 correction on Inter-frequency RACH measurement reporting, backward compatible solution
	F
	6.10.0
	R2-062676
	TEI6

	25.331
	2907
	-
	Rel-7
	ASN1 correction on Inter-frequency RACH measurement reporting, backward compatible solution
	A
	7.1.0
	R2-062677
	TEI6

	25.331
	2914
	-
	Rel-6
	Correction to default configuration #22
	F
	6.10.0
	R2-062712
	TEI6

	25.331
	2915
	-
	Rel-7
	Correction to default configuration #22
	A
	7.1.0
	R2-062713
	TEI6


4
Approval of linked CRs where the leading one originated from RAN WG2 (agenda item 7.3.4)

4.1
25.306, 25.331 CRs on the introduction of SIB11bis (Rel-6/Rel-7)
The following CRs are in RP-060577:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.306
	0143
	-
	Rel-6
	Introduction of SIB 11bis
	F
	6.8.0
	R2-062581
	TEI6

	25.306
	0144
	-
	Rel-7
	Introduction of SIB 11bis
	F
	7.0.0
	R2-062582
	TEI7

	25.331
	2857
	1
	Rel-6
	Introduction of SIB 11bis
	F
	6.10.0
	R2-062699
	TEI6

	25.331
	2858
	1
	Rel-7
	Introduction of SIB 11bis
	F
	7.1.0
	R2-062700
	TEI7


Note:
Company contribution available in RP-060570.

4.2
CRs on 25.346, 25.331 and 25.413 on Enhancing MBMS support for Mobile TV
The following CRs are in RP-060579:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.331
	2905
	1
	Rel-6
	Enhancing MBMS support for Mobile TV
	C
	6.10.0
	R2-062686
	MBMS-RAN

	25.331
	2911
	-
	Rel-7
	Enhancing MBMS support for Mobile TV
	C
	7.1.0
	R2-062687
	MBMS-RAN

	25.346
	0023
	-
	Rel-6
	Enhancing MBMS support for Mobile TV
	F
	6.8.0
	R2-062666
	MBMS-RAN

	25.346
	0024
	-
	Rel-7
	Enhancing MBMS support for Mobile TV
	A
	7.1.0
	R2-062678
	MBMS-RAN

	25.413
	0870
	2
	Rel-6
	Enhanced MBMS Broadcast: Inclusion of the MBMS Counting Information IE to the MBMS Session Start Request
	F
	6.10.0
	R3-061411
	MBMS-RAN

	25.413
	0871
	2
	Rel-7
	Enhanced MBMS Broadcast: Inclusion of the MBMS Counting Information IE to the MBMS Session Start Request
	A
	7.2.0
	R3-061412
	MBMS-RAN


5
CRs to closed Release 7 Work items (agenda item 8)

5.1
25.319 and 25.321 Rel-7 CRs on Enhanced Uplink
The following CRs are in RP-060580:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.319
	0002
	-
	Rel-7
	Inconsistent terminology in Enhanced Uplink stage 2
	D
	7.0.0
	R2-062521
	EDCH-L23

	25.321
	0290
	1
	Rel-7
	Note on Serving Grant Update with Zero Grant
	D
	7.1.0
	R2-062731
	EDCH-L23


5.2
25.307 and 25.331 CRs on UMTS 2600/900
The following CRs are in RP-060581:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.307
	0044
	1
	R99
	Power class for UMTS2600 (VII) internal / 900 (VIII)
	F
	3.6.0
	R2-062697
	RInImp-UMTS900, RInImp-UMTS2600

	25.307
	0045
	1
	Rel-4
	Power class for UMTS2600 (VII) internal / 900 (VIII)
	F
	4.6.0
	R2-062698
	RInImp-UMTS900, RInImp-UMTS2600

	25.307
	0046
	-
	Rel-5
	Power class for UMTS2600 (VII) internal / 900 (VIII)
	F
	5.5.0
	R2-062588
	RInImp-UMTS900, RInImp-UMTS2600

	25.307
	0047
	-
	Rel-6
	Power class for UMTS2600 (VII) internal / 900 (VIII)
	F
	6.3.0
	R2-062589
	RInImp-UMTS900, RInImp-UMTS2600

	25.331
	2859
	-
	Rel-7
	Power class for UMTS2600 (VII) internal / 900 (VIII)
	F
	7.1.0
	R2-062585
	RInImp-UMTS900, RInImp-UMTS2600


5.3
25.331 Rel-7 CR on the Support of 2570 – 2620 MHz band for TDD
The following CR is in RP-060582:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.331
	2904
	-
	Rel-7
	Support of 2570 – 2620 MHz band for TDD
	C
	7.1.0
	R2-062655
	RInImp-UMTS2600TDD


5.4
25.3031 Rel-7 CR on correction to spreading factors used for 7.68 Mcps TDD PRACH

The following CR is in RP-060585:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.331
	2901
	-
	Rel-7
	Correction to spreading factors used for 7.68 Mcps TDD PRACH
	F
	7.1.0
	R2-062648
	VHCRTDD-L23


NOTE: 25.302 CR0173rev2 and 25.319 CR0001rev1, Introduction of a Node B measurement for E-DCH RRM, are presented by RAN WG1 under RP-060495, as linked with CRs on 25.215. Also 25.433 and 25.133).
6
Delay optimisation for procedure applicable to CS and PS (agenda item 9.2.3)

6.1
25.331 Rel-7 CRs on introduction of Call type indication in CELL_FACH, and RRC Connection re-establishment
The following CRs are in RP-060584:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.331
	2910
	1
	Rel-7
	UE behaviour in RRC Connection Re-establishment scenarios
	C
	7.1.0
	R2-062736
	RANimp-DelayOpt

	25.331
	2908
	-
	Rel-7
	CS Call type indication in CELL_FACH
	B
	7.1.0
	R2-062679
	RANimp-DelayOpt


7
7.68 Mcps TDD Enhanced Uplink (agenda item 9.2.5)

7.1
Alternative 1: Introduction of 3.84 and 7.68 Mcps TDD E-DCH
The following CRs are in RP-060586:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.302
	0176
	-
	Rel-7
	Introduction of 3.84 and 7.68 Mcps TDD E-DCH
	B
	7.1.0
	R2-062653
	EDCHTDD-L23, RANimp-VHCRTDD-EDCH

	25.306
	0145
	-
	Rel-7
	Introduction of 3.84 Mcps and 7.68 McpsTDD E-DCH
	B
	7.0.0
	R2-062654
	EDCHTDD-L23, RANimp-VHCRTDD-EDCH

	25.319
	0003
	-
	Rel-7
	Introduction of 3.84 Mcps and 7.68 Mcps TDD E-DCH
	B
	7.0.0
	R2-062650
	EDCHTDD-L23, RANimp-VHCRTDD-EDCH

	25.321
	0291
	-
	Rel-7
	Introduction of 3.84 Mcps and 7.68 Mcps TDD E-DCH
	B
	7.1.0
	R2-062651
	EDCHTDD-L23, RANimp-VHCRTDD-EDCH

	25.331
	2903
	-
	Rel-7
	Introduction of 3.84 Mcps and 7.68 Mcps TDD E-DCH
	B
	7.1.0
	R2-062652
	EDCHTDD-L23, RANimp-VHCRTDD-EDCH


7.2
Alternative 2: Introduction of 3.84 Mcps TDD E-DCH
The following CRs are in RP-060587:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.302
	0172
	2
	Rel-7
	Introduction of 3.84 Mcps TDD E-DCH
	B
	7.1.0
	R2-062646
	EDCHTDD-L23

	25.306
	0142
	2
	Rel-7
	Introduction of 3.84 Mcps TDD E-DCH
	B
	7.0.0
	R2-062647
	EDCHTDD-L23

	25.321
	0279
	2
	Rel-7
	Introduction of 3.84 Mcps TDD E-DCH
	B
	7.1.0
	R2-062644
	EDCHTDD-L23

	25.331
	2828
	2
	Rel-7
	Introduction of 3.84 Mcps TDD E-DCH
	B
	7.1.0
	R2-062645
	EDCHTDD-L23


8
Extended WCDMA Cell Range (agenda item 9.2.6)

8.1
25.331 CR Rel-7 on extended cell range
The following CR is in RP-060588:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.331
	2916
	-
	Rel-7
	UE based OTDOA positioning in WCDMA cells with extended range
	C
	7.1.0
	R2-062727
	RANImp-ExtCell


9
3.84 Mcps TDD Enhanced Uplink (agenda item 9.6)

See subclause 7.1 (or 7.2).

10
Technical Small Enhancements and Improvements (agenda item 9.9)

10.1
25.331 Rel-7 CRs on TEI7

The following CRs are in RP-060583:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.331
	2892
	-
	Rel-7
	Clarification on Exceeding Variance in Traffic Volume Measurement
	F
	7.1.0
	R2-062633
	TEI7

	25.331
	2902
	-
	Rel-7
	Corrections to ASN.1 (3.84 Mcps and 7.68 Mcps TDD)
	F
	7.1.0
	R2-062649
	TEI7


11
3G Long term evolution (agenda item 9.19.1.2)

11.1
25.813 Rel-7 CR on MBMS Transmissions & synchronization requirements and removal of note 1
The following CR is in RP-060589:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.813
	0001
	2
	Rel-7
	MBMS Transmissions & synchronization requirements and removal of note 1
	C
	7.0.0
	R2-062728
	RANFS-Evo
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