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<Start of change>
5.5.2
Transmit ON/OFF Time mask

5.5.2.1
Definition and applicability

The time mask for transmit ON/OFF defines the ramping time allowed for the UE between transmit OFF power and transmit ON power. Possible ON/OFF scenarios for release 99 and release 4 only are PRACH, CPCH or uplink compressed mode. For release 5 and later the possible ON/OFF scenarios are PRACH or uplink compressed mode.

The requirements and this test apply to all types of UTRA for the FDD UE.

5.5.2.2
Minimum requirements

The mean power of successive slots shall be calculated according to figure 5.5.1 for PRACH preambles, and figure 5.5.2 for all other cases. The off signal is defined as the RRC filtered mean power.
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Figure 5.5.1: Transmit ON/OFF template for PRACH preambles
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Figure 5.5.2: Transmit ON/OFF template for all other On/Off cases

OFF Power is defined in clause 5.5.1.2.

ON power is defined as the mean power. The specification depends on each possible case.

-
First preamble of PRACH: Open loop accuracy (table 5.4.1.1).

-
During preamble ramping of the RACH and between final RACH preamble and RACH message part: Accuracy depending on size of the required power difference (table 5.5.2.1).

-
After transmission gaps in compressed mode: Accuracy as in table 5.7.1.

-
Power step to Maximum Power: Maximum power accuracy (table 5.2.1).

Table 5.5.2.1: Transmitter power difference tolerance for RACH preamble ramping,
and between final RACH preamble and RACH message part 

	Power difference size

P [dB]
	Transmitter power difference tolerance [dB]

	0
	(1

	1
	(1

	2
	(1,5

	3
	(2

	4  10 P 
	(2,5

	11  15 P 
	(3,5

	16  20 P 
	(4,5

	21  P
	(6,5


The reference for this requirement is TS 25.101 [1] clause 6.5.2.1.

This is tested using PRACH operation.

5.5.2.3
Test purpose

To verify that the power ON/OFF ratio of the PRACH shown in figure 5.5.1 meets the requirements given in 5.5.2.2.

Transmission of the wrong power increases interference to other channels, or increases transmission errors in the uplink's own channel.

5.5.2.4
Method of test

5.5.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
Channel conditions are initially set up with received CPICH_RSCP >-85 dBm. The relative power level of downlink physical channels to Ior are set up according to clause E.2.1. The parameter settings of the cell are set up according to table 5.5.2.1A.

3)
Switch on the phone.

4)
After the UE has performed registration and entered idle mode, Îor is set up according to table 5.5.2.2. The relative power level of downlink physical channels to Ior are set up according to clause E.2.1
5)
A call is set up according to the Generic call setup procedure,  in [3] clause 7.3.1 with channel conditions according the test parameters in table 5.5.2.3.
The RACH procedure within the call setup is used for the test. The number of the available subchannels should be limited to one. This ensures that the preamble sequence is known to the SS. The preamble retransmission shall be at least 3. The power ramping step size shall be 1 dB. Note that the maximum number of preamble retransmissions is limited to 5 due to the fact that the commanded uplink power exceeds the allowed uplink power of more than 6 dB. The SS shall not send either an ACK or a NACK.

Table 5.5.2.1A: Settings for the serving cell

	Parameter
	Unit
	Cell 1

	
	
	Power class 1
	Power class 2
	Power class 3
	Power class 4

	Cell type
	
	Serving cell

	UTRA RF Channel Number
	
	Channel 1

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	33
	27
	24
	21


Table 5.5.2.2: Test parameters for Transmit ON/OFF Time mask (UE)

	Parameter
	Level / Status
	Unit

	Îor
	See table 5.5.2.3
	dBm / 3,84 MHz


Table 5.5.2.3: Test parameters for Transmit ON/OFF Time mask (SS)

	Parameter
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 4
	Unit

	Îor (note 1)
	<REFÎor>
	<REFÎor>
	<REFÎor>
	<REFÎor>
	dBm / 3,84 MHz

	CPICH_RSCP
(notes 1 and 2)
	<REFÎor> + CPICH_Ec / Ior
	<REFÎor> + CPICH_Ec / Ior
	<REFÎor> +  CPICH_Ec / Ior
	<REFÎor> + CPICH_Ec / Ior
	dBm

	Primary CPICH DL TX power
	+19
	+19
	+19
	+19
	dBm

	Simulated path loss = Primary CPICH DL TX power – CPICH_RSCP
	Band I, IV, VI
	128.9
	128.9
	128.9
	128.9
	dB

	
	Band II, V, VII
	126.9
	126.9
	126.9
	126.9
	

	
	Band III, VIII
	125.9
	125.9
	125.9
	125.9
	

	
	Band IX
	127.9
	127.9
	127.9
	127.9
	

	UL interference
	Band I, IV, VI
	86
	92
	95
	98
	dBm

	
	Band II, V, VII
	84
	90
	93
	96
	

	
	Band III, VIII
	83
	89
	92
	95
	

	
	Band IX
	-85
	-91
	-94
	-97
	

	Constant Value
	10
	10
	10
	10
	dB

	Expected nominal UE TX power (note 3)
	+32.9
	+26.9
	+23.9
	+20.9
	dBm

	NOTE 1:
<REFÎor> is specified in Table 6.2.2, and CPICH_Ec / Ior is specified in Table E.2.2. The power level of S-CCPCH should be defined because S-CCPCH is transmitted during Preamble RACH transmission period. The power level of S-CCPCH is set to 5.3 dB relative to Ior.

NOTE 2:
The purpose of this parameter is to calculate the Expected nominal UE TX power.

NOTE 3:
The Expected nominal UE TX power is calculated by using the equation in the clause 8.5.7 Open Loop Power Control of TS 25.331 [8].


5.5.2.4.2
Procedure

1)
Set the TX output level of the SS to obtain Îor at the UE antenna connector and select the test parameters of table 5.5.2.3 according to the power class. Îor shall be according to table 5.5.2.3.

2)
Measure the mean power (ON power) of the UE on the first PRACH preamble according to the timing in figure 5.5.1.

3)
Measure the RRC filtered mean power (OFF power) in a 2368 chip time interval before a transient period of 25 µs (96 chips) prior to a RACH preamble (ON power). Measure the RRC filtered mean power (OFF power) in a 2368 chip time interval after a transient period of 25 µs (96 chips) after a RACH preamble (ON power). Due to the dynamic range between the ON and OFF power meausrements, the OFF power measuremnts can be made on subsequent PRACH preambles rather than adjacent to the first PRACH preamble.

5.5.2.5
Test requirements

The deviation with respect to the Expected nominal UE TX power (table 5.5.2.3), derived in step 2), shall not exceed the prescribed upper tolerance in table 5.2.2 (clause 5.2.5) and lower tolerance in table 5.4.1.4. (clause 5.4.1.5) for the first PRACH preamble.
The measured RRC filtered mean power, derived in step 3), shall be less than 55 dBm. (clause 5.5.1.5).

5.6
Change of TFC

5.6.1
Definition and applicability
<End of Change>
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