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2 Corrections required for all the test suites

2.1 Change 1

	Test case variable
	tcv_BcapMmedia

	Reason for change
	Variable ‘tcv_BcapMmedia’ is wrongly declared in the test suite variable declarations.

	Summary of change
	Variable ‘tcv_BcapMmedia’ is declared in test case variable declarations.

	Source of change
	


3 Corrections required for RRC_wk29 test suite

3.1 Change 1

	Constraint
	cds_PhyChReconf64k_PS_DCH_ToDCH_TgpsDeactive

	Reason for change
	1) TTCN CR R5s060201, change 4 is not implemented properly.
2) Same constraint some of the IEs send to UE are not as per test specification.

	Summary of change
	Change the constraint cds_PhyChReconf64k_PS_DCH_ToDCH_TgpsDeactive as per mentioned in previous CR and test specification.

	Source of change
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Constantvatus ]

REPLACE message physicalChannelReconfiguration.13.physicalChannelReconfiguration_r3.ul_ChannelReguirement.ul_DPCH_Info BY cb_UL_DPCH_Info( §7T6, plo_38, p_UL_Scramb|

lingCode),
REPLACE message.physicalChannelRecanfiguration.r3.physicalChannelReconfiguration_r3.d_Commoninformation BY ¢_DL_Commaninformation_DCH_ToDCH_Deactive_8418 (tsc_
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3.2 Change 2

	Test case
	tc_8_4_1_23

	Reason for change
	Step no: 3a of the prose is applicable from Rel-5 UEs. However for Rel-6 UEs this check is not done.

	Summary of change
	At line no: 64 of the test case added a check for Rel-6 UE.

	Source of change
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