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	Table Name
	ts_RRC_Security

	ATS Suite
	iWD_D06wk29

	Test Case affected
	This is a common test step and affects most of  the ATS. 

	Reason for change
	In the TTCN CR R5s060057 in the reason for change section it is mentioned that " Because of timing issues experienced with the AGPS test cases UL SRB3 ciphering was preconfigured for these test cases.A pixit parameter px_preCfgSRB3Ciph was introduced for early UL SRB3 ciphering.Also normal ciphering doesn’t require to set this px (default)”. But what has been implemented in the latest iwd_2006_wk29 release is "configuring UL SRB3 ciphering already when ciphering the DL" has made mandatory for all the ATS by removing the pixit check of  ‘px_preCfgSRB3Ciph’

	Summary of change
	In the table  ts_RRC_Security  at line number 25 configuring the ciphering on the RB3 is deleted,  the change shown below is from the RRC ATS.



	  

	Test Step Id: 

ts_RRC_Security (
p_CellId : INTEGER;
p_KC : KeyCiphering;
p_IK : IntegrityKey;
p_GSM_ck : GSM_CipheringKey;
p_NewKey : BOOLEAN;
p_CN_Domain : CN_DomainIdentity ) 

Test Step Group Ref: 

BasicM_Security_Steps/ 

Objective: 

Configure and Activate (or deactivate) ciphering for all concerned RBs 

Defaults: 

RRC_Def1 

Comments: 

  



	  

	Nr 

Label 

Behaviour Description 

Constraint Ref 

Verdict 

Comments 

1 

  

+ ts_SetTmpCellInfo ( p_CellId ) 

  

  

  

2 

  

 + lt_RRC_InitVariables 

  

  

  

3 

  

  + ts_SS_DownloadSecurityKey ( p_CellId, p_KC, p_IK, p_GSM_ck, p_CN_Domain ) 

  

  

  

4 

  

   + lt_ActivateSecurity_DL_SS 

  

  

To Start Integrity on the UL RB2 

5 

  

    +lt_RB2_UL_IntegrityActivate 

  

  

  

6 

  

     +lt_SetProhibitRLC_Ack 

  

  

@sic R5s060189 sic@ 

7 

  

      + lt_StartSecurity_UE 

  

  

  

8 

  

       + lt_SetContinueRLC_Ack 

  

  

@sic R5s060189 sic@ 

9 

  

        [ ( ( tcv_CellIndInfo.ps_cipheringStarted = TRUE) AND ( tcv_CellIndInfo. recentSecureDomain = ps_domain) ) OR ( ( tcv_CellIndInfo.cs_cipheringStarted = TRUE) AND ( tcv_CellIndInfo. recentSecureDomain = cs_domain))] 

  

  

  

10 

  

         + ts_CRLC_ResumeSecurity ( p_CellId ) 

  

  

  

11 

  

        [ TRUE ] 

  

  

  

lt_RB2_UL_IntegrityActivate 

12 

  

[ tcv_Int_ModifyFlag ] 

  

  

If Start of Integrity Set DL RRC_MSN to 0, else skipt it. 

13 

  

 + ts_RB2_UL_IntegrityActivate (tcv_RRC_MSN_RB2_UL) 

  

  

  

14 

  

[NOT tcv_Int_ModifyFlag ] 

  

  

If Start of Integrity Set DL RRC_MSN to 0, else skipt it. 

15 

  

 + ts_RB2_UL_IntegrityActivate (0) 

  

  

  

lt_ActivateSecurity_DL_SS 

16 

  

+ lt_InitialiseRRC_MSN 

  

  

  

17 

  

 + ts_CRLC_DL_Integrity ( tcv_CellIndInfo.dL_Integrity ) 

  

  

  

18 

  

  [ ( ( tcv_CellIndInfo.ps_cipheringStarted = TRUE) AND ( tcv_CellIndInfo. recentSecureDomain =ps_domain) ) OR ( ( tcv_CellIndInfo.cs_cipheringStarted = TRUE) AND ( tcv_CellIndInfo. recentSecureDomain =cs_domain))] 

  

  

  

19 

  

   + ts_CRLC_GetRLC_SeqNumSecurity ( p_CellId) 

  

  

  

20 

  

    + lt_AssignRB_ActivationTimeInfoList 

  

  

  

21 

  

     + ts_CRLC_SuspendSecurity ( p_CellId ) 

  

  

Suspend SRBs 1, 3 and 4 

22 

  

      + ts_CRLC_DL_CipherCfgSRB ( tcv_CellIndInfo.dL_CipherMode,notInc) 

  

  

Configure ciphering for RLC (RBs 1, 2, 3 and 4)@sic T1-01732 sic@ 

23 

  

       + ts_CRLC_DL_CipherCfgRB ( tcv_CellIndInfo.dL_CipherMode, tcv_TmpCellInfo.cellConfig,notInc) 

  

  

@sic T1-01732 sic@ 

24 

  

        + ts_CMAC_CipherCfg ( p_CellId ,TRUE , tcv_CellIndInfo.dL_CipherMode ,incPerCFN_Cycle) 

  

  

  

25 

  

         + ts_CRLC_UL_CipherCfg (c_RB_ActivationTimeInfoList_RB3(tcv_RLC_SeqNumUL_RB3) ,notInc )
  

  

@sic VB R5s050561 sic@
26 

  

  [ TRUE ] 
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