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Changes

Change 2.1:

	Object
	tc_12_9_7c

	Reason for change
	Power levels should be reverted back when setting the UE opMode to opModeA .

	Summary of change
	Corrected the power level of Cell A.

	Source of change
	Modification

	MCC 160 comments
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Change 2.2:

	Object
	tc_12_9_7c

	Reason for change
	The initial condition - "The UE has been registered in the CS domain."  as per specifications is not achieved when the test case is run for opMode A. 

	Summary of change
	Idle update procedure is called to satisfy the initial conditions.

	Source of change
	Modification

	MCC 160 comments
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Change 2.3:

	Object
	tc_12_9_7b

	Reason for change
	When the test case is run with OpModeC set to TRUE, UE is first set for PS only services. In this case, IMSI detach is expected in test step "ts_GMM_SwitchOff_AfterPSRejection" however no registration has been done in CS domain. Also the Attach request was rejected in PS domain.

	Summary of change
	Created a new local tree, in which UE is switched off if [tcv_UE_OpMode = opModeC] otherwise test step “+ts_GMM_SwitchOff_AfterPSRejection “ is called.

	Source of change
	Modification

	MCC 160 comments
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Change 2.4:

	Object
	tc_12_9_7b

	Reason for change
	USIM parameters are not invalidated for opMode A execution. 

	Summary of change
	Attach reject procedure is called again.

	Source of change
	Modification

	MCC 160 comments
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Change 2.5:

	Object
	tc_12_9_7b

	Reason for change
	Power levels should be reverted back when setting the UE opMode to opModeA .

	Summary of change
	Corrected the attenuation level of Cells A, B and D.

	Source of change
	Modification

	MCC 160 comments
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