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Change 1

	Test step
	ts_TransmitActiveSetUpdateAdd_tc_8_4_1_23

	Reason for change
	At step 1 in the Active set Update message, IE activation time is sent to UE. However as per 34.108 default message content, IE activation time should be set to not present.

	Summary of change
	At line nos: 3, 5, 7 and 9, activation time is set as OMIT.

	Source of change
	


Before: 
[image: image1.png][TestSten 10 ts_TransmithctiveSstUpdateAdd_t
Test Step Group Ref. RRC_Generall

Objective:
Defaults:
Comments:

sic Thamas CR CR T1-031743 sic

_4_1_23 (p_CelToAdd

INTEGER)

To Transmit Active Cell Update message, fo add the cell passed as parameter

]l Behaviour Description

Il Constraint Ret L]

T Commerts

1 +ts_SefTmpCellinfo ( p_CellToAdd )
2 [tev_RRC_RAB_Type = cell_DCH_8peeth]
3 AMTRLC_AM_DATA_REQ

4 [tov_RRC_RAB_Type = cell_DCH_64KCS_RAB_SRB]
5 AMTRLC_AM_DATA_REQ

6 [tov_RRC_RAB_Type = cell_DCH_57_6kCS_RAB_SRB]
7 AMTRLC_AM_DATA_REQ

8 [tov_RRC_RAB_Type = cell_DCH_64kPS_RAB_SRE |
g AMTRLC_AM_DATA_REQ

10 ERR [TRUE]

cas_ActSetUpdate (

tsc_CellDedicated,

tse_RB2,

chs_ActSetUpdate (tov_Callindinfo.dl_integrityCheckinfo,

tov_TmpCellinfo.priScrmCode,
(((tov_Tm+128) MOD 38400) 1 256 ),
tsc_DL_DFCH1_ChC_Speech, TRUE))

cas_ActSetUpdate (

tsc_CellDedicated,

tse_RB2,

chs_ActSetUpdate (tov_Callindinfo.dl_integrityCheckinfo,

te_ActTime,

tov_TmpCellinfo.priScrmCode,
(((tov_Tm+128) MOD 38400) 1 256 ),
tse_DL_DPCH1_ChC_idk_CS, TRUE))

cas_ActSetUpdate (

tsc_CellDedicated,

tse_RB2,

chs_ActSetUpdate (tov_Callindinfo.dl_integrityCheckinfo,
tev RRC Ti

to_ActTim:
Tov_TmpCellinfo.priscrmCode,
(((tov_Tm+128) MOD 38400) 1 256 ),
tse_DL_DPCH1_ChC_8treaming, TRUE) )

cas_ActSetUpdate (

tsc_CellDedicated,

tse_RB2,

chs_ActSetUpdate (tov_Callindinfo.dl_integrityCheckinfo,
tey RRC_Ti,

to_ActTime,

Tov_TmpCellinfo.priScrmCode,

(((1ov_Tm+128) MOD 38400) 1 256 ),
tse_DL_DPCH1_ChC_B4k_PS, TRUE) )

ACTIVE SET UPDATE message;
@sic Thomas CR CRT1-031743 sic@
@sic Thomas T15040235 sic@

ACTIVE SET UPDATE message;
@sic Thomas CR CRT1-031743 sic@
@sic Thomas T15040235 sic@

ACTIVE SET UPDATE message;
@sic Thomas CR CRT1-031743 sic@
@sic Thomas T15040235 sic@

ACTIVE SET UPDATE message;
@sic Thomas CR CRT1-031743 sic@
@sic Thomas T15040235 sic@

Programming error




After: 
[image: image2.png]Test Step Id:

ts_TransmitactiveSetUpdateAdd_t

i_4_1_23 (p_CellToAdd : INTEGER)

Test Step Group Ref. RRC_Generall
Objective:
Defaults:

Comments:

To Transmit Active Cell Update message, fo add the cell passed as parameter

sic Thamas CR CR T1-031743 sic

[ el

1

10

Seavour Desorpton T Constrant et

Comments.

ERR

+ts_SefTmpCellinfo ( p_CellToAdd )

{t0v_RRC_RAB_Type = cell_DCH_Speech |
AMTRLC_AM_DATA_REQ cas_ActSelUpdate (

tsc_CellDedicated,

tsc_RE2,

chs_AciSetUpdate (icv_Cellndinfo.dl_infegritCheckina,
e BRC_TI,

ev_TmpCellinfo priscrmCoe,

((iov_Tm+128) MOD 38400)258),
tsc_DL_DPCH1_ChC_Speech, TRUE))
{1tv_RRC_RAB_Type = cell_DCH_64kCS_RAB_SRB]
AMTRLC_AM_DATA_REQ cas_ActSelUpdate (
tsc_CellDedicated,

tsc_RE2,
chs_AciSetUpdate (icv_Cellndinfo.dl_infegritCheckina,
e RRC_TI,

fov_TmpCellinfo.priScrmCode,
(((tov_Tm+128) MOD 38400) 1 256 ),
tse_DL_DPCH1_ChC_idk_CS, TRUE))

[tov_RRC_RAB_Type = cell_DCH_57_6kCS_RAB_SRB]

AMTRLC_AM_DATA_REQ cas_ActSetUpdate (

tsc_CellDedicated,

tse_RB2,

chs_ActSetUpdate (tov_Callindinfo.dl_integrityCheckinfo,

tey_RRC_TI,

fov_TmpCellinfo.priScrmCode,
(((tov_Tm+128) MOD 38400) 1 256 ),
tse_DL_DPCH1_ChC_8treaming, TRUE) )

[tov_RRC_RAB_Type = cell_DCH_64kPS_RAB_SRE |

AMTRLC_AM_DATA_REQ cas_ActSetUpdate (

tsc_CellDedicated,

tse_RB2,

chs_ActSetUpdate (tov_Callindinfo.dl_integrityCheckinfo,

ty_RRC_TI,

fov_TmpCellinfo.priScrmCode,
(((1ov_Tm+128) MOD 38400) 1 256 ),
tse_DL_DPCH1_ChC_B4k_PS, TRUE) )
[TRUE]

ACTIVE SET UPDATE message;
@sic Thomas CR CRT1-031743 sic@
@sic Thomas T15040235 sic@

ACTIVE SET UPDATE message;
@sic Thomas CR CRT1-031743 sic@
@sic Thomas T15040235 sic@

ACTIVE SET UPDATE message;
@sic Thomas CR CRT1-031743 sic@
@sic Thomas T15040235 sic@

ACTIVE SET UPDATE message;
@sic Thomas CR CRT1-031743 sic@
@sic Thomas T15040235 sic@

| Programming error





Change 2

	Test step
	ts_TransmitActiveSetUpdateAdd_tc_8_4_1_23_Step9

	Reason for change
	At step 9 of the test case 8.4.1.23 in the Active set Update message, IE activation time is sent to UE. However as per 34.108 default message content, IE activation time should be set to not present.

	Summary of change
	At line nos: 3, 5, 7 and 9, activation time is set as OMIT.

	Source of change
	


Before: 
[image: image3.png]Test Step Id ts_Transmitactive SetUpdateAdd_t
Test Step Group Ref. RRC_Generall

Objective: To Transmit Active Cell Update message, fo add the cell passed as parameter
Defaults:

Comments:

_4_1_23_Step8(p_CellToAdd : INTEGER; p_PrimScramblingCode_1 : PrimaryScramblingCode )

B]EH] Seavour Desorpton T Constrant et ]l Commerts

+1s_SefTmpCellinfo (n_CellToAdd )
[t_RRC_RAB_Type = cell_DCH_Speech |
AMIRLC_AM_DATA_REQ cas_ActSetUpdate ( ACTIVE SET UPDATE message;
tse_CellDedicate, @sic Thormas 15040235 sic@
tse_RB2,
cs_ActSetUpdateAdd2Removet (tov_Cellindino di_integrityCheckdnfo,
to_RRC_Tiftoy_ActTime,)
tov_TmpCellinfo.priScrmCode, tev_Tm,
tse_DL_DPCH1_CHC_Speech,
tev TrpCellinfo l_DPCH_andScrCode, n_PrimScramblingCode_1
»

4 [tov_RRC_RAB_Type = cell_DCH_64KCS_RAB_SRB]

5 AMTRLC_AM_DATA_REQ cas_ActSetUpdate ( ACTIVE SET UPDATE message;
tsc_CellDedicated, @sic Thomas T15040235 sic@
tse_RB2,

cs_ActgetUp movet (tev_Cellindinfo.dl_IntegrityCheckino,

v TmpCellnt permCode, _Tm,
156_DL_DRCHI_Che._64i 05,

o TRCalints l_DRCH_2niSsrCote, p_PrimSsramblingCode_1
)

6 [tev_RRC_RAB_Type = cell_DCH_57_6kCS_RAB_SRB]

7 A RLC_AM_DATA_REQ cas_sctSetUndate ACTIVE SET UPDATE massage;
tse_Cellpediuaten, (@i Thormas T15040235 s0@
ey
cs_ActSetUpdateAdd2Removet (tev_Cellindinfo.di_IntegrityCheckinfo,

(RO Ti 1o AcTime)

ey TmpCellRfG pTSGimCode, o T,

1s6_DL_DRCHI_CC_ Stearring,

o TRCalints d_DRCH_2nicrCote, p_PrimSsramblingCode_1
)

8 [tev_RRC_RAB_Type = cell_DCH_64kPS_RAB_SRB]

o A RLC_AM_DATA_REQ cas_sctSetUndate ACTIVE SET UPDATE massage;
tse_Cellpediuaten, (@i Thormas T15040235 s0@
ey
cs_ActSetUpdateAdd2Removet (tev_Cellindinfo.di_IntegrityCheckinfo,
tev_RRC_Ti fov_ActTime,)

v TmpCellntc permGode, _Tm,
1s6_DL_DRCHI._Che_Bdi S,
o TrRCalints dl_DRCH_2ndssrCote, p_PrimSsramblingCode_1
)
10 ERR [TRUE] 1 Programming error





After: 
[image: image4.png]Test Step Id: ts_TransmitActiveSetUpdateAdd_tc_8_4_1_23_Stepd(p_CellToAdd : INTEGER, p_PrimScramblingCode_1 : PrimaryScramblingCode )

Test Step Group Ref. RRC_Generall

onjectve o Transmit Acive Cell Undate message, o ad the cell passed as parameter

Defauts

comments

[Nl e | Seavour Desorpton T Constrant et ]l Commerts

1 +ts_SetTmpCellinfo ( p_CellToAdd )

2 [tcv_RRC_RAB_Type = cell_DCH_Speech ]

3 A RLC_AM_DATA_REQ cas_ActSetUpdate ACTIVE SET UPDATE message;
tse_Cellpediuaten, (@i Thormas T15040235 s0@
ey
cs_ActSetUpdateAdd2Removet (tov_Cellindinfo.di_IntearityCheckinfo,

(o RRC_TI

tov_TmpCellinfo priScrmCode, tev_Tm,
tsc_DL_DPCH1_ChC_8peech,
tey_TmpCellinfa.dl_DPCH_2ndScrCode, p_PrimScramblingCode_t
n

4 [tov_RRC_RAB_Type = cell_DCH_64KCS_RAB_SRB]

5 AMTRLC_AM_DATA_REQ cas_ActSetUpdate (
tsc_CellDedicated,
tse_RB2,
cs_Actgety
to_RRC_TI,
tov_TmpCellinfo.priScrmCode, tev_Tm,
tsc_DL_DPCH1_ChC_B4k_CS,
tey_TmpCellinfa.dl_DPCH_2ndSerCode, p_PrimScramblingCode_t
n

2Remove1 (1ev_Cellindinfo.dl_IntegrityCheckino,

6 [tev_RRC_RAB_Type = cell_DCH_57_6kCS_RAB_SRB]

7 AM | RLC_AM_DATA_REQ cas_ActSetUpdate
tsc_CellDedicated,
tsc_RE2,
cs_ActSetUpdateAdd2Remove1 (tev_Cellindinfo.di_IntegrityCheckinfo,
e RRC_TI(OWIT)
tev_TmpCelli.priSermCode, to_Tm,
tsc_DL_DPCH1_ChC_Streaming,
tov_TmpCellinfo dl_DPCH_2ndSerCade, p_PrimSeramblingCode_1
)

8 [tev_RRC_RAB_Type = cell_DCH_64kPS_RAB_SRB]

) AM | RLC_AM_DATA_REQ cas_ActSetUpdate
tsc_CellDedicated,
tsc_RE2,
cs_ActSetUpdateAdd2Remove1 (tev_Cellindinfo.di_IntegrityCheckinfo,
e RRC_T
tev_TmpCellfa priSermCode, to_Tm,
tsc_DL_DPCHI_ChC_bik PS,
tev_TmpCellinfo dl_DPCH_2ndSerCode, p_PrimSeramblingCode_1
)

10 ERR [TRUE] 1

ACTIVE SET UPDATE message;
@sic Thomas T15040235 sic@

ACTIVE SET UPDATE message;
@sic Thomas T15040235 sic@

ACTIVE SET UPDATE message;
@sic Thomas T15040235 sic@

Programming error
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