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	Table Name
	tc_6_1_2_6:

	ATS Suite
	iWD_2006_wk23

	Test Case affected
	TC_6_1_2_6

	Reason for change
	The Guard Timer is not sufficient if the UE is run in Manual Attach mode. Also the user intervention of Manually selecting the PLMN causes additional delay.

	Summary of change
	Increased the guard timer to 7 minutes instead of 5 minutes as shown below


	Test Case

	 

	Test Case Id:
tc_6_1_2_6
Test Group Reference:
Idle_Mode/
Purpose:
1. To verify that the UE shall be able to initiate emergency calls when no suitable cells of the selected PLMN are available, but atleast one acceptable cell is available. 
2. To verify that the UE selects a cell with S>0 and CellBarred = Not Barred (i.e. an "acceptable cell" ) when no suitable cells of the selected PLMN are available. 
3. To verify that the UE ranks the acceptable cells according to the cell-ranking criterion R which in this test case equals Q as Qhyst, Qoffset, TEMP_OFFSET and PENALTY_TIME parameters are not used Treselection is not used either.
Configuration:
 
Defaults:
RRC_Def1_Idle
Comments:
 


	 

	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
START t_Guard
 
 
 
2
 
START t_Guard(420)
 
 
 



	Table Name
	tc_6_1_2_6: ts_RegistrationReject_Idle _

	ATS Suite
	iWD_2006_wk23

	Test Case affected
	TC_6_1_2_6

	Reason for change
	The current TTCN implementation does not handle all possible scenerios for Manual Attach mode. If [pc_PS=TRUE and pc_CS=FALSE] then a UE in manual attach mode will need the AT command trigger to attach.

	Summary of change
	Changed the ts_RegistrationReject_Idle step as shown below to handle all cases.


	Test Step

	 

	Test Step Id:
ts_RegistrationReject_Idle ( p_CellId : INTEGER ;p_rrc_rel_status : RRC_Rel_Status 
)
Test Step Group Ref:
IdleModeSpecific/
Objective:
Reject a registration attempt for CS or PS services.
Defaults:
NAS_OtherwiseFail
Comments:
For CS or PS registration, the UE will send either ATTACH REQUEST (GMM message) or LOCATION UPDATE REQUEST (MM message). 
Either request will be rejected.


	 

	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
+ lt_GMM_AT_Attach_IfNotAutomatic
 
 
 
2
 
+ts_RRC_ConnEst( 
p_CellId, 
est_Reg, 
registration)
 
 
UE establishes a RRC connection
3
 
  Dc ? RRC_DataInd
car_PS_InitDirectTransfer (tsc_CellDedicated, tsc_RB3, 
cr_AttachReq (?,*,*, ?) 
)
 
ATTACH REQUEST (GMM message with any contents)
4
 
   Dc ! RRC_DataReq
ca_PS_DataReq (tsc_CellDedicated, tsc_RB3, 
cs_AttachRej ( 
tsc_RejCauPLMN_Not 
))
 
ATTACH REJECT 
- PLMN not allowed
5
 
    +ts_RRC_ConnRel(p_CellId, p_rrc_rel_status)
 
 
Release RRC connection
6
 
  Dc?RRC_DataInd
car_InitDirectTransfer ( 
tsc_CellDedicated, tsc_RB3, 
cb_LocUpdReqAny (?) )
 
LOCATION UPDATING REQUEST
7
 
   Dc ! RRC_DataReq
ca_DataReq ( 
tsc_CellDedicated, 
tsc_RB3, 
c_LocUpdRej ( 
tsc_RejCauPLMN_Not ))
 
LOCATION UPDATING REJECT 
- PLMN not allowed
8
 
    +ts_RRC_ConnRel(p_CellId, p_rrc_rel_status)
 
 
Release RRC connection
lt_GMM_AT_Attach_IfNotAutomatic
9
 
+ ts_SetTmpCellInfo ( p_CellId )
 
 
 
10
 
[ pc_PS AND NOT(pc_CS) AND (tcv_TmpCellInfo.nmo = tsc_NMO_I) ]
 
 
 
11
 
+ ts_GMM_AT_Attach_IfNotAutomatic
 
 
 
12
 
[TRUE]
 
 
 


	 

	Detailed Comment:
 



	Table Name
	tc_6_1_2_6: lt_removeForbiddenPLMN

	ATS Suite
	iWD_2006_wk23

	Test Case affected
	TC_6_1_2_6

	Reason for change
	The current TTCN implementation does not handle UEs in Manual Attach mode when removing the PLMN 3 from the Forbidden PLMN list.

	Summary of change
	Made a new teststep ts_RemoveForbiddenPLMN_6126 to handle the UEs supporting Automatic and Manual Attach by using the teststep ts_IdleUpdated.


	lt_removeForbiddenPLMN

	58
	 
	+ ts_SS_SwitchCellOff ( tsc_CellA)
	 
	 
	 

	59
	 
	 + ts_SS_SwitchCellOff ( tsc_CellB)
	 
	 
	 

	60
	 
	  + ts_RemoveForbiddenPLMN ( tsc_CellC, cell_Fach_Dcch )
	 
	 
	@sic VB draft R5s050542 sic@

	61
	 
	  + ts_RemoveForbiddenPLMN_6126 ( tsc_CellC)
	 
	 
	@sic VB draft R5s050542 sic@


	Test Step

	 

	Test Step Id:
ts_RemoveForbiddenPLMN_6126 ( p_CellId : INTEGER)
Test Step Group Ref:
IdleModeSpecific/
Objective:
To remove the current PLMN from the forbidden list.
Defaults:
NAS_OtherwiseFail
Comments:
@sic VB draft R5s050542 sic@


	 

	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
+ ts_SetTmpCellInfo ( p_CellId )
2
 +ts_MMI_PLMN_SelModeMan
3
  + ts_MMI_PLMN_SelPerf ( tcv_TmpCellInfo.mcc, tcv_TmpCellInfo.mnc )
@sic Vb R5s060152 sic@
4
   +ts_IdleUpdated(p_CellId)
5
    +ts_MMI_PLMN_SelModeAuto
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