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	Table Name
	tc_8_3_11_10: lt_Postamble

	ATS Suite
	iWD_2006_wk18

	Test Case affected
	TC_8_3_11_10

	Reason for change
	The current TTCN implementation does not takes care of  UEs which send a Detach Request after the Deactivation of PDP Context in the Post Amble part of the testcase

	Summary of change
	Added a new teststep ts_DeactivatePDP_ContextMT_831110 for the handling of the optional Detach Request procedure for PS services.



	lt_Postamble

	38
	 
	+ts_SetTI_Rsp (tcv_TI_R)
	 
	 
	@sic R5s050460 sic@

	39
	 
	 +ts_DeactivatePDP_ContextMT(tsc_CellA, tcv_TI_S, cbs_SM_Cause_v(tsc_RejCauPDP_CtxtDeact))
	 
	 
	@sic R5s050460 sic@

	40
	 
	 +ts_DeactivatePDP_ContextMT_831110(tsc_CellA, tcv_TI_S, cbs_SM_Cause_v(tsc_RejCauPDP_CtxtDeact))
	 
	 
	@sic R5s050460 sic@

	41
	 
	  +ts_RRC_ConnRel_HS (tsc_CellA, cell_Dch)
	 
	 
	@sic R5s050412 sic@

	42
	 
	   [tcv_Count = 1]
	 
	 
	 

	43
	 
	   [TRUE]
	 
	 
	 

	44
	 
	    +ts_GMM_DetachOnSwitchOff_r5 (tsc_CellA)
	 
	 
	@sic R5s050412 sic@

	45
	 
	    +ts_Delete_GPRS_Entities(tsc_GSM_CellA, tsc_PhyCh1, tsc_LLEEntity)
	 
	 
	@sic R5s050412 sic@

	46
	 
	     +po_GPRS_SS_CellRelease (tsc_GSM_CellA)
	 
	 
	 

	47
	 
	      +po_ConnectionAndSS_RelHS(tsc_CellA)
	 
	 
	 


	Table Name
	ts_DeactivatePDP_ContextMT_831110

	ATS Suite
	iWD_2006_wk18

	Test Case affected
	TC_8_3_11_10

	Reason for change
	Same as above

	Summary of change
	Same as above


	Test Step

	 

	Test Step Id:
ts_DeactivatePDP_ContextMT_831110(p_CellId: INTEGER ; p_ti: TI; p_smcause: SM_Cause_v )
Test Step Group Ref:
L3M_SM_Steps/
Objective:
To deactivate all the PDP Context active
Defaults:
NAS_OtherwiseFail
Comments:
This will be used to deactivate PDP Context from UTRAN Side. 

Parameters: 
p_ti: The TI value to be set 
p_sm_cause: This is the Cause for deactivating the PDP Context. 
@sic EW R5s050095 sic@


	 

	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
Dc ! RRC_DataReq
ca_PS_DataReq( tsc_CellDedicated , tsc_RB3, cs_DeactPDP_ContextReqMT(p_ti, p_smcause))
step 1
2
 (tcv_K := 0 )
3
  REPEAT localTree1 
UNTIL [tcv_K > 4]
4
   +localTree2
localTree1
5
START t_3395
6
TSP
 Dc? RRC_DataInd 

CANCEL t_3395
car_PS_UplinkDirectTransfer ( tsc_CellDedicated , tsc_RB3, cr_DeactPDP_ContextAcpMO)
(P)
step 2
7
  (tcv_K := 5 )
8
TSF
 ? TIMEOUT t_3395
(F)
step 3
9
  ( tcv_K := tcv_K + 1)
10
   Dc ! RRC_DataReq
ca_PS_DataReq( tsc_CellDedicated , tsc_RB3, cs_DeactPDP_ContextReqMT(p_ti, p_smcause))
step 4.
localTree2
11
START t_3390
12
 Dc ? RRC_DataInd
car_PS_UplinkDirectTransfer ( tsc_CellDedicated, tsc_RB3, 
cr_DetachRequest_MO
)
13
  Dc ! RRC_DataReq
ca_PS_DataReq(tsc_CellDedicated , tsc_RB3, 
cs_DetachAcc )
14
   (tcv_Count := 1)
15
 ? TIMEOUT t_3390



	Table Name
	tc_8_3_11_10

	ATS Suite
	iWD_2006_wk18

	Test Case affected
	TC_8_3_11_10

	Reason for change
	Inorder to better organise the testcase the lt_Postamble is made to handle all the PostAmble signalling procedures like Deactivating PDP Context or handling optional Detach Procedures, wheras the common steps of releasing of GPRS and UMTS resources can be made in the testbody



	Summary of change
	Removed the teststeps from lines 39,40 and 41 from Post Amble procedure steps and added after line 14 in the test body


	Test Case

	 

	Test Case Id:
tc_8_3_11_10
Test Group Reference:
InterRAT/CellChangeOrderUTRAN_ToGSM/
Purpose:
To verify that when UE received CELL CHANGE ORDER FROM UTRAN message in CELL_DCH state and if the establishment of the connection to the other RAT failed due to expiry of timer T309 prior to the successful establishment of a connection to the target RAT: 
a. revert back to the UTRA configuration; 
b. establish the UTRA physical channel (s) used at the time for reception of CELL CHANGE ORDER FROM UTRAN; 
c. transmit the CELL CHANGE ORDER FROM UTRAN FAILURE message and set the IE "Inter-RAT change failure" to "physical channel failure".
Configuration:
 
Defaults:
IntersystemGPRS
Comments:
@sic R5-060205 sic@


	 

	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
START t_Guard
 
 
 
2
 
 [ px_RAT = fdd ]
 
 
FDD specific behaviour
3
 
  +lt_InitVariables
 
 
 
4
 
   +ts_SS_CreateCellDCH_TimerPoll_r5 (tsc_CellA, tcv_TimerPoll )
 
 
Configure lower tester @sic R5-060227 sic@
5
 
    +ts_SendDefSysInfo_LongNeighCellInfo ( tsc_CellA )
 
 
Sends the default system information in CellA
6
 
     +ts_SendModifiedSysInfoSIB11_12 ( tsc_CellA )
 
 
 
7
 
      +ts_IdleUpdated_r5 (tsc_CellA )
 
 
Idle Update and bring UE to CELL_DCH state and release the connection again
8
 
       +ts_CRLC_RelReconfSRB_TimerPoll_r5 (tsc_CellA, tcv_TimerPoll)
 
 
@sic R5-060227 sic@
9
 
        +ts_GERANCreateCell_r5 ( tsc_GSM_CellA, bcch, si2quater, nopsi5)
 
 
 
10
 
         +ts_GSM_SetCellPowerLevel2Ch ( tsc_GSM_CellA, tsc_PhyCh0 , tsc_PhyCh1, tsc_ChPwrLvl_Off)
 
 
 
11
TBS
          ( tcv_TestBody := TRUE )
 
 
 
12
 
           + lt_LocalTest
 
 
 
13
TBE
            ( tcv_TestBody := FALSE )
 
(P)
 
14
 
             + lt_Postamble
 
 
 
15
 
              +ts_Delete_GPRS_Entities(tsc_GSM_CellA, tsc_PhyCh1, tsc_LLEEntity)
 
 
@sic R5s050412 sic@
16
 
               +po_GPRS_SS_CellRelease (tsc_GSM_CellA)
 
 
 
17
 
                +po_ConnectionAndSS_RelHS(tsc_CellA)
 
 
 
18
ERR1
 [ px_RAT = tdd ]
 
(I)
 
19
ERR2
 [ TRUE ]
 
(I)
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