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8.36.2
Successful Operation
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Figure 46: MBMS Session Start procedure. Successful operation.

The CN initiates the procedure by sending a MBMS SESSION START message.

The MBMS SESSION START message shall contain:

-
TMGI;

-
MBMS Bearer Service Type;
-
MBMS Session Identity, if available;

-
Iu Signalling Connection Identifier IE;

-
RAB parameters (including e.g. Allocation/Retention Priority);

-
PDP Type Information, if available;

-
MBMS Session Duration;

-
MBMS Service Area;

-
Frequency Layer Convergence Flag, if available;

-
RA List of Idle Mode UEs, if available.

-
Global CN-ID IE, only when the MBMS SESSION START message is sent from a CN node towards an RNC for which the sending CN node is not the default CN node;
-
MBMS Session Repetition Number, if available;

-
Time to MBMS Data Transfer.
-
MBMS Counting Information, if available;
Upon reception of the MBMS SESSION START message, the RNC shall store the Iu Signalling Connection Identifier IE for the duration of the MBMS Iu signalling connection. The Iu Signalling Connection Identifier IE contains an Iu signalling connection identifier which is allocated by the CN. The value for the Iu Signalling Connection Identifier IE shall be allocated so as to uniquely identify an Iu signalling connection for the involved CN node. 

The Global CN-ID IE contains the identity of the CN node that sent the MBMS SESSION START message, and it shall, if included, be stored together with the Iu signalling connection identifier. If the Global CN-ID IE is not included, the MBMS SESSION START message shall be considered as coming from the default CN node.

Upon reception of the MBMS SESSION START message, the RNC shall store, if not already, and remember the TMGI IE, the RAB parameters IE and the other attributes of the session as part of the MBMS Service Context. The TMGI IE contains the TMGI identifier which uniquely identifies the MBMS Bearer Service. 

Upon reception of the MBMS SESSION START message, the RNC shall initiate allocation of requested resources for the MBMS RAB at a proper point in time if at least one of the following two conditions is fulfilled:

-
the RNC controls at least one cell contained in the indicated MBMS Service Area and, if the RA List of Idle Mode UEs IE is included in MBMS SESSION START message, at least one RNC´s RA is contained in this list, or if Empty/Full RA List of Idle Mode UEs IE included in MBMS SESSION START message is set to “fulllist”,
-
the RNC serves UEs consuming radio resources from cells contained in the indicated MBMS Service Area.
The RNC may optimise the point in time when the resource allocation is initiated based on the Time to MBMS Data Transfer IE.
In case the RA List of Idle Mode UEs IE is included in MBMS SESSION START message but none of above conditions is fulfilled, the RNC may decide to wait for either an update of the RA List of Idle Mode UEs or a UE linking to finally establish the MBMS RAB. If  the RNC decides so, it shall report it immediately to the CN in the MBMS SESSION START RESPONSE message with the cause value "Successful MBMS Session Start - No Data Bearer Necessary".
If the Empty/Full RA List of Idle Mode UEs IE included in MBMS SESSION START message is set to “fulllist”, the RNC shall initiate the MBMS Notification over the Uu interface in all the cells under its control which belong to the indicated MBMS service area.
If the  MBMS Bearer Service Type IE is set to “Broadcast”, the MBMS Counting Information IE shall be included in the MBMS SESSION START message.  If the MBMS Counting Information IE is set to “counting”, the RNC may apply MBMS counting.
If the MBMS Bearer Service Type IE is set to “Multicast” the  MBMS Counting Information IE shall be ignored.

The allocation of requested resources shall be made according to the values of the Allocation/Retention Priority IE (priority level, pre-emption indicators) and the resource situation as follows:

-
The RNC shall consider the priority level of the requested MBMS RAB, when deciding on the resource allocation.

-
The Queuing Allowed IE shall be ignored for MBMS RAB.

-
The priority levels and the pre-emption indicators may (singularly or in combination) be used to determine whether the MBMS RAB establishment has to be performed unconditionally and immediately. If the requested MBMS RAB is marked as "may trigger pre-emption" and the resource situation requires so, the RNC may trigger the pre-emption procedure which may then cause the forced release of a lower priority RAB which is marked as "pre-emptable". Whilst the process and the extent of the pre-emption procedure is operator-dependent, the pre-emption indicators, if given in the MBMS SESSION START message, shall be treated as follows:

1.
If the Pre-emption Capability IE is set to "may trigger pre-emption", then this allocation request may trigger the pre-emption procedure. UTRAN shall only pre‑empt RABs (other MBMS RABs or UE specific RABs) with lower priority, in ascending order of priority.

2.
If the Pre-emption Capability IE is set to "shall not trigger pre-emption", then this allocation request shall not trigger the pre-emption procedure.

3.
If the Pre-emption Vulnerability IE is set to "pre-emptable", then this connection shall be included in the pre-emption process.
4.
If the Pre-emption Vulnerability IE is set to "not pre-emptable", then this connection shall not be included in the pre-emption process.

5.
If the Priority Level IE is set to "no priority" the given values for the Pre-emption Capability IE and Pre-emption Vulnerability IE shall not be considered. Instead the values "shall not trigger pre-emption" and "not pre-emptable" shall prevail.
-
If the Allocation/Retention Priority IE is not given in the MBMS SESSION START message, the allocation request shall not trigger the pre-emption process and the connection may be pre-empted and considered to have the value "lowest" as priority level. Moreover, queuing shall not be allowed.

The UTRAN shall use the PDP Type Information IE to configure any compression algorithms.
In case of successful MBMS RAB establishment, the RNC shall include the Transport Layer Address IE and the Iu Transport Association IE in the MBMS SESSION START RESPONSE message. The RNC may answer successfully even though the MBMS resources have not been established in all relevant cells.

If NNSF is active, the RNC may receive from several CN nodes for a certain MBMS Bearer Service the MBMS SESSION START message. In this case, if the RNC decides to establish the requested MBMS RAB, it shall only establish one MBMS Iu bearer and shall inform the selected CN node accordingly i.e. with MBMS SESSION START RESPONSE message including the Transport Layer Address IE and the Iu Transport Association IE.

If the RNC receives from several CN nodes for a certain MBMS Bearer Service the MBMS SESSION START message and all the MBMS SESSION START messages include the RA List of Idle Mode UEs IE, the RNC shall, if supported, maintain an MBMS Iu signalling connection towards all the CN nodes and inform them accordingly i.e. with MBMS SESSION START RESPONSE message and cause value "Successful MBMS Session Start - No Data Bearer Necessary" to all the CN nodes except the one, if any, towards which the RNC confirmed the successful MBMS RAB establishment.

The MBMS Session Repetition Number IE may be included in the MBMS SESSION START message in case the MBMS Session Identity IE is included in the same message. The MBMS Session Repetition Number IE may be used by RNC to recognise retransmissions of a particular session of a MBMS Bearer Service with identical contents. This IE may be used for counting purpose.

Transmission and reception of a MBMS SESSION START RESPONSE message terminate the procedure in the UTRAN and in the CN respectively.

	Next modified sub-clause


9.1.58
MBMS SESSION START

This message is sent by the CN to establish a MBMS Iu signalling connection and if needed a MBMS RAB.

Direction: CN ( RNC.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	TMGI
	M
	
	9.2.3.37
	
	YES
	reject

	MBMS Session Identity
	O
	
	9.2.3.38
	
	YES
	ignore

	MBMS Bearer Service Type
	M
	
	9.2.3.39
	
	YES
	reject

	Iu Signalling Connection Identifier
	M
	
	9.2.1.38
	
	YES
	reject

	RAB parameters
	M
	
	9.2.1.3
	
	YES
	reject

	PDP Type Information
	O
	
	9.2.1.40
	
	YES
	ignore

	MBMS Session Duration
	M
	
	9.2.3.40
	
	YES
	reject

	MBMS Service Area
	M
	
	9.2.3.41
	
	YES
	reject

	Frequency Layer Convergence Flag
	O
	
	9.2.1.76
	
	YES
	ignore

	RA List of Idle Mode UEs
	O
	
	9.2.3.42
	
	YES
	ignore

	Global CN-ID IE
	O
	
	9.2.1.46
	
	YES
	reject

	MBMS Session Repetition Number
	O
	
	9.2.3.48
	
	YES
	ignore

	Time to MBMS Data Transfer
	M
	
	9.2.3.49
	
	YES
	reject

	MBMS Counting Information
	O
	
	9.2.3.39a
	
	YES
	ignore


	Next modified sub-clause


9.2.3.39a
MBMS Counting Information
Indicates to the RNC whether MBMS Counting procedures can be applied in MBMS Broadcast Mode.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBMS Counting Information
	M
	
	ENUMERATED (counting, not counting, …)
	


	Next modified sub-clause, in Section 9.3.3 



InterSystemInformationTransferType,


IntegrityProtectionInformation,


InterSystemInformation-TransparentContainer,

IPMulticastAddress,

IuSignallingConnectionIdentifier,


IuTransportAssociation,


KeyStatus,


L3-Information,


LAI,


LastKnownServiceArea,

MBMS-PTP-RAB-ID,


MBMSBearerServiceType,

MBMSCountingInformation,

MBMSCNDe-Registration,


MBMSRegistrationRequestType,


MBMSServiceArea,

	Next modified sub-clause,  in Section 9.3.3 



id-KeyStatus,


id-L3-Information,


id-LAI,


id-LastKnownServiceArea,

id-LeftMBMSBearerServicesList,

id-LocationRelatedDataRequestTypeSpecificToGERANIuMode,

id-MBMSBearerServiceType,

id-MBMSCountingInformation,

id-MBMSCNDe-Registration,


id-MBMSRegistrationRequestType,


id-MBMSServiceArea,


id-MBMSSessionDuration,


id-MBMSSessionIdentity,

id-MBMSSessionRepetitionNumber,

id-NAS-PDU,

id-NAS-SequenceNumber,

id-NewBSS-To-OldBSS-Information,


id-NonSearchingIndication,

	Next modified sub-clause,  in Section 9.3.3


MBMSSessionStartIEs RANAP-PROTOCOL-IES ::= {


{ ID id-TMGI





CRITICALITY reject
TYPE TMGI








PRESENCE mandatory
} |


{ ID id-MBMSSessionIdentity

CRITICALITY ignore
TYPE MBMSSessionIdentity




PRESENCE optional
} |


{ ID id-MBMSBearerServiceType

CRITICALITY reject
TYPE MBMSBearerServiceType




PRESENCE mandatory
} |

{ ID id-IuSigConId




CRITICALITY reject 
TYPE IuSignallingConnectionIdentifier  
PRESENCE mandatory
}|


{ ID id-RAB-Parameters



CRITICALITY reject 
TYPE RAB-Parameters






PRESENCE mandatory
} |


{ ID id-PDP-TypeInformation


CRITICALITY ignore
TYPE PDP-TypeInformation




PRESENCE optional

} |


{ ID id-MBMSSessionDuration


CRITICALITY reject
TYPE MBMSSessionDuration




PRESENCE mandatory

} |


{ ID id-MBMSServiceArea



CRITICALITY reject
TYPE MBMSServiceArea





PRESENCE mandatory
} |


{ ID id-FrequenceLayerConvergenceFlag
CRITICALITY ignore
TYPE FrequenceLayerConvergenceFlag
PRESENCE optional

} |


{ ID id-RAListofIdleModeUEs


CRITICALITY ignore
TYPE RAListofIdleModeUEs




PRESENCE optional

} |


{ ID id-GlobalCN-ID




CRITICALITY reject
TYPE GlobalCN-ID






PRESENCE optional

} |


{ ID id-MBMSSessionRepetitionNumber
CRITICALITY
ignore
TYPE MBMSSessionRepetitionNumber


PRESENCE optional

} |


{ ID id-TimeToMBMSDataTransfer

CRITICALITY reject
TYPE TimeToMBMSDataTransfer




PRESENCE mandatory
},


...

}

MBMSSessionStartExtensions RANAP-PROTOCOL-EXTENSION ::= {
-- Extension for Release 6 to enable MBMS counting in broadcast mode --

{ ID id-MBMSCountingInformation

CRITICALITY ignore
EXTENSION MBMSCountingInformation



PRESENCE optional
},  

...

}

	Next modified sub-clause, in Section 9.3.4


MBMSCountingInformation ::= ENUMERATED {


counting,


notcounting,


...

}

	Next modified sub-clause, in Section 9.3.6


id-TargetBSS-ToSourceBSS-TransparentContainer


INTEGER ::= 162
id-TimeToMBMSDataTransfer







INTEGER ::= 163
id-RedirectAttemptFlag








INTEGER ::= 166
id-MBMSCountingInformation







INTEGER ::= 169
END
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