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8.6.5.18
Added or reconfigured E-DCH MAC-d flow

If the IE "Added or reconfigured E-DCH MAC-d flow" is included, the UE shall:

1>
if the IE "E-DCH MAC-d flow power offset" is included:

2>
configure the power offset indicated in the IE "E-DCH MAC-d flow power offset" for the E-DCH MAC-d flow identified by the IE "E-DCH MAC-d flow identity".

1>
if the IE "E-DCH MAC-d flow maximum number of retransmissions" is included:

2>
configure the maximum number of retransmissions indicated in the IE "E-DCH MAC-d flow maximum number of retransmissions" for the E-DCH MAC-d flow identified by the IE "E-DCH MAC-d flow identity".

1>
if the IE "E-DCH MAC-d flow multiplexing list" is included:

2>
only multiplex MAC-d PDU’s from the E-DCH MAC-d flow indicated in the IE "E-DCH MAC-d flow identity" with MAC-d PDU’s from E-DCH MAC-d flows with which multiplexing in the same MAC-e PDU is allowed in accordance to the IE "E-DCH MAC-d flow multiplexing list".

1>
else:

2>
if previously the IE "E-DCH MAC-d flow multiplexing list" was already received for this E-DCH MAC-d flow:

3>
continue to only multiplex E-DCH PDU’s from the E-DCH MAC-d flow indicated in the IE “E-DCH MAC-d flow identity” with MAC-d PDU’s from E-DCH MAC-d flows with which multiplexing in the same MAC-e PDU is allowed according to the previously received IE “E-DCH MAC-d flow multiplexing list”.

2>
else (never received the IE "E-DCH MAC-d flow multiplexing list" for this E-DCH MAC-d flow):

3>
allow multiplexing of MAC-d PDU’s from the E-DCH MAC-d flow indicated in the IE "E-DCH MAC-d flow identity" with MAC-d PDU’s from any other E-DCH MAC-d flow in the same MAC-e PDU.

1>
if the IE "Non-scheduled transmission grant info" is included:

2>
if the TTI configured on the E-DCH equals 2ms, and the IE "2ms non-scheduled transmission grant HARQ process allocation" is configured for this MAC-d flow:

3>
MAC-d PDU's for logical channels belonging to this MAC-d flow shall only be included in a MAC-e PDU transmitted by HARQ processes allowed by the IE "2ms non-scheduled transmission grant HARQ process allocation", with a total contribution from this MAC-d flow (i.e. including MAC-e/es headers) not exceeding the size as signalled by the IE "Max MAC-e PDU contents size".

2>
else:

3>
MAC-d PDU's for logical channels belonging to this MAC-d flow shall be included in a MAC-e PDU transmitted by any HARQ process, with a total contribution from this MAC-d flow (i.e. including MAC-e/es headers) not exceeding the size as signalled by the IE "Max MAC-e PDU contents size".

1>
if the IE "Scheduled transmission grant info" is included:

2>
transmission of MAC-d PDU's for logical channels belonging to this MAC-d flow shall be in accordance with the received scheduled grant on E-AGCH/E-RGCH (see [15]).

1>
perform the actions as specified in subclause 8.5.21;

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.
~~~ Next Modified Section ~~~

13.7
Parameter values for default radio configurations
…
	Configuration
	12.65/8.85/6.6 kbps speech +

3.4 kbps signalling

(without SRB#5)

	Ref 25.993
	7.1.106

	Default configuration identity
	16

	RB INFORMATION
	

	rb-Identity
	RB1: 1, RB2: 2, RB3: 3, RB5: 5, RB6: 6, RB7: 7, 

	rlc-InfoChoice
	Rlc-info

	>ul-RLC-Mode
	RB1: UM

RB2- RB3: AM

RB5-RB7: TM

	>>transmissionRLC-DiscardMode
	RB1: N/A

RB2- RB3: NoDiscard

RB5- RB7: N/A

	>>>maxDat
	RB1: N/A

RB2- RB3: 25

RB5- RB7: N/A

	>>transmissionWindowSize
	RB1: N/A

RB2- RB3: 32

RB5- RB7: N/A

	>>timerRST
	RB1: N/A

RB2- RB3: 200
RB5- RB7: N/A

	>>max-RST
	RB1: N/A

RB2- RB3: 1

RB5- RB7: N/A

	>>pollingInfo
	RB1: N/A

RB2- RB3: as below

RB5- RB7: N/A

	>>>TimerPoll
	RB2- RB3: 200

	>>>PollPDU
	RB2- RB3: n/a

	>>>PollSDU
	RB2- RB3: 1

	>>>lastTransmissionPDU-Poll
	RB2- RB3: FALSE

	>>>lastRetransmissionPDU-Poll
	RB2- RB3: TRUE

	>>>PollWindow
	RB2- RB3: 99

	>>segmentationIndication
	RB1- RB3: N/A

RB5- RB7: FALSE

	>dl-RLC-Mode
	RB1: UM

RB2- RB3: AM

RB5- RB7: TM

	>>inSequenceDelivery
	RB1: N/A

RB2- RB3: TRUE

RB5- RB7: N/A

	>>receivingWindowSize
	RB1: N/A

RB2- RB3: 32

RB5- RB7: N/A

	>>dl-RLC-StatusInfo
	RB1: N/A

RB2- RB3: as below

RB5- RB7: N/A

	>>>timerStatusProhibit
	RB2- RB3: 100

	>>>missingPDU-Indicator
	RB2- RB3: TRUE

	>>segmentationIndication
	RB1- RB3: N/A

RB5- RB7: FALSE

	rb-MappingInfo
	

	>UL-LogicalChannelMappings
	OneLogicalChannel

	>>ul-TransportChannelType
	Dch

	>>>transportChannelIdentity
	RB1- RB3: 9

RB5: 1, RB6: 2, RB7: 3.

	>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: N/A

	>>rlc-SizeList
	RB1- RB3: configured

RB5- RB7: N/A

	>>mac-LogicalChannelPriority
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: 5

	>DL-logicalChannelMappingList
	

	>>Mapping option 1
	One mapping option

	>>>dl-TransportChannelType
	Dch

	>>>>transportChannelIdentity
	RB1- RB3: 9

RB5: 1, RB6: 2, RB7: 3,

	>>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: N/A

	TrCH INFORMATION PER TrCH
	

	UL-AddReconfTransChInfoList
	

	>Uplink transport channel type
	Dch

	>transportChannelIdentity
	TrCH1: 1, TrCH2: 2, TrCH3: 3,  TrCH4: 9

	>transportFormatSet
	DedicatedTransChTFS

	>>dynamicTF-information
	

	>>>tf0/ tf0,1
	TrCH1: (0x72)

TrCH2: (0x 181)

TrCH3: (0x60)

TrCH4: (0x144, 1x144)

	>>>>rlcSize
	BitMode

	>>>>>sizeType
	TrCH1: type 1: 72

TrCH2: type 2: part1= 6, part2= 5

TrCH3: type1: 60

TrCH4: 2: type 2, part1= 2, part2= 0 (144)

	>>>>numberOfTbSizeList
	TrCH1-3: Zero

TrCH4: Zero, one

	>>>>logicalChannelList
	All

	>>>tf 1
	TrCH1: (1x40)

TrCH2: (1x 78)

TrCH3: N/A

TrCH4: N/A

	>>>>numberOfTransportBlocks
	TrCH1: One

TrCH2: One

	>>>>rlc-Size
	TrCH1-2: BitMode

	>>>>>sizeType
	TrCH1: 1: 40

TrCH2: 1: 78

	>>>>numberOfTbSizeList
	TrCH1-2: One

	>>>>logicalChannelList
	TrCH1: all

	>>>tf 2
	TrCH1: (1x54)

TrCH2: (1x113)

TrCH3: N/A

TrCH4: N/A

	>>>>numberOfTransportBlocks
	TrCH1: One

TrCh2: One

	>>>>rlc-Size
	TrCH1: BitMode

	>>>>>sizeType
	TrCH1: type 1: 54

TrCH2: type 1: 113

	>>>>numberOfTbSizeList
	TrCH1: One

TrCH2: One

	>>>>logicalChannelList
	TrCH1: all

TrCH2: all

	>>>tf 3
	TrCH1: (1x64)

TrCH2: (1x181)

TrCH3: N/A

TrCH4: N/A

	>>>>numberOfTransportBlocks
	TrCH1: One

TrCh2: One

	>>>>rlc-Size
	TrCH1: BitMode

	>>>>>sizeType
	TrCH1: type 1: 64

TrCH2: type 2: part1=6, part2= 5

	>>>>numberOfTbSizeList
	TrCH1: One

TrCH2: One

	>>>>logicalChannelList
	TrCH1: all

TrCH2: all

	>>>tf 4
	TrCH1: (1x72)

TrCH2: N/A

TrCH3: N/A

TrCH4: N/A

	>>>>numberOfTransportBlocks
	TrCH1: One

	>>>>rlc-Size
	TrCH1: BitMode

	>>>>>sizeType
	TrCH1: type 1: 72

	>>>>numberOfTbSizeList
	TrCH1: One

	>>>>logicalChannelList
	TrCH1: all

	>>semistaticTF-Information
	

	>>>tti
	TrCH1- TrCH2: 20

TrCH4: 40

	>>>channelCodingType
	Convolutional

	>>>>codingRate
	TrCH1- TrCH3: Third

TrCH4: Third

	>>>rateMatchingAttribute
	TrCH1: 200

TrCH2: 190

TrCH3: 256

TrCH4: 170

	>>>crc-Size
	TrCH1: 12

TrCH2: 0

TrCH3: 0

TrCH4: 16

	DL-AddReconfTransChInfoList
	

	>Downlink transport channel type
	Dch

	>dl-TransportChannelIdentity 
	

	>tfs-SignallingMode
	Independent

	>>transportFormatSet
	

	>>>dynamicTF-information
	

	>>>>tf0/ tf0,1
	TrCH1: (1x0)

	>>>>rlcSize
	BitMode

	>>>>>sizeType
	TrCH1: type 1: 0

	>>>>numberOfTbSizeList
	TrCH1: One

	>>>>logicalChannelList
	All

	>>>semistaticTF-Information
	same as UL 

	>>ULTrCH-Id
	TrCH1: 1, TrCH2: 2, TrCH3: 3, TrCH4: 9, 

	>dch-QualityTarget
	

	>>bler-QualityValue
	TrCH1: 7x10-3

TrCH2: Absent

TrCH3: Absent

TrCH4: Absent

	TrCH INFORMATION, COMMON
	

	ul-CommonTransChInfo
	

	>tfcs-ID (TDD only)
	1

	>sharedChannelIndicator (TDD only)
	FALSE

	> tfc-Subset
	Absent, not required

	>ul-TFCS
	Normal TFCI signalling 

	>>explicitTFCS-ConfigurationMode
	Complete

	>>>ctfcSize
	Ctfc6Bit

	>>>>TFCS representation
	Addition

	>>>>>TFC list
	

	>>>>>>TFC 1
	(TF0, TF0, TF0, TF0)

	>>>>>>>ctfc
	0

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFC 2
	(TF1, TF0, TF0, TF0)

	>>>>>>>ctfc
	1

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>c (FDD only)
	N/A

	>>>>>>>>d
	N/A

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFC 3
	(TF2, TF1, TF0, TF0)

	>>>>>>>ctfc
	7

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFC 4
	(TF3, TF2, TF0, TF0)

	>>>>>>>ctfc
	13

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>c (FDD only)
	

	>>>>>>>>d
	

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFC 5
	(TF4, TF3, TF0, TF0)

	>>>>>>>ctfc
	19

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFC 6
	(TF0, TF0, TF0, TF1)

	>>>>>>>ctfc
	20

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>c (FDD only)
	

	>>>>>>>>d
	

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFC 7
	(TF1, TF0, TF0, TF1)

	>>>>>>>ctfc
	21

	>>>>>>>gainFactorInformation
	Computed

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFC 8
	(TF2, TF1, TF0, TF1)

	>>>>>>>ctfc
	27

	>>>>>>>gainFactorInformation
	computed

	>>>>>>>>c (FDD only)
	

	>>>>>>>>d
	

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFC 9
	(TF3, TF2, TF0, TF1)

	>>>>>>>ctfc
	33

	>>>>>>>gainFactorInformation
	computed

	>>>>>>>>referenceTFCId
	0

	>>>>>>TFC 10
	(TF4, TF3, TF0, TF1)

	>>>>>>>ctfc
	39

	>>>>>>>gainFactorInformation
	signalled

	>>>>>>>>c (FDD only)
	11

	>>>>>>>>d
	15

	>>>>>>>>referenceTFCId
	0

	> TFC subset list
	

	>>TFC subset 1
	(speech rate 6.6)

	>>> Allowed transport format combination list
	(TFC1, TFC2, TFC3, TFC6, TFC7, TFC8)

	>>TFC subset 2
	(speech rate 8.85)

	>>> Allowed transport format combination list
	(TFC1, TFC2, TFC3, TFC4, TFC6, TFC7, TFC8, TFC9)

	>>TFC subset 3
	(speech rate 12.65)

	>>> Allowed transport format combination list
	(TFC1, TFC2, TFC3, TFC4, TFC5, TFC6, TFC7, TFC8, TFC9, TFC10)

	dl-CommonTransChInfo
	

	>tfcs-SignallingMode
	Independent

	ul-CommonTransChInfo
	

	>tfcs-ID (TDD only)
	1

	>sharedChannelIndicator (TDD only)
	FALSE

	> tfc-Subset
	Absent, not required

	>dl-TFCS
	Normal TFCI signalling 

	>>explicitTFCS-ConfigurationMode
	Complete

	>>>ctfcSize
	Ctfc8Bit

	>>>>TFCS representation
	Addition

	>>>>>TFCS list
	

	>>>>>>TFC 1
	(TF0, TF0, TF0, TF0)

	>>>>>>>ctfc
	0

	>>>>>>TFC 2
	(TF1, TF0, TF0, TF0)

	>>>>>>>ctfc
	1

	>>>>>>TFC 3
	(TF2, TF1, TF0, TF0)

	>>>>>>>ctfc
	7

	>>>>>>TFC 4
	(TF3, TF2, TF0, TF0)

	>>>>>>>ctfc
	13

	>>>>>>TFC 5
	(TF4, TF3, TF0, TF0)

	>>>>>>>ctfc
	19

	>>>>>>TFC 6
	(TF0, TF0, TF0, TF1)

	>>>>>>>ctfc
	20

	>>>>>>TFC 7
	(TF1, TF0, TF0, TF1)

	>>>>>>>ctfc
	21

	>>>>>>TFC 8
	(TF2, TF1, TF0, TF1)

	>>>>>>>ctfc
	27

	>>>>>>TFC 9
	(TF3, TF2, TF0, TF1)

	>>>>>>>ctfc
	33

	>>>>>>TFC 10
	(TF4, TF3, TF0,  TF1)

	>>>>>>>ctfc
	39

	>>>>>>TFC 11
	(TF0, TF0, TF0, TF0)

	>>>>>>>ctfc
	40

	>>>>>>TFC 12
	(TF1, TF0, TF0, TF0)

	>>>>>>>ctfc
	41

	>>>>>>TFC 13
	(TF2, TF1, TF0, TF0)

	>>>>>>>ctfc
	47

	>>>>>>TFC 14
	(TF3, TF2, TF0, TF0)

	>>>>>>>ctfc
	53

	>>>>>>TFC 15
	(TF4, TF3, TF0, TF0)

	>>>>>>>ctfc
	59

	>>>>>>TFC 16
	(TF0, TF0, TF0, TF1)

	>>>>>>>ctfc
	60

	>>>>>>TFC 17
	(TF1, TF0, TF0, TF1)

	>>>>>>>ctfc
	61

	>>>>>>TFC 18
	(TF2, TF1, TF0, TF1)

	>>>>>>>ctfc
	67

	>>>>>>TFC 19
	(TF3, TF2, TF0, TF1)

	>>>>>>>ctfc
	73

	>>>>>>TFC 20
	(TF4, TF3, TF0, TF1)

	>>>>>>>ctfc
	79

	PhyCH INFORMATION FDD
	

	UL-DPCH-InfoPredef
	

	>ul-DPCH-PowerControlInfo
	

	>>powerControlAlgorithm
	Algorithm 1

	>>>tpcStepSize
	1 dB

	>tfci-Existence
	TRUE

	>puncturingLimit
	0.84

	DL-CommonInformationPredef
	

	>dl-DPCH-InfoCommon
	

	>>spreadingFactor
	128

	>>tfci-Existence
	FALSE

	>>pilotBits
	4

	>>positionFixed
	Fixed


	Configuration
	Signalling on E-DCH on UL depending based on minimum E-DCH UE category + Signalling on HS-DSCH based minimum HS-DSCH UE category

	Ref 25.993
	7.6.1

	Default configuration identity
	17

	RB INFORMATION
	

	rb-Identity
	RB1: 1, RB2: 2, RB3: 3



	rlc-InfoChoice
	Rlc-info

	>ul-RLC-Mode
	RB1: UM

RB2- RB3: AM

	>>transmissionRLC-DiscardMode
	RB1: N/A

RB2- RB3: NoDiscard

	>>>maxDat
	RB1: N/A

RB2- RB3: 25

	>>transmissionWindowSize
	RB1: N/A

RB2- RB3: 128 

	>>timerRST
	RB1: N/A

RB2- RB3: 200

	>>max-RST
	RB1: N/A

RB2- RB3: 1

	>>pollingInfo
	RB1: N/A

RB2- RB3: as below

	>>>TimerPoll
	RB2- RB3: 100

	>>>PollPDU
	RB2- RB3: n/a

	>>>PollSDU
	RB2- RB3: 1

	>>>lastTransmissionPDU-Poll
	RB2- RB3: FALSE

	>>>lastRetransmissionPDU-Poll
	RB2- RB3: FALSE

	>>>PollWindow
	RB2- RB3: 99

	>>segmentationIndication
	RB1- RB3: N/A

	>dl-RLC-Mode
	RB1: UM

RB2- RB3: AM

	>>DL RLC PDU size
	RB1-RB3: 144

	>>inSequenceDelivery
	RB1: N/A

RB2- RB3: TRUE

	>>receivingWindowSize
	RB1: N/A

RB2- RB3: 128 

	>>dl-RLC-StatusInfo
	RB1: N/A

RB2- RB3: as below

	>>>timerStatusProhibit
	RB2- RB3: 100

	>>>missingPDU-Indicator
	RB2- RB3: TRUE

	>>segmentationIndication
	RB1- RB3: N/A

	>>dl-UM-RLC-LI-size
	7

	Rb-MappingInfo
	

	>UL-LogicalChannelMappings
	OneLogicalChannel

	>>UplinkTransport ChannelTypeChoice
	

	>>ul-TransportChannelType
	E-DCH

	>>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

	>>>E-DCH MAC-d flow identity 
	RB1-RB3:0

	>>>DDI
	RB1: 1, RB2: 2, RB3: 3

	>>>>RLC PDU size
	144

	>>mac-LogicalChannelPriority
	RB1: 1, RB2: 2, RB3: 3

	>DL-logicalChannelMappings
	OneLogicalChannel

	>>Mapping option 1
	One mapping option

	>>>dl-TransportChannelType
	HS-DSCH

	>>>>Mac-d flow identity
	RB1- RB3: 0

	>>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

	TrCH INFORMATION PER TrCH
	

	UL-AddReconfTransChInfoList
	

	>Uplink transport channel type
	E-DCH

	>UL Transport channel identity
	

	> UL-ParametersChoice
	

	>> E-DCH Transmission Time Interval
	10

	>> HARQ info for E-DCH
	

	>>> HARQ RV Configuration
	Rvtable

	>> Added or reconfigured E-DCH MAC-d flow
	One MAC-d flow

	>>> E-DCH MAC-d  flow identity
	0

	>>> E-DCH MAC-d flow power offset
	4

	>>> E-DCH MAC-d flow maximum number of  retransmissions
	5

	>>> E-DCH MAC-d flow multiplexing list
	0

	>>> transmission grant typeChoice
	

	>>>> Non-scheduled transmission grant info
	Non-scheduled

	>>>>> Max MAC-e PDU contents size
	162

	DL-AddReconfTransChInfoList
	

	>Downlink transport channel type
	HS-DSCH

	>DL-ParametersChoice
	

	>>HARQ Info
	

	>>>Number of Processes 
	6

	>>>Memory PartitioningChoice
	

	>>>>Implicit
	

	>>Added or reconfigured MAC-d flow
	

	>>> MAC-hs queue to add or reconfigure list
	

	>>>>MAC-hs queue Id
	0

	>>>>MAC-d Flow Identity
	0

	>>>>T1
	100

	>>>>MAC-hs window size
	12

	>>>>MAC-d PDU size info
	

	>>>>>MAC-d PDU size
	148

	>>>>>MAC-d PDU size index
	0

	TrCH INFORMATION, COMMON
	Null


	Configuration
	12.2 kbps speech +

13.6 kbps signalling


	12.2/7.95/5.9/4.75  kbps speech +

13.6 kbps signalling



	Ref 25.993
	7.1.131
	7.1.132

	Default configuration identity
	18
	19

	RB INFORMATION
	
	

	rb-Identity
	RB1: 1, RB2: 2, RB3: 3, RB5: 5, RB6: 6, RB7: 7
	RB1: 1, RB2: 2, RB3: 3, RB5: 5, RB6: 6, RB7: 7

	rlc-InfoChoice
	Rlc-info
	Rlc-info

	>ul-RLC-Mode
	RB1: UM

RB2- RB3: AM

RB5-RB7: TM
	RB1: UM

RB2- RB3: AM

RB5-RB7: TM

	>>transmissionRLC-DiscardMode
	RB1: N/A

RB2- RB3: NoDiscard

RB5- RB7: N/A
	RB1: N/A

RB2- RB3: NoDiscard

RB5- RB7: N/A

	>>>maxDat
	RB1: N/A

RB2- RB3: 15

RB5- RB7: N/A
	RB1: N/A

RB2- RB3: 15

RB5- RB7: N/A

	>>transmissionWindowSize
	RB1: N/A

RB2- RB3: 32
RB5- RB7: N/A
	RB1: N/A

RB2- RB3: 32
RB5- RB7: N/A

	>>timerRST
	RB1: N/A

RB2- RB3: 200

RB5- RB7: N/A
	RB1: N/A

RB2- RB3: 200

RB5- RB7: N/A

	>>max-RST
	RB1: N/A

RB2- RB3: 1

RB5- RB7: N/A
	RB1: N/A

RB2- RB3: 1

RB5- RB7: N/A

	>>pollingInfo
	RB1: N/A

RB2- RB3: as below

RB5- RB7: N/A
	RB1: N/A

RB2- RB3: as below

RB5- RB7: N/A

	>>>TimerPoll
	RB2- RB3: 100
	RB2- RB3: 100

	>>>PollPDU
	RB2- RB3: n/a
	RB2- RB3: n/a

	>>>PollSDU
	RB2- RB3: 1
	RB2- RB3: 1

	>>>lastTransmissionPDU-Poll
	RB2- RB3: FALSE
	RB2- RB3: FALSE

	>>>lastRetransmissionPDU-Poll
	RB2- RB3: TRUE
	RB2- RB3: TRUE

	>>>PollWindow
	RB2- RB3: 99
	RB2- RB3: 99

	>>>timerPollPeriodic
	RB2- RB3: n/a
	RB2- RB3: n/a

	>>segmentationIndication
	RB1- RB3: N/A

RB5- RB7: FALSE
	RB1- RB3: N/A

RB5- RB7: FALSE

	>dl-RLC-Mode
	RB1: UM

RB2- RB3: AM

RB5- RB7: TM
	RB1: UM

RB2- RB3: AM

RB5- RB7: TM

	>>inSequenceDelivery
	RB1: N/A

RB2- RB3: TRUE

RB5- RB7: N/A
	RB1: N/A

RB2- RB3: TRUE

RB5- RB7: N/A

	>>receivingWindowSize
	RB1: N/A

RB2- RB3: 32
RB5- RB7: N/A
	RB1: N/A

RB2- RB3: 32
RB5- RB7: N/A

	>>dl-RLC-StatusInfo
	RB1: N/A

RB2- RB3: as below

RB5- RB7: N/A
	RB1: N/A

RB2- RB3: as below

RB5- RB7: N/A

	>>>timerStatusProhibit
	RB2- RB3: 100
	RB2- RB3: 100

	>>>missingPDU-Indicator
	RB2- RB3: TRUE
	RB2- RB3: TRUE

	>>>timerStatusPeriodic
	RB2- RB3: n/a
	RB2- RB3: n/a

	>>segmentationIndication
	RB1- RB3: N/A

RB5- RB7: FALSE
	RB1- RB3: N/A

RB5- RB7: FALSE

	rb-MappingInfo
	
	

	>UL-LogicalChannelMappings
	OneLogicalChannel
	OneLogicalChannel

	>>ul-TransportChannelType
	Dch
	Dch

	>>>transportChannelIdentity
	RB1- RB3: 9

RB5: 1, RB6: 2, RB7: 3
	RB1- RB3: 9

RB5: 1, RB6: 2, RB7: 3

	>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: N/A
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: N/A

	>>rlc-SizeList
	RB1- RB3: configured

RB5- RB7: N/A
	RB1- RB3: configured

RB5- RB7: N/A

	>>mac-LogicalChannelPriority
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: 5
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: 5

	>DL-logicalChannelMappingList
	
	

	>>Mapping option 1
	One mapping option
	One mapping option

	>>>dl-TransportChannelType
	Dch
	Dch

	>>>>transportChannelIdentity
	RB1- RB3: 9

RB5: 1, RB6: 2, RB7: 3
	RB1- RB3: 9

RB5: 1, RB6: 2, RB7: 3

	>>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: N/A
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: N/A

	TrCH INFORMATION PER TrCH
	
	

	UL-AddReconfTransChInfoList
	
	

	>Uplink transport channel type
	dch
	dch

	>transportChannelIdentity
	TrCH1: 1, TrCH2: 2, TrCH3: 3, TrCH4: 9
	TrCH1: 1, TrCH2: 2, TrCH3: 3, TrCH4: 9

	>transportFormatSet
	DedicatedTransChTFS
	DedicatedTransChTFS

	>>dynamicTF-information
	
	

	>>>tf0/ tf0,1
	TrCH1: (0x81)

TrCH2: (0x 103, 1x103)

TrCH3: (0x 60, 1x60)

TrCH4: (0x144, 1x144, 2x144, 3x144, 4x144)
	TrCH1: (0x 81)

TrCH2: (0x 103)

TrCH3: (0x 60)

TrCH4: (0x144)

	>>>>rlcSize
	BitMode
	BitMode

	>>>>>sizeType
	TrCH1: type 1: 81

TrCH2: type 1: 103

TrCH3: type 1: 60

TrCH4: 2: type 2, part1= 2, part2= 0 (144)
	TrCH1: type 1: 81

TrCH2: type 1: 103

TrCH3: type 1: 60

TrCH4: 2: type 2, part1= 2, part2= 0 (144)

	>>>>numberOfTbSizeList
	TrCH1: Zero

TrCH2-3: Zero, One 

TrCH4: Zero, one, 2, 3, 4
	TrCH1-4: Zero

	>>>>logicalChannelList
	All
	All

	>>>tf 1
	TrCH1: (1x39)

TrCH2- TrCH4: N/A
	TrCH1: (1x39)

TrCH2: (1x53)

TrCH3: (1x60)

TrCH4: (1x144, 2x144, 3x144, 4x144)

	>>>>numberOfTransportBlocks
	TrCH1: One
	TrCH1-3: One

TrCH4: One, 2, 3, 4

	>>>>rlc-Size
	TrCH1: BitMode
	TrCH1: BitMode

	>>>>>sizeType
	TrCH1: 1: 39
	TrCH1: 1: 39

TrCH2: 1: 53

TrCH3: 1: 60

TrCH4: 2: type 2, part1= 2, part2= 0 (144)

	>>>>numberOfTbSizeList
	TrCH1: One
	TrCH1: One

	>>>>logicalChannelList
	TrCH1: all
	TrCH1: all

	>>>tf 2
	TrCH1: (1x81)

TrCH2- TrCH4: N/A
	TrCH1: (1x42)

TrCH2: (1x63)

TrCH3- TrCH4: N/A

	>>>>numberOfTransportBlocks
	TrCH1: One
	TrCH1-2: One

	>>>>rlc-Size
	TrCH1: BitMode
	TrCH1: BitMode

	>>>>>sizeType
	TrCH1: type 1: 81
	TrCH1: type 1: 42

TrCH2: type 1: 63

	>>>>numberOfTbSizeList
	TrCH1: One
	TrCH1: One

	>>>>logicalChannelList
	TrCH1: all
	TrCH1: all

	>>>tf 3
	
	TrCH1: (1x55)

TrCH2: (1x84)

TrCH3- TrCH4: N/A

	>>>>numberOfTransportBlocks
	
	TrCH1-2: One

	>>>>rlc-Size
	
	TrCH1: BitMode

	>>>>>sizeType
	
	TrCH1: type 1: 55

TrCH2: type 1: 84

	>>>>numberOfTbSizeList
	
	TrCH1-2: One

	>>>>logicalChannelList
	
	TrCH1: all

	>>>tf 4
	
	TrCH1: (1x75)

TrCH2: (1x103)

TrCH3- TrCH4: N/A

	>>>>numberOfTransportBlocks
	
	TrCH1-2: One

	>>>>rlc-Size
	
	TrCH1: BitMode

	>>>>>sizeType
	
	TrCH1: type 1: 75

TrCH2: type 1: 103

	>>>>numberOfTbSizeList
	
	TrCH1-2: One

	>>>>logicalChannelList
	
	TrCH1: all

	>>>tf 5
	
	TrCH1: (1x81)

TrCH2- TrCH4: N/A

	>>>>numberOfTransportBlocks
	
	TrCH1: One

	>>>>rlc-Size
	
	TrCH1: BitMode

	>>>>>sizeType
	
	TrCH1: type 1: 81

	>>>>numberOfTbSizeList
	
	TrCH1: One

	>>>>logicalChannelList
	
	TrCH1: all

	>>semistaticTF-Information
	
	

	>>>tti
	TrCH1- TrCH3: 20

TrCH4: 40
	TrCH1- TrCH3: 20

TrCH4: 40

	>>>channelCodingType
	Convolutional
	Convolutional

	>>>>codingRate
	TrCH1- TrCH2: Third

TrCH3: Half

TrCH4: Third
	TrCH1- TrCH2: Third

TrCH3: Half

TrCH4: Third

	>>>rateMatchingAttribute
	TrCH1: 200

TrCH2: 190

TrCH3: 235

TrCH4: 160
	TrCH1: 200

TrCH2: 190

TrCH3: 235

TrCH4: 160

	>>>crc-Size
	TrCH1: 12

TrCH2- TrCH3: 0

TrCH4: 16
	TrCH1: 12

TrCH2- TrCH3: 0

TrCH4: 16

	DL-AddReconfTransChInfoList
	
	

	>Downlink transport channel type
	dch
	

	>dl-TransportChannelIdentity (should be as for UL)
	TrCH1: 1, TrCH2: 2, TrCH3: 3, TrCH4: 9
	TrCH1: 1, TrCH2: 2, TrCH3: 3, TrCH4: 9

	>tfs-SignallingMode
	Explicit

<Only tf0 on TrCH1 is different and shown below>
	Explicit

<Only tf0 on TrCH1 is different and shown below>

	>>transportFormatSet
	DedicatedTransChTFS
	DedicatedTransChTFS

	>>>dynamicTF-information
	
	

	>>>>tf0/ tf0,1
	TrCH1: (1x0)
	TrCH1: (1x0)

	>>>>rlcSize
	bitMode
	bitMode

	>>>>>sizeType
	TrCH1: type 1: 0
	TrCH1: type 1: 0

	>>>>numberOfTbSizeList
	TrCH1: One
	TrCH1: One

	>>>>logicalChannelList
	All
	All

	>>ULTrCH-Id
	TrCH1: 1, TrCH2: 2, TrCH3: 3, TrCH4: 9
	TrCH1: 1, TrCH2: 2, TrCH3: 3, TrCH4: 9

	>dch-QualityTarget
	
	

	>>bler-QualityValue
	TrCH1: 7x10-3

TrCH2- TrCH4: Absent
	TrCH1: 7x10-3

TrCH2- TrCH4: Absent

	TrCH INFORMATION, COMMON
	
	

	ul-CommonTransChInfo
	
	

	>tfcs-ID (TDD only)
	1
	1

	>sharedChannelIndicator (TDD only)
	FALSE
	FALSE

	>tfc-Subset
	Absent, not required
	Absent, not required

	>ul-TFCS
	Normal TFCI signalling 
	Normal TFCI signalling 

	>>explicitTFCS-ConfigurationMode
	Complete
	Complete

	>>>ctfcSize
	Ctfc6Bit
	Ctfc8Bit

	>>>>TFCS representation
	Addition
	Addition

	>>>>>TFCS list
	
	

	>>>>>>TFC 1
	(TF0, TF0, TF0, TF0)
	(TF0, TF0, TF0, TF0)

	>>>>>>>ctfc
	0
	0

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 2
	(TF1, TF0, TF0, TF0)
	(TF1, TF0, TF0, TF0)

	>>>>>>>ctfc
	1
	1

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 3
	(TF2, TF1, TF1, TF0)
	(TF2, TF1, TF0, TF0)

	>>>>>>>ctfc
	11
	8

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 4
	(TF0, TF0, TF0, TF1)
	(TF3, TF2, TF0, TF0)

	>>>>>>>ctfc
	12
	15

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 5
	(TF1, TF0, TF0, TF1)
	(TF4, TF3, TF0, TF0)

	>>>>>>>ctfc
	13
	22

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 6
	(TF2, TF1, TF1, TF1)
	(TF5, TF4, TF1, TF0)

	>>>>>>>ctfc
	23
	59

	>>>>>>>gainFactorInformation
	Signalled
	Computed

	>>>>>>>>c (FDD only)
	10
	N/A

	>>>>>>>>d
	15
	N/A

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 7
	(TF0, TF0, TF0, TF2)
	(TF0,TF0,TF0,TF1)

	>>>>>>>ctfc
	24
	60

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 8
	(TF1, TF0, TF0, TF2)
	(TF1,TF0,TF0,TF1)

	>>>>>>>ctfc
	25
	61

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 9
	(TF0, TF0, TF0, TF3)
	(TF2,TF1,TF0,TF1)

	>>>>>>>ctfc
	36
	68

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 10
	(TF1, TF0, TF0, TF3)
	(TF3,TF2,TF0,TF1)

	>>>>>>>ctfc
	37
	75

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 11
	(TF0, TF0, TF0, TF4)
	(TF4,TF3,TF0,TF1)

	>>>>>>>ctfc
	48
	82

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 12
	
	(TF5,TF4,TF1,TF1)

	>>>>>>>ctfc
	
	119

	>>>>>>>gainFactorInformation
	
	Signalled

	>>>>>>>>referenceTFCId
	
	10

	>>>>>>TFC 13
	
	15

	>>>>>>>ctfc
	
	0

	>>>>>>>gainFactorInformation
	
	(TF0,TF0,TF0,TF2)

	>>>>>>>>c (FDD only)
	
	120

	>>>>>>>>d
	
	Computed

	>>>>>>>>referenceTFCId
	
	0

	>>>>>>TFC 14
	
	(TF1, TF0, TF0, TF2)

	>>>>>>>ctfc
	
	121

	>>>>>>>gainFactorInformation
	
	Computed

	>>>>>>>>referenceTFCId
	
	0

	>>>>>>TFC 15
	
	(TF0,TF0,TF0,TF3)

	>>>>>>>ctfc
	
	180

	>>>>>>>gainFactorInformation
	
	Computed

	>>>>>>>>referenceTFCId
	
	0

	>>>>>>TFC 16
	
	(TF1, TF0, TF0, TF3)

	>>>>>>>ctfc
	
	181

	>>>>>>>gainFactorInformation
	
	Computed

	>>>>>>>>referenceTFCId
	
	0

	>>>>>>TFC 17
	
	(TF0,TF0,TF0,TF4)

	>>>>>>>ctfc
	
	240

	>>>>>>>gainFactorInformation
	
	Computed

	>>>>>>>>referenceTFCId
	
	0

	dl-CommonTransChInfo
	
	

	>tfcs-SignallingMode
	Same as UL
	Same as UL

	PhyCH INFORMATION FDD
	
	

	UL-DPCH-InfoPredef
	
	

	>ul-DPCH-PowerControlInfo
	
	

	>>powerControlAlgorithm
	Algorithm 1
	Algorithm 1

	>>>tpcStepSize
	1 dB
	1 dB

	>tfci-Existence
	TRUE
	TRUE

	>puncturingLimit
	0.96
	0.96

	DL-CommonInformationPredef
	
	

	>dl-DPCH-InfoCommon
	
	

	>>spreadingFactor
	128
	128

	>>tfci-Existence
	TRUE
	TRUE

	>>pilotBits
	4
	4

	>>positionFixed
	Flexible
	Flexible


	Configuration
	64kbps conv. CS- data +

13.6 kbps signalling
	12.65/8.85/6.6 kbps speech +

13.6 kbps signalling

(without SRB#5)

	Ref 25.993
	7.1.133
	7.1.134

	Default configuration identity
	20
	21

	RB INFORMATION
	
	

	Rb-Identity
	RB1: 1, RB2: 2, RB3: 3, RB5: 5
	RB1: 1, RB2: 2, RB3: 3, RB5: 5, RB6: 6, RB7: 7, 

	rlc-InfoChoice
	Rlc-info
	Rlc-info

	>ul-RLC-Mode
	RB1: UM

RB2- RB3: AM

RB5: TM
	RB1: UM

RB2- RB3: AM

RB5-RB7: TM

	>>transmissionRLC-DiscardMode
	RB1: N/A

RB2- RB3: NoDiscard

RB5: N/A
	RB1: N/A

RB2- RB3: NoDiscard

RB5- RB7: N/A

	>>>maxDat
	RB1: N/A

RB2- RB3: 25

RB5: N/A
	RB1: N/A

RB2- RB3: 25

RB5- RB7: N/A

	>>transmissionWindowSize
	RB1: N/A

RB2- RB3: 32
RB5: N/A
	RB1: N/A

RB2- RB3: 32
RB5- RB7: N/A

	>>timerRST
	RB1: N/A

RB2- RB3: 200

RB5: N/A
	RB1: N/A

RB2- RB3: 200

RB5- RB7: N/A

	>>max-RST
	RB1: N/A

RB2- RB3: 1

RB5: N/A
	RB1: N/A

RB2- RB3: 1

RB5- RB7: N/A

	>>pollingInfo
	RB1: N/A

RB2- RB3: as below

RB5: N/A
	RB1: N/A

RB2- RB3: as below

RB5- RB7: N/A

	>>>TimerPoll
	RB2- RB3: 100
	RB2- RB3: 100

	>>>PollPDU
	RB2- RB3: n/a
	RB2- RB3: n/a

	>>>PollSDU
	RB2- RB3: 1
	RB2- RB3: 1

	>>>lastTransmissionPDU-Poll
	RB2- RB3: FALSE
	RB2- RB3: FALSE

	>>>lastRetransmissionPDU-Poll
	RB2- RB3: TRUE
	RB2- RB3: TRUE

	>>>PollWindow
	RB2- RB3: 99
	RB2- RB3: 99

	>>segmentationIndication
	RB1- RB3: N/A

RB5: FALSE
	RB1- RB3: N/A

RB5- RB7: FALSE

	>dl-RLC-Mode
	RB1: UM

RB2- RB3: AM

RB5: TM
	RB1: UM

RB2- RB3: AM

RB5- RB7: TM

	>>inSequenceDelivery
	RB1: N/A

RB2- RB3: TRUE

RB5: N/A
	RB1: N/A

RB2- RB3: TRUE

RB5- RB7: N/A

	>>receivingWindowSize
	RB1: N/A

RB2- RB3: 32
RB5: N/A
	RB1: N/A

RB2- RB3: 32
RB5- RB7: N/A

	>>dl-RLC-StatusInfo
	RB1: N/A

RB2- RB3: as below

RB5: N/A
	RB1: N/A

RB2- RB3: as below

RB5- RB7: N/A

	>>>timerStatusProhibit
	RB2- RB3: 100
	RB2- RB3: 100

	>>>missingPDU-Indicator
	RB2- RB3: TRUE
	RB2- RB3: TRUE

	>>segmentationIndication
	RB1- RB3: N/A

RB5: FALSE
	RB1- RB3: N/A

RB5- RB7: FALSE

	rb-MappingInfo
	
	

	>UL-LogicalChannelMappings
	OneLogicalChannel
	OneLogicalChannel

	>>ul-TransportChannelType
	Dch
	Dch

	>>>transportChannelIdentity
	RB1- RB3: 9

RB5: 1
	RB1- RB3: 9

RB5: 1, RB6: 2, RB7: 3.

	>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

RB5: N/A
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: N/A

	>>rlc-SizeList
	RB1- RB3: configured

RB5: N/A
	RB1- RB3: configured

RB5- RB7: N/A

	>>mac-LogicalChannelPriority
	RB1: 1, RB2: 2, RB3: 3

RB5: 5
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: 5

	>DL-logicalChannelMappingList
	
	

	>>Mapping option 1
	One mapping option
	One mapping option

	>>>dl-TransportChannelType
	Dch
	Dch

	>>>>transportChannelIdentity
	RB1- RB3: 9

RB5: 1
	RB1- RB3: 9

RB5: 1, RB6: 2, RB7: 3,

	>>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

RB5: N/A
	RB1: 1, RB2: 2, RB3: 3

RB5- RB7: N/A

	TrCH INFORMATION PER TrCH
	
	

	UL-AddReconfTransChInfoList
	
	

	>Uplink transport channel type
	dch
	Dch

	>transportChannelIdentity
	TrCH1: 1, TrCH2: 9
	TrCH1: 1, TrCH2: 2, TrCH3: 3,  TrCH4: 9

	>transportFormatSet
	DedicatedTransChTFS
	DedicatedTransChTFS

	>>dynamicTF-information
	
	

	>>>tf0/ tf0,1,2,3,4
	TrCH1: (0x640, 2x640)

TrCH2: (0x144, 1x144, 2x144, 3x144, 4x144)
	TrCH1: (0x72)

TrCH2: (0x 181)

TrCH3: (0x60)

TrCH4: (0x144, 1x144, 2x144, 3x144, 4x144)

	>>>>rlcSize
	TrCH1: OctetMode

TrCH2:BitMode
	BitMode

	>>>>>sizeType
	TrCH1: type 2, part1= 11, part2= 2 (640)

TrCH2: type 2, part1= 2, part2= 0 (144)
	TrCH1: type 1: 72

TrCH2: type 2: part1= 6, part2= 5

TrCH3: type1: 60

TrCH4: 2: type 2, part1= 2, part2= 0 (144)

	>>>>numberOfTbSizeList
	TrCH1: Zero, 2 

TrCH2: Zero, one, 2, 3, 4
	TrCH1-3: Zero

TrCH4: Zero, one, 2, 3, 4

	>>>>logicalChannelList
	All
	All

	>>>tf 1
	
	TrCH1: (1x40)

TrCH2: (1x 78)

TrCH3: N/A

TrCH4: N/A

	>>>>numberOfTransportBlocks
	
	TrCH1: One

TrCH2: One

	>>>>rlc-Size
	
	TrCH1-2: BitMode

	>>>>>sizeType
	
	TrCH1: 1: 40

TrCH2: 1: 78

	>>>>numberOfTbSizeList
	
	TrCH1-2: One

	>>>>logicalChannelList
	
	TrCH1: all

	>>>tf 2
	
	TrCH1: (1x54)

TrCH2: (1x113)

TrCH3: N/A

TrCH4: N/A

	>>>>numberOfTransportBlocks
	
	TrCH1: One

TrCh2: One

	>>>>rlc-Size
	
	TrCH1: BitMode

	>>>>>sizeType
	
	TrCH1: type 1: 54

TrCH2: type 1: 113

	>>>>numberOfTbSizeList
	
	TrCH1: One

TrCH2: One

	>>>>logicalChannelList
	
	TrCH1: all

TrCH2: all

	>>>tf 3
	
	TrCH1: (1x64)

TrCH2: (1x181)

TrCH3: N/A

TrCH4: N/A

	>>>>numberOfTransportBlocks
	
	TrCH1: One

TrCh2: One

	>>>>rlc-Size
	
	TrCH1: BitMode

	>>>>>sizeType
	
	TrCH1: type 1: 64

TrCH2: type 2: part1=6, part2= 5

	>>>>numberOfTbSizeList
	
	TrCH1: One

TrCH2: One

	>>>>logicalChannelList
	
	TrCH1: all

TrCH2: all

	>>>tf 4
	
	TrCH1: (1x72)

TrCH2: N/A

TrCH3: N/A

TrCH4: N/A

	>>>>numberOfTransportBlocks
	
	TrCH1: One

	>>>>rlc-Size
	
	TrCH1: BitMode

	>>>>>sizeType
	
	TrCH1: type 1: 72

	>>>>numberOfTbSizeList
	
	TrCH1: One

	>>>>logicalChannelList
	
	TrCH1: all

	>>semistaticTF-Information
	
	

	>>>tti
	TrCH1: 20

TrCH2: 40
	TrCH1- TrCH2: 20

TrCH4: 40

	>>>channelCodingType
	TrCH1: Turbo

TrCH2: Convolutional
	Convolutional

	>>>>codingRate
	TrCH1: N/A

TrCH2: Third
	TrCH1- TrCH3: Third

TrCH4: Third

	>>>rateMatchingAttribute
	TrCH1: 170

TrCH2: 160
	TrCH1: 200

TrCH2: 190

TrCH3: 256

TrCH4: 170

	>>>crc-Size
	TrCH1: 16

TrCH2: 16
	TrCH1: 12

TrCH2: 0

TrCH3: 0

TrCH4: 16

	DL-AddReconfTransChInfoList
	
	

	>Downlink transport channel type
	dch
	Dch

	>dl-TransportChannelIdentity 
	TrCH1: 1, TrCH2: 9
	

	>tfs-SignallingMode
	SameAsUL
	Independent

	>>transportFormatSet
	
	

	>>>dynamicTF-information
	
	

	>>>>tf0/ tf0,1
	
	TrCH1: (1x0)

	>>>>rlcSize
	
	BitMode

	>>>>>sizeType
	
	TrCH1: type 1: 0

	>>>>numberOfTbSizeList
	
	TrCH1: One

	>>>>logicalChannelList
	
	All

	>>>semistaticTF-Information
	
	same as UL 

	>>ULTrCH-Id
	TrCH1: 1, TrCH2: 9
	TrCH1: 1, TrCH2: 2, TrCH3: 3, TrCH4: 9, 

	>dch-QualityTarget
	
	

	>>bler-QualityValue
	TrCH1: 2x10-3

TrCH2: Absent
	TrCH1: 7x10-3

TrCH2: Absent

TrCH3: Absent

TrCH4: Absent

	TrCH INFORMATION, COMMON
	
	

	ul-CommonTransChInfo
	
	

	>tfcs-ID (TDD only)
	1
	1

	>sharedChannelIndicator (TDD only)
	FALSE
	FALSE

	> tfc-Subset
	Absent, not required
	Absent, not required

	>ul-TFCS
	Normal TFCI signalling 
	Normal TFCI signalling 

	>>explicitTFCS-ConfigurationMode
	Complete
	Complete

	>>>ctfcSize
	Ctfc2Bit
	Ctfc6Bit

	>>>>TFCS representation
	Addition
	Addition

	>>>>>TFC list
	
	

	>>>>>>TFC 1
	(TF0, TF0)
	(TF0, TF0, TF0, TF0)

	>>>>>>>ctfc
	0
	0

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 2
	(TF1, TF0)
	(TF1, TF0, TF0, TF0)

	>>>>>>>ctfc
	1
	1

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>c (FDD only)
	N/A
	N/A

	>>>>>>>>d
	N/A
	N/A

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 3
	(TF0, TF1)
	(TF2, TF1, TF0, TF0)

	>>>>>>>ctfc
	2
	7

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 4
	(TF1, TF1)
	(TF3, TF2, TF0, TF0)

	>>>>>>>ctfc
	3
	13

	>>>>>>>gainFactorInformation
	Signalled
	Computed

	>>>>>>>>c (FDD only)
	8
	N/A

	>>>>>>>>d
	15
	N/A

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 5
	(TF0, TF2)
	(TF4, TF3, TF0, TF0)

	>>>>>>>ctfc
	4
	19

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 6
	(TF0, TF3)
	(TF0, TF0, TF0, TF1)

	>>>>>>>ctfc
	6
	20

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 7
	(TF0, TF4)
	(TF1, TF0, TF0, TF1)

	>>>>>>>ctfc
	8
	21

	>>>>>>>gainFactorInformation
	Computed
	Computed

	>>>>>>>>referenceTFCId
	0
	0

	>>>>>>TFC 8
	
	(TF2, TF1, TF0, TF1)

	>>>>>>>ctfc
	
	27

	>>>>>>>gainFactorInformation
	
	computed

	>>>>>>>>referenceTFCId
	
	0

	>>>>>>TFC 9
	
	(TF3, TF2, TF0, TF1)

	>>>>>>>ctfc
	
	33

	>>>>>>>gainFactorInformation
	
	computed

	>>>>>>>>referenceTFCId
	
	0

	>>>>>>TFC 10
	
	(TF4, TF3, TF0, TF1)

	>>>>>>>ctfc
	
	39

	>>>>>>>gainFactorInformation
	
	signalled

	>>>>>>>>c (FDD only)
	
	10

	>>>>>>>>d
	
	15

	>>>>>>>>referenceTFCId
	
	0

	>>>>>>TFC 11
	
	(TF0, TF0, TF0, TF2)

	>>>>>>>ctfc
	
	40

	>>>>>>>gainFactorInformation
	
	Computed

	>>>>>>>>referenceTFCId
	
	0

	>>>>>>TFC 12
	
	(TF1, TF0, TF0, TF2)

	>>>>>>>ctfc
	
	41

	>>>>>>>gainFactorInformation
	
	Computed

	>>>>>>>>referenceTFCId
	
	0

	>>>>>>TFC 13
	
	(TF0, TF0, TF0, TF3)

	>>>>>>>ctfc
	
	60

	>>>>>>>gainFactorInformation
	
	Computed

	>>>>>>>>referenceTFCId
	
	0

	>>>>>>TFC 14
	
	(TF1, TF0, TF0, TF3)

	>>>>>>>ctfc
	
	61

	>>>>>>>gainFactorInformation
	
	Computed

	>>>>>>>>referenceTFCId
	
	0

	>>>>>>TFC 15
	
	(TF0, TF0, TF0, TF4)

	>>>>>>>ctfc
	
	80

	>>>>>>>gainFactorInformation
	
	Computed

	>>>>>>>>referenceTFCId
	
	0

	dl-CommonTransChInfo
	
	

	>tfcs-SignallingMode
	Same as UL
	Same as UL

	ul-CommonTransChInfo
	
	

	>tfcs-ID (TDD only)
	
	1

	>sharedChannelIndicator (TDD only)
	
	FALSE

	> tfc-Subset
	
	Absent, not required

	PhyCH INFORMATION FDD
	
	

	UL-DPCH-InfoPredef
	
	

	>ul-DPCH-PowerControlInfo
	
	

	>>powerControlAlgorithm
	Algorithm 1
	Algorithm 1

	>>>tpcStepSize
	1 dB
	1 dB

	>tfci-Existence
	TRUE
	TRUE

	>puncturingLimit
	1
	0.96

	DL-CommonInformationPredef
	
	

	>dl-DPCH-InfoCommon
	
	

	>>spreadingFactor
	32
	128

	>>tfci-Existence
	TRUE
	TRUE

	>>pilotBits
	8
	4

	>>positionFixed
	Flexible
	Flexible

	PhyCH INFORMATION 3.84 Mcps TDD
	
	

	UL-DPCH-InfoPredef
	
	

	>ul-DPCH-PowerControlInfo
	
	

	>>dpch-ConstantValue
	
	

	>commonTimeslotInfo
	
	

	>>secondInterleavingMode
	
	

	>>tfci-Coding
	
	

	>>puncturingLimit
	
	

	>>repetitionPeriodAndLength
	
	

	DL-CommonInformationPredef
	
	

	>dl-DPCH-InfoCommon
	
	

	>>commonTimeslotInfo
	
	

	>>>secondInterleavingMode
	
	

	>>>tfci-Coding
	
	

	>>>puncturingLimit
	
	

	>>>repetitionPeriodAndLength
	
	

	PhyCH INFORMATION 1.28 Mcps TDD 
	
	

	UL-DPCH-InfoPredef
	
	

	>commonTimeslotInfo
	
	

	>>secondInterleavingMode
	
	

	>>tfci-Coding
	
	

	>>puncturingLimit
	
	

	>>repetitionPeriodAndLength
	
	

	DL-CommonInformationPredef
	
	

	>dl-DPCH-InfoCommon
	
	

	>>commonTimeslotInfo
	
	

	>>>secondInterleavingMode
	
	

	>>>tfci-Coding
	
	

	>>>puncturingLimit
	
	

	>>>repetitionPeriodAndLength
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