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	Mobile TV uses MBMS broadcast mode, which can be PtM or PtP. When in PtP, RNC needs to indicate the RAB ID in RRC Radio Bearer Setup message. Currently, the PtP RAB ID is provided by the CN in the Iu UE Linking message, which is dedicated to a particular UE, i.e. not to a particular MBMS Service. However, because the Mobile TV broadcast mode does not have a joining procedure, there is no Iu UE Linking performed. Consequently, it is unclear how the RNC knows this PtP RAB ID.
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	It is proposed to clarify that for the PtP MBMS broadcase mode, the RAB ID is a reserved value in TS 24.008 (section 10.5.6.16 Enhanced network service access point identifier).
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10.3.1.14
RAB identity

This information element uniquely identifies a radio access bearer within a CN domain.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE RAB identity type
	MP
	
	
	

	>RAB identity (GSM-MAP)
	
	
	Bit string (8)
	Formatted according to [5].  The first/leftmost bit of the bit string contains the most significant bit of the RAB identity.
In case of a radio bearer setup for an MBMS selected service, the RAB identity is set to the value reserved for ‘MBMS Broadcast mode’, see [5].

	>RAB identity (ANSI-41)
	
	
	Bit string (8)
	 The first/leftmost bit of the bit string contains the most significant bit of the RAB identity.


	CHOICE NAS binding info type
	Condition under which the given RAB identity type is chosen

	RAB identity (GSM-MAP)
	PLMN is of type GSM-MAP

	RAB identity (ANSI-41)
	PLMN is of type ANSI-41
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