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Table Names
tc_6_1_1_7, lt_LocalTest

ATS Suite
iWD_D06wk38

Test Case affected
TC_6_1_1_7

Reason for change
Reason 1) The present sequence of MMI commands in the TC 6.1.1.7 is misleading. 

Reason 2) According to 34.123-1 all USIM parameters are set to default values except that EF(LOCI) shall be set to PLMN1. Therefore, in order to avoid USIM manipulation during the execution of the test, UE should be registered to PLMN1 in the preamble. 

Summary of change
A preamble has been added to the test case in following order:

Preamble

1)       Switch off UE

2)       Create cellA

3)       Switch on UE 

4)       Register UE in cell A in order to set EF(LOCI) to PLMN1 (using ts_IdleUpdated)

5)       MMI command to request user to change the selection mode to manual

6)       Switch off UE

Start the test

7)       Switch on UE 

8)       User is requested to select PLMN1

9)       the SS wait for random access …

…

Changes in table: tc_6_1_1_7

Change 1) For steps 3 & 4 mentioned above test step +ts_IdleUpdated ( tsc_CellA ) has been added. Then the test step ts_MMI_PLMN_SelModeMan has been moved from the test body to preamble at step 5 mentioned above. Test step ts_DetachOnSwitchOff (tsc_CellA) has been added for step 6 in the preamble. 

Change 2) ts_MMI_PLMN_SelModeAuto added befor postamble to switch the PLMN selection mode of the UE back to Automatic mode.

Changes in table: lt_LocalTest

Change 3) ts_MMI_UE_SwitchOn added before ts_MMI_PLMN_SelPerf for step 7 described above.



Nr 

Label 

Behaviour Description 

Constraint Ref 

Verdict 

Comments 

1 

  

START t_Guard 

  

  

  

2 

  

 [ px_RAT = fdd ] 

  

  

FDD specific behaviour 

3 

  

  +lt_InitVariables 

  

  

  

4 

  

   (tcv_NumOfPLMN:=3) 

  

  

@sic VB T1s-040427 sic@ 

5 

  

    [TRUE] 

  

  

@sic VB T1s-040427 sic@ 

6 

  

     +ts_SS_CreateCellFACH ( tsc_CellA ) 

  

  

Configure lower tester 

7 

  

      +ts_SendDefSysInfo_3PLMN ( tsc_CellA ) 

  

  

Sends the default system information in CellA 

8 

  

        +ts_IdleUpdated ( tsc_CellA )
  

  

9 

  

         + ts_MMI_PLMN_SelModeMan
  

  

  

10 

  

          + ts_DetachOnSwitchOff ( tsc_CellA )
  

  

  

11 

  

       +lt_LocalTest
  

  

  

12 

  

            +ts_MMI_PLMN_SelModeAuto
  

  

  

13 

  

         +po_ConnectionAndSS_Rels
  

  

To release all the configured but not released cells 

14 

ERR1 

 [ px_RAT = tdd ] 

  

  

TDD specific behaviour 

15 

ERR2 

 [ TRUE ] 

  

I 

  



lt_LocalTest 

21 

TBS 

( tcv_TestBody := TRUE ) 

  

  

  

22 

  

 [TRUE] 

  

  

@sic VB T1s050027 sic@ 

23 

  

  ( tcv_Use_E_PLMN := TRUE , tcv_E_PLMN := c_E_PLMN_1 ( o_ConvtPLMN ( tcv_CellInfoG.mcc, tcv_CellInfoG.mnc ) ) ) 

  

  

Initialise tcv to store PLMN 3 as equivalent, which is to be used in test step to special idle update
@sic VB T1s040427 sic@ 

24 

  

   + ts_MMI_PLMN_SelModeMan
  

  

@sic VB T1s040619 sic@
25 

  

   + ts_MMI_UE_SwitchOn
  

  

26 

  

    + ts_MMI_PLMN_SelPerf ( tcv_CellInfoA.mcc, tcv_CellInfoA.mnc) 

  

  

@sic VB T1s040619 sic@
@sic VB R5s060152 sic@ 

27 

  

     +ts_IdleUpdated ( tsc_CellA ) 

  

  

Complete location Update is done, includin
receive random access request from UE. The response from UE is from PLMN1 , the PLMN list stored in tcv_E_PLMN shall be sent in equivalent PLMN list in Location Update accept message. 

28 

  

      +ts_SS_CreateCellFACH ( tsc_CellD ) 

  

  

Configure lower tester cell 2 

29 

  

       +ts_SendDefSysInfo_3PLMN (tsc_CellD) 

  

  

Sends the default system information in CellD
@sic VB T1s-040427 sic@ 

30 

  

        +ts_SS_CreateCellFACH ( tsc_CellG ) 

  

  

Configure lower tester cell 3
@sic VB T1s-040427 sic@ 

31 

  

         +ts_SendDefSysInfo_3PLMN ( tsc_CellG ) 

  

  

Sends the default system information in CellG
@sic VB T1s-040427 sic@ 

32 

  

          +ts_UpdateRegistration ( tsc_CellG ) 

  

  

Complete location Update is done. includin
receive random access request from UE. The response from UE is from PLMN3
@sic VB T1s-040427 sic@ 

33 

  

           ( tcv_TestBody := FALSE ) 
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