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Reason for change:
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1.TC 8.1.1.4, 8.1.1.5 and 8.1.1.6 was changed in CR T1-040286 with the motivation that the testmethod used could not handle BCCH Modification Time. Instead a delay of 5s was introduced between the paging and broadcast of new SI. This method makes UE behaviour unspecified and is not according to real NW scenario. Either is BCCH Modification Time declared or the SI should be broadcasted immediately after the Paging is sent out.

In TS 25.331 clause 8.1.1.7.3 it is described what UE should do if BCCH Modification Time is not declared, but it is not described how long a UE should listen for new SI after a Paging is sent out (if BCCH Modification Time is not declared). This is up to UE implementation.

2.The method introduced in CR T1-040268 is not described in either test purpose or test requirement and should therefore be removed.
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Delay of 5s between Paging and broadcast of new SI is removed.
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After changes:

Test Case

Test Case Id:
tc_8_1_1_4

Test Group Reference:
RRC/RRC_Paging/

Purpose:
To confirm that the UE checks the new value tag of the master information block and reads the updated SYSTEM INFORMATION BLOCK messages after it receives a PAGING TYPE 1 message which includes the IE "BCCH Modification Information".

Configuration:
 

Defaults:
RRC_Def1

Comments:
 

Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments

1
 
START t_Guard
 
 
 

2
 
[image: image1.png]


[px_RAT=fdd]
 
 
FDD specific behaviour

3
 
[image: image2.png]


+ts_RRC_InitVariables [image: image3.png]


( cell_DCH )
 
 
 

4
 
[image: image4.png]


+ts_SS_CreateCellDCH (tsc_CellA)
 
 
Configure lower tester

5
 
[image: image5.png]


+ts_SendDefSysInfo (tsc_CellA)
 
 
Sends the default system information in CellA

6
 
[image: image6.png]


+ts_IdleUpdated (tsc_CellA)
 
 
Idle Update

7
TBS
[image: image7.png]


(tcv_TestBody:=TRUE)
 
 
 

8
 
[image: image8.png]


+ lt_TestBody
 
 
 

9
TBE
[image: image9.png]


(tcv_TestBody:=FALSE)
 
 
 

10
 
[image: image10.png]


+po_ConnectionAndSS_Rel (tsc_CellA)
 
 
Release the RRC Connection

11
ERR1
[image: image11.png]


[px_RAT=tdd]
 
I
TDD specific behaviour

12
ERR2
[image: image12.png]


[TRUE]
 
I
 

lt_TestBody

13
 
+ts_PTMSI_TMSI_Assignment
 
 
 

14
 
+ts_RRC_PagType1_TMSI_PTMSI_Cau [image: image13.png]


(tsc_CellA, tcv_PTMSI_TMSI, tcv_RRC_PagingCau)
 
 
step 1

15
TBP1
[image: image14.png]


TM?RLC_TR_DATA_IND [image: image15.png]


(tcv_InitialUE_Id := RLC_TR_DATA_IND.tM_message.uL_CCCH_Message.message.rrcConnectionRequest.initialUE_Identity)
car_RRC_ConnReq [image: image16.png]


(tsc_CellA, [image: image17.png]



[image: image18.png]



[image: image19.png]


tsc_RB0, [image: image20.png]



[image: image21.png]


cdr_RRC_ConnReqUE_Id ( [image: image22.png]



[image: image23.png]


tcv_RRC_EstCauMT [image: image24.png]



[image: image25.png]


) [image: image26.png]



)
(P)
step 1a
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[image: image27.png]


UM!RLC_UM_DATA_REQ
cas_RRC_ConnRej ( [image: image28.png]



[image: image29.png]


tsc_CellA, [image: image30.png]



[image: image31.png]



[image: image32.png]


tsc_RB0, [image: image33.png]



[image: image34.png]


cs_108_RRC_ConnRej [image: image35.png]


( [image: image36.png]



[image: image37.png]


tcv_InitialUE_Id, tcv_RRC_Ti, [image: image38.png]



[image: image39.png]


unspecified, [image: image40.png]



[image: image41.png]


0 [image: image42.png]



[image: image43.png]


) [image: image44.png]



)
 
Step 1b

17
 
[image: image45.png]


+ ts_CMAC_Pag1_CfgConnMode [image: image46.png]


( tsc_CellA )
 
 
 

18
 
[image: image47.png]


+ ts_SS_RACH_ModifySignature [image: image48.png]


( tsc_CellA, tsc_PRACH1_SignatureDiff )
 
 
To inform the SS for the changed PRACH signature.

19
 
[image: image49.png]


TM!RLC_TR_DATA_REQ
cas_PagingType1 [image: image50.png]


( [image: image51.png]



[image: image52.png]


tsc_CellA, [image: image53.png]



[image: image54.png]


tsc_RB_PCCH, [image: image55.png]



[image: image56.png]


cs_RRC_PagingType1_NotifyIdleMode [image: image57.png]


( tcv_MIB.mib_ValueTag +1,OMIT ) [image: image58.png]



)
 
step 2 [image: image59.png]



[image: image60.png]



@sic Joerg T1-040268 sic@ [image: image61.png]



@sic ER ? removed Wait 45s sic@
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[image: image66.png]


+ ts_SysInfoModifySIB5_And6_RRC [image: image67.png]


( tsc_CellA, cd_SIB5_Signature (tcv_CellInfoA), cb_SIB6_Def (tcv_CellInfoA), [image: image68.png]


tsc_Now )
 
 
step 3 [image: image69.png]



@sic Joerg T1-040268 sic@ , @sic Joerg ER 1627 sic@

Test Case

Test Case Id:
tc_8_1_1_5

Test Group Reference:
RRC/RRC_Paging/

Purpose:
To confirm that the UE, in addition to any actions caused by the IE "Paging record" occurrences in the PAGING TYPE 1 message, checks the new value tag of the master information block, and read the SYSTEM INFORMATION messages after it receives a PAGING TYPE 1 message which includes the IE "BCCH Modification Information".

Configuration:
 

Defaults:
RRC_Def1

Comments:
 

Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments

1
 
START t_Guard
 
 
 

2
 
[image: image70.png]


[px_RAT=fdd]
 
 
FDD specific behaviour

3
 
[image: image71.png]


+ ts_RRC_InitVariablesPS [image: image72.png]


( cell_FACH )
 
 
 

4
 
[image: image73.png]


+ pr_GotoState6_11_MO [image: image74.png]


(tsc_CellA )
 
 
 

5
 
[image: image75.png]


+ts_TransitToCellPCH_P15_P16 [image: image76.png]


(tsc_CellA)
 
 
Bring UE to Cell_PCH status

6
TBS
[image: image77.png]


(tcv_TestBody:=TRUE)
 
 
 

7
 
[image: image78.png]


+ lt_TestBody
 
 
 

8
TBE
[image: image79.png]


(tcv_TestBody:=FALSE)
 
 
 

9
 
[image: image80.png]


+po_ConnectionAndSS_Rel (tsc_CellA)
 
 
Release the RRC Connection

10
ERR1
[image: image81.png]


[px_RAT=tdd]
 
I
TDD specific behaviour

11
ERR2
[image: image82.png]


[TRUE]
 
I
 

lt_TestBody

12
 
+ ts_CMAC_Pag1_CfgConnMode [image: image83.png]


( tsc_CellA )
 
 
 

13
 
TM ! RLC_TR_DATA_REQ
cas_PagingType1 [image: image84.png]


( [image: image85.png]



[image: image86.png]


tsc_CellA, [image: image87.png]



[image: image88.png]


tsc_RB_PCCH, [image: image89.png]



[image: image90.png]


cs_RRC_PagingType1_NotifyIdleMode [image: image91.png]


( tcv_MIB.mib_ValueTag + 1, OMIT ) [image: image92.png]



)
 
step 2 [image: image93.png]



@sic Joerg T1-040268 sic@ [image: image94.png]



@sic ER ? Anite comment: replace NotifyConMode by NotifyIdleMode sic@ [image: image95.png]



@sic ER ? removed Wait 45s sic@

14
 
[image: image96.png]


( tcv_CellInfoA.dRX_CycleLength.uTRAN_DRX_CycleLength := 3 )
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[image: image101.png]


+ ts_SS_RACH_ModifySignature [image: image102.png]


( tsc_CellA, tsc_PRACH1_SignatureDiff )
 
 
To inform the SS for the changed PRACH signature.

18
 
[image: image103.png]


+ ts_SysInfoModifySIB5_And6_RRC [image: image104.png]


( tsc_CellA, cd_SIB5_Signature (tcv_CellInfoA), cb_SIB6_Def (tcv_CellInfoA), tsc_Now )
 
 
step 3 [image: image105.png]



@sic Joerg T1-040268 sic@., @sic Joerg ER 1628 sic@

Test Case

Test Case Id:
tc_8_1_1_6

Test Group Reference:
RRC/RRC_Paging/

Purpose:
To confirm that the UE checks the included new value tag of the master information block and reads the relevant SYSTEM INFORMATION block (s) after it receives a PAGING TYPE 1 message which includes the IE "BCCH Modification Information".

Configuration:
 

Defaults:
RRC_Def1

Comments:
 

Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments

1
 
START t_Guard
 
 
 

2
 
[image: image106.png]


[px_RAT=fdd]
 
 
FDD specific behaviour

3
 
[image: image107.png]


+ ts_RRC_InitVariablesPS [image: image108.png]


( cell_FACH )
 
 
 

4
 
[image: image109.png]


+ pr_GotoState6_11_MO [image: image110.png]


(tsc_CellA )
 
 
 

5
 
[image: image111.png]


+ts_TransitToURA_PCH_P17_P18 [image: image112.png]


(tsc_CellA)
 
 
Bring UE to URA_PCH status

6
TBS
[image: image113.png]


(tcv_TestBody:=TRUE)
 
 
 

7
 
[image: image114.png]


+ lt_testBody
 
 
 

8
TBE
[image: image115.png]


(tcv_TestBody:=FALSE)
 
 
 

9
 
[image: image116.png]


+po_ConnectionAndSS_Rel (tsc_CellA)
 
 
Release the RRC Connection

10
ERR1
[image: image117.png]


[px_RAT=tdd]
 
I
TDD specific behaviour

11
ERR2
[image: image118.png]


[TRUE]
 
I
 

lt_testBody

12
 
+ ts_CMAC_Pag1_CfgConnMode [image: image119.png]


( tsc_CellA )
 
 
 

13
 
+ ts_SS_RACH_ModifySignature [image: image120.png]


( tsc_CellA, tsc_PRACH1_SignatureDiff )
 
 
To inform the SS for the changed PRACH signature.

14
 
[image: image121.png]


TM!RLC_TR_DATA_REQ
cas_PagingType1 [image: image122.png]


( [image: image123.png]



[image: image124.png]


tsc_CellA, [image: image125.png]



[image: image126.png]


tsc_RB_PCCH, [image: image127.png]



[image: image128.png]


cs_RRC_PagingType1_NotifyIdleMode ( tcv_MIB.mib_ValueTag + 1, [image: image129.png]



OMIT) [image: image130.png]



)
 
step 2 [image: image131.png]



@sic Joerg T1-040268 sic@
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[image: image136.png]


+ ts_SysInfoModifySIB5_And6_RRC [image: image137.png]


( tsc_CellA, cd_SIB5_Signature (tcv_CellInfoA), cb_SIB6_Def (tcv_CellInfoA), tsc_Now )
 
 
step 3 [image: image138.png]



@sic Joerg T1-040268 sic@, @sic Joerg ER 1629 sic@
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