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8.2.2.45
Radio Bearer Reconfiguration for transition from CELL_FACH to CELL_DCH and CELL_DCH to CELL_FACH: Success (start and stop of E-DCH transmission)

8.2.2.45.1
Definition and applicability

All UEs which support FDD and HS-PDSCH and E-DPDCH.

8.2.2.45.2
Conformance requirement

In case the procedure was triggered by reception of a RADIO BEARER RECONFIGURATION message, the UE shall:

1>
transmit a RADIO BEARER RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.

…

The variable E_DCH_TRANSMISSION shall be set to "TRUE" only when all the following conditions are met:

1>
the UE is in CELL_DCH state;

1>
the variable E_RNTI includes either the Primary E-RNTI or the Secondary E-RNTI or both the Primary and the Secondary E-RNTI;

1>
the UE has stored the following IEs:

-
IE "E-DCH Transmission Time Interval";

-
IE "HARQ info for E-DCH";

- 
IE "E-DCH information", including the IE "E-DPCCH info" and the IE "E-DPDCH info".

- 
one of the radio links in the active set is configured as the serving E-DCH radio link, and for this radio link the UTRAN has configured the IE "E-HICH configuration" and the IE "E-AGCH info".

1>
there is at least one logical channel mapped to E-DCH for which:

2>
the corresponding E-DCH MAC-d flow is configured, i.e. the IEs "E-DCH MAC-d flow power offset" and "E-DCH MAC-d flow maximum number of retransmissions", and the transmission grant type are configured.

If any of the above conditions is not met and the variable E_DCH_TRANSMISSION is set to TRUE, the UE shall:

1>
set the variable E_DCH_TRANSMISSION to FALSE;

1>
stop any E-AGCH, E-HICH and E-RGCH reception procedures;

1>
stop any E-DPCCH and E-DPDCH transmission procedures;

1>
clear the variable E_RNTI;

1>
act as if the IE "MAC-es/e reset indicator" was received and set to TRUE;

1>
release all E-DCH HARQ resources;

1>
no longer consider any radio link to be the serving E-DCH radio link.

Whenever the variable E_DCH_TRANSMISSION is set to TRUE, the UE shall:

1>
perform E_AGCH reception procedures according to the stored E_AGCH configuration as stated in:

2>
subclause 8.6.3.14 for the IE "New Primary E-RNTI" and the IE "New Secondary E-RNTI".

1>
perform E-HICH reception procedures for all radio links in the E-DCH active set;

1>
perform E-RGCH reception procedures for all radio links in the active set for which an E-RGCH configuration has been provided;

1>
perform E-DPCCH transmission procedures according to the stored E-DPCCH configuration as stated in:

2>
subclause 8.6.6.37 for the IE "E-DPCCH Info";

1>
perform E-DPDCH transmission procedures according to the stored E-DPDCH configuration as stated in:

2>
subclause 8.6.5.16 for the IE "E-DCH Transmission Time Interval";

2>
subclause 8.6.5.17 for the IE "HARQ info for E-DCH".

2>
subclause 8.6.6.37 for the IE "E-DPDCH Info".

1>
inclusion of MAC-d PDU's in a MAC-e PDU for logical channels belonging to a MAC-d flow for which the IE "Non-scheduled transmission grant info" is configured shall:

2>
obey the scheduling and size restrictions as specified for that MAC-d flow (see subclause  8.6.5.18).

1>
inclusion of MAC-d PDU's in a MAC-e PDU for logical channels belonging to a MAC-d flow for which the IE "Scheduled transmission grant info" is configured shall:

2>
be performed in accordance with the received scheduling grant on E-AGCH/E-RGCH (see [15]); and

2>
obey the scheduling restrictions as specified for scheduled transmissions  (see subclause  8.6.6.37).

Whenever the variable E_DCH_TRANSMISSION is set to FALSE, the UE shall:

1>
not perform E-AGCH, E-HICH and E-RGCH reception procedures;

1>
not perform E-DPCCH and E-DPDCH transmission procedures.

…

If the IE "New Primary E-RNTI" and/or the IE "New Secondary E-RNTI" are/is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:

1>
store the new value(s) in the variable E_RNTI;

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

If, after the completion of this procedure, the variable E_DCH_TRANSMISSION is set to FALSE, the UE shall:

1>
clear the variable E-RNTI.

When the variable E_DCH_TRANSMISSION is set to TRUE the UE shall:

1>
use the value of the Primary E-RNTI and/or Secondary E-RNTI stored in the variable E_RNTI as UE identities in the E-AGCH reception procedure in the physical layer.

…

If the IE "Added or Reconfigured UL TrCH information" is included and E-DCH is included and there is more than one MAC-d flow carried on E-DCH then the UE shall:

1>
if any occurrence of the IE E-DCH Transmission Time Interval and, if present, the field HARQ info for E-DCH (IE HARQ RV Configuration):

2>
apply the values of any occurrence for IE E-DCH Transmission Time Interval and, if present, the field HARQ info to all E-DCH MAC-d flows.

NOTE:
The IE "Added or Reconfigured DL TrCH information" is iterated for each added or reconfigured MAC-d flow carried on E-DCH.

1>
if the choice "UL parameters" is set to 'EDCH':

2>
if the IE "HARQ Info" is included:

3>
perform the actions specified in subclause 8.6.5.17.

2>
if the IE "Added or Reconfigured E-DCH MAC-d Flow" is included:

3>
perform the actions as specified in subclause 8.6.5.18.

2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

…

If the IE "E-DCH Transmission Time Interval" is included, the UE shall:

1>
store the received TTI;

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

When the variable E_DCH_TRANSMISSION is set to TRUE the UE shall:

1>
apply the TTI as signalled in the IE "E-DCH Transmission Time Interval" on the E-DPDCH.

…

If the IE "HARQ Info for E-DCH" is included, the UE shall:

1>
store the received configuration;

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

When the variable E_DCH_TRANSMISSION is set to TRUE the UE shall:

1>
use a redundancy version for each HARQ transmission as configured by the IE "HARQ RV Configuration".

…

If the IE "Added or reconfigured E-DCH MAC-d flow" is included, the UE shall:

1>
if the IE "E-DCH MAC-d flow power offset" is included:

2>
configure the power offset indicated in the IE "E-DCH MAC-d flow power offset" for the E-DCH MAC-d flow identified by the IE "E-DCH MAC-d flow identity".

1>
if the IE "E-DCH MAC-d flow maximum number of retransmissions" is included:

2>
configure the maximum number of retransmissions indicated in the IE "E-DCH MAC-d flow maximum number of retransmissions" for the E-DCH MAC-d flow identified by the IE "E-DCH MAC-d flow identity".

1>
if the IE "E-DCH MAC-d flow multiplexing list" is included:

2>
only multiplex MAC-d PDU’s from the E-DCH MAC-d flow indicated in the IE "E-DCH MAC-d flow identity" with MAC-d PDU’s from E-DCH MAC-d flows with which multiplexing in the same MAC-e PDU is allowed in accordance to the IE "E-DCH MAC-d flow multiplexing list".

1>
else:

2>
if previously the IE "E-DCH MAC-d flow multiplexing list" was already received for this E-DCH MAC-d flow:

3>
continue to only multiplex E-DCH PDU’s from the E-DCH MAC-d flow indicated in the IE “E-DCH MAC-d flow identity” with MAC-d PDU’s from E-DCH MAC-d flows with which multiplexing in the same MAC-e PDU is allowed according to the previously received IE “E-DCH MAC-d flow multiplexing list”.

2>
else (never received the IE "E-DCH MAC-d flow multiplexing list" for this E-DCH MAC-d flow):

3>
allow multiplexing of MAC-d PDU’s from the E-DCH MAC-d flow indicated in the IE "E-DCH MAC-d flow identity" with MAC-d PDU’s from any other E-DCH MAC-d flow in the same MAC-e PDU.

1>
if the IE "Non-scheduled transmission grant info" is included:

2>
if the TTI configured on the E-DCH equals 2ms, and the IE "2ms non-scheduled grant HARQ process allocation" is configured for this MAC-d flow:

3>
MAC-d PDU's for logical channels belonging to this MAC-d flow shall only be included in a MAC-e PDU transmitted by HARQ processes allowed by the IE "2ms HARQ process allocation", with a total size not exceeding the size as signalled by the IE "Max MAC-e PDU contents size".

2>
else:

3>
MAC-d PDU's for logical channels belonging to this MAC-d flow shall be included in a MAC-e PDU transmitted by any HARQ process, with a total size not exceeding the size as signalled by the IE "Max MAC-e PDU contents size".

1>
if the IE "Scheduled transmission grant info" is included:

2>
transmission of MAC-d PDU's for logical channels belonging to this MAC-d flow shall be in accordance with the received scheduled grant on E-AGCH/E-RGCH (see [15]).

1>
perform the actions as specified in subclause 8.5.21;

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

…

If the IE "Downlink information for each radio link" is included in a received message, the UE shall:

1>
if the UE would enter CELL_DCH state according to subclause 8.6.3.3 applied on the received message:

2>
if the UE is in TDD mode and shared transport channels are assigned to the UE:

3>
start to receive the indicated Secondary CCPCH.

2>
if the UE is in TDD mode and no shared transport channels are assigned to the UE:

3>
set the variable UNSUPPORTED_CONFIGURATION to TRUE.

2>
if the IE "Serving HS-DSCH radio link indicator" is set to 'TRUE':

3>
consider this radio link as the serving HS-DSCH radio link and no longer consider any other radio link as serving HS-DSCH radio link.

2>
if the IE "Serving E-DCH radio link indicator" is set to 'TRUE':

3>
consider this radio link as the serving E-DCH radio link and no longer consider any other radio link as serving E-DCH radio link.

2>
if the IE "E-AGCH Info" is included:

3>
store the newly received E-AGCH configuration.

2>
if the IE "E-HICH information" is included:

3>
store this E-HICH configuration for the concerning radio link.

2>
if the IE "E-RGCH information" is included:

3>
store this E-RGCH configuration for the concerning radio link.

2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

2>
act on the other IEs contained in the IE "Downlink information for each radio link" as specified in subclause 8.6 applied on this radio link.

1>
in addition, if the message was received in CELL_DCH state and the UE remains in CELL_DCH state according to subclause 8.6.3.3 applied on the received message:

2>
if the IE "Serving HS-DSCH radio link indicator" is set to 'TRUE':

3>
consider this radio link as the serving HS-DSCH radio link;

3>
if the serving HS-DSCH radio link was another radio link than this radio link prior to reception of the message and the IE "H-RNTI" is not included:

4>
clear the variable H_RNTI.

2>
if the IE "Serving HS-DSCH radio link indicator" is set to ‘FALSE’ and this radio link was considered the serving HS-DSCH radio link prior to reception of this message:

3>
no longer consider this radio link as the serving HS-DSCH radio link.

2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

2>
if the IE "Serving E-DCH radio link indicator" is set to 'TRUE':

3>
consider this radio link as the serving E-DCH radio link;

3>
if the serving E-DCH radio link was another radio link than this radio link prior to reception of the message:

4>
if the IE "New Primary E-RNTI" is not included:

5>
clear the Primary E-RNTI stored in the variable E_RNTI.

4>
if the IE "New Secondary E-RNTI" is not included:

5>
clear the Secondary E-RNTI stored in the variable E_RNTI.

2>
if the IE "Serving E-DCH radio link indicator" is set to ‘FALSE’ and this radio link was considered the serving E-DCH radio link prior to reception of this message:

3>
no longer consider this radio link as the serving E-DCH radio link.

2>
if the IE "E-HICH release indicator" is present:

3>
delete the stored E-HICH, E-AGCH and E-RGCH (if any) configurations.

2>
if the IE "E-RGCH release indicator" is present:

3>
delete the stored E-RGCH configuration for this RL.

2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28;

2>
for each optional IE part of the IE "Downlink information for each radio link" that is not present:

3>
do not change its current downlink physical channel configuration corresponding to the IE, which is absent, if not stated otherwise elsewhere.

…

If the IE "E-DCH Info" is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:

1>
if the IE "E-DPCCH Info" is included:

2>
store the newly received E-DPCCH configuration.

1>
if the IE "E-DPDCH Info" is included:

2>
store the newly received E-DPDCH configuration.

NOTE:
The UTRAN should ensure the ordering of the E-TFCI table in increasing transmission power, by correct setting of the reference E-TFCI power offsets.

1>
if the IE "MAC-es/e reset indicator" is included:

2>
reset the MAC-es/e entity [15].

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

When the variable E_DCH_TRANSMISSION is set to TRUE the UE shall:

1>
configure the UL E-DPCCH in accordance with the stored IE "E-DPCCH" configuration;

1>
configure the MAC with the stored IE "E-DPDCH" configuration.

Reference

3GPP TS 25.331 clauses 8.2.2, 8.5.28, 8.6.3.14, 8.6.5.5, 8.6.5.16, 8.6.5.17, 8.6.5.18, 8.6.6.4, 8.6.6.37

8.2.2.45.3
Test purpose

1 
To confirm that the UE reconfigures radio bearer parameters, transits from CELL_FACH to CELL_DCH state, and starts E-DCH transmission according to the received RADIO BEARER RECONFIGURATION message.

2
To confirm that the UE reconfigures radio bearer parameters, transits from CELL_DCH to CELL_FACH state, and stops E-DCH transmission according to the received RADIO BEARER RECONFIGURATION message.
8.2.2.45.4
Method of test
Initial Condition

System Simulator: 1 cell
SYSTEM INFORMATION BLOCK TYPE 1 (see specific message contents).
UE: PS-DCCH +DTCH_HS-DSCH +DTCH_E-DCH (state 6-18) under condition A13 as specified in clause 7.4 of TS 34.108.
Related ICS/IXIT statement(s)

-
UE supports FDD

-
UE supports HS-PDSCH

-
UE supports E-DPDCH

Test Procedure

The UE has a radio bearer mapped to the E-DCH/HS-DSCH and the signalling radio bearers mapped on E-DCH/DCH.
The SS transmits a RADIO BEARER RECONFIGURATION message to the UE. After the UE receives this message, it stops E-DCH transmission and HS-DSCH reception, moves to CELL_FACH state and transmits a RADIO BEARER RECONFIGURATION COMPLETE message using AM RLC.
Then, SS transmits a RADIO BEARER RECONFIGURATION message to the UE. After the UE receives this message, it moves to CELL_DCH state, resumes E-DCH transmission and HS-DSCH reception and transmits a RADIO BEARER RECONFIGURATION COMPLETE message using AM RLC. SS calls for generic procedure C.3 to check that the UE is in CELL_DCH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	RADIO BEARER RECONFIGURATION
	Stop of E-DCH transmission and HS-DSCH reception and transit to CELL_FACH state, 

	2
	(
	RADIO BEARER RECONFIGURATION
COMPLETE
	

	3
	(
	RADIO BEARER RECONFIGURATION
	Start of E-DCH transmission and HS-DSCH reception and transit to CELL_DCH state

	4
	(
	RADIO BEARER RECONFIGURATION
COMPLETE
	

	5
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents

System Information Block type 1 (FDD)

Use the default system information block with the same type specified in clause 6.1  of TS 34.108, with the following exceptions:

	Information Element
	Value/remark

	- UE Timers and constants in connected mode
	

	           - T312
	2


RADIO BEARER RECONFIGURATION (Step 1)

Use the same message as specified for "Packet to CELL_FACH from CELL_DCH in PS" in 34.108, except for the following:
	Information Element
	Value/remark

	RB information to reconfigure list
	

	    - RB information to reconfigure
	(UM DCCH for RRC)

	        - RB identity
	1

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	Not Present

	        - RB mapping info
	

	         - Information for each multiplexing option
	1 RBMuxOption

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of uplink RLC logical channels
	1

	           - Uplink transport channel type
	RACH

	           - UL Transport channel identity
	Not Present

	           - Logical channel identity
	1

	           - CHOICE RLC size list
	Explicit list

	             - RLC size index
	According to clause 6.10.2.4.4.1

	           - MAC logical channel priority
	1

	         - Downlink RLC logical channel info
	

	          - Number of downlink RLC logical channels
	1

	           - Downlink transport channel type
	FACH

	           - DL DCH Transport channel identity
	Not Present

	           - DL DSCH Transport channel identity
	Not Present

	           - Logical channel identity
	1

	        - RB stop/continue
	Not Present

	    - RB information to reconfigure
	(AM DCCH for RRC)

	        - RB identity
	2

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	

	            - CHOICE Uplink RLC mode
	AM RLC

	                - Transmission RLC discard
	

	                    - SDU discard mode
	No discard

	                    - MAX_DAT
	15

	               - Transmission window size
	128

	               - Timer_RST
	600

	               - Max_RST
	4

	               - Polling info
	

	                   - Timer_poll_prohibit
	250

	                   - Timer_poll
	250

	                   - Poll_PDU
	Not present

	                   - Poll_SDU
	1

	                   - Last transmission PDU poll
	TRUE

	                   - Last retransmission PDU poll
	TRUE

	                   - Poll_Window
	99

	                   - Timer_poll_periodic
	Not Present

	           - CHOICE Downlink RLC mode
	AM RLC

	               - CHOICE Downlink RLC PDU Size
	Reference to TS34.108 clause 6 Parameter Set

	               - In-sequence delivery
	TRUE

	               - Receiving window size
	128

	               - Downlink RLC status info
	

	                   - Timer_status_prohibit
	200

	                   - Timer_EPC
	Not present

	                   - Missing PDU indicator
	TRUE

	                   - Timer_STATUS_periodic
	Not Present

	           - One sided RLC re-establishment
	FALSE

	        - RB mapping info
	

	         - Information for each multiplexing option
	1 RBMuxOption

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of uplink RLC logical channels
	1

	           - Uplink transport channel type
	RACH

	           - UL Transport channel identity
	Not Present

	           - Logical channel identity
	2

	           - CHOICE RLC size list
	Explicit list

	             - RLC size index
	According to clause 6.10.2.4.4.1

	           - MAC logical channel priority
	2

	         - Downlink RLC logical channel info
	

	          - Number of downlink RLC logical channels
	1

	           - Downlink transport channel type
	FACH

	           - DL DCH Transport channel identity
	Not Present

	           - DL DSCH Transport channel identity
	Not Present

	           - Logical channel identity
	2

	        - RB stop/continue
	Not Present

	    - RB information to reconfigure
	(AM DCCH for NAS DT High priority)

	        - RB identity
	3

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	

	            - CHOICE Uplink RLC mode
	AM RLC

	                - Transmission RLC discard
	

	                    - SDU discard mode
	No discard

	                    - MAX_DAT
	15

	               - Transmission window size
	128

	               - Timer_RST
	600

	               - Max_RST
	4

	               - Polling info
	

	                   - Timer_poll_prohibit
	250

	                   - Timer_poll
	250

	                   - Poll_PDU
	Not present

	                   - Poll_SDU
	1

	                   - Last transmission PDU poll
	TRUE

	                   - Last retransmission PDU poll
	TRUE

	                   - Poll_Window
	99

	                   - Timer_poll_periodic
	Not Present

	           - CHOICE Downlink RLC mode
	AM RLC

	               - CHOICE Downlink RLC PDU Size
	Reference to TS34.108 clause 6 Parameter Set

	               - In-sequence delivery
	TRUE

	               - Receiving window size
	128

	               - Downlink RLC status info
	

	                   - Timer_status_prohibit
	200

	                   - Timer_EPC
	Not present

	                   - Missing PDU indicator
	TRUE

	                   - Timer_STATUS_periodic
	Not Present

	           - One sided RLC re-establishment
	FALSE

	        - RB mapping info
	

	         - Information for each multiplexing option
	1 RBMuxOption

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of uplink RLC logical channels
	1

	           - Uplink transport channel type
	RACH

	           - UL Transport channel identity
	Not Present

	           - Logical channel identity
	3

	           - CHOICE RLC size list
	Explicit list

	             - RLC size index
	According to clause 6.10.2.4.4.1

	           - MAC logical channel priority
	3

	         - Downlink RLC logical channel info
	

	          - Number of downlink RLC logical channels
	1

	           - Downlink transport channel type
	FACH

	           - DL DCH Transport channel identity
	Not Present

	           - DL DSCH Transport channel identity
	Not Present

	           - Logical channel identity
	3

	        - RB stop/continue
	Not Present

	    - RB information to reconfigure
	(AM DCCH for NAS DT Low priority)

	        - RB identity
	4

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	

	            - CHOICE Uplink RLC mode
	AM RLC

	                - Transmission RLC discard
	

	                    - SDU discard mode
	No discard

	                    - MAX_DAT
	15

	               - Transmission window size
	128

	               - Timer_RST
	600

	               - Max_RST
	4

	               - Polling info
	

	                   - Timer_poll_prohibit
	250

	                   - Timer_poll
	250

	                   - Poll_PDU
	Not present

	                   - Poll_SDU
	1

	                   - Last transmission PDU poll
	TRUE

	                   - Last retransmission PDU poll
	TRUE

	                   - Poll_Window
	99

	                   - Timer_poll_periodic
	Not Present

	           - CHOICE Downlink RLC mode
	AM RLC

	               - CHOICE Downlink RLC PDU Size
	Reference to TS34.108 clause 6 Parameter Set

	               - In-sequence delivery
	TRUE

	               - Receiving window size
	128

	               - Downlink RLC status info
	

	                   - Timer_status_prohibit
	200

	                   - Timer_EPC
	Not Present

	                   - Missing PDU indicator
	TRUE

	                   - Timer_STATUS_periodic
	Not Present

	           - One sided RLC re-establishment
	FALSE

	        - RB mapping info
	

	         - Information for each multiplexing option
	1 RBMuxOption

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of uplink RLC logical channels
	1

	           - Uplink transport channel type
	RACH

	           - UL Transport channel identity
	Not Present

	           - Logical channel identity
	4

	           - CHOICE RLC size list
	Explicit list

	             - RLC size index
	According to clause 6.10.2.4.4.1

	           - MAC logical channel priority
	4

	         - Downlink RLC logical channel info
	

	          - Number of downlink RLC logical channels
	1

	           - Downlink transport channel type
	FACH

	           - DL DCH Transport channel identity
	Not Present

	           - DL DSCH Transport channel identity
	Not Present

	           - Logical channel identity
	4

	        - RB stop/continue
	Not Present

	       - RB information to reconfigure
	(High-speed AM DTCH)

	        - RB identity
	25

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	

	            - CHOICE Uplink RLC mode
	AM RLC

	                - Transmission RLC discard
	

	                    - SDU discard mode
	No discard

	                    - MAX_DAT
	15

	               - Transmission window size
	128

	               - Timer_RST
	600

	               - Max_RST
	4

	               - Polling info
	

	                   - Timer_poll_prohibit
	250

	                   - Timer_poll
	250

	                   - Poll_PDU
	Not Present

	                   - Poll_SDU
	1

	                   - Last transmission PDU poll
	TRUE

	                   - Last retransmission PDU poll
	TRUE

	                   - Poll_Window
	99

	                   - Timer_poll_periodic
	Not Present

	           - CHOICE Downlink RLC mode
	AM RLC

	               - CHOICE Downlink RLC PDU Size
	Reference to TS34.108 clause 6 Parameter Set

	               - In-sequence delivery
	TRUE

	               - Receiving window size
	128

	               - Downlink RLC status info
	

	                   - Timer_status_prohibit
	200

	                   - Timer_EPC
	Not Present

	                   - Missing PDU indicator
	TRUE

	                   - Timer_STATUS_periodic
	Not Present

	           - One sided RLC re-establishment
	FALSE

	        - RB mapping info
	

	         - Information for each multiplexing option
	1 RBMuxOption

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of uplink RLC logical channels
	1

	           - Uplink transport channel type
	RACH

	           - UL Transport channel identity
	Not Present

	           - Logical channel identity
	7

	           - CHOICE RLC size list
	Explicit list

	             - RLC size index 
	Reference to TS34.108 clause 6 Parameter Set

	           - MAC logical channel priority
	8

	          - Downlink RLC logical channel info
	

	           - Number of downlink RLC logical channels
	1

	            - Downlink transport channel type
	FACH

	            - DL DCH Transport channel identity
	Not Present

	            - DL DSCH Transport channel identity
	Not Present

	            - Logical channel identity
	7

	        - RB stop/continue
	Not Present

	Deleted UL TrCH information
	

	        - Uplink transport channel type
	E-DCH

	        - E-DCH MAC-d flow identity
	1

	        - Uplink transport channel type
	E-DCH

	        - E-DCH MAC-d flow identity
	2

	Deleted DL TrCH information 
	

	        - Downlink transport channel type
	HS-DSCH

	        - DL HS-DSCH MAC-d flow identity
	0

	Frequency info
	Not Present

	Maximum allowed UL TX power
	Not Present

	Downlink information per radio link list
	Not Present


RADIO BEARER RECONFIGURATION (Step 3)

Use the same message as specified for "Packet to CELL_DCH from CELL_FACH in PS" in 34.108 except for the following:
	Information Element
	Value/remark

	New H-RNTI
	'1010 1010 1010 1010'

	New Primary E-RNTI
	'1010 1010 1010 1010'

	RB information to reconfigure list
	

	    - RB information to reconfigure
	(UM DCCH for RRC)

	        - RB identity
	1

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	Not Present

	        - RB mapping info
	

	         - Information for each multiplexing option
	1 RBMuxOption

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of uplink RLC logical channels
	1

	           - Uplink transport channel type
	E-DCH

	           - Logical channel identity
	1

	           - E-DCH MAC-d flow identity
	1

	           - DDI
	1

	           - RLC PDU size list
	1 RLC PDU size

	             - RLC PDU size
	144 bits

	           - Include in scheduling info
	FALSE

	           - MAC logical channel priority
	1

	          - Downlink RLC logical channel info
	

	           - Number of RLC logical channels
	1

	            - Downlink transport channel type
	DCH

	            - DL DCH Transport channel identity
	10

	            - DL DSCH Transport channel identity
	Not present

	            - DL HS-DSCH MAC-d flow identity
	 Not present

	            - Logical channel identity
	1

	        - RB stop/continue
	Not Present

	    - RB information to reconfigure
	(AM DCCH for RRC)

	        - RB identity
	2

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	

	            - CHOICE Uplink RLC mode
	AM RLC

	                - Transmission RLC discard
	

	                    - SDU discard mode
	No discard

	                    - MAX_DAT
	15

	               - Transmission window size
	128

	               - Timer_RST
	500

	               - Max_RST
	4

	               - Polling info
	

	                   - Timer_poll_prohibit
	100

	                   - Timer_poll
	100

	                   - Poll_PDU
	Not present

	                   - Poll_SDU
	1

	                   - Last transmission PDU poll
	TRUE

	                   - Last retransmission PDU poll
	TRUE

	                   - Poll_Window
	99

	                   - Timer_poll_periodic
	Not Present

	           - CHOICE Downlink RLC mode
	AM RLC

	               - CHOICE Downlink RLC PDU Size
	Reference to TS34.108 clause 6 Parameter Set

	               - In-sequence delivery
	TRUE

	               - Receiving window size
	128

	               - Downlink RLC status info
	

	                   - Timer_status_prohibit
	100

	                   - Timer_EPC
	Not present

	                   - Missing PDU indicator
	TRUE

	                   - Timer_STATUS_periodic
	Not Present

	           - One sided RLC re-establishment
	FALSE

	        - RB mapping info
	

	         - Information for each multiplexing option
	1 RBMuxOption

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of uplink RLC logical channels
	1

	           - Uplink transport channel type
	E-DCH

	           - Logical channel identity
	2

	           - E-DCH MAC-d flow identity
	1

	           - DDI
	2

	           - RLC PDU size list
	1 RLC PDU size

	             - RLC PDU size
	144 bits

	           - Include in scheduling info
	FALSE

	           - MAC logical channel priority
	2

	          - Downlink RLC logical channel info
	

	           - Number of RLC logical channels
	1

	            - Downlink transport channel type
	DCH

	            - DL DCH Transport channel identity
	10

	            - DL DSCH Transport channel identity
	Not Present

	            - DL HS-DSCH MAC-d flow identity
	Not Present

	            - Logical channel identity
	2

	        - RB stop/continue
	Not Present

	    - RB information to reconfigure
	(AM DCCH for NAS DT High priority)

	        - RB identity
	3

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	

	            - CHOICE Uplink RLC mode
	AM RLC

	                - Transmission RLC discard
	

	                    - SDU discard mode
	No discard

	                    - MAX_DAT
	15

	               - Transmission window size
	128

	               - Timer_RST
	500

	               - Max_RST
	4

	               - Polling info
	

	                   - Timer_poll_prohibit
	100

	                   - Timer_poll
	100

	                   - Poll_PDU
	Not present

	                   - Poll_SDU
	1

	                   - Last transmission PDU poll
	TRUE

	                   - Last retransmission PDU poll
	TRUE

	                   - Poll_Window
	99

	                   - Timer_poll_periodic
	Not Present

	           - CHOICE Downlink RLC mode
	AM RLC

	               - CHOICE Downlink RLC PDU Size
	Reference to TS34.108 clause 6 Parameter Set

	               - In-sequence delivery
	TRUE

	               - Receiving window size
	128

	               - Downlink RLC status info
	

	                   - Timer_status_prohibit
	100

	                   - Timer_EPC
	Not present

	                   - Missing PDU indicator
	TRUE

	                   - Timer_STATUS_periodic
	Not Present

	           - One sided RLC re-establishment
	FALSE

	        - RB mapping info
	

	         - Information for each multiplexing option
	1 RBMuxOption

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of uplink RLC logical channels
	1

	           - Uplink transport channel type
	E-DCH

	           - Logical channel identity
	3

	           - E-DCH MAC-d flow identity
	1

	           - DDI
	3

	           - RLC PDU size list
	1 RLC PDU size

	             - RLC PDU size
	144 bits

	           - Include in scheduling info
	FALSE

	           - MAC logical channel priority
	3

	          - Downlink RLC logical channel info
	

	           - Number of RLC logical channels
	1

	            - Downlink transport channel type
	DCH

	            - DL DCH Transport channel identity
	10

	            - DL DSCH Transport channel identity
	Not Present

	            - DL HS-DSCH MAC-d flow identity
	Not Present

	            - Logical channel identity
	3

	        - RB stop/continue
	Not Present

	    - RB information to reconfigure
	(AM DCCH for NAS DT Low priority)

	        - RB identity
	4

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	

	            - CHOICE Uplink RLC mode
	AM RLC

	                - Transmission RLC discard
	

	                    - SDU discard mode
	No discard

	                    - MAX_DAT
	15

	               - Transmission window size
	128

	               - Timer_RST
	500

	               - Max_RST
	4

	               - Polling info
	

	                   - Timer_poll_prohibit
	100

	                   - Timer_poll
	100

	                   - Poll_PDU
	Not present

	                   - Poll_SDU
	1

	                   - Last transmission PDU poll
	TRUE

	                   - Last retransmission PDU poll
	TRUE

	                   - Poll_Window
	99

	                   - Timer_poll_periodic
	Not Present

	           - CHOICE Downlink RLC mode
	AM RLC

	               - CHOICE Downlink RLC PDU Size
	Reference to TS34.108 clause 6 Parameter Set

	               - In-sequence delivery
	TRUE

	               - Receiving window size
	128

	               - Downlink RLC status info
	

	                   - Timer_status_prohibit
	100

	                   - Timer_EPC
	Not Present

	                   - Missing PDU indicator
	TRUE

	                   - Timer_STATUS_periodic
	Not Present

	           - One sided RLC re-establishment
	FALSE

	        - RB mapping info
	

	         - Information for each multiplexing option
	1 RBMuxOption

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of uplink RLC logical channels
	1

	           - Uplink transport channel type
	E-DCH

	           - Logical channel identity
	4

	           - E-DCH MAC-d flow identity
	1

	           - DDI
	4

	           - RLC PDU size list
	1 RLC PDU size

	             - RLC PDU size
	144 bits

	           - Include in scheduling info
	FALSE

	           - MAC logical channel priority
	4

	          - Downlink RLC logical channel info
	

	           - Number of RLC logical channels
	1

	            - Downlink transport channel type
	DCH

	            - DL DCH Transport channel identity
	10

	            - DL DSCH Transport channel identity
	Not Present

	            - DL HS-DSCH MAC-d flow identity
	Not Present

	            - Logical channel identity
	4

	        - RB stop/continue
	Not Present

	       - RB information to reconfigure
	(high-speed AM DTCH)

	        - RB identity
	25

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	

	          - CHOICE Uplink RLC mode
	AM RLC

	           - Transmission RLC discard
	

	            - CHOICE SDU discard mode
	No Discard

	             - MAX_DAT
	15

	           - Transmission window size
	256

	           - Timer_RST
	500

	           - Max_RST
	4

	           - Polling info
	

	            - Timer_poll_prohibit
	100

	            - Timer_poll
	100

	            - Poll_PDU
	Not Present

	            - Poll_SDU
	1

	            - Last transmission PDU poll
	TRUE

	            - Last retransmission PDU poll
	TRUE

	            - Poll_Windows
	99

	            - Timer_poll_periodic
	Not Present

	          - CHOICE Downlink RLC mode
	AM RLC

	           - CHOICE Downlink RLC PDU Size
	Reference to TS34.108 clause 6 Parameter Set

	           - In-sequence delivery
	TRUE

	           - Receiving window size
	768

	           - Downlink RLC status info
	

	            - Timer_status_prohibit
	100

	            - Timer_EPC
	Not Present

	            - Missing PDU indicator
	TRUE

	            - Timer_STATUS_periodic
	Not Present

	          - One sided RLC re-establishment
	FALSE

	        - RB mapping info
	

	         - Information for each multiplexing option
	1 RBMuxOption

	          - RLC logical channel mapping indicator
	Not Present

	          - Number of uplink RLC logical channels
	1

	           - Uplink transport channel type
	E-DCH

	           - Logical channel identity
	7

	           - E-DCH MAC-d flow identity
	2

	           - DDI
	5

	           - RLC PDU size list
	1 RLC PDU size

	             - RLC PDU size
	336 bits

	           - Include in scheduling info
	TRUE

	           - MAC logical channel priority
	8

	          - Downlink RLC logical channel info
	

	           - Number of RLC logical channels
	1

	            - Downlink transport channel type
	HS-DSCH

	            - DL DCH Transport channel identity
	Not present

	            - DL DSCH Transport channel identity
	Not present

	            - DL HS-DSCH MAC-d flow identity
	0

	            - Logical channel identity
	Not Present

	        - RB stop/continue
	Not Present

	Added or Reconfigured UL TrCH information
	Same as the set defined in RADIO BEARER SETUP message found in TS 34.108 clause 9 under condition A13.

	Added or Reconfigured DL TrCH information
	

	Uplink DPCH info
	

	E-DCH info
	

	Downlink HS-PDSCH Information
	

	Downlink information for each radio link list
	


8.2.2.45.5
Test requirements


After step 1, the UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message.


After step 3, the UE shall transmit a RADIO BEARER RECONFIGURATION COMPLETE message.
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "x WGn" where �	x = "CT" for TSG CT, "RAN" for TSG RAN, "SA" for TSG SA, "GERAN" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "TSG x". �Examples: "CT WG4", "RAN WG5", "GERAN WG3", "TSG SA".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory necessary to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





