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Introduction

Number of CRs agreed: 38. TSs being affected:

· 34.108 - 
03 CR(s)

· 34.121-1 - 
13 CR(s)

· 34.121-2 - 
01 CR(s)

· 34.123-1 - 
18 CR(s)

· 34.123-2 - 
02 CR(s)

· 34.123-3 - 
01 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
The set of CRs has been split in 2 Batches. This is Batch 1.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-063233
	34.108
	546
	
	F
	Rel-6
	6.4.0
	Correction to the set of Reference E-TFCIs in RB Setup default message (RF)
	EDCH_Test

	R5-063545
	34.108
	548
	
	F
	Rel-6
	6.4.0
	CR to 34.108, correction of RADIO BEARER SETUP for EDCH
	EDCH_Test

	R5-063240
	34.108
	549
	
	F
	Rel-6
	6.4.0
	Correction to the set of Reference E-TFCIs in RB Setup default message (SIG)
	EDCH_Test

	R5-063456
	34.121-1
	768
	
	F
	Rel-7
	7.2.0
	Correction to TC 10.2.1 E-HICH test, single link
	EDCH_Test

	R5-063457
	34.121-1
	769
	
	F
	Rel-7
	7.2.0
	Correction to TC 10.3.1 E-RGCH , single link
	EDCH_Test

	R5-063468
	34.121-1
	770
	
	F
	Rel-7
	7.2.0
	Correction to HSUPA Test Case to 34.121-1: Detection Inter-Cell Handover conditions for E-HICH for RLS not containing the Serving E-DCH cell and containing the Serving E-DCH cell
	EDCH_Test

	R5-063464
	34.121-1
	771
	
	F
	Rel-7
	7.2.0
	Correction of test case: Detection in Inter-Cell Handover conditions for E-RGCH.  
	EDCH_Test

	R5-063465
	34.121-1
	772
	
	F
	Rel-7
	7.2.0
	Correction to HSUPA Test Case to 34.121-1: E-TFC restriction in UE 10ms TTI test case and addition of 2ms TTI test case
	EDCH_Test

	R5-063438
	34.121-1
	773
	
	F
	Rel-7
	7.2.0
	Additions to HSUPA Test Case to 34.121-1: Test Tolerances for E-TFC restriction in UE 10ms TTI test case and 2ms TTI test case  
	EDCH_Test

	R5-063439
	34.121-1
	774
	
	F
	Rel-7
	7.2.0
	Adding the notice to Sub-test 3 in E-DCH Test cases
	EDCH_Test

	R5-063469
	34.121-1
	775
	
	F
	Rel-7
	7.2.0
	Adding downlink channel and power definition for E-DCH tests
	EDCH_Test

	R5-063232
	34.121-1
	776
	
	F
	Rel-7
	7.2.0
	Clarification on the MAC headers for E-DCH test cases
	EDCH_Test

	R5-063466
	34.121-1
	777
	
	F
	Rel-7
	7.2.0
	Clarification on the beta values for the E-AGCH test
	EDCH_Test

	R5-063470
	34.121-1
	778
	
	F
	Rel-7
	7.2.0
	UE Transmission Power Headroom test 
	EDCH_Test

	R5-063449
	34.121-1
	779
	
	F
	Rel-7
	7.2.0
	Addition of statistical testing of RRM delay performance for test case 8.4.4 for 10 ms TTI E-DCH E-TFC restriction and 2 ms TTI E-DCH E-TFC restriction
	EDCH_Test

	R5-063434r1
	34.121-1
	781
	-
	F
	Rel-7
	7.2.0
	Correction to set UE to maximum output power
	EDCH_Test

	R5-063442
	34.121-2
	10
	
	F
	Rel-7
	7.2.0
	Applicability of new UE Transmission Power Headroom test case
	EDCH_Test

	R5-063051
	34.123-1
	1725
	
	F
	Rel-6
	6.4.0
	Correction to GCF WI 25 RRC test case 8.2.6.50
	EDCH_Test

	R5-063081
	34.123-1
	1726
	
	F
	Rel-6
	6.4.0
	Corrections to Enhanced uplink RRC test case 8.2.2.45 
	EDCH_Test

	R5-063082
	34.123-1
	1727
	
	F
	Rel-6
	6.4.0
	Corrections to Enhanced uplink RRC test case 8.2.2.47  
	EDCH_Test
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