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	1. In the current spec, the IE “Added or Reconfigured UL TrCH information” protocol description is misleading when there is only one MAC-d flow. 

2. The IE names does not match with the tabular format of 10.3.5.2.


	
	

	Summary of change:
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	1. Correction of the protocol description for "Added or Reconfiguration UL TrCH".

2. The typo is corrected in section 8.6.5.5 to match IE names in 10.3.5.2. Setion 8.6.5.5 is reformated for readability.

Revision1:

· The first note in section 8.6.5.5 should be applicable to both DCH/USCH and E-DCH, thus the condition "1>
if the choice "UL parameters" is set to 'DCH' or 'USCH':" added in the previous version of the CR is removed.

· Three lines related to TDD that were missing in the Rel-7 CR are added.

· The Rel-7 CR is change from category A to F as is is not a true shadow anymore (Change to TDD lines specific to Rel-7).


	
	

	Consequences if 
(

not approved:
	1. If the CR is not agreed, when there is only one E-DCH MAC-d flow, UE can not change TTI and HARQ info through the IE “Added or Reconfigured UL TrCH information” and E-DCH MAC-d flow can not be added or reconfigured. 

2. It may result in confusion.
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8.6.5.5
Added or Reconfigured UL TrCH information

If the IE "Added or Reconfigured UL TrCH information" is included then the UE shall:


1>
for the transport channel identified by the IE "UL Transport Channel Identity" and IE "Uplink transport channel type":

2>
perform the actions for the IE "Transport Format Set" as specified in subclause 8.6.5.1.

NOTE:
The UE stores the UL transport channel configuration until it is explicitly deleted by a message containing the IE "Deleted UL TrCH information" or the UE leaves RRC Connected mode.

1>
if the choice "UL parameters" is set to 'E-DCH':

2>
for FDD:

3>
apply the values of the IE "E-DCH Transmission Time Interval" and the IE “HARQ info for E-DCH” to all E-DCH MAC-d flows.

2>
for TDD:


3>
apply the value of  the IE “HARQ info for E-DCH” to all E-DCH MAC-d flows.


2>
for the IE "HARQ Info for E-DCH":

3>
perform the actions specified in subclause 8.6.5.17.

2>
if the IE "Added or Reconfigured E-DCH MAC-d Flow list " is included:

3>
for each MAC-d flow identified by the IE "Mac-d flow identity":

4>

perform the actions as specified in subclause 8.6.5.18.

2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.
NOTE:
In case of multiple E-DCH MAC-d flows, IE "Added or Reconfigured UL TrCH information" is only included once. If the IE "Added or Reconfigured UL TrCH information" is included more than once with the IE "Uplink transport channel type" set to 'E-DCH', the UE behaviour is unspecified.

===== The following section is not modified and it is just for reference =====

10.3.5.2
Added or Reconfigured UL TrCH information

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Uplink transport channel type
	MP
	
	Enumerated(DCH,USCH
	USCH is TDD only
	

	
	
	
	,E-DCH)
	Note 1
	REL-6

	UL Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	
	

	
	CV-NotE-DCH
	
	
	
	REL-6

	CHOICE UL parameters
	
	
	
	
	REL-6

	>DCH,USCH
	
	
	
	
	REL-6

	>>TFS
	MP
	
	Transport Format Set 10.3.5.23
	
	

	>E-DCH
	
	
	
	
	REL-6

	>>CHOICE mode
	MP
	
	
	
	REL-7

	>>>FDD
	
	
	
	
	REL-7

	>>>>E-DCH Transmission Time Interval
	MP
	
	Integer(2,10)
	Unit is ms.
	REL-6

	>>>TDD
	
	
	
	No data
	REL-7

	>>HARQ info for E-DCH
	MP
	
	10.3.5.7d
	
	REL-6

	>>Added or reconfigured E-DCH MAC-d flow list
	OP
	<1 to maxE-DCHMACdFlow>
	
	
	REL-6

	>>>Added or reconfigured E-DCH MAC-d flow
	MP
	
	Added or reconfigured E-DCH MAC-d flow 10.3.5.1b
	
	REL-6

	Note 1:
If included in System Information Block Type 16, the values ‘E-DCH’ does not apply for the IE "Uplink transport channel type".


	Condition
	Explanation

	NotE-DCH
	If the uplink transport channel type is DCH or USCH then this IE is mandatory otherwise it is not needed.
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